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Updated by Addendum DEC-11-ORSMC-A-DNl dated March 1975. 



PREFACE 

This guide describes the detailed procedures for generating the 
RSTS/E system code and building a system disk and system library files 
Also included are procedures for operating and managing the system, 
performing privileged system operations and using system programming 
techniques for Version V05C-01 of RSTS/E, the Resource Sharing Time 
Sharing System/Extended. The contents of this guide are of concern 
only to the RSTS/E system manager and users whom he designates as 
privileged. Any other individual should not have access to this docu- 
ment without the consent of the system manager, 

NOTE 

It is strongly recommended that the system 
manager read this guide in its entirety be- 
fore attempting to build and start up RSTS/E. 

The following are titles and order numbers of documents useful in 
the operation and management of the RSTS/E system. 



RSTS/E System Installation Notes 

RSTS-11 System User's- Guide 

RSTS/E System Reliability Test 

PDP-11 ROLLIN Utility Programmer's Manual 

BASIC-PLUS Language Manual 

RSTS/E RUNOFF User's Guide 

DOS/BATCH Text Editor (EDIT) Programmer's 
Manual 

RSTS-11 Sort User's Guide 

RSTS-11 Sort User's Guide Addendum 

RSTS/E Commercial User's Guide 

RSTS/E 27 SO User 's Guide 



DEC- 11 -ORINB-A-D 
DEC-11-ORSUA-C-D 
DEC-11-ORSRB-A-D 
DEC-11-OROAA-B-D 
DEC-11-ORBPA-C-D 
DEC-11-URUNA-A-D 

DEC - 1 1 -UEDAA-A-D 

DEC-11-ORSGA-A-D 

DEC-11-ORSGA-A-DNl 

DEC-11-ORCUA-A-D 

DEG-ll-ORJEA-A-D 
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For a quick reference to a subject in this guide, use the follow- 
ing list. 



If you need to know about 

System generation from magtape 
System generation from disk cartridge 
System generation from DECtape 
Configuration question considerations 
Configuration question examples 
Bootstrapping a system disk 
Starting time sharing operations 
Terminating time sharing 
Changing system files 
Adding more memory to RSTS/E 
Changing the maximum number of users 
Changing the maximum job size allowed 
Performing system utility operations 
Determining causes of hardware errors 
Organization of system disk 
Building system library files 
Creating user accounts 
Creating or changing ASCII text files 
System programming operations 
Reporting system troubles 
Creating TTYSET.SPD file 

Enabling DHll modem service 
Copying DOS disk files 
Formatting disks 
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PREFACE TO ADDENDUM 

This addendum to the RSTS/E System Manager's Guide , order number 
DEC-11-ORSMC-A-DNl, describes RSTS/E version V05C-01 which supports 
the RP04 disk pack drive and the TU16 magtape drive. The following 
are the major changes. 

Chapter 2 - Hardware Bootstrap procedures are described in 
Appendix F. Some SYSGEN questions have been 
rearranged and omitted. DHll questions have 
been simplified. Record I/O is no longer op- 
tional but is included on all systems. Moni- 
tor and BASIC-PLUS patch space is also in- 
cluded automatically on all systems. 

Chapter 3 - New information has been added to describe the 
RP04 disk pack drive and the SETKEY initializa- 
tion option. 

Chapter 4 - The RECIO.CTL control file used by the BUILD 
program no longer exists. The files it cre- 
ated are now created by the BUILD. CTL file. 

Chapter 5 - All hardware bootstrap information has been 
moved to Appendix F. 

Chapter 6 - The ERRDIS program contains new options to 
print errors concerning the RPJ2f4 disks and 
the TU16 magtape. The description of the 
DOSPIP program has been added. 

Chapter 7 - Certain errors have been corrected. 

Appendix F - All bootstrap information is now in Appendix 

F. With the new hardware loader, the user can 
bootstrap a RSTS/E system disk from other than 
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a non-zero unit. However, the RSTS/E software 
is not conditioned to run from other than unit 0. 

Changes to the document are denoted by bars in the outside margin 
of the changed page. An asterisk on the outside margin of a changed 
page indicates that material was deleted. Where changed or additional 
information could not fit on a current page, overflow pages were 
created and annotated with fractional page numbers. An addition, a re- 
placement, or an overflow page containing new information is denoted 
only by a date in the lower outside corner of the page. A page con- 
taining neither a change bar, an asterisk, nor a date is unchanged 
from the previous edition. 

To update the current manual, perform the following steps. 

Replace the current Contents and Preface pages with the new 
Contents and Preface pages. 

Replace the current Chapter 2 with the new Chapter 2. 

Replace current pages 3-1 through 3-4 with new pages 3-1 
through 3-4.1. 

Replace the current pages 3-11 through 3-16 with new pages 
3-11 through 3-16.1. 

Replace the current pages 3-21 and 3-22 with new pages 3-21 
and 3-22. 

Replace current pages 3-45 and 3-46 with new pages 3-45 
and 3-46. 

Replace current pages 3-59 and 3-61^ with new pages 3-59, 
3-59.1, 3-59.2, 3-59.3, 3-59.4, and 3-60. 

Replace the current Chapter 4 with the new Chapter 4. 

Replace current pages 5-1 through 5-4 with new pages 5-1 
through 5-4. 

Replace current pages 6-69 and 6-7^ with new pages 6-69 
and 6-10. 

Replace current page 6-111 with new pages 6-111 through 
6-115. 

Replace current pages 7-15 through 7-18 with new pages 
7-15 through 7-18. 

Replace current pages 7-2 3 through 7-26 with new pages 
7-23 through 7-26. 

Replace current pages 7-79 and 7-B0 with new pages 7-79 
and 7-8;Ef. 

Replace current pages 7-87 and 7-88 with new pages 7-87 
and 7-88. 

Replace current pages 7-97 through 1-lpfpf with new pages 
7-9 7 through 7-1^^. 

Replace current Appendix C with new Appendix C. 



xiv March 1975 



Replace current Appendix D with new Appendix D. 
Add new Appendix F . 

Replace current HOW TO OBTAIN SOFTWARE INFORMATION page with 
new version of same. 

Place the Reader's Comments page behind the current Reader's 
Comments page. 

Place this Preface behind the current Preface. 
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CHAPTER 1 
RSTS/E SYSTEM STRUCTURE AND SYSTEM MANAGEMENT 



RSTS/E (Resource Sharing Time Sharing System/Extended) runs on 
either a PDP-11/40 or PDP-11/45 computer and allows up to 63 users 
simultaneous, time shared access to PDP-11 hardware resources and to 
RSTS/E system software components through either local or remote 
terminals. A RSTS/E user performs time sharing operations using the 
full computational and data processing power of the BASIC-PLUS 
language . 

The current version of RSTS/E employs the same file structure 
and programming language of previous versions but provides the 
capability to handle more users running larger resident programs 
faster. The system manager using RSTS/E has increased control over 
system file structures and the conditions under which time sharing 
operations are conducted. This chapter introduces the system manager 
to the hardware and software structures of RSTS/E and provides 
references to further descriptions of the philosophy and uses of 
RSTS/E hardware and software. 

1.1 SYSTEM HARDWARE 

The hardware system building block is either a PDP-11/45 Central 
Processor Unit (CPU) with optional hardware floating point processor 
(FPP) and optional MOS memory or a PDP-11/40 CPU with Extended 
Instruction Set (EIS) and, optionally. Floating Instruction Set 
(FIS) . 

Either the BM792-YB Hardware Bootstrap Loader or the MRll-DB 
Bulk Storage Bootstrap Loader is required on the system. Also, either 
the Programmable Real Time Clock KWll-P or the Line Time Clock KWll-L 
is necessary. 

In order to provide adequate secondary storage, RSTS/E must 
include at least two disks from the following types of disks: The 
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RFll Controller with up to 8 RSll disks (platters) and the RKll Con- 
troller with up to 8 RK05 (or RK03) DECpack cartridge disk drives, or 
at least one disk attached to the RPll-C Controller which can handle 
up to 8 RP03 Disk pack drives. The optimal disk configuration includes 
a removable moving head disk which acts as the RSTS/E system disk, and 
an auxiliary fixed head disk which performs swapping operations. 
Additional disks are used to augment the capacity of public and 
private storage space and swapping storage space. 

Additional devices such as the following can be used on the RSTS/E 
system. Terminals may be standard Teletypes or LA30 DECwriters, 
2741 type terminals, and VT50, VT05 or VT05B Alphanumeric Displays. 
The PCll High Speed Reader/Punch or the PRll High Speed Reader can be 
used to accelerate paper tape input/output operations. Up to eight 
LPll and/or LSll Line Printers can be configured in RSTS/E to make 
hard copy output more efficient. The CRll punched card reader, CMll 
mark-sense card reader or CDll high speed punched card reader can be 
used to handle 80-column punched data cards or 40-column mark-sense 
cards. RSTS/E also supports magnetic tape devices: the TC11/TU56 
DECtape Control and Dual DECtape transport or the TMll/TUlO Magtape 
Control and Transport. 

Local terminals can be connected to the PDP-11 computer via the 
KLll, DLllA, DLllB, DLllC, DLllD, or LCll line interface devices. 
Terminals on remote, dial-up lines can be connected via either the 
DCll or DLllE remote line interface devices. Both local and remote 
lines can be connected through the DHll multiplexer and the DMllB 
modem control multiplexer. 

The impact of these hardware elements on system performance and 
configuration requirements is described in Section 2.7 of this guide. 

1.2 SYSTEM SOFTWARE 

RSTS/E system software exists as PDP-11 assembly language code 
and as BASIC-PLUS language code. The assembly language code is 
tailored at system generation time according to the hardware configura- 
tion on which the system runs and to the software features which the 
system manager chooses to include in his RSTS/E system. Once the 
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system is generated, this code is frozen and alterable only by use 
of patching or by generating new system code. The BASIC-PLUS language 
code exists in a system library of programs which are executed by the 
system itself or by individual users. 

1.2.1 Assembly Language Code 

The RSTS/E assembly language code, when generated, is stored on 
a disk as a core image library (CIL) . A core image library, as it 
resides on disk or in memory, is pure code and immediately executable 
by the PDP-11 computer. Assembly language elements of RSTS/E comprise 
many distinct modules which are either permanently resident in memory, 
temporarily resident, or disk resident. Permanently resident elements 
are the following: 

a) interrupt and trap vectors 

b) small and large system buffers 

c) system information and data tables 

d) disk and I/O device drivers 

e) file processor modules 

f) BASIC-PLUS text editor and analyzer 

g) incremental compiler 

h) BASIC-PLUS Run Time System 

Temporarily memory resident elements are the following: 

a) system initialization code 
Disk resident elements (overlay code) include the following: 

a) file processor modules 

b) DECtape and magtape processor 

c) infrequently used utility routines 

The system initialization code is bootstrapped into memory when 
the system starts. The code is executed and performs a series of 
consistency checks to ensure the integrity of the software before any 
operations are allowed. When checking is completed, the system 
manager has available many initialization options which are made 
possible by the initialization code as described in Chapter 3 of this 
guide. Once time sharing operations start, the initialization code 
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is overlaid by the resident RSTS/E monitor and by user programs. As 
time sharing operations proceed, infrequently used overlay code is 
called as needed from its storage area on the disk and loaded into 
memory . 

1.2.2 BASIC-PLUS Language Code 

A system library of programs is produced by the system manager 
from BASIC-PLUS source code supplied by DEC and is stored on disk as 
intermediate (compiled) code. System library programs exercise wide 
control over the system since they use privileged program status and 
SYS system function calls. The system assembly language code calls 
upon some of these programs to augment its own functions. The system 
manager can use some of them to monitor and regulate system usage. 
Ordinary users can run them to perform common utility functions. 

1.3 DISK FILE STRUCTURE 

Access to all executable code and to system and user data on the 
RSTS/E system is accomplished through a logical structure of files. 
The file structure is flexible enough so that it can control and 
access any type of information. The file structure design is based 
on the need to control and access data and code on disk. 

The logical disk structure is divided into two types: public 
and private. The public disk structure consists of a system disk and 
additional public disk packs or disk cartridges. All public disks 
must be physically on-line and logically mounted whenever the system 
is running and must be accessible to all users during time sharing 
operations. 

The system disk contains the assembly language code of the 
RSTS/E system and BASIC-PLUS intermediate code of the system library 
of programs. The system disk may also be used for storage of active 
user jobs which are temporatily swapped out of memory. If the system 
disk is a moving head device, an auxiliary fixed head disk can be 
used as the swapping device. In such cases, the swapping device is a 
logical extension of the system disk and can be configured to contain, 
in addition to the swapping files, other frequently used system files 
to improve speed of access. 
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Remaining space on the system disk and all space on other public 
disks is available for general storage of user programs and data files 

Any remaining disk drives in the RSTS/E disk structure can be 
devoted to private disk packs or disk cartridges. Private disks can 
be logically mounted and dismounted and interchanged as needed during 
time sharing operations. A private disk provides a means to restrict 
disk storage to a defined set of users. The file structure on a disk, 
whether it is designated public or private, is the same. 

Control of and access to files in the RSTS/E system is accom- 
plished by two structures called a Master File Directory and a User 
File Directory. A Master File Directory, or MFD, exists on each disk 
initialized for use on the RSTS/E system. The MFD is treated as an 
account on the disk, has a project-programmer number [l,lj , and 
catalogs other accounts on the disk. The MFD on the system disk is a 
special case, since it maintains a catalog of the accounts which can 
be used to log into the system. MFD accounts on other disks contain 
entries of accounts which can create files on that disk. Any user 
gains access to any file on a private disk if the protection code of 
the file permits. However, only those users whose accounts are 
entered in the MFD of the private disk can create files on the disk. 

The User File Directory, or UFD, exists on a disk for an account 
under which files are created. The UFD enables the system to access 
a user's file through the MFD on the device. A UFD for an account 
on a disk is not created until a file is created under that account 
on the disk. 

1.4 SYSTEM OPERATION CONCEPTS 

Immediately after logging into the system, a user's terminal is 
in edit mode (BASIC-PLUS command level) and is returned to edit mode 
when any program execution is completed or whenever a CTRL/C is typed 
at the terminal. In edit mode, the system examines each ASCII text 
line entered by the user and determines whether that line is a system 
command, an immediate mode statement, or a program statement. System 
commands are executed immediately after being entered as described 
in Chapter 2 of the RSTS-11 System User's Guide . Immediate mode 
statements are first translated into an intermediate code, which is 
placed in the user's job area, and are executed immediately by the 
Run Time System. (Immediate mode operations are described in 
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Chapter 4 of the BASIC-PLUS Language Manual . ) Program statements 
(lines of ASCII text preceded by line numbers) are stored in their 
ASCII form in a temporary disk file named TEMPnn.TMP stored under the 
user's account. Each program statement is also compiled into its 
intermediate code representation, which is placed in the user's area 
of memory. 

The user job area is initialized at log in time and set to a size 
of 2K words (K = 1024) . The job area can grow in increments of IK 
words to a maximum size set by the system manager at the start of time 
sharing operations. (Refer to the description of SWAP MAX in Chapter 
3.) Intermediate code created in the user's job area upon entry of 
program statements in edit mode is not executed automatically. The 
related program statements being created can be changed. A copy of 
the intermediate code of the program can be transferred to disk 
storage (as a file with a BAC filename extension) or to an external 
storage medium. 

A user changes from edit mode to run mode when he types the RUN 
system command or the CHAIN immediate mode statement. In run mode, 
the Run Time System interpretively executes the intermediate code 
stored in the user's job area. Following program execution, the 
user's terminal is returned to edit mode, signalled by printing of the 
READY message. The user can interrupt the Run Time System by typing 
CTRL/C, which also returns the user's terminal to edit mode. 

The RSTS/E system allows user jobs to run (in either edit mode or 
run mode) one at a time. A user job runs until it either enters an 
I/O wait state or exhausts the time quantum which either the system 
or the system manager has assigned to it. At the point when the 
currently running job ceases to run, the scheduler finds the next job 
that is ready to run and begins running that job. Meanwhile, the 
interrupt-driven I/O device handlers are processing requested data 
transfers. Upon completion of a transfer, the scheduler marks the 
job that requested the transfer as ready to run again and starts it 
from the point at which execution ceased. 

RSTS/E attempts to keep as many jobs in memory as possible. When 
more memory is required to run a job than is available, the system 
temporarily moves some jobs out of memory and stores them in one of 
many files called SWAPj2f.SYS, SWAPl.SYS, SWAP2.SYS, and SWAPS. SYS. 
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This operation is called swapping. When it is again their turn to 
run, the jobs in one of the swapping files are swapped back into 
memory. Jobs waiting for keyboard input and -iobs waitin^^ for device 
I/O completion are most likely stored in the swapping files, while 
jobs currently running or involved in disk or magtape data transfers 
are necessarily in memory. 

As the system processes each job, it maintains accounting infor- 
mation in memory concerning that job. When the job is logged off the 
system, this information is used to update the accounting information 
stored on the disk for that account. 

1.5 SYSTEM GENERATION 

RSTS/E software is distributed on either DECtape, 7-track or 
9-track magtape or disk cartridge (DECpack) . The system is generated 
by the system manager performing two basic steps. First, a batch 
stream is run during which the system manager specifies the hardware 
configuration and chooses optional software features. Software options 
can be included in the system to increase processing power or can be 
excluded from the system to conserve memory storage space. The system 
manager is advised, therefore, to read the entire guide to become 
familiar with the software. He can then select those features and 
parameters which best suit his applications requirements. 

The batch stream and related operations are described in section 
2.1 of this guide. After the system element is created by execution 
of the batch stream, the system manager must perform the second basic 
step, building the system disk, as instructed in Chapter 3. By follow- 
ing the instructions and guidelines given in Chapter 3, the system 
manager can create an initial RSTS/E system and be in a position to 
re-configure and re-create it to meet future expanding or altered 
needs without destroying current system program and data files. After 
building the system, the system manager must build the system library 
files and create the user accounts as described in Chapter 4. 

1.6 SYSTEM MANAGEMENT 

The manager of a RSTS/E system is provided with many options and 
facilities^ for cx)n±2:olTirig^^^ t^ These options are 

immediately made available when the system manager generates the 
system and builds the system disk. Many options are provided when 
the system is initialized as described in Chapter 3. 
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Special facilities are provided to the system manager to perform 
operations not available to ordinary users. Such facilities are termed 
privileged and are defined in Chapter 5 of this guide. The system 
manager can create a privileged account for himself and can, in turn, 
designate other users as privileged. Privileged users can make use 
of RSTS/E system facilities as described in Chapter 6 of this guide. 
It is suggested that the system manager read Chapters 6 and 7 of this 
guide before attempting to use privileged features or before assigning 
privileged accounts to other users. 

The system manager can expand the system library to create his 
ovm utility programs to accomplish functions peculiar to the needs of 
his installation. He has available a wide selection of SYS system 
functions as described in Chapter 7 to facilitate such programming. 
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CHAPTER 2 

RSTS/E SYSTEM GENERATION 

This Chapter describes the procedures to generate RSTS/E system 
code from software distributed on 7-track and 9-track magtape, DEC- 
tape, and RK disk cartridge (DECpack) . Section 2.1 presents an over- 
view of the system generation process and contains comments concern- 
ing the media on which DIGITAL distributes the software. 

Section 2.2 contains the SYSLOD procedures required for magtape 
and DECtape software. Section 2.3 describes the copy procedures for 
disk cartridge software. Procedures to start the system generation 
batch command file are in Section 2.4. Examples and guidelines to 
answering configuration questions are in Sections 2.5, 2.6, and 2.7 
respectively. 

2.1 SYSTEM GENERATION OVERVIEW 

The process for generating the RSTS/E system code consists of 
the following general steps. 

a) If the software is on magnetic tape, bootstrap a tape 
to load the stand alone program SYSLOD and transfer 
the system generation monitor to a disk using SYSLOD. 
If the software is on disk cartridge, bootstrap the 
system generation disk to load the system generation 
monitor and copy both the system generation cartridge 
and the system library cartridge. 

b) Log into the system generation monitor and initiate 
execution of the batch command file. 

c) Answer configuration questions printed during the sys- 
tem generation dialogue, 

d) Follow the instructions printed by the system genera- 
tion monitor and mount and dismount tapes and disks 
as required. 
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After the RSTS/E system code is created, proceed to Chapter 3 to 
initialize the RSTS/E system disk and continue with Chapter 4 to 
build the system library files. 

The system generation procedure is performed using a non- 
standard DOS/BATCH monitor as the system generation monitor. If 
the software supplied by DIGITAL is on magtape or DECtape, this 
monitor must be loaded onto an RFll, RKll, RP03 , or RP04 disk with 
the stand alone program SYSLOD. If the DIGITAL-supplied software is 
on disk cartridge, bootstrap the cartridge to load the system gen- 
eration monitor. (In this document, the disk on which the system 
generation monitor resides is referred to as the system generation 
disk. Such nomenclature differentiates the disk in question from 
the disk on which the RSTS/E public file structure resides and 
which is referred to as the RSTS/E system disk.) 

The procedures for magtape or DECtape media involve transfer- 
ring files to the system generation disk. After the system genera- 
tion monitor is loaded onto a disk, one batch command file must be 
transferred from the tape to the disk. The system manager then ini- 
tiates execution of the batch commands which transfer all required 
system generation programs (MACRO, LINK, CILUS, EDIT, PIP, and SYS- 
LOD) from tape to disk without further interaction. 

The procedures for disk cartridge media are similar to those 
for tape except that none of the file transfer operations are neces- 
sary. However, it is advisable to copy the disk cartridges contain- 
ing the system generation and system library programs and to use the 
copies instead of the originals to generate the system. Copying of 
the disk cartridges is performed with the stand-alone program ROLLIN. 
To begin system generation, the system manager bootstraps the copy 
of the system generation disk cartridge, answers the initial monitor 
DIALOGUE questions, and types one command which initiates execution 
of the batch command file. Commands in the batch file delete any old 
RSTS/E system (RSTS.LCL file) which may exist from a prior system 
generation. 

After the system generation monitor transfers all files from 
tape or deletes files from the disk cartridge, it executes a command 
in the batch file which runs the system generation program SYSGEN. 
The program prints approximately 70 hardware and software configura- 
tion questions and creates two files based on the answers typed in 
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response to each question. The answers must accurately reflect the 
hardware configuration on which RSTS/E will run and the software op- 
tions desired. During the configuration dialogue, SYSGEN creates 
the configuration file CONFIG. MAC and a second batch command file 
SYSGEN.BAT, which are later used to create the RSTS/E system code 
tailored to local installation requirements. 

After all configuration questions are answered, the system gen- 
eration monitor executes the second batch command file. The monitor 
conditionally assembles the TBL module (system tables) and the TTY 
module (terminal service) using the configuration file created dur- 
ing the SYSGEN dialogue. 

During execution of the second batch command file, the system 
generation monitor prints instructions to mount appropriate tapes 
or disks as each is required. If the 2780 package is required on 
the system, the monitor also prints messages to mount the 2780 tape 
or disk cartridge. Required 2780 files are transferred to the sys- 
tem generation disk and assembled. 

The system generation monitor next links the monitor code (RSTS) , 
overlay code (OVR) , error messages (ERR) , initialization code (INIT) , 
and octal debugging tool (ODT) and copies files from tape as needed. 
Subsequently, the monitor links the BASIC-PLUS monitor (Run Time 
System) code to include all BASIC-PLUS language and mathematical 
package options. 

The final step in the system generation process creates a linked 
core image library (LICIL) of the RSTS/E system from the load modules 
created by the linking process. For magtape and DECtape media, the 
step includes writing the LICIL (RSTS.LCL file), system load maps, 
batch and configuration files, and SYSLOD program to a scratch tape. 
For disk cartridge software, the LICIL is created and remains on the 
system generation disk. 

During the final step for magtape and DECtape media, the monitor 
prints a message indicating the exact command to type to write the 
contiguous core image library, or CIL, onto the RSTS/E system disk. 
The batch command file terminates by loading SYSLOD into memory. The 
system manager can type the exact command to SYSLOD and write the CIL 
to the RSTS/E system disk or, at some later time, can bootstrap the 
tape to load SYSLOD into memory. After writing the CIL to the RSTS/E 
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system disk, SYSLOD automatically bootstraps the device to load the 
RSTS/E initialization code into memory. 

During the final step for disk cartridge media, the system gen- 
eration monitor prints a message to mount and write enable the RSTS/E 
system disk. Typing one command continues executing the batch file 
which runs CILUS to write the CIL onto the RSTS/E system disk. If 
the RSTS/E system disk is either an RP03 , RP)2f4, or an RFll disk, the 
batch command file terminates by bootstrapping that device. If the 
RSTS/E system disk is an RK disk, the system generation monitor prints 
a message to move the disk to RK unit and to bootstrap it by the 
hardware loader to load the RSTS/E initialization code. 

The RSTS/E CIL contains the system initialization code, the moni- 
tor, the BASIC-PLUS Run Time System, overlay code, error messages, 
and, optionally, the stand alone program ROLLIN. When the RSTS/E 
system disk is bootstrapped, the initialization code is loaded into 
memory. The initialization options described in Chapter 3 must be 
used to install necessary patches (PATCH option) , to initialize the 
system disk (DSKINT option) , to create the system files (REFRESH 
option) , to set keyboard defaults (SETKEY option) , to establish de- 
fault start up parameters (DEFAULT option) , and to begin time shar- 
ing (START option) . 

If interrupted, the entire system generation procedure need 
not be redone. If one of two checkpoints has been passed, merely 
return to the previous checkpoint. The checkpoints and procedures 
for recovery are indicated by messages printed by the system genera- 
tion monitor. 
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2.2 MAGTAPE AND DECTAPE PROCEDURES 

Magtape and DECtape procedures differ in the bootstrap proce- 
dures required and in the device designators used in several key- 
board commands. 

2.2.1 Magtape Bootstrap Procedure 

Procedures to operate the magtape device are described in 
Section 5.6 of the RSTS-11 System User's Guide . 

To bootstrap the magtape, perform the following steps. 

Mount the SYSTEM GENERATION TAPE labelled 

DEC-11-0RSPA-C-MC9 for a 9-track TU10 drive 
DEC-11-0RSPA-C-MC7 for a 7 -track TU10 drive 
DEC-11-0RSPA-C-WC9 for a TU16 drive 

on unit with the write enable ring removed. 

Ensure that the tape is at its load point. (The 
LD PT indicator comes on.) The computer does not 
bootstrap the device unless the tape is at its 
load point. 

Set the ON-LINE/OFF-LINE switch on the tape unit 

to ON-LINE and ensure that the RDY indicator is lit. 

Ensure that the console terminal is on line. 

Follow the instructions in Appendix F for the type 
of hardware bootstrap on the system. 

Proceed to Section 2.2.3 to transfer the system 
generation monitor from tape to disk. 

2.2.2 DECtape Procedures 

Procedures to operate the DECtape device are described in Sec- 
tion 5.5 of the RSTS-.ll System User's Guide . To bootstrap the DEC- 
tape, E>erform the following s t e p s. 

Mount the DECtape reel labelled DEC-11-ORSBA-C-UCl 
(SYSTEM GENERATION TAPE 1 of 2) on unit 0. 
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Mount the DECtape reel labelled DEC-11-0RSBA-C-UC2 
(SYSTEM GENERATION TAPE 2 of 2 ) on unit 1. 

On DECtape units and 1, set the REMOTE/OFF/LOCAL 
switch to REMOTE and the WRITE ENABLE/WRITE LOCK 
switch to WRITE LOCK. 

Ensure that the console terminal is on line. 

Bootstrap unit by following the instructions in 
Appendix F for the type of hardware bootstrap de- 
vice on the system. 

Proceed to Section 2.2.3 to transfer the system 
generation monitor from tape to disk. 
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2-2.3 Loading the System Generation Monitor from Tape 

When the tape is bootstrapped, the computer reads unit and 
loads SYSLOD into memory. SYSLOD prints its identification line 
followed by the first in a series of queries as follows. 

SYSLOD V08-01A 
CONSOLE FILL COUNT= 

If SYSLOD does not print its identification and the processor 
halts, a parity error possibly was detected in reading the tape. Re- 
try the entire procedure, including rewinding the tape to load point 
(if magtape). If the bootstrap procedures fail repeatedly, obtain 
a new tape reel. 



^•2-3.1 Answering the SYSLOD Questions - When SYSLOD runs, perform 
the following steps. 

If the system generation disk is either an RKj2f3 or RK05 
cartridge or an RPJ2(3 or RP04 pack, mount it on drive 
unit 0. 

Ensure that the system generation disk is on line, 
write enabled, and ready before proceeding. (After 
the DIALOGUE query is answered, SYSLOD does not recog- 
nize any devices previously not ready.) 

Type the RETURN key in response to the CONSOLE FILL COUNT ques- 
tion and proceed as follows: 

SYSLOD V08-01A 

CONSOLE FILL COUNT= (Type RETURN key.) 

DATEj_ 14-PEB-75 (Type in dd-mmm-yy format.) 

DIALOGUE? (Type RETURN key.) 



SYSLOD indicates that it is ready to accept a command string by 
printing the # character. A single command string is necessary to 
format the disk, to check for bad blocks, and to transfer the system 
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generation monitor to the disk. Use the following format for the 
SYSLOD command string.^ 

#xx : MONLIB . LCL/PO/CO : 0/HO/BO<yy : MONLIB . LCL 

where: 

XX is DB for RPj2(4 disk pack 

DP for an RPj2f3 disk pack 

DK for an RKJZfS or RK03 disk cartridge 

DF for an RF type disk. 

yy is DTjZf if DECtape medium is used or, 

MT0 if either 7- or 9-track TUlJZI magtape medium is used. 
MM0 if TU16 magtape software is used. 

NOTE 

The /FO switch is not necessary for RF- 
type disks. 

The /FO switch in the SYSLOD command causes a removable disk to 
be formatted. If an RPi2f3 disk pack is used, SYSLOD prints a message 
to remove a panel from the RPllC controller and set the FORMAT ENABLE/ 
NORMAL switch. Leave the panel off the controller until formatting is 
complete. SYSLOD prints a second message to reset the FORMAT ENABLE/ 
NORMAL switch before it continues. 

The /C0:JZ( switch writes one pattern on each block of the disk to 
ensure that no bad blocks are used. The /HO switch causes SYSLOD to 
place a pointer to the CIL in the bootstrap record. The /BO switch 
causes SYSLOD to bootstrap the device upon completing the transfer. 

The entire process takes between 5 and 20 minutes depending upon 
the size and type of disk. If SYSLOD prints any error messages, con- 
sult Appendix B for the meaning and possible steps for recovery. Upon 
completing the transfer, SYSLOD prints the following messages. 

SYSLOD COMPLETE 

ANSWER WITH GARRET OR 'Y' GARRET: -IS YOUR LINE FREQUENCY 50 HERTZ? 
DO YOU WANT TO DISABLE DIALOGUE FOREVER? NO 
DOS/BATCH V9-20C 
DATE: 



^On an LA3/2((S) DECwriter, an LA36 DECwriter II, and a VTJ2I5(B) alpha- 
numeric display terminal, it may be necessary to use the SHIFT key 
while typing alphabetic characters in order to ensure that upper case 
characters are transmitted. 
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Type the RETURN key (GARRET denotes carriage return) if the line 
frequency of the power used to run the PDP-11 is 60 Hertz. Type YES 
and the RETURN key only if the power frequency is 50 Hertz. 

SYSLOD then prints a question asking whether to disable the di- 
alogue forever. The system generation monitor begins with a dialogue 
similar to that used by SYSLOD. It is possible to disable this di- 
alogue at this time by typing YES followed by the RETURN key. For 
RSTS/E system generation purposes, type NO so that the dialogue is 
not disabled. Proceed to Section 2.4.1 for instructions on answering 
the system generation monitor dialogue. 
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2.3 DISK CARTRIDGE PROCEDURES 

Disk cartridge procedures involve bootstrapping the device and 
copying the original cartridges using the stand alone program ROLLIN. 

To prevent possible destruction of the system generation and 
system library disk cartridges, it is advisable to copy the cartridges 
and use the copies for generating systems. The cartridges are cre- 
ated on properly aligned drives. Since drive alignment drifts slightly 
in shipping and with age, problems sometimes occur. If the cartridges 
cannot be copied, a DIGITAL Field Service representative must check 
the drive alignment before system generation can continue. The stand 
alone program ROLLIN is included on the system generation disk car- 
tridge to facilitate the copy operation. 

2.3.1 Disk Cartridge Bootstrap 

To bootstrap the cartridge, perform the following steps. 

Physically mount the cartridge labelled DEC-11- 
ORSPA-C-HC (SYSTEM GENERATION DECPACK) in the 
RKj2f3 or RK05 unit 0, 

Ensure that the RDY light is on. 

If the cartridge has not been copied, ensure that the 
WR PROT light is on. (This condition write protects 
the disk.) If the copying is complete, ensure that 
the WR PROT light is off. 

Ensure that the console terminal is on line. 

Follow the instructions in Appendix F for the type 
of hardware bootstrap device on the system. 

The system reads the disk and loads the system generation monitor 
which prints the following lines. 

DOS/BATCH V9-20C 
DATE: 
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If the monitor fails to identify itself, retry the entire opera- 
tion, and carefully check the bootstrap procedure. After the monitor 
prints its identifying lines, proceed to Section 2.3.2 to copy the 
system generation and system library cartridges or proceed to Sec- 
tion 2.4 to start system generation. 

2-3.2 Copying t he Disk Cartridges Using ROLLIN 

-u — ^2, ^..v- v*j.Sjx v.aj.uij.dges, perrorm tne following steps. 

Mount a new disk cartridge on drive unit 1. 

Ensure that the RDY light comes on and that the WR 
PROT light for unit 1 is off. 

Ensure that the WR PROT light for unit is on. 
The original disk must be write protected to 
prevent inadvertent destruction. 

Continue the dialogue in the following manner. 

DOS/BATCH V9-20C 

DATEj_ ll-JUL-74 (Type in dd-mmm-yy format.) 

TIMEi 06:51 (Type in hh:mm format.) 

DIALOGUE? (Type the RETURN key.) 

When the monitor prints the $ character, type the LO 1,1 command. 
The monitor prints the current date and time followed by the $ charac- 
ter. 

i^*^ 1 » ^ (Terminate with RETURN key . ) 

DATE: ll-JUL-74 
TIME: 06:52 

i 

The program CILUS is used to load ROLLIN. Type the RUN CILUS 
command as shown. 

|fiUN CILUS (Terminate with RETURN key.) 

CILUS V08-06A 
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CILUS runs and prints its header line followed by the # charac- 
ter. Type the coinmand shovm to run ROLLIN. Then type the command 
to format unit 1 and copy unit to unit 1. 

#^ROLLIN.CIL/BO (Terminate with RETURN key.) 

ROLLIN VJ37 

#DK1:/FO<DK0:/VE (Terminate with RETURN key.) 

ROLLIN prints messages signalling the start and end of the format 
pass and the start of the verification pass. If no errors are encoun- 
tered, ROLLIN prints the # character again as shown below. 

STARTING RK FORMAT PASS 

END RK FORMAT PASS 

STARTING RK VERIFICATION PASS 

I 

If any errors are encountered, ROLLIN prints appropriate messages 
and the # character. A Field Service representative should be called 
to align the drive. If ROLLIN does not print any error messages, 
continue according to the following steps. 

Move the LOAD/RUN switch to its LOAD position on 
both units and 1. 

When the LOAD light comes on, remove the cartridges 
from their respective drives . 

Label the copied cartridge in such manner as SYSTEM 
GENERATION COPY. Store the original in a safe place. 

Mount the disk cartridge labelled DEC-11-ORSLA-C-HA 
SYSTEM LIBRARY AND RELIABILITY DECPACK in unit 0. 
Ensure that the WR PROT light is on. 

Mount a second new cartridge in unit 1. Ensure 
that the RDY light comes on and that the WR PROT 
light for unit 1 is off. Ensure that the WR PROT 
light for unit is on. The original disk on unit 
must be write protected. 
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Since ROLLIN is still waiting, type the following command in 
response to the # character. 

#DK1:/FO<DK0:/VE 

STARTING RK FORMAT PASS 

END RK FORMAT PASS 

STARTING RK VERIFICATION PASS 

I 

If any errors are encountered, ROLLIN prints appropriate messages 
and the # character. A Field Service representative should be called 
to align the drive. If ROLLIN does not print any error messages, con- 
tinue according to the following steps. 

Move the LOAD/RUN switch to its LOAD position on both 
units and 1. 

When the LOAD light comes on, remove the cartridges 
from their respective drives. 

Label the copied cartridge in such manner as SYSTEM 
LIBRARY COPY. Store the original system library car- 
tridge with the original system generation cartridge. 

Mount the copy of the system generation disk in unit 
and move the LOAD/RUN switch to its RUN position. En- 
sure that the RDY light comes on and that the WR PROT 
light is off. (The disk must be write enabled.) 

Bootstrap unit by typing the following command to ROLLIN. 

#/BO:DK 

DOS/BATCH V9-2jgC 
DATE; 

Proceed to Section 2.4.1 to start the system generation monitor. 
2.3.3 Formatting Disks Using SYSLOD 

During a system generation from disk cartridge distribution media, 
the CILUS program loads the RSTS/E Core Image Library onto the RSTS/E 
system disk. Since CILUS cannot format disks, the SYSLOD program 
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should be used at this point to format the disk to be used as the 
RSTS/E system disk. Bootstrap the copy of the System Generation 
disk cartridge, answer the monitor dialogue, perform the login pro- 
cedure and run CILUS to load SYSLOD as follows. 

DOS/BATCH V9-20C 

DATE: ll-JAN-75 Type the date in format shown 

TIME; 16:15 Type the time in format shown 

DIALOGUE? Type the RETURN key 

$L0 1,1 

DATE: ll-JAN-75 

TIME: 16:15 

$RUN CILUS 
CILUS V08-06A 

#SYSLOD.CIL/BO 

The command shown bootstraps SYSLOD from the disk. 

When SYSLOD runs, it prints a header line and the first query 
line. Mount the disk(s) to be formatted and answer the SYSLOD ques- 
tions shown in the following sample. SYSLOD does not recognize any 
device which is not ready when the DIALOGUE question is answered. 

SYSLOD Vgg-jglA 

CONSOLE FILL COUNT= Type the RETURN key 

DATE; ll-JAN-75 Type the date in format shown 

DIALOGUE? Type the RETURN key 



Type the device designation with the /FO option as shown. 

#DB1:/F0 
£DP1;/F0 

REMOVE THIRD PANEL BELOW RPllC INDICATORS 

AND SET THE LEFT HAND SWITCH TO FORMAT ENABLE; READY? YES 

RESET SWITCH TYPE YES WHEN DONE YES 

ARE YOU SURE? YES 

#DK1 ; /FO 
# 

SYSLOD formats RP04 disk packs and RK disk cartridges without further 
interaction. For an RPJZf3 disk pack, SYSLOD prints the messages shown 
above. The FORMAT ENABLE/NORMAL switch must be set and reset as re- 
quested. The YES response must be typed three times as indicated in 
the dialogue. 
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2. 4 STARTING SYSTEM GENERATION 

Once the system generation disk is bootstrapped, the system Gen- 
eration monitor runs. The system manager must perform the monitor 
dialogue and the login procedure; and initiate the batch command file. 
If magtape or DECtape distribution media are used, he must addition- 
ally transfer the batch command file from tape to the disk. 

2.4.1 Monitor Dialogue 

After the disk is bootstrapped, the system generation monitor 
prints its identification line followed by the first of several prompt- 
ing lines. Type the current date in response to DATE: and the current 
time of day in response to TIME: as shown below. Terminate each re- 
sponse with the RETURN key. 

DOS/BATCH V9-20C 

DATE: ll-JAN-75 (Type in dd-mmm-yy format.) 

™^ 10:12 (Type in hhrmm format.) 

DIALOGUE? 

The monitor dialogue can be omitted if the line printer used for 
system generation (unit 0) is an LPll with 80 columns and if the con- 
sole fill count required is 0. To omit the dialogue, type the RETURN 
key in response to the DIALOGUE query. The monitor prints the $ char- 
acter. Continue at Section 2.4.2 to perform the login procedure. 

To continue the dialogue, type YES followed by the RETURN key in 
response to the DIALOGUE query and proceed as shown. 

DIALOGUE? YES 

DO YOU WANT TO RESET CONSOLE FILL COUNT? YES 

FILL COUNT= 

Type the console fill count in response to the FILL COUNT= query 
according to the following values for the type of console terminal on 
the computer. 

Console Fill Values Console Terminal Types 

ASR-3 3 and ASR-35 Teletype; LA30S and LA30P 

DECwriter (110 and 150 baud) ; LA3 6 (any 
baud rate), VT05 , VT05B, or VT50 display 
(110, 150, and 300 baud) . 
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Console Fill Values Console Terminal Types 

1 ASR-37 Teletype 

VTj2f5B display at 600 baud. 

2 VTJZI5B display at 1200 baud. 

4 VT05B display at 2400 baud. 

LA30P DECwriter at 300 baud. 

12 LA30S DECwriter at 300 baud. 

For example, type 12 for an LA30S DECwriter at 300 baud. If the 
line printer is an 132-column LPll, answer all remaining questions as 
shown below. 



FILL C0UNT =12 

ARE ANY DEVICES DOWN? NO 

DO YOU WANT -TO CHANGE LINE PRINTER? YES 

LSll? NO 

HOW MANY COLUMNS? 132 

LOWER CASE? NO 

OVERPRINT? NO 

DO YOU WANT TO CHANGE CARD READER DEFAULTS? NO 

HAVE YOU GOT RKJZI2 DISK? NO 



If the line printer is an 80-column LPll (the default) , type the RETURN 
key in response to the first line printer question. The remaining line 
printer questions do not appear. The card reader question is printed 
only if a card reader is present. Proceed to the login procedure when 
the $ character is printed. 

2.4.2 Performing the Login Procedure 

To log into the system generation monitor, type the LO 1,1 com- 
mand in response to the $ character as shown below. 

$L0 1,1 

DATE: 21-JUL-74 

TIME : 10:56 

i 

If the login procedure is done properly, the monitor prints the 
current date and time followed by the $ character. Otherwise, the 
monitor prints an appropriate error message followed by the $ charac- 
ter. Simply try again. 
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At this point, procedures differ slightly for tape and disk media 
Continue with Section 2.4.3 if the medium is either magtape or DECtape 
Proceed to Section 2,4.4 if the m.edium. is disk cartrid'-e. 

2.4.3 Transferring the Batch Command File from Tape 

The PIP program must be run from tape and one command must be 
typed to transfer the batch command file to the system generation disk. 
Use the following format for the command to execute PIP. 

$RUN XX : PIP 

where: 

XX is MT for either 7- or 9-track TUlj2f magtape, 
MM for TU16 magtape, or 
DT for DECtape. 

When PIP prints the identification line and the # character as 
follows: 

PIP V10-02 
I 

Use the following format to transfer the file. 

#SY:<xx:SYSGEN 

where : 

XX is MT for either 7- or 9-track TUlJ2f magtape, 
MM for TU16 magtape, or 
DT for DECtape. 

PIP signals completion by printing the # character. Type the 
CTRL/C combination to terminate PIP and the KI command in response to 
the dot character printed by the monitor. For example, 

#fC 
.KI 



When the monitor prints the $ character, proceed to Section 2.4.4 
to execute the batch command file. 
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2.4.4 Initiating the Batch Command File 

To initiate execution of the first batch command file, type the 
following command in response to the $ character. 

$BATCH SYSGEN 

The monitor executes the commands in the batch command file SYSGEN, 
When the message BEGINNING OF RSTS/E SYSTEM GENERATION is printed, SYS- 
GEN has entered the configuration dialogue. Section 2.5 contains an 
explanation of the various forms of the questions and of the procedure 
to restart the questions. 
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2. 5 CONFIGURATION QUESTIONS 

After the batch command file starts, the system generation pro- 
gram SYSGEN runs and enters the configuration dialogue. The dialogue 
is a series of approximately 70 hardware and software configuration 
questions. The questions come in both a long form and a short form. 
With each form, SYSGEN can calculate the answers. This latter feature 
is called automatic answers and is described in Section 2.5.1. 

Long form questions contain explanatory information and are use- 
ful to anyone who is unfamiliar with the system. For a sample print- 
out of the long form questions, see Section 2.6.1. To save time when 
the dialogue questions are familiar, select the short form of the ques- 
tions. A sample printout of the short form questions appears in Sec- 
tions 2.6.2 and 2.6.3. If a question is unclear, simply type the 
RETURN key in response to a short form query; SYSGEN prints the long 
form of that particular question. 

During the dialogue, SYSGEN checks the answers entered. If an 
answer is incorrect, SYSGEN reprints the query or series of queries 
regarding that subject. To restart the dialogue, use the checkpoint 
facility described in Section 2.5.2. Implications of the configura- 
tion questions are given in Section 2.7. 

After all configuration questions are answered, the monitor begins 
executing the second batch comm.and file. For information on this part 
of the procedure, consult Section 2.8. 

2.5.1 Automatic Answers 

The SYSGEN automatic answer facility is enabled by appending /A 
to the response for the short/long form query. SYSGEN allows the user 
to accept the answer, to supply a different answer, or to print the 
question again. With automatic answers enabled, SYSGEN physically 
checks the hardware configuration of the computer on which it is run- 
ning. SYSGEN addresses each device to determine its existence and the 
numbers and types of units. This facility is useful when the system 
generation is performed on the computer on which RSTS/E will run. 
Automatic answers can be misleading if the system generation is per- 
formed for a different machine. 



2-19 March 1975 



SYSGEN denotes the meaning of the automatic answer by printing 
special characters as shown below. 

**1** The answer 1 is correct for the cur- 

rent hardware. 

##08## The answer assumes something concern- 
ing the system. 

##??## The answer cannot be determined; an 
answer must be entered. 

For example, the program can accurately determine whether the computer 
has either FIS or FPP and thus prints either **y** or **no** as the 
correct answer. However, for certain devices such as DECtape, Mag- 
tape, RK disk, and RP disk, SYSGEN can only verify the presence of the 
controller and must assume the existence of eight drives. The answer 
for such devices is either **00** or ##08## for the number of drives 
based upon the absence or presence of the controller. For an example 
of automatic answers, see Sections 2.6.1 and 2.6.2. 

The following are valid responses to automatic answers. 

LINE FEED key Use the automatic answer as the 

response. 

X and RETURN key Use x as the response. 

RETURN key Reprint query or print long form 

of the query. 

If SYSGEN prints an answer and it appears to be incorrect, the 
hardware is possibly configured incorrectly. For example, terminal 
interface wire jumpers are possibly cut improperly. In such circum- 
stances, it is advisable to have a DIGITAL Field Service representa- 
tive verify the hardware configuration. 

Care must be taken if an automatic answer is overridden for a 
floating address device. The communications devices DJll, DHll, DQll, 
and DUll have so-called floating addresses. This term means that the 
presence or absence of any of these devices alters, the UNIBUS address 
assignments for the other devices. Before printing the automatic 
answer for such a device, SYSGEN recomputes the correct floating ad- 
dresses based on responses to previous questions. For example, DJll 
multiplexers are assigned addresses on the UNIBUS before DHll multi- 
plexers.' If 1 is the automatic answer for the DJll question but is 
overridden by typing 2 , SYSGEN recomputes the floating address of and 
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looks for the presence of a DHll at an address based on two DJll 
multiplexers. This procedure is correct only if the address jumpers 
for any DKll are cut correctly for a system with two DJll units. 
Similarly, if the same automatic answer is overridden by entering 0, 
SYSGEN recomputes the floating address of and looks for the presence 
of DHll devices at an address based on no DJll. Thus, in situations 
where the automatic answer is overridden for a floating address device, 
subsequent automatic answers are possibly incorrect. For more informa- 
tion on floating address assignments, see Appendix B of the RSTS/E 
System Reliability Test document. 

2.5.2 Checkpoints 

Prior to printing the message to begin RSTS/E system generation, 
SYSGEN prints a message indicating the start of a checkpoint. The 
message gives instructions for restarting the system generation if 
the process must be interrupted for any reason. Any steps performed 
before the checkpoint need not be redone. Two checkpoint messages 
appear during the system generation process. The first message im.- 
mediately precedes the configuration dialogue. The second message im- 
mediately precedes the execution of the second batch command file 
SYSGEN.BAT. Each message describes the correct procedure to restart 
system generation from the checkpoint. 

For example, to abort SYSGEN and terminate the batch stream, type 
the CTRL/C combination and TE (terminate) . One command restarts the 
process from the related checkpoint. Assume SYSGEN prints a configura- 
tion question and the CTRL/C combination is typed. 

AC FREQ? ^C 



The monitor echoes the CTRL/C combination and prints the dot. The user 
then types TE in response to the dot to terminate the current batch 
command file, after which the monitor prints the current time, its 
identification and the $ character. For example, 

.TE 

TIME; -12; 36; 01 

DOS/BATCH V9-20C 
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To restart the dialogue from a checkpoint, type the appropriate com- 
mand as described in the last checkpoint message. For example, 

$BATCH SYSGNl 

The monitor begins executing the checkpoint 1 batch command file 
SYSGNl. 



2.6 SYSTEM GENERATION EXAMPLES 

This section contains three samples of console printout produced 
during the generation of RSTS/E. The right hand margin of each sample 
has references to other sections which contain relevant descriptions. 
The samples show the system generation to the point where the software . 
automatically bootstraps the resultant RSTS/E system disk and loads 
the initialization code into memory for the first time. 

The first sample shows the output produced by using magtape soft- 
ware with an RP03 disk pack as the system generation disk and an RPi2l3 
disk pack as the resultant RSTS/E system disk. The sample shows all 
configuration questions in long form. 

The second sample shows a system generation using disk cartridge 
(DECpack) software. The system generation disk and the resultant 
RSTS/E system disk are RK05 disk cartridges. The sample shows short 
form configuration questions and automatic answers. 

The third sample shows a system generation using DECtape software 
and an RF disk as both the system generation disk and the resultant 
RSTS/E system disk. The printout shows the points in the procedure 
where the user must mount and dismount specified DECtapes. 
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2-6.1 Magtape Software Using Long Form Questions with Automatic Answers 



Bootstrap the magtape with the hardware loader. 

SVSLOD V08-0ifl (2 2 1) 

CONSOLE FILL C:OUNT = ' ' 



(2,2.3.1) 



DRTE: 20-DEC:-74 
DIALOGUE? 

#DP : flONLIB. CI LfTO/CO : 0/HO/BCkIMT : MONLIB LCL 

REMOVE THIRD PANEL BELOW RPiiC INDICATORS 

AND SET THE LEFT HAND SWITCH TO FORMAT ENABLE: READV-' VE=: 

RESET SWITCH TVPE VES WHEN DONE VES 

ARE VOLI SURE? VES 

SVSLOD COMPLETE 

ANSWER WITH CARRET OR '■ V CRRRET : - IS VOUR LINE FREPUENCV 5Pi HEPT^"' 
DO VOU WANT TO DISABLE DIALOGUE FOREVER? NO 

DOS/BATCH V9-20C (2 4 d 

DATE: 20-DEC-74 

TIME: 10:00 

DIALOGUE? VES 

DO VOU WANT TO RESET CONSOLE FILL COUNT'' VES 

FILL COUNT=0 

ARE ANV DEVICES DOWN? NO 

DO VOU WANT TO CHANGE LINE PRINTER? VES 

LSll'^ NO 

HOW MANV COLUMNS ? 122 

LOWER CASE'- NO 

OVERPRINT? NO 

HAVE VOU GOT RK02 DISK? NO 

$L0 i. 1 

DATE:-20-DEC-74 (2 4 2) 

TIME: -10: 00: 20 

$RUN MT:PIP 

PIP V10-02 (2.4.3) 

ttSV:<MT:SVSGEN 

#'C 
. KI 



fBATCH SVSGEN 

$JOB SVSGEN[1, 1] 
TIME: -10; 00: 50 
$RUN MT:PIP 
*RUN LINK 
$F:UM PIP 
*RUN CILUS 
*CH SVSGN3 



(2.4.4) 



2-23 March 1975 



SVSGEN: CHECKPOINT ONE: DURING THE CONFIGURRTI ON DIALOGUE (2 5 2) 
SVSGEN: WHICH FOLLOWS. VOU MflV ABORT SVSGEN BV TVPING 
SVSGEN: "CONTROL/C" AND THEN "TE". RESTART FROM THE BEGIN- 
SVSGEN:NIN6 OF THE DIALOGUE BV TVPING "BATCH SVSGNi". 
*RUN SVSGEN 

*+20-DEC-74** 

BEGINNING OF RSTS/E SVSTEM GENERATION. (2.4.4) 

QUESTIONS COME IN LONG AND SHORT FORMS. (2.5.1) 

IF VOU ARE FAMILIAR WITH THEM. ANSWER. 
"S" FOR SHORT; OTHERWISE. ANSWER "L" FOR 
LONG FORM. APPEND "/A" TO ENABLE AUTO- 
MATIC ANSWERS. FORM ?' L/A 

THE RSTS/E SVSTEM CRN BE DISTRIBUTED ON 
DECTAPE, MAGTAPE, RK CARTRIDGE DISKS. AND 
RP DISK PACKS. IN THE CASE OF MAGTAPE, 
ft DISTINCTION MUST BE MADE BETWEEN THE 
TU10 <MT> AND TUie ^MM) MAGTAPE DRIVES. 
ENTER THE TVPE OF DISTRIBUTION MEDIA AND 
DRIVE TVPE <IF MAGTAPE) BEING USED FOR 
THIS SVSTEM GENERATION <DT. MT. MM. RK. RP) : 

MEDIA ? MT 

NOW VOU MUST SPECIFV THE HARDWARE CON- 
FIGURATION ON WHICH THIS RSTS/E SVSTEM 
WILL RUN. 

WILL THIS SVSTEM RUN ON A PDP-ii/45 COM- (2.7.1) 

PUTER WITH FLOATING POINT PROCESSOR (VES 
OR N0> : 

FPP < 11/45) ? fl'frNO*:*: 

WILL THIS SVSTEM RUN ON A PDP-11/40 COM- 
PUTER WITH THE FLOATING INSTRUCTION SET 
<VES OR NO) : 

FIS ■:: 11/40) ? *==*=V *■■'*■■ 
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THE RSTS/E SVSTEM CLOCK CRN BE EITHER fl (2 7 21 

KWll-L LINE FREQUENCV CLOCK TiR fl KWti-P ' * 

PROGRRMMflBLE CLOCK. THE KWii-p CLOCK HR^. 

RN INTERNRL CRVSTRL OSCILLRTOR WHICH CRN 

BE USED RS THE SVSTEM TIME BASE IN RREfl^: 

WHERE THE RC POWER FREQUENCV 1=: NOT 

flCCURRTE. IF VOL! HRVE THE KWii-L CLfiCK. 

ANSWER "L". FOR THE KWii-P, ANSWER "P" 

TO USE THE RC LINE FREQUENCV RS THE TIME 

BRSEi OR ANSWER "C" TO !!^E THE rpV-."''^" 

OSCILLRTOR (.L, p, OR C> •"'" 



CLOCK 



=♦••.+: L f-+: 



THE RC POWER FREQUENCV IS NORMRLLV 6P1 (2.7.3) 

HERTZ IN THE UNITED STRTES. BUT EL^.E- 
WHERE IT CRN BE 56 HERTZ. WHAT IS THE 
RC POWER FREQUENCV AT WHICH THIS SV^-JEM 
WILL RUN <5e OR 6£i> : 

fiC FREQ ? ##60## 

THE KWll-P 10KHZ CRVSTAL OSCILLATOR WILL (2 7 4) 

BE USED AS THE SVSTEM TIME BASE THIS 
FREQUENCV IS DIVIDED IN THE HARDWARE TO 
PROVIDE THE DESIRED INTERRUPT RATE FOR 
R5TS/E THE INTERRUPT RATE CAN BE ANV 
MULTIPLE OF 50HZ BETWEEN 5£1 AND iOGtPi HZ 
THE LARGER MULTIPLES PROVIDE BETTER TIME 
RESOLUTION FOR JOB ACCOUNTING AND SCHED- 
ULING PURPOSES AT THE SMRLL EXPENSE OF 
RDDITIONRL CLOCK INTERRUPT OVERHEAD 
PLEASE ENTER THE INTERRUPT RATE DESIRED 
<50, 100, 150, . . . , 1000:-- : 

KWllP INTERRUPT RATE ? ##i00## 

THE NEXT FEW QUESTIONS DEAL WITH THE 
NUMBERS AND TVPES OF TERMINAL INTERFACE-: 
ON THE SVSTEM. 

THE CONSOLE TERMINAL CKB©) MAV BE AN (2.7.5) 

flSR22, KSR2K, ASR::5, OR KSRSS TELETVPE; 
Lfl20 <PRRflLLEL>, Lfl3:0S <:SERIRL>, OR LA^g 
DECWRITER; OR fl VT05 <.1.&& BAUD OR LESS::-.. 
VT05B <600 BAUD OR MORE), VT50, OR VT51 
SCOPE. PLEASE IDENTIFV THE TVPE OF CON- 
SOLE TERMINAL ON THIS RSTS/E SVSTEM 
<flSR22, LA2e, VT05B, VT51, ETC. > : 

CONSOLE TVPE ? ##LA::0S. ## LA^.b 
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SERIRL ASCII TERMINRLS CONNECTED DIRECT- (2.7.5.1) 

LV TO THE COMPUTER AND THOSE CONNECTED 

THROUGH LEftSED PRIVATE TELEPHONE LINES 

<NOT DIAL-UP> riAV USE EITHER OF TWO 

CLASSES OF SINGLE LINE INTERFACES COR 

THE DHll MULTIPLEXER, DISCUSSED LATER). 

THE FIRST CLASS INCLUDES THE KLii, LCll, 

DLllA, AND DLilB INTERFACES. IF THERE 

ARE NONE OF THESE, ANSWER &i OTHERWISE 

WHAT IS THE TOTAL NUMBER OF THESE SINGLE 

LINE INTERFACES ■:;i TO 16 -DO NOT INCLUDE 

THE CONSOLE TERMINAL! >: 

KLll, LCll, DLilA, DLllB-S ? ^:.f:£i4*-'t= 

THE SECOND CLASS OF SINGLE LINE INTER- (2.7.5.1) 

FACES USED TO CONNECT TERMINALS LOCALLV 

OR THROUGH LEASED TELEPHONE LINES (NOT 

DIAL-UP> INCLUDES THE DLiiC AND DLiiD 

INTERFACES. HOW MANV DLiiC" S AND DLiiD' S 

ARE ON THIS SVSTEM (O TO 2i — DO NOT 

INCLUDE THE CONSOLE TERMINAL) : 

DLiiC, DLiiD'' S ? *:4:02=f:*: 

THERE ARE TWO KINDS OF INDIVIDUAL INTER- 
FACES FOR AUTOMATIC ANSWER DATRSETS USED 
ON THE DIAL-UP TELEPHONE NETWORK. THE 
FIRST OF THESE IS THE DCii. HOW MANV 
DCll-DA LINES DO VOU HAVE <0 TO 32) : 

DCil'S ? .+:*:02** 

THE SECOND KIND OF INDIVIDUAL LINE 
DIAL-UP INTERFACE IS THE DLiiE. HOW MANV 
DLiiE'S ARE ON THIS SVSTEM CO TO 21) : 

DLiiE" S ? f:*©!**: 

THE DJii MULTIPLEXER IS NOT SUPPORTED 
UNDER RSTS/E. HOWEVER, TO DETERMINE THE 
CORRECT FLOATING DEVICE ADDRESSES FOR 
OTHER SUPPORTED HARDWARE, WE NEED TO KNOW 
THE NUMBER OF DJii MULTIPLEXERS CON- 
NECTED TO THIS SVSTEM <0 TO 16) : 

DJii'S ? *:*:&&*■*' 

EACH DHii MULTIPLEXER CAN CONNECT UP TO 
16 TERMINALS TO THE SVSTEM. PLEASE ENTER 
THE TOTAL NUMBER OF DHll' S ATTACHED TO 
THIS SVSTEM INCLUDING ANV WHICH WILL NOT 
BE USED BV THE RSTS/E SOFTWARE (.& TO 16) 

DHll'S ? ^^:!f:g|J:^♦.■>^: 
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DHll UNIT 00 TVPE ? ##flfl## 

THERE ftRE FIVE STRNC-ftRD DHii VRRIRTIDNS: 

DHll-flfl WILL SLIPPDRT RNV COMBI NRT I ON HF 
LOCAL OR REMOTE LINES. IF RIJTO- 
RNSWER DRTRSET? ARE TO BE SUP- 
PORTEC', R DMll-BB MOD-EM CONTROL 
MULTIPLEXOR IS RLSO REUUIRED. 

DHll-RB WIRED FOR TELEGRRPH LINES RND 
TRERTED flS R DHli-Rfl WITHOUT 
MODEM CONTROL BV RSTS/E. 

DHll-RC 240 V, 50 HZ VERSION OF DHii-RR. 

tMJ't't—Qr-i r- rill 1,1 r r-x c * '" r- t r, •<-./-. t -r- -r- .-r-.i-. ,. ... 

i^nj.j. Ill,- wjinnt*.- I _■ XD c 1 ri^- L-L- 1 I I ■-. K ;■ c.' i- c.' — L- ,' 
COMPATIBLE LINES INCLUDING FULL 
MODEM CONTROL. 

DHll-RE SRME RS DHli-RD WITHOUT MODEM 
CONTROL. USED FOR CONNECTION OF 
LOCRL EIR TERMINALS OR PRIVRTE 
LINE MODEMS. 

PLEASE ENTER THE TVPE OF EACH DHii UNIT 
^AA, AB. AC. AD, OR AE!:- : 

DHii UNIT 00 TVPE ? ##AR## RR 

DOES DHii 00 INCLUDE A DMii-BB? ##??## 

THERE ARE 02 DMii-BB COMPATIBLE MODEM 
CONTROL MULTIPLEXERS ON THIS SVSTEM. VOU 
HAVE ACCOUNTED FOR 00 SO FAR. NOTE: RLL 
DHii-RD-'S INCLUDE DMii-BB MODEM CONTROL. 

IF RNV DIAL-UP TELEPHONE LINES ARE 1Z\ BE 
CONNECTED THROUGH RN flUTOMRTIC RNSWER 
DATflSET TO THIS DHii MULIIPLEXER, THE 
DMii-BB MODEM CONTROL IS RLSO REQUIRED. 
DOES THIS DHii UNIT INCLUDE R DMii-BB 
':VES OR N0> : 

DOES DHii 00 INCLUDE R DMii-BB? ##??## VES 

DHii UNIT 00 LINES ENABLED ? ##ifc:## 

FOR THIS DHii UNIT, ENTER THE NUMBER OF 
LINES WHICH WILL BE USED NOW OR IN THE 
FORSEEABLE FUTURE. A RESPONSE OF iG WILL 
PERMIT ALL LINES TO BE USED. IF THE NUM- 
BER OF LINES ENABLED (N) IS LESS THAN iG 
RSTS/E WILL NOT BE CONFIGURED FOR AND 
WILL NOT RECOGNIZE LINES N THRU i5 ON 
THIS DHii UNIT. A 6 RESPONSE IMPLIES THE 
WHOLE DHii UNIT IS TO BE IGNORED. ENTER 
THE NUMBER OF LINES ENABLED (0 TO iG> : 



(2.7.5.2) 



DHii UNIT 00 LINES ENABLED 

DHll UNIT ^i TVPE ? 

DHii UNIT 0i LINES ENABLED 

DHii UNIT 02 TVPE ? 

DHii UNIT 02 LINES ENABLED 



##ifc"## it". 

'Irlrnn TT' W FrC. 

##i6## S 

##Rfl## RD 

##ie## 
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THE NEXT SEVERAL GUESTIONS DEftL WITH 
TERMINRL RELRTEO SOFTWRRE FEATURES WHICH 
MRV BE INCLUDED IN THE RSTS/E SVSTEM AT 
THE OPTION OF THE SVSTEM MRNAGER. 

PSEUDO KEVBORRDS PERMIT INTERACTIVE JOBS (2.7.6) 

TO BE RUN WITHOUT TVING UP fl REAL TERMI- 
NRL. THEV RRE PRIMRRILV INTENDED FOR USE 
BV fl BRTCH CONTROL PROGRAM WHICH FEEDS 
COMMRNDS TO ONE OR MORE PSEUDO KEVBORRDS 
DEDICATED TO RUNNING BRCKGROUND TRSKS. 
HOW MRNV PSEUDO KEVBORRDS WOULD VOU LIKE 
TO HRVE <0 TO 61.y : 

PSEUDO KEVBORRDS ? ##£i4## 

RSTS/E IS CRPRBLE OF SUPPORTING IBM 2741 (2.7.7) 

COMPATIBLE TERMINALS ON DLilD. DLiiE. 

AND DCil SINGLE LINE INTERFACES.. OR THE 

DHll MULTIPLEXER. IF VOU DO NOT WANT ANV 

2741 SUPPORT THEN ANSWER "NO". OTHERWISE 

ANSWER "SL" TO INCLUDE 2741 SUPPORT FOR 

SINGLE LINE INTERFACES ONLV; ANSWER "DH" 

FOR 2741 SUPPORT ONLV ON DHll LINES.: OR 

ANSWER "BOTH" TO PROVIDE 2741 SUPPORT ON 

BOTH SINGLE LINE INTERFACES AND THE DHll 

multiplexer's::- : 

2741'" S ^ ##N0## BOTH 

2741 TERMINALS ARE AVAILABLE WITH MANV (2.7.8) 

CODE/KEVBOARD ARRANGEMENTS. FOUR OF THE 
MORE COMMON CODES ARE SUPPORTED UNDER 
RSTS/E. THESE INCLUDE IBM CORRESPONDENCE 
CODE < STANDARD SELECTRIC TVPEWRITER KEV- 
BOARD), EXTENDED BINARV CODED DECIMAL, 
STANDARD BINARV CODED DECIMAL; AND CALL 
360 BASIC CODE ANV COMBINATION OF FROM 
ONE TO FOUR OF THESE CODE TABLES CAN BE 
INCLUDED IN THE RSTS/E TERMINAL SERVICE. 
PLEASE ENTER THE ABBREVIATED CODE NAMES 
<CORR. EBCD, SBCD, Ci:60) SEPARATED BV COM- 
MAS FOR 2741 CODES VOU WISH TO SUPPORT : 

2741 CODE<S> ? »#CORR. ## EBCD.. CORR 

AN OPTIONAL FEATURE OF THE RSTS/E TERMI- (2.7.9) 

NAL SERVICE ALLOWS ONE JOB TO INTERACT 
WITH SEVERAL TERMINALS THROUGH SPECIAL 
FORMS OF THE THE RECORD I/O GET AND PUT 
STATEMENTS. THIS FEATURE IS USEFUL IN 
APPLICATIONS WHERE THE SAME BASIC FUNC- 
TION IS PERFORMED ON SEVERAL TERMINALS 
AND A SEPARATE JOB FOR EACH IS UNDESIRE- 
RBLE OR AT LEAST INEFFICIENT. WOULD VOU 
LIKE TO INCLUDE THIS FEATURE (VES OR N0> 

MULTI-TTV SERVICE ? *#V ## 
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THE NEXT QUESTIONS DEFIL WITH THE NUMBERE: 
AND KINDS OF DISK UNITS ON THIS SVSTEM. 

THE RJS04/RJS02 DISK SVSTEM CONSISTS OF (2 7 10) 

AN RHll DEVICE CONTROLLER RND FROM ONE 

TO EIGHT RS02 -lI'SeK) OR RSEH <5i2K WORD) 

FIt<:ED-HEFlD DISK DRIVES. RSTS/E SUPPORTS 

ftNV COMBINRTION OF RSOS'" S AND RS04' S UP 

TO fl TOTAL OF FOUR DRIVES FOR SWAPPING 

AND NON-RESIDENT CODE (ADDITIONAL UNITS 

MftV BE CONNECTED TO THE RHil, HOWEVER). 

PLEASE ENTER THE NUMBER OF EACH TVPE OF 

DRIVE <0 TO 4::' : 

RS02'' S ? :t:f:00=f:+: 

RS04'S ? :+:>t:gl£l*:,t: 

THE RFll CONTROLLER IS USED TO CONTROL 
UP TO 8 OF THE RSil 25GK WORD FIKED-HEAD 
DISKS. IF THIS SVSTEM HAS NONE OF THESE 
DISKS, ANSWER O; OTHERWISE.. HOW MANV 
256K WORD RSil DISK PLATTERS ARE THERE 
>:i TO &•::- : 

RF/RSll'S ? >t:'t:00+:!t: 

IT IS POSSIBLE TO USE THE RCll DISK CON- 
TROLLER WITH UP TO FOUR RS64 fc"4K WORD 
FIKED-HEAD DISKS FOR SWAPPING AND 
NON-RESIDENT CODE. IF THERE ARE NONE OF 
THESE DISK UNITS, ANSWER 0; OTHERWISE.. 
HOW MANV 64K WORD RS64 DISK PLATTERS ARE 
THERE <1 TO 4> : 

RCll/RSfc'4''S ? >t::t:04 + *= 

THE RJP04 DISK SVSTEM CONSISTS OF AN 
RHll CONTROLLER AND UP TO EIGHT OF THE 
RP04 40 MILLION WORD MOVING-HEAD DISK 
PACK DRIVES. HOW MANV RP04 DRIVES ARE 
INCLUDED IN THIS CONFIGURATION <.& TO &> 
NOTE: IF VOU HAVE TWO OR MORE RP04 
DRIVES BUT PREFER TO CONSERVE MEMORV BV 
USING THE NON OVERLAPPED SEEK DRIVER. 
APPEND "/NO" TO THE NUMBER OF DRIVES : 

RP04'' 5 ? .^:;^:e1g|Jf:4: 

THE RPll-C CONTROLLER IS USED TO CONTROL 
ANV COMBINATION OF UP TO EIGHT RP02 <i0 
MILLION WORD;' OR RP02 (20 MILLION WORD) 
MOVING-HEAD DISK PACK DRIVES. ENTER THE 
TOTAL NUMBER OF RP02 AND RP&L DRIVES ON 
THIS SVSTEM (0 TO 8;-. NOTE: IF VOU HAVE 
TWO OR WORE &RI VE5 BUT WRMT TO CONSERVE 



MEMORV 


BV 


USING 


THE 


NON 


0\ 


.■'ERLAPPED 


SEEK 


DRIVER, 


APPEND ' 


'/NO" 


' TO 


THE 


NUMBER 


OF RP 


DRIVES 


















RP02/RP02' 


S ? 










##0&## 2 



2-29 March 1975 



THE RKll CONTROLLER IS USED TO CONTROL 
UP TO 8 OF THE RK03 OR RKOS i. 2 MILLION 
WORD MOVING-HERD CARTRIDGE DISK DRIVES. 
HOW MflNV RK02 OR RKOS DRIVES ARE THERE 
<0 TO 8>. NOTE: IF VOU HAVE TWO OR MORE 
RK DRIVES BUT WANT TO CONSERVE MEMORV E-'V 
USING THE NON OVERLAPPED SEEK DRIVER, 
APPEND "/NO" TO THE NUMBER OF DRIVES : 

RK03,'RK£i5'S ? ##eiS## 2/NO 

THE "SVSTEM DISK" CONTAINS THE SVSTEM 
CORE IMAGE AND THE FIRST PART OF THE 
PUBLIC DISK STRUCTURE. THE SVSTEM DISK 
CRN BE EITHER THE RFil <RF> FIXED-HEAD 
DISK, AN RK03 OR RKOS (RK) CARTRIDGE, OR 
RN RP02 ';RP>,RP03: <RP>, OR RP04 (RB> DISK 
PACK. ON THIS SVSTEM WHICH SHALL IT BE 
<RF, RK, RP, ORRB> : 

SVSTEM DISK ? f:4:Rp4:*: 

THE NEXT FEW QUESTIONS DEAL WITH THE (2 7 11) 

PERIPHERAL DEVICES ATTACHED TO THIS 
RSTS/E SVSTEM. 

THE TJU16 MAGTAPE SVSTEM CONSISTS OF AN 
RHll MASSBUS INTERFACE, TM02 CONTROLLER, 
AND FROM ONE TO EIGHT TUie TAPE DRIVES. 
IF THIS SVSTEM HAS NO TUi6 MAGTAPE UNITS 
THEN ANSWER Qi OTHERWISE, HOW MANV TUiS 
DRIVES ARE ON THIS SVSTEM <i TO S> : 

TU16''S ? *::t:£lCl*:*r 

THE TMll MAGTAPE CONTROLLER CAN SUPPORT 
UP TO EIGHT TUi0 MAGTAPE DRIVES. PLEASE 
ENTER THE NUMBER OF TUI0 DRIVES ON THIS 
SVSTEM <0 TO 8> : 

TUIO'S ? -f'tteS** 2 

THE TCll DECTAPE CONTROLLER CAN CONTROL 
UP TO 8 SINGLE DRIVES. IF THIS SVSTEM 
HAS NO DECTRPE AT RLLi RNSWER 0; OTHER- 
WISE, HOW MRNV SINGLE DECTAPE DRIVES.. 
NOT TU56'S, ARE THERE Ci TO 8 - NOTE 
THAT ERCH TU56 -C'URL DRIVE HAS 2> : 

DECTflPES ? ##08## 4 
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THE RSTS/E SYSTEM CRN HRVE UP TO EIGHT 
LINE PRINTERS OF THE LPil OR LSli TVPE 
THESE PRINTERS FlRE REFERRED TO BV THE 
DEVICE NAMES LPS: THROUGH LP?:. IF THERE 
IS NO LINE PRINTER, RNSWER 6; OTHERWISE, 
ENTER THE NUMBER OF PRINTERS OF EITHER 
TVPE <1 TO 8> : 

PRINTERS ? >f::f:Ci::>:>f: 

CERTAIN FEATURES OF EACH OF THE LINE 
PRINTERS ON THE SVSTEM MUST BE DEFINED 
THE NEXT FEW QUESTIONS DEAL WITH THOSE 
FEATURES. 

LP0: TVPE ? +:f:LP'f-*: 

FOR THE LINE PRINTER DESIGNATED "LP0% 
PLEASE DESIGNATE THE TVPE OF PRINTER: 
"LPll" <DEC STANDARD DRUM PRINTERS), OR 
"LSll" (CENTRONICS SERIAL PRINTER) : 

LP0: TVPE ? *:*:LP+:=t: 

LP0: WIDTH ? +:f:i22't=* 

FOR THE LPil PRINTER DESIGNATED "LPO:", 
ENTER LINE WIDTH - 89 OR 11.2 CHARACTERS: 

LP0: WIDTH ? ^::t:±22>^:>^: 

LP0: LOWER CASE ? ##N0## 

SOME LPll PRINTERS HAVE A 96 CHARACTER 
SET INCLUDING LOWER CASE CHARACTERS. 
DOES THIS PRINTER INCLUDE LOWER CASE 
<VES OR NO). 

LP0: LOWER CASE ? ##N0## 

LPl: TVPE ? 4:>f:LP*=*= 

LPl: WIDTH ? >f:*:80*-*: 

LPl : LOWER CASE ? ##N0## VES 

LP2: TVPE ? *.=»:LS*=*: 

IF THERE IS A LINE PRINTER AVAILABLE FOR (2 7 12) 

USE DURING SVSGEN (MUST BE LPO), IT WILL 
BE USED TO PRINT THE SVSTEM LOAD MAPS 
AND, OPT I ON ALL V, TO PRINT ASSEMBLY LIST- 
INGS OF THE SVSTEM TABLES AND TERMINAL 
SERVICE MODULES. IF VOU HAVE A PRINTER 
AMD WAWT THE frSSEMBi-V LISTTfMaS fiWEv'OR 
LOAD MAPS PRINTED DURING SVSGEN, ANSWER 
"VES", OTHERWISE ANSWER "NO". 

LP0 FOR SVSGEN ? 'f:*V f-f= 
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THE SYSTEM GENERRTION PROCESS INCLUDES (2.7.13) 

THE flSSEMBLV OF THE SVSTEM TABLES R^4C• 

THE TERMINAL SERVICE SOFTWARE. IT IS 

POSSIBLE TO HAVE LISTINGS OF THESE TWO 

TAILORED MODULES PRINTED ON THE LINE 

PRINTER. WOULD VOU LIKE TO PRINT THESE 

LISTINGS <VES OR N0>. 

LISTINGS ? ##N0## 

THREE CARD READERS ARE AVAILABLE ON 
R5TS/E SYSTEMS, THE CRil PUNCHED CARD 
READER, THE CMll MARKED CARD READER, AND 
THE CDll HIGH-SPEED PUNCHED CARD READER. 
IF THIS SYSTEM DOES NOT HAVE A CARD 
READER, ANSWER 'NONE'; OTHERWISE, DOES 
IT HAVE A 'CRll', A ' CMii' OR A ' CDli' . 

CARD READER ? *:>f:CR*:* CDii 

THE CARDS READ BY RSTS/E WILL NORMALLY (2.7.14) 

BE INTERPRETED AS BEING IN DEC 629 CODE. 

IF THIS INSTALLATION USES CARDS IN DEC 

926 CODE OR FROM A 1461, YOU MAY SELECT 

THE APPROPRIATE SPECIAL DECODING TABLE. 

IF VOU DO NOT WANT THE SPECIAL DECODING, 

ANSWER "029"; OTHERWISE, SHOULD IT BE 

"026" OR "1401" CODE : 

CARD DECODE ? ##029#» 140d 

IS THERE A HIGH-SPEED PAPER TAPE READER 
<VES OR N0>. 

P. T. READER ? *-'*=Y >»:'»•• 

IS THERE A HIGH-SPEED PAPER TAPE PUNCH 
<VES OR N0>. 

P. T. PUNCH ? ♦='t=Y *■■*■■ 

THE DQll NPR SYNCHRONOUS LINE INTERFACE 
IS NOT SUPPORTED UNDER RSTS/E. HOWEVER, 
TO DETERMINE THE CORRECT FLOATING DEVICE 
ADDRESSES FOR OTHER SUPPORTED HARDWARE, 
WE NEED TO KNOW HOW MANY DQll' S ARE CON- 
NECTED TO THIS SYSTEM (0 TO 16 > : 

DQll'S ? **:00*:*: 
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ONE DPll OR DUll SVNCHRONOUS LINE INTER- 
FACE IS REQUIRED FOR OPERRTION OF THE 
RSTS/E 2780 PfiCKflGE (IF INCLUDED BELOW). 
RDDITIONRL DPii AND DUll INTERFACES MRV 
BE CONNECTED TO THE UN I BUS FOR OTHER 
PURPOSES. PLEASE SPECIFV THE NUMBER OF 
THESE DEVICES ON THIS SVSTEM UNCLUDING 
ANV TO BE USED BV THE 2780 PACKAGE > ; 



DPll'-S 
DUll'' S 



^^:!f:g(2>^■•* 
f:f:ei*!f: 



THE RSTS/E 2780 PACKAGE EMULATES THE 
OPERATION OF THE IBM 2780 MODEL 1 DRTR 
TRANSMISSION TERMINAL. THE PflCKRGE PER- 
MITS THE RSTS/E SVSTEM TO COMMUNICRTE 
WITH RNV IBM SVSTEM WHICH SUPPORTS THE 
DEVICE.. OR WITH RNOTHER RSTS 2780 SVSTEM 
THE 2780 PRCKRGE IS SOLD AND SUPPORTED 
BV THE DEC COMMUNICRTI ONS GROUP. IT IS 
NOT INCLUDED IN THE STRNDRRD RSTS/E KIT. 
DO VOU HRVE THE 2780 PACKAGE RND WISH TO 
INCLUDE IT IN THIS SVSTEM -;VES OR NO) : 



(2.7.15) 



2780 



##N0## VES 



THE 2780 PRCKRGE REQUIRES EITHER R DPll 
OR DUll SVNCHRONOUS LINE INTERFRCE AND 
THE KGll-R CCOMMUNICRTIONS RRITHMETIC 
OPTION). WHICH TVPE OF SVNCHRONOUS LINE 
INTERFRCE WILL VOUR 2780 PRCKRGE USE 
a:'Pll OR DUll) : 



2780 INTERFRCE 



##DU## DPll 



THE FOLLOWING DEVICES RRE NOT SUPPORTED 
BV THE RSTS/E SVSTEM SOFTWARE ALTHOUGH 
THEV MRV BE RTTRCHED TO THE UN I BUS FOR 
OTHER PURPOSES. 



(2.7.16) 



DMll-fl SINGLE-SPEED MULTIPLEXER 

DNll-DR RUTOMRTIC CRLLING UNIT INTERFRCE 

DRllR, C GENERRL DEVICE INTERFRCES 

PR611R TVPESET RERDER 

PR611P TVPESET PUNCH 

DT02-FP PROGRRMMRBLE BUS SWITCH 

DXll IBM 260/270 INTERFRCE 

GT40 GRAPHIC SVSTEM 

LPSll LABORATORV PERIPHERAL SVSTEM 

KWllW WRTCHDOG TIMER 



RRE ANV OF THESE 
CONNECTED TO THIS 



NON-SUPPORTED 
SVSTEM CVES OR 



DEVICES 
NO). 



NON-SUPPORTED DEVICES 



##V ## VES 



2-33 



March 1975 



ENTER THE NUMBER OF DMil-fl SINGLE SPEED 
MULTIPLEXERS ON THIS SVSTEM (.& TO 16 > : 

DMll-ft' S ? )»::»:0e>f:if: 

HOW MftNV DNll-DR flUTOMflTIC CALLING UNIT 
LINE INTERFFlCES ARE CONNECTED TO THIS 
SVSTEM <0 TO 64> : 

DNll-Dfl'S ? =t:*02)»::f: 

ENTER THE TOTAL NUMBER OF DRil-A AND 
DRll-C GENERAL DEVICE INTERFACES ON THIS 
SVSTEM <0 TO 22) : 

DRll-A^C'S ? )»:!t:0g|jf:*: 

HOW MANV PAGilR TVPESET READERS ARE 
INCLUDED IN THIS CONFIGURATION <.& TO iG> 

PRSllR" S ? >t:)f:00^:jf: 

HOW MflNV PA611P TVPESET PUNCHES ARE CON- 
NECTED TO THIS SVSTEM <0 TO !£> : 

PASllP'S ? f:*:00>f:>f: 

ENTER THE NUMBER OF DTOl-FP PROGRAMMABLE 
BUS SWITCHES ON VOUR PDP-ii <& TO 8> : 

DTe^-FP' S ? 4.>f:00*:*: 

HOW MANV DKli IBM 260/270 INTERFACES ARE 
ATTACHED TO THIS SVSTEM <0 TO 4> : 

DXll'S ? *:if:eiClif:jf: 

ANSWER "0" IF VOU HAVE NO GT40 GRAPHIC 
SVSTEM HARDWARE. ALSO ANSWER "0" IF VOUR 
GT40 HAS ITS OWN PDP-il CPU AND THE CON- 
NECTION TO THE HOST <RSTS/E> MACHINE IS 
THROUGH A STANDARD TERMINAL INTERFACE. 
ENTER "1" ONLV IF A GT40 GRAPHIC DISPLAV 
PROCESSOR IS CONNECTED DIRECTLV TO THE 
UN I BUS OF THE RSTS/E MACHINE AND ITS 
INTERRUPT VECTORS ARE ASSIGNED ACCORDING 
TO DEC STANDARDS FOR FLOATING VECTORS : 

GT40 <1 ONLV> ? *.*:00*4: 

TVPE "1" IF AN LPS LAB PERIPHERAL SVSTEM 
IS ATTACHED TO THIS SVSTEM. OTHERWISE 
ENTER "0". 

LPS <! ONLV> ? *)t:0ei:f:!f: 

ENTER "1" IF A KWliW WATCHDOG TIMER IS 
INCLUDED IN VOUR CONFIGURATION. OTHER- 
ENTER "0". 

KWllW <1 ONLV) ? -f:#:00*:*: 
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THE REMRINING QUESTIONS DERL WITH THE 
NAME, CflPftCITV, RND FEATURES OF THI^: 
RSTS/E SVSTEM PROVIDED AT THE ciVSTEM 
riRNAGER'S OPTION. 

RSTS/E SVSTEMS IDENTIFV THEMSELVES WITH 
A 14 CHARACTER INSTALLATION NAME. ENTER 
UP TO 14 CHARACTERS; 

THE INSTALLATION NAME : *#SVSTEM TEST## SVSTEM #886 

NITH SUFFICIENT HARDWARE RSTS/E CAN HAN- (2 i ii\ 

DLE UP TO Gl. SIMULTANEOUS JOBS. WHAT IS ' 

THE MAXIMUM NUMBER OF JOBS <JOBMAk'> TO 
BE USED AT THIS INSTALLATION (1 TO 62 .> : 

MAXIMUM JOBS ? »#20## 3:2 

SMALL BUFFERS ARE 16 WORD BLOCKS IN MON- n 7 18) 

I TOR STORAGE THAT ARE DVNAMICALLV ALLO- ' * 

CATED AS INPUT AND OUTPUT BUFFERS.. FILE 

PARAMETER BLOCKS, ETC. STORAGE MRV BE 

ALLOCATED FOR I'O TO 999 SMALL BUFFERS. 

THE RECOMMENDED NUMBER IS AT LEAST 1© 

FOR EACH POSSIBLE JOB. HOW MANV SMALL 

BUFFERS WOULD THIS INSTALLATION LIKE TO 

HAVE <30 TO 999 > : 

SMALL BUFFERS ? ##200## ::2£i 

BIG BUFFERS ARE 256 WORD BLOCKS IN MONI- (2.7.19) 

TOR STORAGE THAT ARE DVNAMICALLV ALLO- 
CATED FOR INPUT AND OUTPUT TO DECTAPE. 
STORAGE MRV BE ALLOCATED FOR FROM 1 TO S 
BIG BUFFERS. THE RECOMMENDED NUMBER IS 
ONE FOR EACH DECTAPE DRIVE THAT WILL BE 
SIMULTANEOUSLV IN USE. HOW MANV BIG 
BUFFERS WOULD THIS INSTALLATION LIKE TO 
HAVE (.1 TO 8.^. 

BIG BUFFERS ? ° ##0i## 

INTER-JOB COMMUNICATION IS ACCOMPLISHED (2.7.20) 

THROUGH THE USE OF SEND AND RECEIVE SVS- 
TEM FUNCTION CALLS. SEND/RECEIVE CODE IS 
NORMALLV NON-RESIDENT BUT A SMALL TABLE 
OF ACTIVE RECEIVERS IS RESIDENT. THIS 
TABLE CONSISTS OF FIVE WORDS FOR EACH 
RECEIVER ALLOWED TO BE ACTIVE SIMULTA- 
NEOUSLV <4 TO 8 RECEIVERS ARE USUALLV 
SUFFICIENT). PLEASE ENTER THE NUMBER OF 
ACTIVE RECEIVERS ALLOWED AT VOUR INSTAL- 
LATION <0 TO JOBMAX> : 

RECEIVERS ? »»C1S## 6 

RSTS/E SVSTEMS CRN ATTEMPT TO RUTOMATI- (2.7.21) 

CALLV RECOVER FROM A POWER FAILURE. DO 
voir MRNT THIS CAPRBTL ITV TMF'LFMrNTElD IN 
THIS SVSTEM <VES OR N0> : 

POWER FAIL ? ##V ## 
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RN OPTIONAL FEATURE OF THE RSTS/E SVSTEM (2 7 22) 

ALLOWS THE FILE PROCESSOR CFIP) TO USE 
FREE SMALL OR BIG BUFFERS TO STORE DISK 
DIRECTORV INFORMATION. THIS IMPROVES THE 
SPEED OF DIRECTORV PROCESSING BV AVOID- 
ING THE NECESSITV OF REREADING COMMONLV 
USED DIRECTORV INFORMATION. DO VOU WISH 
TO INCLUDE THIS OPTION <VES OR N0> : 

FIP BUFFERING ? #»V ## 

IF THERE IS SUFFICIENT MEMORV AVAILABLE (2.7.23) 

ON THIS SVSTEM. THE MOST FREGUENTLV USED 

NON-RESIDENT DISK HANDLING CODE CAN BE 

MADE RESIDENT IN ORDER TO PROVIDE BETTER 

SVSTEM PERFORMANCE. SHOULD THIS DISK 

PROCESSING BE DONE BV RESIDENT CODE <VES 

OR N0>. 

RESIDENT DISK HANDLING ? =f:>»:N0't:* VES 

THE DISPATCH CODE AND TABLES FOR THE FIP 
SVSTEM FUNCTION CALLS <:SVS CODE 6> ARE 
NORMRLLV NON-RESIDENT. OVERALL SVSTEM 
PERFORMANCE CAN BE IMPROVED BV MAKING 
THIS CODE RESIDENT. DO VOU WANT THE SVS 
CALL DISPATCH CODE RESIDENT fVES OR N0> 

RESIDENT SVS CALL DISPATCH ? ##N0#» 

THE ROUTINES WHICH IMPLEMENT THE SEND 
AND RECEIVE SVSTEM FUNCTION CALLS ARE 
ALSO NON-RESIDENT. IF VOUR APPLICATIONS 
REQUIRE INTER-JOB COMMUNICATION, VOU 
MRV WANT SEND/RECEIVE RESIDENT. PLEASE 
ANSWER VES OR NO : 

RESIDENT SEND/RECEIVE ? •♦N0»# 

NON-RESIDENT CODE IS USED TO LIST DISK 
DIRECTORIES (CATALOG COMMAND). IF VOU 
WANT THE DIRECTORV LISTER RESIDENT, TVPE 
"VES", OTHERWISE ANSWER "NO". 

RESIDENT DIRECTORV LISTER ? »#N0»# 



March 1975 2-36 



THE CONCISE COMMAND LflNGUftGE OPTION EN- 
ABLES EACH INSTALLATION TO DEFINE R SET 
OF KEVBOARD COMMANDS WHICH CALL AND PASS 
ONE COMMAND LINE TO COMMONLV USED SVSTEM 
PROGRAMS. DO VOU WISH TO INCLUDE THE CCL 
OPTION IN THIS SVSTEM (VES OR N0> : 



o 7 -)/l^ 



CCL 



##V ## VES 



RSTS/E KITS INCLUDE ONE STANDARD TABLE 
OF CCL COMMANDS. THESE ARE LISTED IN THE 
SVSTEM MANAGER'S GUIDE. IF THIS SET IS 
ADEQUATE FOR VOUR NEEDS. ANSWER 'VES'.; 
OTHERWISE, ANSWER 'NEW' TO CREATE VOUR 
OWN UNIQUE CCL COMMANDS, OR 'ADD' TO ADD 
VOUR OWN UNIQUE CCL COMMANDS TO THE 
STANDARD TABLE : 



STANDARD CCL TABLE 



##V ## ADD 



TO CREATE A CCL ENTRV, TVPE THE PROGRAM 
NAME AND THE CCL COMMAND (SEPARATED BV A 
comma::-. THE PROGRAM NAME IS i-fc' ALPHA- 
NUMERIC CHARACTERS; THE CCL COMMAND MAV 
BE UP TO 14 ALPHANUMERIC CHARACTERS. UP 
TO 20 CCL ENTRIES MAV BE DEFINED. TVPE 
"/E" TO END VOUR CCL TABLE. TVPE "/R" TO 
RESTART THE SERIES OF CCL QUESTIONS : 



<PROGRAM>. <COMMAND> 
<PROGRAM>, <COMMAND> 
<PROGRRM>, <COMMAND> 
<PROGRRM>, <COMMAND> 
<PROGRRM>, <COMMAND> 
<PROGRAM>, <XOMMAND> 
<PROGRAM>> <COMMAND> 
CCL LISTING ON LPO : 



»»'"^'»» INVENT., ONHRND 
##??»# INVENT.. ONORDER 
#»??## INVENT.. BACKLOG 
##??## ORDER, ORDER 
*#??## ORDER.. CANCEL 
##??»# ORDER.. INQUIRE 
##??## /END 
##N0## 
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FLOATING POINT NUMBERS ARE REPRESENTED (2.7.25) 

INTERNftLLV AS TWO 16-E:IT WORDS, GIVING 
SEVEN SIGNIFICANT DIGITS. IT IS POSSIBLE 
TO MAINTAIN 1? SIGNIFICANT DIGITS BV US- 
ING 4 WORDS PER NUMBER. THE FOUR WORD 
MATH PACKAGES ALSO INCLUDE THE SCALED 
ARITHMETIC FEATURE. WOULD THIS INSTAL- 
LATION PREFER TO USE 2 OR 4 WORD MATH : 

MATH PRECISION ? ##£ ## 4 

IT IS POSSIBLE TO SAVE SPACE IN THE BA- (2.7.26) 

SIC-PLUS SV5TEM BV OMITTING THE EXTENDED 
FUNCTIONS SIN, COS, SGR, LOG, ETC. , IF 
THEV ARE NOT NEEDED. DOES THIS INSTAL- 
LATION NEED TO COMPUTE THESE FUNCTIONS 
<VES OR N0>. 

FUNCTIONS ? *#V ## 

THE RSTS/E SVSTEM NORMALLV REPORTS THE 
TIME OF DAV AS "AM" OR "PM". IT IS 
POSSIBLE TO HAVE 24-HOUR TIME REPORTED 
INSTEAD ■:: COMMON FOR EUROPEAN AND MILI- 
TARV INSTALLATIONS). DO VOU WANT 
"AM/PM" OR "24- HOUR" TIME REPORTED. 

TIME FORMAT ? #»24## AM 

SPECIAL OUTPUT FORMATTING CAN BE DONE (2.7.27) 

USING THE "PRINT USING" STATEMENT. 
WOULD THIS INSTALLATION LIKE TO HAVE 
THIS OPTIONAL FEATURE (VES OR NO). 

PRINT USING ? »#V ## 

BASIC-PLUS PERMITS THE USER TO OPERATE (2.7.28) 

ON AN ENTIRE MATRIX USING JUST A SINGLE 
STATEMENT. THESE STATEMENTS ARE THE 
"MAT" STATEMENTS. WOULD THIS INSTALLA- 
TION LIKE TO HAVE THIS OPTIONAL FEATURE. 

MATRICES ? »»N0»# VES 

THE STAND-ALONE PROGRAM USED TO COPV (2.7.29) 

DISKS/TAPES, ROLLIN, CAN BE INCLUDED IN 

THE RSTS/E SVSTEM IMAGE. IT CAN THEN BE 

LOADED FROM THE SVSTEM DISK USING THE 

'LOAD' OPTION. WOULD THIS INSTALLATION 

LIKE TO INCLUDE ROLLIN <VES OR NO). 

ROLLIN ? »#V »# 
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SVSGEN:IF V.OU HAVE ftNV SPECIAL REQUIREMENTS WHICH REQUIRE 
SV5GEN: EDITING EITHER THE CONFIGURATION FILE f CONFIG MAO 
SVSGEN:OR THE BATCH GENERATION FILE <SVSGEN BAT^j. ABORT 
SVSGEN:NOW BV TVPING "CONTROL/C" AND THEN "TE". RESUME AT 
SVSGEN:THIS POINT BV TVPING "BATCH SVSGN£". OTHEPWI^E> 
SVSGEN:TVPE "CO" TO CONTINUE WITH SVSTEM GENERATION ; 

A050 000000 

$C0 

SVSGEN: CHECKPOINT TWO: IF ANV PROBLEMS DEVELOP DURING THE (2.5.2) 
SVSGEN: BATCH GENERATION PROCESS WHICH FOLLOWS. SVSGEN MAV 
SVSQEN : BE ABORTED BV TVPING "CONTROL/C" AND "TE" RE'~TART 
SVSGEN:FROM THIS POINT BV TVPING "BATCH SVSGN2". 

*CH SVSGEN. BAT (2.8) 

$RUN PIP 
$RUN MACRO 
$RUN MACRO 
$RUN PIP 

SVSGEN; REMOVE DEC-il-ORSPA-C-XKX FROM MAGTAPE UNIT TEMPORARILV 
SVSGEN: MOUNT DEC-il-0RC0A-C-MC9 OR MC7 '::27S0 PACKAGE) ON UNIT Pi 
SVSGEN: WITH NO "WRITE RING" AND SET TO "ONLINE". 
SVSGEN :TVPE "CO" WHEN READV 

A050 000000 

tCO 

$PUN PIP 

SVSGEN: REMOVE DEC-11-0RC0A-C-MC9 OR MC? FROM MAGTAPE DRIVE AND 
SVSGEN: REMOUNT DEC-11-ORSPA-C-KKK ON MAGTAPE DRIVE 
SVSGEN: WITH NO "WRITE RING" AND SET TO "ONLINE". 
SVSGEN :TVPE "CO" WHEN READV 

fl050 000006 

$C0 

$RUN PIP 
*RUN MACRO 
*RUN EDIT 
$RUN MACRO 
*RUN PIP 
*RUN PIP 
$RUN LINK 

fRUN PIP 
$RUN LINK 

SRUN PIP 
$RUN LINK 

fRUN PIP 
$RUN CILUS 

SVSGEN: REMOVE DEC-11-ORSPA-C-XXX AND MOUNT A NEW MAGTAPE 
SVSGEM:H1TH "WRITE RING" ON UNIT 0. SET TO "ON LINE" AND 
SVSGEN :TVPE "CO" WHEN READV 

R050 000000 

$C0 
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*RUN PIP 

SVSGENrWHEN SVSLOD IDENTIFIES ITSELF, 
SVSGEN: MOUNT fl NEW DISK ON UNIT RP UNIT 6, 
SVSGEN:REftDV AND WRITE ENRBLE THE DRIVE. 
SVSGEN: RESPOND flS FOLLOWS TO THE PROMPTING 
SVSGEN: CONSOLE FILL COUNT = <:RETURN> 
SVSGEN: DATE: <DD-MMM-VV> 

SVSGEN: DIALOGUE? <:RETURN> 

SVSGEN : »DP : /NS : 512 : 25/FO/TO : 4/H0/B0<MT : RSTS. LCL 
*RUN CILUS 

SVSLOD V08-01A 
CONSOLE FILE COUNT= 
DATE: 20-DEC-74 
DIALOGUE? 

»DP : /NS : 512 : 25/TO : 4/H0/B0<:MT : RSTS. LCL 

SVSLOD COMPLETE 



RSTS V05C-ei SVSTEM #880 
OPTION: 



(Chapter 3) 
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2- ^-2 Disk Cartr idge Software Using Short Form Que stions witli 
Automatic Answers ~ ~~ " 

Bootstrap the system generation disk cartridge using the hardware loader. 

DOS/BRTCH V9-20C: f o -, n ^ 

DATE: 20-DEC-74 )? r,']>\ 

TIME: 10:00 v^^.-^.^j 

DIALOGUE? 

*L0 1, 1 

DftTE:-20-DEC-74 
TIME : -10 : 0© : 2© 

$RUN CILUS 
CILUS V08-06FI 

#ROLLIN. CIL/BO 

ROLL IN V07 

DK1:/FO<DK0:/VE 

STARTING RK: FORMAT PASS 
END RK FORMAT PASS 
STARTING VERIFICATION PASS 

»DK1:,'FO<:DK0:/VE 

STARTING RK FORMAT PASS 
END RK FORMAT PASS 
STARTING VERIFICATION PASS 

#/BOOT:DK: 

DOS/BATCH V9-20C 
DATE: 
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DOS/BflTCH V9-20C (2 3 3^ 

DATE: 20-DEC-74 ^ - ■ > 

TIME: 10:00 
DIALOGUE? 

*L0 1, 1 

DflTE:-20-DEC-74 
TIME: -10: 00: 20 

*RUN CILUS 
CILUS V08-06fl 

#SVSLOD. CIL/BO 

SVSLOD V08-01fl 
CONSOLE FILL C0UNT=4 
DATE: 20-DEC:-74 
DIALOGUE? 

#DB0:,^FO 
#DB1:/F0 



#DP1:/F0 

REMOVE THIRD PANEL BELOW RPllC INDICATORS 

AND SET THE LEFT HAND SWITCH TO FORMAT ENABLE- READV'" VE=-. 

RESET SWITCH TVPE VES WHEN DONE VES 

ARE VOU SURE? VES 

#DK0 : /FO 
#DK1:/F0 
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rs n c J D Q T- ij i i q ri ri r- 

L' u D (•■ D n I (^ H V i? — cL fc< L- (241^ 

DATE: 20-DEC-74 ' " 

TIME: 10-00 

DlfiLOGLiE? VES 

DO VOU WANT TO RESET CONSOLE FILL COUNT? VE^- 

FILL C0UNT=4 

ARE ANV DEVICES DOWN? NO 

DO VOU WANT TO CHANGE LINE PRINTER? VES 

LSll? NO 

HOW MANV COLUMNS ? 132 

LOWER CflSE? NO 

OVERPRINT? NO 

DO VOU WANT TO CHANGE CARD READER DEFAULTS? NO 

HAVE VOU GOT RK02 DISK? NO 

*l-0 1'i (2.4.2) 

DATE:-20-DEC-74 
TIME: -10: 00: 20 

$BATCH SVSGEN (2.4.4) 

*JOB SVSGENCl, 1] 
TIME: -10. 00: 20 
*CH SVSGNS 

SVSGEN: CHECKPOINT ONE: DURING THE CONFIGURATION DIALOGUE (2.5.2) 
SVSGEN: WHICH FOLLOWS. VOU MAV ABORT SVSGEN BV TVPING 
SVSGEN: "CONTROL,-"C" AND THEN "TE". RESTART FROM THE BEGIN- 
SVSGEN:HING OF THt DIALOGUE BV TVPING "BATCH SVSGNl" 
$RUN SVSGEN 



2-43 March 1975 



**20-DEC-?4** 

BEGINNING OF RSTS/E SVSTEM GENERftTION. 

QUESTIONS COME IN LONG FIND SHORT FORMS. 
IF VOU ARE FflMILIFiR WITH THEM. ANSWER 
"S" FOR SHORT; OTHERWISE, ANSWER "L" FOR 
LONG FORM. APPEND "/A" TO ENABLE AUTO- 
MATIC ANSWERS. FORM ? S/A 

MEDIA ? RK 

FPP <ll/45> ? 

FIS < 11/40 > ? 

CLOCK ? 

KWllP INTERRUPT RATE ? 

CONSOLE TVPE ? 

KLll, LCll, DLllA, DLllB'S ? 

DLllC, DLllD'S ? 

DCll'S ? 

DLllE'S ? 

DJll'S ? 

DHll'S ? 

DHll UNIT 00 TVPE ? 

DOES DHll 00 INCLUDE A DMll-BB? »#??»» VES 

DHll UNIT 00 LINES ENABLED ? »»16## 

PSEUDO KEVBOARDS ? 

2741' S ? 

2741 CODE<S> ? 

MULTI-TTV SERVICE ? 



if: + NOt-*: 
##100#* 

#»LA:<0S. »# VT05B 

*.*:00>f:*: 

♦:*:00*.>f: 
♦.•>»:0iif:*: 
»#AA*» 



#»04#» 

»»N0## DH 
##CORR. »# CK60 
*»V »* 



(2.5.1) 



(2.7.1) 

(2.7.2) 
(2.7.4) 
(2.7.5) 
(2.7.5.1) 



(2.7.5.2) 



(2.7.6) 
(2.7.7) 
(2.7.8) 
(2.7.9) 
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RS03'S ? 
RS04'S ? 
RF/RSli'S 
RP04'" S ? 



>t:)f:0gt:t:^: 



r? 7 1 n\ 



THE RJP04 DISK SV5TEM CONSISTS OF RN 
RHll CONTROLLER RND UP TO EIGHT OF THE 
RP04 40 MILLION WORD flOVING-HERD DISK 
PACK DRIVES. HOW MRNV RP04 DRIVES RRE 
INCLUDED IN THIS CONFIGURRTION <0 TO 8) 
NOTE: IF VOU HRVE TWO OR MORE RP04 
DRIVES BUT PREFER TO CONSERVE MEMORV BV 
USING THE NON OVERLAPPED SEEK DRIVER. 
APPEND "/NO" TO THE NUMBER OF DRIVES ; 



RP04'S ? 
RP02/RP03'S ? 
RK03/RK05'S ? 
SVSTEM DISK ? 
TUig'S ? 
TU10'S ? 
DECTAPES ? 
PRINTERS ? 
LP0: TVPE ? 
LP0: WIDTH ? 
LP0: LOWER CASE ' 
LP0 FOR SVSGEN ? 
LISTINGS ? 
CARD READER ? 
CARD DECODE ? 
P. T. READER ? 
P. T. PUNCH ? 



:f:>t:0gl!t.jt: 
*:!f:gli!f::f: 

#»0&## 2 
^f:J^:ppJ^::f: 

f:Jt-00Jf:5»: 

#*0B#* 2 

#»0£:»# 4 

!t:*:0i^:3f: 
*-*:LP** 

#»N0## VES 

)t:)f.V '»:* 
##N0#* 
*!f:CR'»-'»: 
#*029#* 026 
!»::♦:*,' *:*: 

*:)f:V Jf.* 



(2.7,11) 
(2.7.19) 



C2.7.12) 
(2.7.13) 

(2.7.14) 



2-45 



March 1975 



DQll'S ? *:*:00*:*: 

THE DQll NPR SVNCHRONOUS LINE INTEF'FRCE 
IS NOT SUPPORTED' UNDER RSTS/E. HOWEVER, 
TO DETERMINE THE CORRECT FLOATING DEVICE 
ADDRESSES FOR OTHER SUPPORTED HRRDWFlRE, 
WE NEED TO KNOW HOW MRNV DQii' S FlRE CON- 
NECTED TO THIS SVSTEM (O TO ig) ; 

DQll'S ? .f.:+:00*=f: 

DPll'S ? **:02** 

DUll'S ? *.*:0i4:*: 

2^80 ? ##N0## 

THE RSTS/E 2780 PflCKfiGE EMULATES THE (2 i ^c,^ 

OPERATION OF THE IBM 2780 MODEL 1 DATA * 

TRANSMISSION TERMINAL. THE PACKAGE PER- 
MITS THE RSTS/E SVSTEM TO COMMUNICATE 
WITH ANY IBM SVSTEM WHICH SUPPORTS THE 
DEVICE, OR WITH ANOTHER RSTS 2780 SVSTEM 
THE 2780 PACKAGE IS SOLD AND SUPPORTED 
BV THE DEC COMMUNICATIONS GROUP. IT 1=: 
NOT INCLUDED IN THE STANDARD RSTS/E KIT 
DO VOU HAVE THE 2780 PACKAGE AND WISH TO 
INCLUDE IT IN THIS SVSTEM <VES OR N0> : 

2^80 ? ##N0## VES 

2780 INTERFACE ? ##DU## DPil 

NON-SUPPORTED DEVICES ? ##V ## VES (2.7.16) 

DMll-A'S ? >f:*:00>t.*: 

DNll-DA'S ? >f:>t:00*:.»: 

DRll-A, C'S ? *:*:00*.*: 

PASllR-'S ? *:^.-00=f:.f: 

PA611P'S ? .f:*:00.».*: 

DT03-FP'S ? *:*:00*:*: 

DXll'S ? *::f:00pf:*: 

GT40 <1 ONLV) ? 'f::t.-00**: 

LPS '^l ONLV> ? .+-:f:01*:4: 

KWllW <1 ONLV> ? f.-.t.-O©*:* 
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THE InSTHLLHTION NAME 
MAX I MUM JOBS. ? 
SMALL BUFFERS ? 
BIG BUFFERS ? 
RECEIVERS ? 
POWER FAIL ? 
FIP BUFFERING ? 



##SVSTEM TEST#i SVSTEM #1136 
##20## 24 
##2C1C1## 240 

##01## 

##0S## €. 
##V ## 
##V ## 



AN OPTIONAL FEATURE OF THE RSTS/E SVSTEM 
ALLOWS THE FILE PROCESSOR <FIP::- TO USE 
FREE SMALL OR BIG BUFFERS TO STORE DISK 
DIRECTORY INFORMATION. THIS IMPROVES THE 
SPEED OF DIRECTORY PROCESSING EV AVOID- 
ING THE NECESSITY OF REREADING COMMONLY 
USED DIRECTORY INFORMATION. DO YOU WISH 
TO INCLUDE THIS OPTION CYES OR N0> : 

FIP BUFFERING ? ##Y ## 

RESIDENT DISK HANDLING ? =t:=f:NOt:*= YES 

RESIDENT SYS CALL DISPATCH ? ##N0## 

RESIDENT SEND/RECEIVE ? ##N0## 

RESIDENT DIRECTORY LISTER ? ##N0## 

CCL ? ##Y ## YES 

STANDARD CCL TABLE ? ##Y ## YES 

CCL LISTING ON LPS: ? ##N0## 

MATH PRECISION ? ##2 ## 4 

FUNCTIONS ? ##Y ## 

TIME FORMAT ? ##24»» AM 

PRINT USING ? ##Y ## 

MATRICES ? ##N0## YES 

ROLLIN ? ##Y ## 



(2.7.17) 
(2.7.18) 
(2.7,19) 
(2.7.20) 
(2.7.21) 
(2.7.22) 



(2.7.23) 



(2.7.24) 



(2.7.25) 
(2.7.26) 

(2.7.27) 
(2.7.28) 
(2.7.29) 
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SVSGEN:IF VOLI HRVE RNV SPECIRL REGlUIREMENTS WHICH PEG'UIRE 
SVSGEN: EDITING EITHER THE CONFI GURRTION FILE aiONFIG MRC) 
SVSGEN:OR THE BRTCH GENERRTION FILE < SVSGEN BRT>. RBORT 
SVSGEN: NOW BV TVPING "CDNTROL/C" RND THEN »TE" PE=;UME RT 
SVSGEN: THIS POINT BV TVPING "BRTCH SVSGN2" OTHERWISE. 
SVSGEN :TVPE "CO" TO CONTINUE WITH SVSTEM GENERRTION • 

R05e 000000 

*C0 

SVSGEN:CHECKPOINT TWO: IF RNV PROBLEMS DEVELOP DURING THE o r o^ 
SVSGEN: BATCH GENERRTION PROCESS WHICH FOLLOWS, SVSGEN MRV ^^'^'^) 
SVSGEN: BE RBORTED BV TVPING "CONTROL/C" RND "TE" RESTRPT 
SVSGEN: FROM THIS POINT BV TVPING "BRTCH SVSGN?" 
tCH SVSGEN. BRT 

S257 000002 

SVSGEN: MOUNT DEC-11-ORCOR-C-HC DISK <2?&0 PRCKRGE^ ON PK DRIVE 1 (2 8) 
SVSGEN: READ V RND WRITE PROTECT THE DRIVE 
SVSGEN :TVPE "CO" WHEN RERDV 

fl050 000000 

-^, tco 

i 

*RUN MACRO 
$PUN MRCRO 

SVSGEN: REMOVE DEC-11-ORCOA-C-HC FROM RK DRIVE 1 

XJ*RUN MRCRO 
*RUN LINK 
*RUN LINK 
$RUN LINK 

*RUN CILUS 

SVSGEN: MOUNT R FORMATTED RK CARTRIDGE ON DRIVE i 

SVSGEN: SET TO "RUN" AND WRITE ENABLE 

SVSGEN :TVPE 'CO' WHEN RERDV TO LORD THE NEW SVSTEM 

Rase 000000 

*co 

*RUN CILUS 

SVSGEN: REMOVE DEC-ii-ORSPR-B-HC FROM RK DRIVE 

SVSGEN: MOVE THE RSTS/E SVSTEM DISK FROM RK DRIVE 1 

SVSGEN: TO DRIVE 0. BOOT NORMRLLV TO BRING UP RSTS/E 

*FI 

TIME: -11: 04: 20 

DOS/BRTCH VD9-20C 
$ 

RSTS V05C-01 SVSTEM #1126 (Chapter 3) 

OPTION: 
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2.6.3 DECtape Software Using Short Form Question; 
Bootstrap the DECtape using the hardware loader. 



SVSLOD V08-0ifl 

CONSOLE FILL COLINT=0 

DATE: 20-DEC:-74 (2.2.3) 

DIALOGUE? (2 2.3.1) 

#DF : MONLIB. CIL/CO : 0/HO/BO<:DT0 : MONLIB. LCL 

SVSLOD COMPLETE 

ANSWER WITH CARRET OR " V CflRRET : - IS VOUR LINE FREQUENCV 50 HEPT^? 
DO VOU WANT TO DISABLE DIALOGUE FOREVER? NO 

DOS,'BATCH V9-20C 

DATE: 20-DEC-74 (2 4 i) 

TIME: 12:30 

DIALOGUE? VES 

DO VOU WANT TO RESET CONSOLE FILL COUNT'-' VE<^ 

FILL COUNT=0 

ARE ANV DEVICES DOWN? NO 

DO VOU WANT TO CHANGE LINE PRINTER? VES 

LSll? VES 

OVERPRINT? NO 

HAVE VOU GOT RK02 DISK? NO 

$L0 1,1 (2.4.2) 

DATE:-20-DEC-74 
TIf1E:-12:20:25 

$RUN DT0:PIP (2.4.3) 

PIP Vi0-02 

»SV:<DT1:SVSGEN 

#"C 
. KI 

$BATCH SVS6EN (2.4.4) 

*JOB SVSGENCl, 13 
TIME: -12: 21: 46 
*RUN DT0:PIP 
$RUN LINK 

*RUN PIP 
*CH SVSGN2 
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SVSGEN: CHECKPOINT ONE; DURING THE CONF I GURftTI ON" DI RLOGUE 
SVSGEN: WHICH FOLLOWS. VOU MFlV RBORT =;V=;GEN BV TVPING 
SVSGEN:"CONTROL/C" AND THEN "TE". RESTFiRT FROM THE BEGIN- 
SVSGEN:NING OF THE D-IRLOGUE BV TVPING "BATCH =;V=:GNi" 
*RUN SVSGEN 

**20-DEC-74** 

BEGINNING OF RSTS,'E SVSTEM GENERATION, 

QUESTIONS COME IN LONG AND SHORT FORMS 
IF VOU ARE FAMILIAR WITH THEM, ANSWER 
"S" FOR SHORT; OTHERWISE, ANSWER "L" FOR 
LONG FORM. APPEND "/A" TO ENABLE AUTO- 
MATIC ANSWERS. FORM ? S 

MEDIA '• DT 

FPP < 11/45 > ? VES 

CLOCK ? L 

AC FREQ ? 60 

CONSOLE TVPE '" LA3:ei 

KLll, LCll, DLllA, DLllB'' S ? 4 

DLllC, DLllD'S ? 

DCll'S ? 

DLllE'S '■ 4 

DJll'S ? 

DHll'S ? 

PSEUDO KEVBOARDS ? 4 

2?41'S ? NO 

MULTI-TTV SERVICE ^' VES 



(2.5.2) 



(2.5.1) 



(2.7.1) 
(2.7.2) 
(2.7.3) 
(2.7.5) 
(2.7.5.1) 



(2.7.5.2) 

(2.7.16) 

(2.7.7) 

(2.7.9) 
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THE RJS04/RJS02 DISK SVSTEM C:nN=:i=;T=; OF (2 7 lO) 

AN RHll DEVICE CONTROLLER AND FROM ONE 

TO EIGHT RS02 <:256K> OR RSGi4 (512^ WORD) 

FIXED-HERD DISK DRIVES. RSTS/E ■^■UPPORT*:: 

flNV COriBINflTION OF RSOj:' S RND RS£i4'- =; Up 

TO Fl TOTAL OF FOUR DRIVES FOR SWAPPING 

AND NON-RESIDENT CODE ^ADDITIONAL UNITS 

riflV BE CONNECTED TO THE RHii, HOWEVER:.' 

. i_i_n_.i. fc.1^ i cr. 1 nc NuciptK uh tHL-H TVPE OF 

DRIVE <& TO 4? : 

RS03'S ? 

RS04'S ? 

RF,'RS11'S ? 2 

RP04'S ? 

RP02/RP0:^' S ? 

RK02/RK05'S ? 2 

SVSTEM DISK ? RF 

TIJ16'-S '• (2.7.11) 

TU10'-S ? 

DECTfiPES ? 2 

PRINTERS ? 1 

LP0: TVPE ? LS 

LP0 FOR SVSGEN ? (2.7.12) 

IF THERE IS A LINE PRINTER AVAILABLE FOR 
USE DURING SVSGEN (MUST BE LP0>, IT WILL 
BE USED TO PRINT THE SVSTEM LOAD MAPS 
AND. OPT I ON ALL V, TO PRINT ASSEMBLV LIST- 
INGS OF THE SVSTEM TABLES AND TERMINAL 
SERVICE MODULES. IF VOU HAVE A PRINTER 
AND WANT THE ASSEMBLV LISTINGS AND/OR 
LORD MAPS PRINTED DURING SVSGEN. ANSWER 
"VES", OTHERWISE ANSWER "NO". 

LP0 FOR SVSGEN ? VES 

LISTINGS ? NO (2.7.13) 

CARD READER •■• NO 

P. T. R£F^£*€R ^^^ 
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(2.7.15) 



DQll'S ? 

DPll'S ? 

ONE DPll OR DUll SVNCHRONOUS LINE INTER- 
FRCE IS REQUIRED FOR OPERATION OF THE 
RSTS/E 2780 PfiCKflGE <IF INCLUDED BELOW) 
RDDITIONRL DPll FlND DUll INTERFACES MflV 
BE CONNECTED TO THE UN I BUS FOR OTHER 
PURPOSES. PLERSE SPECIFV THE NUMBER OF 
THESE DEVICES ON THIS SVSTEM (INCLUDING 
RNV TO BE USED BV THE 2?&0 PflCKRGE) : 

DPll'S ? 1 

DUll'S ? 2 

2780 ? VES 

2780 INTERFRCE ^■ 

THE 2780 PRCKRGE REQUIRES EITHER R DPll 
OR DUll. SVNCHRONOUS LINE INTERFRCE AND 
THE KGll-R (COMMUNICATIONS ARITHMETIC 
OPTION). WHICH TVPE OF SVNCHRONOUS LINE 
INTERFRCE WILL VOUR 2780 PACKAGE USE 
<DP11 OR DUll) : 

2780 INTERFRCE ? DUll 

NON-SUPPORTED DEVICES ? VES (2.7.16) 

DMll-fl'S ? 

DNll-DR'S ? 

DRll-fl, C S ? 

PRfillR'S ? 

PR611P'-S ? 

DT02-FP'S ? 

DKll'S ? 

GT40 (I ONLV) '■■ 

LPS <1 ONLV) ? 1 

KWllW (1 ONLV) ? 
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THE INSTRLLRTION NRME SVSTEfl #~:?2 

NFiKinun JOBS ? 24 (2.7.17) 

SMRLL BUFFERS ? 240 (2.7.18) 

BIG BUFFERS ? 1 (2.7.19) 

RECEIVERS ? 6 (2.7.20) 

POWER FRIL ? VES (2.7.21) 

FIP BUFFERING ? VES (2.7.22) 

RESIDENT DISK HANDLING ? VES (2.7.23) 

RESIDENT SVS CALL DISPRTCH ? NO 

RESIDENT SEND/RECEIVE ? NO 

RESIDENT D I RECTOR V LISTER ? NO 

CCL ? VES (2.7.24) 

STRNDRRD CCL TABLE ? NEW 

<PROGRRM>, <COnMAND> ? PIP, PIP 

^cprogrrm:?-, <:coMriRND> ? o.ue, que 

<PROGRAM>, <COriMAND:> ? PIP, HELP 

<PR0GRAf1>, <COririAND> ? TTVSET, SET 

<PROGRAM>, <COMMAND> ? /E 

CCL LISTING ON LP© : ? NO 

MATH PRECISION ? 4 (2.7.25) 

FUNCTIONS ? V (2.7.26) 

TIME FORMAT ? AM 



PRINT USING ? VES 
MATRICES ? NO 
ROLLIN ? VES 



(2.7.27) 
(2.7.28) 
(2.7.29) 
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SVSGENiIF VOLI HftVE flNV SPECIAL REQUIREMENTS WHICH REC-UIPE 
SV5GEN: EDITING EITHER THE CONFIGURRTI ON FILE fCCfNFIG MRC-' 
SVSGEN:OR THE BRTCH GENERRTION FILE <SVSGEN BRTj. RBORT 
SVSGEN:NCiW BV TVPING "CONTROL/C" RND THEN "TE" PE^.UME RT 
SVSGEN:THIS POINT BV TVPING "BRTCH SVSGN2" OTHEPWI^.E. 
SVSGEN:TVPE "CO" TO CONTINUE WITH SVSTEM GENERRTIfiN 



0050 000000 

$C0 



SVSGEN: CHECKPOINT TWO: IF RNV PROBLEMS DEVELOP DURING THE 
SVSGEN: BATCH GENERRTION PROCESS WHICH FOLLOWS. SVSGEN MRV 
SVSGEN: BE ABORTED BV TVPING "CONTROL/C" AND "TE" RESTART 
SVSGEN: FROM THIS POINT BV TVPING "BATCH SVSGN2" 
$CH SVSGEN. BAT 



(2.5.2) 



SVSGEN 
SVSGEN 
SVSGEN 
SVSGEN 
SVSGEN 



REMOVE 
REMOVE 
MOUNT 
MOUNT 
SET TO 



DEC 
DEC 
DEC 
DEC 



-11-ORSBA-C 
-il-ORSBA-C 
-ii-ORSEA-C 
-11-ORCOA-C 



"REMOTE" AND 



-UCi FROM DECTAPE 


DRP 


.■'E 





-UC2 FROM DECTAPE 


DRI' 


/E 


1. 


-UCI ON DECTAPE 


DRn 


/'E 





-UC ON DECTRPE 


DRI^ 


■'E 


i 


WRITE LOCKED" 









SVSGEN :TVPE "CO" WHEN RERDV 

fl050 000000 

*C0 



27'£:0 package: 



$RUN 
*RUN 
*RUN 
*RUN 
$RUN 
$RUN 
*RUN 
$RUN 
$RUN 



PIP 

MACRO 

MACRO 

PIP 

PIP 

MACRO 

EDIT 

MACRO 

PIP 



SVSGEN 
SVSGEN 
SVSGEN 
SVSGEN 
SVSGEN 
SVSGEN 



REMOVE 
REMOVE 
MOUNT 
MOUNT 



DEC-li-ORSEA-C 



DEC 
DEC 
DEC 



-il-ORCOA- 
-il-ORSEA- 
-11-ORSEA- 



SET BOTH TO "REMOTE" 
TVPE "CO" WHEN RERDV 



-UC 
-UC 
-UC 
-UC 
AN[: 



FROM DECTAPE 


DRP 


•'E 





FROM DECTAPE 


DRT 


■'E 


i 


ON DECTAPE 


DRn 


•'E 





ON DECTAPE 


DRI' 


■■E 


1. 


'WRITE LOCKED' 









fl050 

$C0 



000000 



*RUN 
*RUN 



PIP 
LINK 



*RUN PIP 
*RUN PIP 
$RUN LINf 

*RUN PIP 
*RUN PIP 
*RUN LINf 



*RUN 
*RUN 



PIP 
PIP 
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SVSGEN: REMOVE DEC-il-ORSEfl-C-UCZ' FROM DErTRPE C-RIVE & 
SYSGEN;REMuvh C-EC-ii-DRSEfl-C-UC:-: FROM DEfTflPE DRIVE 1 
SVSGEN: MOUNT ft NEW FORMRTTED C'ECTRPE HN UNIT £1 
SVSGEN:SET TO "REMOTE" RND "WRITE ENRBLED" 
SVSGEN :TVPE "CO" WHEN RERDV 

ftei50 000000 

$00 

$RIJN PIP 
*PUN CILLIS 
$RIJN PIP 

SVSGEN: WHEN SVSLOD IDENTIFIES ITSELF. 
SVSGEN: RESPOND flS FOLLOWS TO THE PROMPTING- 
SVSGEN: CONSOLE FILL COUNT = <:RETURN> 
SVSGEN : DATE : <DD-MMM-VV> 

SVSGEN : DIRLOGUE? <RETURN> 

SVSGEN : #DF : /NS : 256 : 49/TO : 4/H0/B0<:DT : RSTS. LCL 

$PUN CILUS 

SVSLOD V08-01ft 
CONSOLE FILE COUNT= 
DATE: 20-DEC-74 
DIRLOGUE? 

#DF : /NS : 256 : 49/TO : 4/HO/BOcDT ; RSTS. LCL 
SVSLOD COMPLETE 



RSTS V05C-01 SVSTEM #272 (Chapter 3) 

OPTION: 
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2 . 7 CONFIGURATION "QUESTION CONS I ID E RAT ^'^*'"^ 

The questions printed during the SYSGEN dialogue concern the hard- 
ware configuration parameters and software options. Those parameters 
and options requiring more explanation than available in the long form 
of the question are explained in this section. The explanations appear 
in the order in which the program prints the related questions. Appen- 
dix D of this manual lists the memory requirements for most hardware 
and software available. 

2.7.1 Central Processor Unit and Options 

The RSTS/E system runs on either a PDP-11/45 or a PDP-ll/4jZ( cen- 
tral processor. Either processor can optionally include floating point 
hardware to reduce the execution time for floating point calculations. 
The PDP-11/45 Floating Point Processor (FPP) provides both 2-word and 
4-word floating point operations in the hardware. The PDP-11/40 
Floating Instruction Set (FIS) provides 2-word floating point opera- 
tions in the hardware. 

The answers to the FPP, FIS, MATH PRECISION, and FUNCTION ques- 
tions determine which mathematical package is included in the BASIC- 
PLUS Run Time System. See Section 2.7.25 for a description of the 
different mathematical packages. 

2.7.2 Clocks 

The RSTS/E system can operate with one of two types of system 
clocks. The KWll-L Line Time Clock divides time into intervals based 
on the line frequency of the power source - either 50 Hz or 60 Hz. 
(The designation Hertz (Hz) is the international standard of measure- 
ment for cycles per second.) The KWll-P Programmable Real Time Clock 
can also employ the line frequency of the power source. However, the 
KWll-P has a crystal-controlled oscillator which can be used as the 
system time base independent of the power source frequency. The crys- 
tal operation KWll-P is beneficial in areas where the line frequency 
of the power source is not constant. 

The answer to the CLOCK question determines which type of clock 
RSTS/E will use and, for the KWll-P, which mode of operation (line 
frequency or crystal) is desired. If line frequency is used for either 
clock, SYSGEN prints the AC FREQ question and omits the KWll-P 
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INTERRUPT RATE question. If the crystal mode of operation is indicated, 
SYSGEN omits the AC FREQ question but prints the KWll-P INTERRUPT RATE 
question. 

2.7.3 AC Power Frequency 

The PDP-11 computer requires alternating current (AC) power input 
and is able to run on 60 Hz frequency, as is standard in the 
United States, or on 50 Hz frequency, as is standard in many other 
countries. If the computer operates with the KWll-p clock at line 
frequency or with the KWll-L clock, SYSGEN prints the AC FREQ question. 
The answer to the question must be either 50 or 60, depending on the 
standard frequency of the power input. 

2.7.4 KWll-P Interrupt Rate 

The KWll-P 10 KHz crystal-controlled oscillator allows time to be 
divided to a desired interrupt rate given as times per second. 100 is 
the recommended interrupt rate for all RSTS/E systems. 

2.7.5 Terminals and Terminal Interfaces 



2.7.5.1 Keyboard Numbers and Interfaces - The RSTS/E system is de- 
signed to handle a maximum of 64 terminals. Each terminal is as- 
signed a keyboard number ranging from to 63. The console terminal 
is given the keyboard number on all RSTS/E systems and is referenced 
by the device designator KB0:. SYSGEN requires the user to enter the 
type of console terminal so that the RSTS/E terminal service and the 
terminal drivers in the initialization code and in ROLLIN can add 
the correct number of fill characters. 

The assignment of a keyboard number, other than that of the con- 
sole terminal, is determined by the type of line interface to which 
the terminal is attached. The local installation can have any com- 
bination of local and remote line interfaces as long as the total num- 
ber of terminal lines and pseudo keyboards does not exceed 63, not 
including the console terminal. The assignment is important because 
the system manager must specify the terminal speeds allowed on each of 
the variable speed lines In the system based oh the keyboard number. 
(See the description of the TTYSET.SPD file in Chapter 6.) 
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The order in which RSTS/E assigns keyboard numbers is as follows: 
the system console terminal; all KLll, LCll, DLllA, and DLllB lines; 
DLllC and DLllD lines; PK (pseudo keyboards); DCll (remote dial); 
DLllE (remote dial) ; and DHll lines in increasing order of unit number 
and increasing order of configured (enabled) lines within each unit. 



2.7.5.2 Interface Considerations - The answers to the configuration 
questions concerning the number of each type of terminal interface 
must accurately reflect the hardware configuration. For example, 
DLllC and DLllD interfaces are similar in construction and operation 
to the DLllA and DLllB interfaces. However, the interfaces have 
different ranges of UNIBUS addresses. Because of this similarity, 
improper configuration of the terminal interfaces at both the hard- 
ware and software level is a common problem for new installations. 
It is recommended that the system manager rely on the automatic 
answer facility to verify the terminal interface configuration. 



If the number of DHll multiplexers specified is non-zero, SYSGEN 
prints several questions for each unit. The first question requires 
that the type of DHll be specified. The second question is printed 
only when the type of DHll is capable of employing a separate DMll-BB 
modem control. The final question requests the number of lines to 
enable on the DHll unit. 

The DHll-AA and DHll-AC multiplexers are identical except for 
power requirements. The DHll-AA and DHll-AC can be wired for mixtures 
of automatic answer, local EIA, and local 20-milliampere lines. Both 
types require the DMll-BB modem control multiplexer if automatic answer 
data sets are to be connected to either unit. Because the DMll-BB modem 
control multiplexer is optional on the DHll-AA and DHll-AC, SYSGEN in- 
quires about its presence. 

The DHll-AB multiplexer is identical to the DHll-AA but is wired 
for telegraph and telex lines. Modem control is meaningless for tele- 
graph service and SYSGEN does not print the question concerning the 
DMll-BB. RSTS/E does not provide specific support for telegraph 
or telex line disciplines. The DHll-AB is treated as a DHll-AA without 
modem control. 
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The DHll-AD and DHll-AE multiplexers are functionally identical 
to a DHll-AA unit. The DHll-AD multiplexer includes modem control on 
all 16 lines and therefore implements 16 EIA/CCITT (RS232-C) compatible 
lines with full data set control. This modem control is functionally 
identical to the DMll-BB. The DHll-AE multiplexer is wired for 16 EIA 
local lines without modem control. Neither unit allows the mixture of 
line types as the DHll-AA and DHll-AC units do. For DHll-AD and DHll- 
AE multiplexers, SYSGEN does not print the question concerning the 
DMll-BB. 

The answers concerning the type of DHll and the presence of a 
DMll-BB must accurately reflect the hardware ordering of the devices. 
The DHll and the DMll-BB both have floating vectors; the DHll is also 
a floating address device. The presence or absence of floating address 
and vector devices can affect the correct address and vector assignments 
of other hardware. The SYSGEN unit numbering assumes increasing UNIBUS 
addresses. For example, if DHll unit 00 has base address xxxxxx depend- 
ing on other floating address devices present, unit 01 has the address 
assignment xxxxxx+20.^ 

DMll-BB units, like DHll units, are numbered according to increas- 
ing UNIBUS addresses. DMll-BB addressing begins at 110500 for unit 0, 
is followed by unit 1 at 110510, and continues in increments of 10 
(octal) . DMll-BB interrupt vectors are assigned in the floating vec- 
tor space in the order of increasing unit numbers. 

For RSTS/E to operate properly, the lowest numbered DMll-BB unit 
must be connected to the lowest numbered DHll unit which is to provide 
modem control. The next higher DMll-BB unit must be connected to the 
next higher DHll unit which provides modem control. The sequence con- 
tinues for any remaining DMll-BB units. For example, DMll-BB unit 
can be connected to DHll unit 2 provided that DHll units and 1 do 
not include modem control. By the same reasoning, connecting DMll-BB 
unit 2 to DHll unit is always illegal. 



^For more information on floatihg aadress and vector assignment, see 
Appendix B of the RSTS/E System Reliability Test manual. 
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If automatic answers are enabled, the SYSGEN program counts the 
number of DMll-BB modem control multiplexers found on the system. 
SYSGEN can not determine which DMll-BB is attached to which DHll. 
Therefore, the indeterminate answer (**??**) is given for the DMll-BB 
question. The system manager must determine from the hardware configu- 
ration which DHll units include a DMll-BB and he must report the pres- 
ence or absence of the unit in response to the DMll-BB question. If 
automatic answers are enabled, typing either the RETURN or LINE FEED 
key in response to the DMll-BB question causes SYSGEN to print the 
number found. SYSGEN verifies that the number found equals the number 
reported present. If the two numbers are not equal, SYSGEN prints a 
question allowing the system manager to reconsider his answers. If he 
does reconsider, SYSGEN restarts the terminal-related questions. 
Otherwise, SYSGEN uses the number of DMll-BB units reported present 
(not the number found) and continues the dialogue. 

The last question for each DHll unit is the number of lines to 
enable.' SYSGEN permits a total of 63 single line interfaces, enabled 
DHll lines, and pseudo keyboards. (The console keyboard is always en- 
abled.) If more than 63 lines are configured, SYSGEN repeats all the 
terminal related questions. 

Each line of a DHll need not be enabled. Therefore, RSTS/E can 
be configured for less than the maximum number of 16 lines physically 
present on each DHll. Less than 16 lines are enabled when memory must 
be conserved or when the limit of 63 lines must not be exceeded. For 
example, if four DHll units are present, at most 63 of the 64 possible 
lines can be enabled. If N lines (where N is less than 16) are enabled 
for a DHll, SYSGEN does not enable lines numbered N through 15 on the 
DHll. Lines not enabled will not be available for use and will be 
treated as nonexistent. Thus, when 10 lines are enabled, lines 
through 9 will be operational and lines 10 through 15 on that DHll 
cannot be used without regenerating the system. 

If possible, all DHll lines should be enabled during the system 
generation so that unused lines can be enabled in the future without 
regenerating the system. The SYSGEN questions do not specify which 
enabled DHll lines are actually to be used or which lines are to have 
modem control enabled. The SYSGEN questions are supplemented by the 
SETKEY initialization option which allows any keyboard line to be 
temporarily disabled a nd which must be used to enable modem control. 

The SETKEY initialization option also enables DHll lines but only 
those lines configured (enabled) at SYSGEN time. Refer to Section 
3 . 4A for operational details. 
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2.7.6 Pseudo Keyboards 

Any number of pseudo keyboards (up to 63) can be configured into 
the system. Each copy of the BATCH system program requires one pseudo 
keyboard to run user jobs. If the installation plans to run several 
copies of BATCH simultaneously, at least that number of pseudo key- 
boards must be specified. One additional pseudo keyboard is necessary 
for each application to be implemented using the pseudo keyboard fea- 
ture described in Section 12.7 of the BASIC-PLUS Language Manual . 

2.7.7 2741 Terminals 

RSTS/E supports 2741 compatible terminals connected to DLllD, 
DLllE, and DCll single line interfaces or a DHll multiplexer. 2741 
terminals normally use the RS23 2 EIA standard connection; hence, they 
can be connected locally to the computer through null modems to any 
of the above named interfaces or can be connected through data sets 
or acoustic couplers for operation over telephone lines. 

2741 support can be included for single line interfaces only 
(DLllD, DLllE or DCll) ; for DHll multiplexer lines only; or for both 
single line interfaces and DHll multiplexer lines. 

2.7.8 2741 Code and Keyboard Arrangements 

RSTS/E supports four code and keyboard arrangements as shown in 
Section 5.8 of the RSTS-11 System User's Guide . The system manager 
must define the code or codes he wants his system to support so that 
they are assembled into the terminal service module. He can include 
any combination of one to four of the four supported codes . 

If more than one code is configured, a small routine is included 
in the terminal service to enable a user at a 2741 terminal to change 
codes. The first code named in response to the configuration question 
is assigned as the system default. For example, if both Correspon- 
dence and EBCD 2741 terminals are to be supported but EBCD is the pre- 
ferred default, type EBCD, CORR in response to the 2741 CODE question. 

2.7.9 Multiple Terminal Service 

The multiple terminal service option allows one BASIC-PLUS program 
to simultaneously interact with several terminals on one I/O channel. 

2-61 March 1975 



With the multiple terminal service on the c^vc^-t-^rn, ^ paqtr-xiTTTc r^^^^^-,^ 
can control several keyboards by establishing a master keyboard on a 
single channel and by reserving various other keyboards as slave termi- 
nals. To perform input or output, the program executes standard Record 
I/O statements on that single channel and utilizes special software 
options to determine the unique keyboard being serviced. Additionally, 
in absence of keyboard input, the system can automatically stall pro- 
gram execution and make the program eligible to run when keyboard in- 
put is pending from a particular keyboard or any keyboard controlled 
by the program. Thus, a single program can interactively service 
low volume keyboard input and output associated with several stations. 
This procedure eliminates the need to run separate copies of the same 
program at each terminal when several terminals must perform a simi- 
lar function. The option is explained in Section 11.11.1 of the BASIC- 
PLUS Language Manual . 

2.7.10 Disk Devices 

Disks in the RSTS/E system operate in either the public or private 
structure. The disk which contains the system accounts and executable 
code of RSTS/E is called the system disk and is the first disk of the 
public structure. All other disks in the system are referred to col- 
lectively as non-system disks. 

The most practical use of the system disk on the RSTS/E system is 
as a removable disk as opposed to a fixed head disk. If the system 
disk is either an RKJ2(5 or RKj2(3 disk cartridge or an RPJ2I3 or RP04 disk 
pack, it can be removed from the computer area when the system is not 
operating and kept in a safe place, thereby reducing the chances of 
inadvertent or malicious destruction. To preserve the contents of a 
fixed head disk, a copy must be transferred to a secondary medium each 
time the system is shut down. 

Optimum performance is obtained if the system is configured with 
a moving head disk (removable) and an auxiliary swapping disk (fixed 
head) . With such a configuration, the swapping of user jobs into and 
out of memory is faster and more efficient. Disk accessing operations 
on the moving head system device can then be confined to manipulating 
user files and directories while the faster fixed head device takes on 
the burden of moving user jobs into and out of memory. In such a case, 
the auxiliary swapping disk acts as a logical extension of the system 
disk while the system is operating but contains no valuable system data 
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when the system is not operating. At the start of time sharing opera- 
tions, the initialization code creates the necessary files on the 
auxiliary swapping device. 

If a large amount of public storage space is required on the sys- 
tem, a single RPjZ(3 or RP04 disk pack drive is preferable to multiple 
RKJ2I5 or RK03 DECpack disk drives. The use of multiple devices in the 
public structure increases the overhead required in file operations, 
since, each time a file is created within the public structure, the 
directories of each public device must be searched to ensure that a 
file of the same name does not already exist. An alternative method 
of structuring the disks to reduce system overhead in configurations 
using multiple drives is to use private disks rather than public 
disks. In systems having several types of disk devices, the decision 
is left to the system manager as to which device is to be used as the 
system disk and which devices are used in the public and private disk 
structure. 

The RKll, RPll-C, and RHll controllers allow several drives to 
perform seek operations simultaneously. Since the controller is not 
busy during seek operations, data transfers can be overlapped with 
seeks in progress on other drives. On systems with two or more drives 
on the same controller, SYSGEN normally configures an overlapped seek 
driver to accelerate processing on the related disk subsystem. 

Since the overlapped seek drivers require more memory than the 
non-overlapped drivers, SYSGEN allows the system manager to include the 
non-overlapped version in place of the standard overlapped driver. 
The advantages in throughput afforded by the overlapped driver normally 
outweigh the disadvantages of the additional memory required. There- 
fore, the overlapped drivers are recommended for all systems with 
multiple drives on the same controller. To have SYSGEN substitute a 
non-overlapped seek driver, append /NO to the number specified in re- 
sponse to the questions concerning the number of drives. 

2.7.11 Peripheral Devices 

The use of peripheral devices in the RSTS/E system reduces the 
burden of storage requirements on the disk devices and provides a con- 
venient medTum f or fr le^HxchivB'ST Prograirr and "data ^^iie-strha^^ax-e— not 
frequently used can be stored on magnetic tape (DECtape or magtape) , 
paper tape (high speed, fan-folded or Teletype) , and cards (marked or 
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punched) and accessed readily when required. DECtape and magtape pro- 
vide a large capacity storage medium for critical file information. 

Production of hard copy output on the RSTS/E system can be im- 
proved by the use of multiple line printers, each having distinct 
operating characteristics which must be specified during system gener- 
ation. A hardware modification can be made to a line printer to in- 
hibit the form advance (automatic page ejection) every 66 lines and 
thus allow the user flexible control over vertical formatting. This 
feature is made available to users by the MODE option in the OPEN 
statement as described in Section 12.5 of the BASIC-PLUS Language 
Manual . 

2.7.12 LP0; for SYSGEN 

During system generation, four files (load maps) containing mem- 
ory allocation information are created. For magtape and DECtape dis- 
tribution media, the files are written to the resultant LICIL tape 
which contains the RSTS/E system. For disk cartridge distribution 
media, the files are retained on the system generation disk. The load 
maps are standard ASCII text files with filenames RSTS.MAP (monitor), 
OVR.MAP (overlay code), INIT.MAP (initialization code), and BASIC. MAP 
(Run Time System) . 

Since the load maps contain information essential to problem di- 
agnosis, they should be printed at some time. If line printer unit 
is available for use, SYSGEN can print the load maps during system 
generation whether or not a line printer is configured into the RSTS/E 
system. If line printer unit is not available or if the user prefers 
to perform the printing at a later time using the PIP program, he can 
omit the system generation printing. The load maps are retained on the 
LICIL tape and on the system generation disk. 

To print the load maps during system generation when the line 
printer is available, type YES in response to the LPj3: FOR SYSGEN 
question. As a result, the four load maps are automatically printed 
later in the system generation process. Printing takes about 10 min- 
utes on a 300 line per minute printer. For magtape and DECtape dis- 
tribution media, a directory of the LICIL tape is also printed at 
unit rather than at the console terminal. When the line printer is 
available, SYSGEN prints the question concerning listings described in 
Section 2.7.13. 
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To omit printing the load maps during system generation, type NO 
in response to the LPjS: FOR SYSGEN question. As a result, the load 
maps are not printed but the files are available for later printing 
as described above. For magtape and DECtape distribution media, the 
directory of the LICIL tape is printed at the console terminal rather 
than at the line printer. In addition, SYSGEN does not print the ques- 
tion concerning listings described in Section 2.7.13. 

2.7.13 Listings 

During the system generation process, the system tables and ter- 
minal service modules are assembled. An additional assembly is per- 
formed if concise command language entries are created as described in 
Section 2.7.24. 

Since each of the assemblies is unique to the installation, the 
assembly listings provide information valuable for documentation and 
maintenance purposes. If the LP0: FOR SYSGEN question is answered 
with YES, SYSGEN prints the LISTINGS question to allow the listings 
to be printed during the system generation process. If the answer to 
the LP0: FOR SYSGEN question is NO, SYSGEN does not print the LISTINGS 
query. In certain circumstances, the listings can be printed at a 
later time. 

The ability to print the listings at a later time depends on 
whether or not the listing files TBL.LST (system tables) and TTY.LST 
(terminal service modules) are retained. If the system generation disk 
is an RF type, the files are not retained because they can not physi- 
cally fit on the disk. Therefore, the listings must be printed during 
system generation or they can never be printed. If the system genera- 
tion disk is either an RK cartridge or RP pack, the files are retained 
on that disk. If magtape media is used, the files are retained on the 
LICIL tape created during system generation. The files can be printed 
from the LICIL magtape by using the PIP program under either DOS or 
RSTS/E. The files do not fit on one DECtape and are therefore not re- 
tained on the LICIL DECtape. 

To print the listings at system generation time, simply type YES 
in response to the LISTING and CCL LISTING questions. As a result, 
til© listifvgs stT^ autom a ti'ca 1 1 y prxnted later in the system g e nex at i oir 
process. The listings are quite lengthy and take approximately 30 
minutes to print on a 300 line per minute printer. To omit printing 
the listings, type NO to the LISTING question. 
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^•'^'^^ Card Codes 

If the RSTS/E system has a card reader, the user must configure 
one of three card codes. These card codes are presented for reference 
in Appendix D.3 of the BASIC-PLUS Language Manual . The standard card 
code is DEC029 code. 

2.7.15 2780 Package 

The 2780 capability on RSTS/E allows a user to communicate with 
IBM 360 and 370 and other DIGITAL PDP-11 computers having the 2780 
Data Terminal capability described in the RSTS/E 2780 User's Guide . 
The RSTS/2780 software is not included in the standard RSTS/E distribu- 
tion media but is sold and supported as a separate product. If the 
2780 capability is to be included in the system, the 2780 software 
must be available on the same medium as the RSTS/E distribution media. 
Messages printed during the standard system generation tell when to 
mount the tape or disk containing the RSTS/2780 software. The RSTS/E 
computer must have the KGllA communications arithmetic unit and either 
a DPll or a DUll synchronous line interface unit. If answers to the 
SYSGEN questions indicate that neither a DPll nor DUll interface is 
present, the question concerning the 2780 package is omitted. 

2.7.16 Non-Supported Devices 

Devices not supported by RSTS/E may be attached to the computer 
on which time sharing operations are conducted. Although the system 
cannot address these devices, their existence must be known so that 
proper floating address and floating vector assignments can be made. 
If a positive answer is given to the non-supported device question, 
SYSGEN prints each device name and requires the user to type the number 
present on the system. 

2.7.17 Maximum Number of Jobs 

With sufficient hardware, RSTS/E can handle up to 63 simultaneous 
jobs. The maximum number of jobs must be specified at system genera- 
tion time since this parameter determines the size of several monitor 
tables. The number can be adjusted downward when the JOB OR SWAP MAX 
CHANGES query is answered as described in Chapter 3. The maximum num- 
ber of jobs can not be increased above the configured maximum unless 
the system code is regenerated. 
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The maximum number of jobs which can be run efficiently depends 
on the memory space available and the number and types of disks on 
the system. Memory space requirements are discussed in Chapter 1. 
To calculate the effect of disk devices, consult the material in 
Chapter 3 concerning swapping. 

Jobs on the system are numbered sequentially from one to the 
maximum number the system can handle. Jobs include both those attached 
and detached. 

2.7.18 Small Buffers 

The RSTS/E system handles transfer requests and file processing 
requests by means of intermediate memory storage, called small buffers. 
These buffers are considered a system resource, and a sufficient num- 
ber must be configured at system generation time. If an insufficient 
number is configured, jobs running on the system can become stalled 
waiting until enough buffers are freed by jobs currently claiming 
their use. 

Small buffers are 16-word blocks residing in the Monitor part of 
memory. The number needed by a system at any one time depends upon 
the dynamic requirements of the jobs on the system. For efficient 
system operation, it is recommended that at least 10 small buffers be 
allocated for each possible job. Thus, on a 32-user system, 32j2f small 
buffers should be available. (An indicator of good system performance 
is that the number of free small buffers, as reported by the SYSTAT 
system program, never drops below ten. Refer to the description of 
SYSTAT in Section 6.6 of this guide.) 

On systems configured for 16 or more jobs, 10 small buffers for 
each job is usually an adequate number. However, on systems configured 
for fewer than 16 jobs, it may be advantageous to include more than 10 
small buffers per job. For example, each active terminal requires 4 
or 5 small buffers for performing input and output operations. A sys- 
tem having 8 terminals therefore needs between 32 and 40 small buffers 
if all terminals are to be simultaneously active. Each active job re- 
quires three small buffers. Thus, if the same system required that 
ten jobs be able to run simultaneously, 30 more small buffers would be 
needed. I*br each jc3b that wm ruh aetacJhed frdffi all terminalsV sub- 
tract the four small buffers required for terminal I/O. A running 
total on the 8-terminal, 10- job system is 62 small buffers for these 
two simple processing requirements. 
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Next, in the sample system, consider what kind of processing is 
necessary. One small buffer must be added for each open file on the 
system. If each program running on the system opens two disk files, 
20 more small buffers must be added. If all the active programs open 
the maximum number of files simultaneously, 120 small buffers must be 
available. (BASIC-PLUS allows 12 open channels per user program.) In 
an average system, the two file situation is much more likely, so the 
sample system requires 20 more small buffers for a total of 82. 

The system requires small buffers for certain transient opera- 
tions. One small buffer is used for each disk transfer queued by the 
monitor. Programs such as QUEMAN, QUE, ERRCPY, RJ2780, BATCH, and 
SPOOL communicate through the SEND/RECEIVE system function call which 
claims one small buffer for each message queued for a receiving job. 
Normally the buffers used for these operations are employed for very 
short time periods (fractions of a second) but a reasonable number of 
buffers should be available. On the 10 job, 8 terminal system, a rea- 
sonable number is approximately 20 more small buffers. 

Line printers on the system exhaust as many as one third of the 
available small buffers. A lower number of available small buffers 
places a larger burden on the system. For example, if 30 small buf- 
fers are available for use by the printer driver, the system can have 
900 characters buffered for output to the line printer. Assume that a 
line printer is running at 300 lines per minute (5 lines per second) 
and that an average line is 90 characters. Such a line printer empties 
the buffers in two seconds. A spooling program for that line printer 
would have to be swapped into memory every 2 seconds to keep the line 
printer running at full speed. (For a line printer running at 1200 
lines per minute, a swap operation would be necessary every one half 
second. ) 

The total requirement on the 10 job, 8 terminal system is nearly 
140 small buffers for an average system load if the transient require- 
ment for 20 is added and one third of the subtotal is added to handle 
the line printer running full speed (300 lines per minute). Thus, the 
guideline of 10 small buffers per job is too low on such a small system, 
Moreover, if small buffers were subtracted from 140 to account for idle 
terminals and detached jobs and to allow for some slow down in line 
printer operations, the guideline is still inadequate. On sych a sys- 
tem, between 12 and 14 small buffers per job is a better approximation. 
For larger systems having 16 or more jobs, ten small buffers per job is 
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usually a good approximation. Except for occasions of heavy keyboard 
and line printer activity, enough free small buffers will be available 
to maintain good system throughput. 

2.7.19 Big Buffers 

Big buffers are 2 56-word blocks of monitor memory used for DEC- 
tape and 2780 operations. Since the SYSGEN program automatically con- 
figures four big buffers for 2780 software, big buffers need be con- 
figured only if DECtape is on the system. Consequently, SYSGEN prints 
the BIG BUFFER question only if DECtape is on the system. 

On systems without 2780 software but with DECtape devices, one 
big buffer is normally provided for each DECtape drive. However, one 
big buffer per drive is not a definite requirement since one big buffer 
can accommodate any number of DECtape drives for non-simultaneous opera- 
tions. Experience indicates that, unless DECtape usage is heavy, two 
big buffers are sufficient even for four drives. Three big buffers are 
recommended for six drives and four big buffers are recommended for 
eight DECtape drives. 

On systems with both RSTS/2780 software and DECtape drives, one 
big buffer is sufficient for eight DECtape units. The four big buffers 
automatically included for RSTS/2780 software are available for DECtape 
operations when the RSTS/2780 software is not operating. In any case, 
the SYSGEN program does not allow less than one big buffer when DECtape 
is present on the system. This fact applies whether or not the 2780 
software is present. 

2.7.20 Receivers 

A receiver is a job capable of performing inter job communication 
using the SEND/RECEIVE system function call described in Section 7.2.12. 
The QUEMAN job and each SPOOL and BATCH job running on the system per- 
forms as a receiver. Enough receivers must be configured for such jobs 
and for additional programs which declare themselves receivers. For 
example, on a system running one SPOOL program and one BATCH program, 
configure at least three receivers (QUEMAN, SPOOL, and BATCH). 
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2.7.21 Power Fai 1 Recovery Code 

RSTS/E systems can attempt to recover from a momentary power fail- 
ure by performing an automatic restart procedure. A momentary power 
failure is defined in Section 2.7.1 of both the PDP-11/40 Processor 
Handbook and PDP-11/45 Processor Handbook . 

2.7.22 File Processor (FIP) Buffering 

The FIP buffering module accelerates file processing on the RSTS/E 
system. The module reduces the number of accesses to the disk by main- 
taining more than one disk directory block in memory. 

Normally, RSTS/E employs only one permanently allocated 2 56-word 
buffer to store disk directory information. File processing is often 
delayed because the system must write the buffer to the disk to update 
the directory before it can read new directory information into the 
buffer. 

The FIP buffering module claims, from the normal buffer pool, free 
small or big buffers and stores additional directory blocks in the buf- 
fers. Frequently used blocks are thus kept in memory to avoid accesses 
to the disk. If any of the buffers are required for their standard uses, 
the system releases them from the FIP buffering module. The number of 
buffers configured for other system operations need not be increased 
when FIP buffering is included on the system. 

The FIP buffering module increases the size of the monitor and is 
therefore an option on all RSTS/E systems. 

2.7.23 Resident Code 

Certain portions of the overlay code can be configured resident 
in memory during time sharing rather than stored on the disk. Per- 
formance is thereby improved on systems where that code has heavy 
usage. 

The most important code in terms of system performance is the 
disk handling code. This block of code includes: the system routines 
for disk file creation; OPEN, CLOSE, and RENAME routines; some routines 
needed to process the RUN command; general routines for opening other 
devices, deassigning devices, fetching error messages, looking up files 
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by name; and for logout. It is recommended that systems with more 
than 56K words of mem.ory have disk handling code resident. 

The SYS call dispatch code is used whenever a program executes 
a SYS call to the file processor (FIP) . The code is called to dis- 
patch to other non-resident or resident portions of monitor code. 
It is recommended that the SYS call dispatch code be made resident on 
any system having more than 64K words of memory and using FIP calls 
for many programs. 

The SEND/RECEIVE code provides inter- job communications for such 
programs as QUEMAN, BATCH, SPOOL, and RJ278jef. SEND/RECEIVE code is 
entered through the SYS call dispatch code. It is not recommended 
that this code be configured resident unless system operations include 
frequent usage of programs executing the SEND/RECEIVE SYS call and the 
related SYS call dispatch code is also made resident. 

The directory lister code is executed for CATALOG command opera- 
tions and gathers information concerning disk directories. It is 
small but is less important than the disk handling, SYS call dispatch, 
and SEND/RECEIVE code. Since the system program DIRECT is more effi- 
cient than the CATALOG command, it is recommended that DIRECT be used 
wherever possible. Hence, little reason exists to make this code 
resident. 

2.7.24 Concise Command Language (CCL) 

The SYSGEN program allows the user to include or omit the CCL 
capability described in the introductory material of Chapter 4 in the 
RSTS-11 System User's Guide . This capability provides a set of key- 
board commands which run programs stored in the system library. If 
the CCL capability is included, one of three options is possible: 
accept a standard set of commands, define a new set of commands, or 
add new commands to the standard set. 

The standard set of CCL commands involves the following programs 
and consists of the related commands. 

DIRECT DIR 

EDIT EDIT 

EDIT CREATE 

PIP HELP 
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PIP PIP 

QUE QUE 

SYSTAT SYS 

TTYSET SET 

UMOUNT MOUNT 

UMOUNT ■ DISMOUNT 

The programs listed are automatically included in the system li- 
brary and are coded so that the standard CCL commands function properly. 

SYSGEN allows a unique set of commands to be defined by either add- 
ing to the standard set or creating a completely new set. The programs 
defined to run by CCL commands must conform to standards described in 
Section 6.18 of this guide. The system manager can add 10 new commands 
or can create a new set containing as many as 20 commands. To define 
the commands, simply type the program name and the command separated 
by a comma. To change the standard set of CCL commands, a new set 
must be entered which includes any desired commands from the standard 
set and any additional commands required. To restrict usage of CCL 
commands on the system, adjust the protection code of the related pro- 
gram. 

The precedence of CCL commands is above that of RSTS/E commands 
and BASIC-PLUS immediate mode statements. As a result, the system 
manager can control the use of a command or an immediate mode state- 
ment on his system. For example, he could specify a command BYE which 
performs certain operations before allowing a user to log off the sys- 
tem. As another example, he could specify a command PRINT which per- 
forms operations different from those of the BASIC-PLUS immediate mode 
PRINT statement. Such a CCL command has no effect on a BASIC-PLUS 
statement preceded by a line number since a line numbered statement 
has a higher precedence than the CCL command. 

The same program can be run by more than one CCL command. A 
single inventory control program might be designed to handle single 
line requests concerning items on hand, items on order, and orders 
backlogged. The sample printout of Section 2.6.1 shows this type of 
facility. 

If new commands are added to the standard set or a new set is 
created, the resulting CCL table must be assembled later in the sys- 
tem generation process. As a result, SYSGEN prints the CCL LISTING 
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ON LP^: question if a line printer is available for use during SYSGEN 
as discussed in Section 2.7.10. If the standard set of CCL commands 
is accepted, no assembly is necessary, no listing is '^reduced and 
SYSGEN does not print the question. 

Since the CCL listing provides useful system documentation, it is 
important that the listing file be printed. The CCL listing file 
USRCCL.LST is preserved on disk and tape in the same manner as the 
system tables and terminal service listing files described in Sec- 
tion 2.7.13. Similarly, the file can be printed at a later time un- 
less the system generation disk is an RFll device. In the case of an 
RFll, the CCL listing must be printed during the system generation pro- 
cess or it cannot be printed at all. 

If YES is the response to the CCL LISTING ON LPJZf: query, the list- 
ing file is printed during the system generation process. This list- 
ing is fairly short and takes about two minutes to print on a 300 line 
per minute printer. 

2.7.25 Floating Point Precision and Scaled Arithmetic 

The system manager can select either single precision (2-word) or 
double precision (4-word) floating point format for the type of numeric 
foirmat to be used on his system. These floating point formats are de- 
scribed in Appendix F.l of the BASIC-PLUS Language Manual . 

Answers supplied to the FIS(ll/40), FPP(ll/45), MATH PRECISION, 
and FUNCTIONS questions determine which mathematical software package 
is selected from the ten standard packages included in the RSTS/E soft- 
ware. The following list describes the 2-word math packages. 

MA2 Without FIS or FPP; with extended functions 

MA2X Without FIS or FPP; without extended functions 

MA2I 11/40 FIS; with extended functions 

MA2IX 11/40 FIS: without extended functions 

MA2F 11/45 FPP; with extended functions 

MA2FX 11/45 FPP; without extended functions 
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The following list describes the 4-word math packages. 

MA4 Without FIS or FPP; with extended functions 

MA4X Without FIS or FPP; without extended functions 

MA4F 11/45 FPP; with extended functions 

MA4FX 11/45 FPP; without extended functions 

The most critical difference among packages is the implementation 
of floating point operations. The PDP-11/45 Floating Point Processor 
(FPP) provides both 2-word and 4-word floating point instructions in 
hardware. The PDP-11/40 Floating Instruction Set (FIS) does not pro- 
vide 4-word floating point instructions in hardware. Therefore, on 
PDP-ll/4j2f computers with or without FIS, RSTS/E must use the slower 
software packages (MA4 or MA4X) to perform 4-word floating point op- 
erations. 

The scaled arithmetic feature is standard only on systems with 
4-word floating point format. The feature is described in Section 6.8 
of the BASIC-PLUS Language Manual and the SCALE command is described 
in Section 2.8 of the' RSTS-11 System User's Guide . Scaled arithmetic 
avoids problems such as loss of precision normally associated with 
floating point calculations. The feature is very useful for calculat- 
ing sums (such as money) which cannot be manipulated easily as integer 
quantities. 

2.7.26 Mathematical Functions 

The size of the BASIC-PLUS Run Time System (RTS) can be reduced 
by omitting certain mathematical functions including SIN, COS, TAN, 
ATN, SQR, EXP, LOG, and LOGlJZf. These functions are described in Sec- 
tion 3.7 of the BASIC-PLUS Language Manual and summarized in Table 3-1 
of that section. 

2.7.27 PRINT USING Option 

The PRINT USING optional feature allows BASIC-PLUS programs to 
perform special formatting of output as described in Section 10.4.1 
of the BASIC-PLUS Language Manual . The size of the BASIC-PLUS Run 
Time System can be reduced by omitting this option. 
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2.7.28 Matrix Manipulation 

BASIC-PLUS can operate on an entire matrix using single state- 
ments called MAT statements as described in Chapter 7 of the BASIC- 
PLUS Language Manual . The system manager must configure this optional 
feature if he wants to include the matrix manipulation capability. 

2.7.29 Stand Alone Programs 

The stand alone program ROLLIN can be included in the RSTS/E CIL 
and can be loaded into memory using the LOAD option as described in 
Chapter 3. ROLLIN is described in the library document entitled PDP-11 
ROLLIN Utility Program which is included in the RSTS/E distribution 
software. 

2.8 LOADING THE CIL ONTO THE RSTS/E SYSTEM DISK 

After the configuration question concerning ROLLIN is answered, 
the SYSGEN program completes building the configuration file and the 
second batch command file. Subsequently, SYSGEN prints the second 
checkpoint message. Next, the system generation monitor executes com- 
mands in the second batch command file and generates the RSTS/E linked 
core image library (LICIL) and any listings necessary. 

During the generation, messages are printed indicating which de- 
vices to mount and how to proceed. The entire process takes between 
one and three hours depending upon the devices used and the types of 
listings requested. If either magtape or DECtape distribution media 
is employed, the user must mount a new, formatted tape to which the 
RSTS/E LICIL is written. Instructions are printed to mount the RSTS/E 
system disk on unit and to type the exact command to transfer the 
LICIL to the disk. If disk cartridge distribution media is used, in- 
structions are printed to mount a new cartridge or pack to be used as 
the RSTS/E system disk. 

After the CIL is written on the RSTS/E system disk and the RSTS/E 
code is loaded into memory for the first time, the PATCH, DSKINT, 
REFRESH, SETKEY, DEFAULT, and START options must be run as described 
in Chapter 3 and t he system library jnust be built according to jproce- 
dures described in Chapter 4. 
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2.9 SYSLOD AND CILUS COMMAND STRINGS 

This section describes the procedures and command strings employed 
in loading the RSTS/E Linked Core Image Library (LICIL) onto the RSTS/E 
system disk. All necessary instructions to perform the load operation 
are printed during the system generation procedure. If the standard 
procedure is followed, this section need not be referenced. However, 
the command strings documented here are useful if the load operation 
is not performed as part of the system generation procedure or if the 
newly created LICIL must replace an old RSTS/E Core Image Library (CIL) 
on an existing system, disk. 

Loading the CIL is the final step of the system generation process 
For magtape and DECtape distribution media, the newly created Linked 
Core Image Library (LICIL) is written to tape along with a copy of the 
SYSLOD program, the batch and configuration files, system, load maps, 
and assembly listing files (magtape only) . The SYSGEN program prints 
the commands necessary to load the CIL onto the RSTS/E system disk with 
SYSLOD. For disk cartridge distribution media, the LICIL resides on 
the system generation disk along with the batch and configuration 
files, system load maps, and the listing files. The command to load 
the CIL is never printed because the batch stream performs the load 
operation with the CILUS program. However, for all distribution media, 
the CIL need not be loaded immediately since the standard procedure 
can be halted just before the load operation. If the LICIL tape or 
system generation disk is preserved, the device can be bootstrapped 
and either SYSLOD or CILUS can be used to load the CIL onto the RSTS/E 
system disk. 

Because the load operation can be performed using either a blank 
or an existing system disk, two general operations are described. Sec- 
tion 2.9.1 presents the procedures to load a new RSTS/E system onto a 
disk which contains no user files to be preserved. Section 2.9.2 pro- 
vides guidelines for replacing an existing RSTS/E system on a system 
disk containing system and user files which must be preserved. 
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2.9.1 Loading the RSTS/E CIL onto a Blank System Disk 

The procedure and command strings detailed in this section apply 
only to loading a CIL onto a blank system disk. It is possible to 
overwrite an existing CIL on a system disk which contains system and 
user files without destroying the file structure. This latter proce- 
dure is described in Section 2.9.2. The procedures below destroy any 
existing file structure on the disk being initialized as the RSTS/E 
system disk. 

2.9.1.1 DECtape and Magtape Procedures Using SYSLOD - The tape 
created during system generation contains a copy of the stand-alone 
program SYSLOD. SYSLOD is loaded from DECtape using one of the 
hardware bootstrap loaders described in Appendix F. When SYSLOD 
is bootstrapped into memory, it will identify itself by printing 
the following lines. 

SYSLOD V08-01A 

CONSOLE FILL COUNT= Type the RETURN key 

DATE: ll-JAN-75 Type the date in format shown 

DIALOGUE? Type the RETURN key 



Before the DIALOGUE query is answered, the disk to be used as the 
RSTS/E system disk should be mounted and write-enabled. In the case 
of an RK, -RPJZfS , or RP04 system disk, an RK cartridge or an RP pack must 
be mounted on drive unit 0. No special action is required for an RF 
system disk. SYSLOD does not recognize any device which is not mounted 
and ready when the DIALOGUE query is answered. The RETURN key is suf- 
ficient response to the DIALOGUE query. SYSLOD responds by printing 
the pound sign (#) when it is ready to accept a command. A single com- 
mand string is sufficient to create and load the CIL onto the system 
disk and bootstrap the RSTS/E Initialization code into memory. The 
exact command which must be entered depends on the type of system disk. 
If any error messages are printed by SYSLOD, consult Appendix B for 
the proper procedure to follow. The following command strings are used 
for the several types of system disks. 

#DF_:/NS_L2Mi4^/mj_J^ 

#DF:/NS:256:49/TO:4/HO/BO<MT0:RSTS.LCL (RFll System Disk < TUlj2f Magtape) 

#DF:/NS:256:49/TO:^/HO/BO<MM0:RSTS.LCL (RF System Disk < TU16 Magtape) 
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#DK0:/MS:256:i49/PO/TO:4/HO/BO<DT0:RSTS.LCL (RKll System Disk < DECtape) 
#DK0:/NS:256:il9/FO/TO:n/HO/BO<MT0:RSTS.LCL (RKll System Disk < TU10 Magtape) 
#DK0:/NS:256:49/FO/TO:4/HO/BO<MM0:RSTS.LCL (RKll System Disk < TU16 Magtape) 

#DP0:/NS:512:25/FO/TO:^/HO/BO<DT0:RSTS.LCL (RP03 System Disk < DECtape) 
#DP0:/NS:512:25/FO/TO:4/HO/BO<MT0:RSTS.LCL (rp03 System Disk < TU10 Magtape) 
#DP0:/NS:512:25/FO/TO:4/HO/BO<MM0:RSTS.LCL (RP03 System Disk < TU16 Magtape) 

#DB0:/NS:102 4:13/PO/TO:4/HO/BO<DT0:RSTS.LCL (RP04 System Disk < DECtape) 
#DB0:/NS:1024:13/FO/TO:4/HO/BO<MT0:RSTS.LCL (RP04 System Disk < TU10 Magtape) 
#DB0:/NS:102^:13/FO/TO:4/HO/BO<MM0:RSTS.LCL (RP04 System Disk < TU16 Magtape) 

For an RP03 system disk, messages are printed at the console ter- 
minal which tell the system manager to set and reset the FORMAT ENABLE/ 
NORMAL switch which is located behind the third panel below the indi- 
cator lights on the RPll-C controller. 

Upon completion of the load operation, the RSTS/E Initialization 
code is bootstrapped into memory signalled by the printing of the OP- 
TION query. The system manager should proceed to initialize the sys- 
tem disk according to the procedures described in Chapter 3. 



2.9.1.2 Disk Cartridge Procedures Using CILUS - When the disk 
cartridge distribution medium is used, the DOS program CILUS is 
used to load the RSTS/E CIL onto the system disk. CILUS does not 
format an RK cartridge, RP03, or RP04 pack. Refer to Section 
2.3.3 for procedures to load SYSLOD and format disks. 

Mount the copy of the System Generation DECpack used for the 
system generation on RK unit 0. Write enable the drive and bootstrap 
the cartridge to load the DOS/BATCH monitor. Refer to Appendix F for 
DECpack bootstrap procedures. When the DOS monitor identifies itself, 
proceed as shown below to run CILUS . 

DOS/BATCH V9-20C 

DATE: ll-JAN-75 Type the date in format shown 

TIME: l6:15 Type the time in format shown 

DIALOGUE? Type the RETURN key 

$L0 1,1 

DATE: ll-JAN-75 

TIME: 16:15 

$RUN CILUS 

CILUS V08-06A 

t 
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CILUS prints the pound sign (#) when it is ready to accept a 
command. The CILUS command string used to create and load the RSTS/E 
CIL depends on the type of system disk. If the RSTS/E system is con- 
figured for an RPjZlB or RP04 system disk, mount a newly formatted pack 
on unit and write-enable the drive. If the system is configured 
for an RK system disk, mount a newly formatted RK cartridge on RK 
unit 1. No special action is required for an RF systen? disk. One of 
the CILUS commands shown below is then used to load the CIL. 

#DF:/NS:256:49/TO: VHO/BO<DK0:RSTS.LCL/LO (RFII System Disk < RK cartridge) 
#DK1 : /NS : 256 : 49/TO : 4/HO<DK0 : RSTS . LCL/LO (RKII System Disk < RK cartridge) 

#DP0:/NS:512:25/TO:4/HO/BO<DK0;RSTS.LCL/LO (RP03 System Disk < RK cartridge) 
#DB0 :/NS: 1024 :13/TO:4/HO/BO<DK0: RSTS. LCL/LO (RP04 System Disk < RK cartridge) 

If the system disk is an RFll, RP03 , or RP04, the CILUS command 
loads the CIL and then bootstraps the RSTS/E initialization code into 
memory. The INIT code prints the system name followed by the OPTION 
query. The system manager should proceed to initialize the system disk 
as described in Chapter 3 . 

The command to load the CIL onto the RK cartridge mounted on 
unit 1 does not bootstrap the RSTS/E Initialization code. When the 
load operation is complete, CILUS reprints the pound sign (#) and 
waits for another command. The system manager exits from CILUS and 
terminates the DOS monitor as shown below. 

g^C CONTROL/C exit from CILUS 

^KI "KILL" required by DOS 

$^PI Finish for an orderly exit 

TIME: 16; 16; 16 
DOS/BATCH V9-20C 



The processor is halted by moving the HALT/ENABLE switch to the 
HALT position. Dismount both cartridges and move the RSTS/E system 
disk to RK unit 0. When the disk is ready, write-enable the drive and 
bootstrap the disk cartridge (see Appendix F) to load the RSTS/E ini- 
tialization code into memory. Proceed to Chapter 3 to initialize the 
new system disk. 
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2.9.2 Replacing the RSTS/E System Code 

It is possible to replace the RSTS/E CIL on the system disk with- 
out destroying the file structure. This capability is important when 
a new system is generated to add or change hardware support or soft- 
ware features. The SYSLOD or CILUS command strings used for this pur- 
pose are similar to those in Section 2.9.1 but several precautions 
should be taken to ensure a successful replacement. Careful adherence 
to these procedures is critical to avoid destroying the existing file 
structures (system and user files) on the system disk. 

It is impossible to determine the exact size of the new CIL until 
it is loaded onto a disk. The first step in replacing the CIL, there- 
fore, is to load the new monitor onto a scratch disk using the standard 
system generation procedures or the SYSLOD or CILUS commands described 
in Sections 2.9.1.1 and 2.9.1.2. The scratch disk must be initialized 
using the DSKINT initialization option (see Section 3.3) to create the 
RSTS.CIL file. When a disk is initialized, pattern checking for bad 
blocks is normally done. However, requesting zero patterns causes 
DSKINT to bypass the pattern checks, saves time, and is a reasonable 
shortcut for the scratch disk. 

The REFRESH initialization option (Section 3.4) is used after 
DSKINT to check the required size of the new RSTS.CIL file. REFRESH 
can be stopped by typing CONTROL/C after the file status table is 
printed. Since the scratch disk is used only to determine the size 
of the new RSTS.CIL file, it is of no further use after these opera- 
tions are performed. The loading of the new system onto a scratch 
disk and the DSKINT and REFRESH operations take a total of about 10 
minutes. 

The next step is to determine the size of the CIL to be replaced. 
Simply obtain a directory of the system files account [0,1] under time 
sharing or print the file status table using REFRESH (see Section 
3.4.3.2). The important item is the current size of the RSTS.CIL file 
on the system disk. The REFRESH procedures of Section 3.4 recommend 
that this file be made larger than the required size when the system 
disk is initially built. If the system manager planned for a future 
replacement of the system code, the current size of the old RSTS.CIL 
file will probably be larger than the required size of the new RSTS.CIL 
file. 
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If the old CIL is larger, the replacement can proceed as de- 
scribed in subsequent paragraphs. Otherwise, the system manager 
can attempt to increase the size of the old RSTS.CIL file using 
REFRESH before attempting the replacement. If the REFRESH is suc- 
cessful, he can proceed. If REFRESH cannot increase the size of 
the old RSTS.CIL file to at least the required size of the new 
RSTS.CIL file, the replacement cannot be performed. All library 
and user files must be transferred to another disk or external 
medium and the system disk must be initialized (destroying the 
existing file structure) . 

Assuming the RSTS.CIL file on the system disk is large enough 
to accommodate the new CIL, the next step is to transfer all library 
and user files from the system disk to a secondary storage medium. 
This is a time consuming but important precaution since a typograph- 
ical error or a hardware malfunction while replacing the old CIL could 
be disastrous. The transfer is performed under time sharing using 
the old system. The next two sections present the SYSLOD and CILUS 
command strings which replace the old CIL. 



2.9.2.1 DECtape and Magtape Procedures Using SYSLOD - The tape 
created during system generation contains a copy of the stand-alone 
program SYSLOD. SYSLOD is loaded from DECtape or magtape using one 
of the hardware bootstrap loaders described in Appendix F. When 
SYSLOD is bootstrapped into memory, it identifies itself by printing 
the following lines. 

SYSLOD V08-01A 

CONSOLE FILL COUNT= Type the RETURN key 

DATE: ll-JAN-75 Type the date in format shown 

DIALOGUE? 

I 

Before the DIALOGUE query is answered, the old RSTS/E system disk 
should be mounted and write enabled. In the case of an RK, RP.03 , or 
RP04 system disk, the cartridge or pack must be mounted on unit 0. 
SYSLOD does not recognize any device which is not mounted and ready 

response to the DIALOGUE query. SYSLOD responds by printing the pound 
sign (#) when it is ready to accept a command. The following SYSLOD 
commands replace an old CIL on the various types of system disks. 
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#DF:/NS:256:^9/TO:4/HO/BO<DT0:RSTS.LCL (rfII System Disk < DECtape) 
)^DF:/NS:256:49/TO:4/HO/BO<MT0:RSTS.LCL (RFll System Disk < TU10 Magtape) 
#DF:/NS:256:4 9/TO:^/HO/BO<MM0:RSTS.LCL (RFll System Disk < TU16 Magtape) 

#DKJ2:/NS:256:49/TO:^/HO/BO<DT0:RSTS.LCL (RKll System Disk < DECtape) 
#DKj2!:/NS:256:i4 9/TO:4/HO/BO<MT0:RSTS.LCL (RKll System Disk < TU10 Magtape) 
?^DK0:/NS:256:49/TO:4/HO/BO<MM0:RSTS.LCL (RKll System Disk < TU16 Magtape) 

?^DP0:/NS:512:25/TO:4/HO/BO<DT0:RSTS.LCL (RP03 System Disk < DECtape) 
#DP0:/NS:512:25/TO:4/HO/BO<MT0:RSTS.LCL (RP03 System Disk < TU10 Magtape) 
#DP0:/NS:512:25/TO:4/HO/BO<MM0:RSTS.LCL (RP03 System Disk < TU16 Magtape) 

#DB0:/NS:1024:13/TO:4/HO/BO<DT0:RSTS.LCL (RP04 System Disk < DECtape) 
#DB0:/NS:1024:13/TO:4/HO/BO<MT0:RSTS.LCL (RP04 System Disk < TU10 Magtape) 
#DB0:/NS:1024:13/TO:4/HO/BO<MM0:RSTS.LCL (FP04 System Disk < TU16 Magtape) 

The only difference between these SYSLOD commands for replacing 
a CIL and those used for a blank system disk is the absence of the 
format switch (/FO) for RK and RP03 or RP04 system disks. Formatting 
destroys everything on a disk and cannot be done if the file structure 
is to be preserved. 

Upon completion of the load operation, the RSTS/E Initialization 
code is bootstrapped into memory signalled by the printing of the OP- 
TION query. The system manager must reinstall all published patches 
using the PATCH option (see Section 3.2), set keyboard defaults with 
the SETKEY option (Section 3.4A) and establish default start up con- 
ditions with the DEFAULT option (Section 3.5) before time sharing op- 
erations can resume with the new system. The DSKINT initialization 
option is not used in this case since initializing a disk destroys any 
existing file structures. The REFRESH option can be used to verify or 
change any of the system files but is not specifically required after 
replacing the CIL. 



2.9.2.2 DECpack Procedures Using CILUS - When disk cartridge dis- 
tribution media is used, the DOS program CILUS loads the new CIL 
onto the old system disk. Since CILUS does not format disks, the 
CILUS commands are the same as for loading a CIL onto a blank system 
disk. The CILUS procedures are repeated below for continuity. 



Mount the copy of the system generation disk cartridge used for 
the system generation on RK unit 0. Write-enable the drive and boot- 
strap the cartridge to load the DOS/BATCH Monitor. Refer to Appendix F 
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for bootstrap procedures. When the DOS Monitor identifies itself, 
proceed as shown below to run CILUS. 

DOS/BATCH V9-20C 

DATE; ll-JAN-75 Type the date in format shown 

TIME: 12:3J3 Type the time in format shown 

DIALOGUE? Type the RETURN key 

$L0 1,1 

DATE: ll-JAN-75 
TIME: 12:30 

$RUN CILUS 

CILUS V08-06A 

I 

CILUS prints the pound sign (#) when it is ready to accept a com- 
mand. If the RSTS/E system is configured for an RPj2f3 or RPJZ(4 system 
disk, mount the old system disk on unit and write-enable the drive. 
If the system is configured for an RK system disk, mount the old RK 
system disk cartridge on RK unit 1. No special action is required for 
an RF system disk. One of the CILUS commands shown below is then used 
to replace the old CIL. 

#DP0:/NS:256:il9/TO:4/HO/BO<DK0:RSTS.LCL/LO (RFll System Disk < RK Cartridge) 
#DK1:/NS:256:49/TO:4/HO<DK0:RSTS.LCL/LO (rkII System Disk < RK Cartridge) 

#DP0:/NS:512:25/TO:4/HO/BO<DK0:RSTS.LCL/LO (RP03 System Disk < RK Cartridge) 
#DB0:/NS:1024:13/TO:4/HO/BO<DK0:RSTS.LCL/LO (RP04 System Disk < RK Cartridge) 



If the system disk is an RFll, RP03 , or RPj2f4, the CILUS command 
loads the CIL and then bootstraps the RSTS/E Initialization code into 
memory. The INIT code prints the system name followed by the OPTION 
query. 

The command to replace the CIL on an RK system disk mounted on 
unit 1 does not bootstrap the RSTS/E Initialization code. When the 
load operation is complete, CILUS reprints the pound sign (#) and waits 
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for another command. The system manager should exit from CILUS and 
terminate the DOS Monitor as shown below. 

i^C CONTROL/C exit from CILUS 

j_KI "KILL" required by DOS 

$.FI Finish for an orderly exit 

TIME: 12:35:22 

DOS/BATCH V9-20C 



The processor should be halted by moving the HALT/ENABLE switch 
to the HALT position. Dismount both cartridges and move the RSTS/E 
system disk to RK unit 0. When the disk is ready, write enable the 
drive and bootstrap the disk cartridge (see Section 5.2.1) to load 
the RSTS/E Initialization code into memory. 

When the Initialization code prints the OPTION query, the system 
manager must reinstall all published patches using the PATCH option of 
the Initialization code (see Section 3.2), set keyboard defaults with 
the SETKEY option (Section 3.4A) and establish default start up con- 
ditions using the DEFAULT option (Section 3.5). The DSKINT option is 
not used since initializing a disk destroys any existing file struc- 
ture. The REFRESH option (Section 3.4) may be used to verify or change 
the system files but is not specifically required after replacement 
of a CIL. 
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CHAPTER 3 
INITIALIZATION OPTIONS 



The RSTS/E Initialization (INIT) code is a collection of routines 
used to create the file structures, system files, and start up condi- 
tions required for normal operation of the RSTS/E system. The INIT 
code is essentially one large stand-alone program with many functions. 
Immediately after a system generation, several options must be used 
before the RSTS/E system can be brought up for time sharing. There- 
after, the initialization code provides the mechanism for altering 
critical system files and parameters as installation requirements 
change. INIT includes routines which ensure the integrity of the 
system disk file structure and provide many checks on the hardware 
configuration. Options are provided which enable the system to 
function even when certain hardware elements are inoperative. Finally, 
the initialization code is responsible for loading the RSTS/E Monitor 
and BASIC-PLUS Run Time System into memory for normal time sharing. 

This chapter contains detailed information on all the initializa- 
tion options and is essential to the proper and efficient use of 
system features. The system manager should fully understand the 
material presented here before any attempt is made to operate the 
RSTS/E system. 

3.1 OVERVIEW OF INITIALIZATION OPTIONS 

Whenever the RSTS/E system disk is bootstrapped, the initializa- 
tion code is loaded into memory. The bootstrap operation is performed 
by a hardware ROM bootstrap or by software. In the system generation 
example of Sections 2.6.1 and 2.6.3, the SYSLOD program performed the 
bootstrap operation after the new system was loaded onto the RSTS/E 
system, disk. In normal operations, the hardware bootstrap is used. 
When the INIT code is loaded, it prints a header line with the in- 
stallation name followed by the OPTION query. The system manager must 
then select one of the vaiid initialization options listed in Table 
3-1. 
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Table 3-1 
Initialization (Start Up) Options 



Long Form of 


Short Form of 




Operator Response 


Operator Response 


Meaning 


PATCH 


PA 


Alter the RSTS/E 
System Code to cor- 
rect problems. 


DSKINT 


DS 


Initialize and 
optionally format a 
disk. 


REFRESH 


RE 


Create or rebuild 
the system files in 
account [0,1] on 
the system disk. 


SETKEY 


SE 


Set keyboard defaults 
for disabling lines 
and for enabling DHll 
lines as local or with 
modem control. 


DEFAULT 


DE 


Establish or change 
start up conditions. 


START 


ST or LINE FEED key 


Start time sharing 
operations. 


UNISYS 


UN 


Diagnostic aid used 
in conjunction with 
the START option to 
bypass the enabling 
of all terminal inter- 
faces except the con- 
sole interface. 


BOOT 


BO 


Bootstrap a device. 


LOAD 


LO 


Load a stand-alone 
program from the 
RSTS/E CIL. 


ASR33 


AS 


Set the fill factor 


VT05B 


VT 


of the console termi- 


LA3J2fS 


LA 


nal to that of the 


(FILL OPTIONS) 




device specified. 
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After a system generation is performed and the Core Image Library 
(CIL) is loaded onto the RSTS/E system disk, the system manager m.ust 
execute the PATCH, DSKINT/ REFRESH, ^ DEFAULT, and START options to 
prepare for time sharing. 

The PATCH option provides a mechanism by which the RSTS/E system 
code can be easily altered as problems are discovered and corrected. 
Patches are published in the RSTS/E Installation Notes and in monthly 
software publications. 

The DSKINT option creates the minimal RSTS/E file structure on all 
RSTS/E system disks. In addition, DSKINT formats a disk and performs 
pattern checks to detect bad disk blocks. 

REFRESH creates the system files for normal RSTS/E system operation. 
REFRESH also provides the capability for altering system files as 
installation requirements change. 

The SETKEY option establishes defaults for disabling keyboard lines 
and enabling DHll lines as either local or with modem control. The 
option supplements the SYSGEN program question concerning the number 
of DHll lines to enable. SETKEY is necessary for enabling modem 
control on DHll lines. 

The DEFAULT option establishes start up parameters such as the maxi- 
mum number of jobs which can be run and the maximum size for each 
job. DEFAULT allows the system manager to determine the most efficient 
use of memory on his system. Suboptions of DEFAULT permit locating 
the BASIC-PLUS Run Time System in high-speed semiconductor memory 
and making certain failing sections of memory unavailable. 

START brings the RSTS/E up to a full running state. It also per- 
mits temporary changes to the default start-up conditions mentioned 
above. START is responsible for loading the monitor tables, enabling 
terminal interfaces, loading the RSTS/E Monitor and Run Time System 
into memory, and starting time sharing. 



^DSKINT is not used if a new RSTS/E CIL replaces an old system on a 
s^sjt am disJija^kere^the _£i Jba_ preserved Xse.e Section 

2.9). Furthermore, since system and user file structures are not 
disturbed by the replacement, REFRESH is not required. 
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UNISYS is a diagnostic aid used in conjunction with the START option, 
Problems are often encountered with new systems due to errors in the 
hardware or software terminal interface configuration. The UNISYS 
option helps to isolate the problem to the terminal interface con- 
figuration by allowing the system to be brought up for time sharing 
without enabling any terminal interface except for the console device. 

The BOOT option emulates the operation of the hardware bootstrap 
loaders. BOOT bootstraps a program or system from disk or tape 
devices. 

LOAD permits loading and executing stand-alone programs from the 
RSTS/E Core Image Library (CIL) created during system generation. 
SYSGEN provides a way to include the stand-alone program ROLLIN (a 
tape and disk copy utility) in the CIL. 

Finally, the fill options VT05 , ASR33 and LA30S condition the key- 
board driver in the INIT code to insert the proper number of fill 
characters when printing messages on the console terminal. These 
options are used only when the actual console device is some- 
thing other than the console terminal specified at system generation 
time. 

If only the RETURN key is typed in response to the OPTION query, 
the following message is printed. 

OPTION: 

PLEftSE ENTER ONE OF THE VftLIC' RSTS SVSTEM INI TIRLIZRTION 

OPTIONS OR TVPE 'HELP'' FOR R HELP NESSRGE: 

If the user types other than a valid response or types HELP, the 
system prints the following information and reprints the OPTION query. 

OPTION: HELP 

THE VALID RSTS VOS INI TIRLIZRTION OPTIONS ARE: 

BOOT BOOTSTRRP R DEVICE 

LORD LORD RND EXECUTE R PRuGRRM FROM THIS CIL 

DEFRLILT ESTRBLISH OR CHRNGE STRRTUP DEFAULTS 

STRRT STRRT TIMESHRRIN6 

SETKEV SET KEVBORRD DEFRULTS 

DSiaNT INITIRLIZE DISK TO RSTS FILE STRUCTURE 

REFRESH REFRESH VOUR SVSTEM DISK 
ONLV THE FIRST TWO CHRRRCTERS NEED BE TVPED. 



OPTION 
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When a valid option name is entered, the system proceeds according 
to the option specified. Typing the CONTROL key and C key combina- 
tion (CTRL/C) when any of the initialization options is asking for a 
response immediately interrupts execution of the option and returns 
the user to the OPTION query. 

The following sections explain each of the initialization options 
in detail. 
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3.2 PATCHING THE RSTS/E SYSTEM - PATCH OPTION 

The RSTS/E Initialization code PATCH option provides a convenient 
means for altering the RSTS/E system code as errors are found and cor- 
rections are published. When a RSTS/E system generation is performed, 
all patches are installed immediately after the Core Image Pile (CIL) 
is loaded onto the system disk. This is necessary since patches may 
affect the initialization code used to build required file structures, 

sharing. Patches are published in the RSTS/E Installation Notes if 
problems are uncovered after a "code freeze," but before a new release 
is available from Digital's Software Distribution Center. Thereafter, 
patches are published in the monthly Digital Software News or Software 
Dispatch. 

The PATCH option makes permanent changes to the RSTS/E CIL on 
the system disk. The CIL is made up of several modules including 
INIT (the initialization code) RSTS (the resident monitor and device 
drivers) , OVR (Overlay Code) , ERR (error messages) , and BASIC (the 
BASIC-PLUS compiler and Run Time System) . Any of these modules may 
be altered using the PATCH option. 

Patches take many different forms. Some are in-place patches to 
one or more words in one or more modules. Others require patch 
space in the affected modules. "MONITOR PATCH" space and "BASIC-PLUS 
PATCH" space are SYSGEN options recommended for all systems. If a 
patch requires either monitor or BASIC-PLUS patch space, but the sys- 
tem is not configured for the option, a new SYSGEN is needed to add 
the required space. Patch space is always included in the Initializa- 
tion code. The overlay code can be patched using free space in over- 
lay segments or monitor patch space. In some cases, patches affect 
fixed addresses and are straightforward; however in most cases it is 
necessary to refer to the system load maps to find the addresses of 
affected sections. Published patches describe the procedures re- 
quired to make the alteration correctly. 

The PATCH option is called by typing PATCH or simply PA in 
response to the initialization code OPTION query. PATCH replies by 
asking for a MODULE NAME (one of the five listed abovelv a EASE^ 
ADDRESS, and an OFFSET ADDRESS. The module name determines the CIL 
module to be changed. The response "BASIC" indicates that the patch 
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applies to the BASIC-PLUS compiler or Run Time System. The base ad- 
dress further determines the actual locations to be patched. For 
example, the base address for the Print Using section of BASIC-PLUS 
is found in the BASIC load map and might be entered as the response 
to the BASE ADDRESS query. Finally, the offset address is the first 
location to be changed relative to the specified base. For example, 
a PRINT-USING patch may begin at an offset of 100 octal bytes from 
the beginning of Print Using. After these items are entered, PATCH 
prints the old contents of the specified location and opens the word 
for change. PATCH opens and changes successive locations depending 
on the user responses. 

Details for the use of the patch option are included in the two 
examples presented below. The first demonstrates some of the com- 
plexities of patching. The second, a simple INIT patch, emphasizes 
the need for using the BOOT option (Section 3.8) after any patch is 
made to the Initialization code. 

3.2.1 Patching the RSTS/E Monitor - EXAMPLE 

The following example describes the use of the PATCH option to 
alter the RSTS/E monitor. (Note: when the patch is made, the monitor 
resides on disk and not in memory.) The Initialization Code is in 
memory and the PATCH option allows changes to the monitor disk image 
before it is loaded into memory for normal timesharing. 



OPTION: PATCH 

MODULE NAME ? RSTS 

BASE ADDRESS ? [NAME] 

OFFSET ADDRESS ? 120 

MODULE 

RSTS 

RSTS 

RSTS 

RSTS 

RSTS 

RSTS 

RSTS 



EXAMPLE ONLY: 
NOT A REAL PATCH 



NEW? 
004737 
[patch] +20 



BASE OFFSET OLD 

"name] 000120 104760 

'name] 000122 103364 

name] 000124 005062 ? 102637 

name] 000126 012762 ? [jBSTAT]-2 

"name] 000130 004737 ? <LF> 

NAME] 000132 104726 ? 104730 

;NAME] 000134 010423 ? tc 



OCTAL ADDITION. 

OCTAL SUBTRACTION. 
NO CHANGE. 

CONTROL/C EXIT. 



OPTION: PATCH 
MODULE NAME ? RSTS 
BASE ADDRESS ? [ PATCH] 
OFFSET ADDRESS ? 20 
MODULE BASE OFFSET OLD 
RSTS [patch] 000020 000000 
RSTS [patch] 000022 000000 
RSTS [patch] 000024 000000 
RSTS [patch] 000026 000000 

OPTION: 



NEW? 
010203 
011104 
000207 

|C 



FROM RSTS LOAD MAP 



CONTROL/C EXIT 
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All numbers printed by the PATCH option and all niimeric responses 
are octal. In the example, the notation [name] indicates an address 
that must be found in a load map or a quantity that must be computed. 
PATCH does not perform any arithmetic; hence, expression of the form 
[name] +20 must be manually calculated using 2's complement arith- 
metic. (If unfamiliar with the octal representation of binary numbers 
or with 2's complement arithmetic, consult a Software Support Repre- 
sentative.) As PATCH opens successive locations, it prints the cur- 
rent or old location contents and waits for new data to be entered as 
an octal word. A carriage return (CR) is used to enter the new data. 
PATCH then sequences to the next location. A line feed <LF> with no 
new data causes PATCH to sequence to the next location without alter- 
ing the current location. PATCH continues to open successive loca- 
tions until the CONTROL/C combination is typed. CTRL/C returns to 
the initialization code OPTION query. 

Note that changes are made immediately upon typing the carriage 
return key. If an error is made it becomes necessary to reenter the 
PATCH option to correct the mistake. Printing the old contents of a 
location provides a check for proper placement of a patch. If the old 
contents of any location shown in a published patch are not identical 
to those printed by the PATCH option, all locations should be restored 
to their old contents. This may indicate an error in the use of 
load maps or an error in the published patch itself. Finally, a 
complete patch may be double checked by reentering the PATCH option 
and using the line feed key to examine successive locations. 

3.2.2 Patching the Initialization Code - EXAMPLE 

Patching the Initialization Code is usually simpler since INIT 
is the same for all systems. There is usually no need to refer to a 
load map unless the value of a global parameter is needed for the 
patch. Patches are made to the CIL on disk and not in core. This is 
an important distinction when patching INIT since the in-core copy 
(which is running) is not changed by the PATCH option. It is neces- 
sary to use the BOOT option (described fully in Section 3.8) to load 
the altered INIT code into memory. The example below illustrates the 
procedure for making an INIT patch. 
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OPTION: PATCH EXAMPLE ONLY - 

MODULE NAME ? IN IT NOT A REAL PATCH 

BASE ADDRESS ? 67472 

OFFSET ADDRESS ? 4724 

MODULE BASE OFFSET OLD NEW? 

INIT 067472 004724 100200 ? 104200 SINGLE WORD PATCH. 

INIT 067472 004726 XXXXXX ? <LF> OLD CONTENTS VARIABLE. 

INIT 067472 004730 005766 ? <LF> PRINTED FOR VERIFICATION ONLY, 

INIT 067472 004732 001000 ? fc CONTROL/G EXIT. 

OPTION: BOOT BOOT REQUIRED TO LOAD ALTERED 

INIT CODE INTO MEMORY 

BOOT DEVICE ? <LF> LINE FEED BOOTS THE SYSTEM DISK 

RSTS V05B-24 TEST SYSTEM 

OPTION: 



3.3 DISK INITIALIZATION - DSKINT OPTION 

The DSKINT option initializes all disks (system, public, and 
private) to be used on the RSTS/E system. DSKINT writes the minimal 
RSTS/E file structure on the disk. Hence, all disks, except auxiliary 
swapping disks, must be initialized prior to use. DSKINT destroys 
any existing file structure on a disk and should not be used on any 
RSTS/E disk if the file structure is to be preserved. 

The minimal file structure written on all disks consists of the 
following elements: 

(1) The MFD account [l,l] for the disk, 

(2) The UFD for the system account [0,l] on the disk, 

(3) Two files for the system account [0,l] of the disk: 
BADB.SYS and SATT.SYS, and 

(4) A public or private disk designation for the device. 

The initialization of a system disk differs slightly from the 
initialization of non-system disks. When the RSTS/E system disk is 
initialized, the Core Image Library (CIL) is preserved through the 
DSKINT process. Several additional elements are also included in 
the minimal file structure. These include: 

(1) The system file RSTS. CIL under the system files account 
[0,1] which maps the Core Image Library (CIL). 

(2) The entry in the MFD for the sy$tem library account 
[1,2] 
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The REFRESH option described in Section 3.4 creates the other 
required system files on the system disk. The BUILD process des- 
cribed in Chapter 4 installs all the system programs under the 
library account [1,2] on the system disk. Finally the REACT system 
program enters user accounts into the MFD on all disks. 

In addition to initializing the disk with a minimal file struc- 
ture, the DSKINT routines allow the user to format the disk and to 
specify the number of patterns used to check for bad blocks. The 
system manager must format any non-system disk before it is used on 
the RSTS/E system. Formatting the disk causes all the necessary timing 
and sense marks to be written on the disk and erases any extraneous 
information from the disk. (Formatting applies only to RK and RP type 
removable disks.) The system disk which contains the RSTS/E CIL 
should not be formatted after the CIL is loaded by SYSLOD or CILUS 
since the formatting operation would destroy the CIL. 

The DSKINT option allows the system manager to choose from one 
to eight possible patterns to check for bad blocks on a disk. A bad 
block is a portion of the disk to which information is written but 
from which that same information cannot be read. It is recommended 
that the system manager specify a minimum of two patterns; he must 
specify at least one pattern. 

The specification of a larger number of patterns increases the 
probability that all bad blocks are detected during the initialization 
of the disk and decreases the possibility of loss of valuable system 
information which is later written on the disk. The possibility of 
loss is less since clusters containing detected bad blocks are allo- 
cated to a file called BADB.SYS stored under account [0,l] on the 
disk. These clusters are never allocated for any other purpose, 

The minimal file structure written by the DSKINT routines enables 
the disk to be used under either the public or the private structure 
of disks in the RSTS/E system. The system manager must, however, 
designate to the DSKINT routines whether the disk is to be public or 
private. Public and private disks are discussed in Chapter 12 of the 
BASIC"PLUS Language Manual . Structurally, the only difference between 
a public aii4 a private© disk is that i^ bit (t7erme<a the private bit) is 
set in the MFD of a private disk. Operationally, however, an important 
distinction is made by the RSTS/E system between a private and a pub- 
lic disk. 
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During time sharing operations all disks within the public struc- 
ture must be readied, write enabled, and logically mounted. The 
system treats the entire public structure as one general, default 
reference. A user's file could reside on any one of the physical 
devices within the public structure and, therefore, all devices in the 
public structure must be available to ensure successful file access. 

In addition, if a user creates a file, the directories of each 
public disk are searched to ensure that a file of the same name does 
not already exist. The system manager makes a public disk available 
by implementing the guidelines in Section 6.1 for mounting disks 
automatically at start up time. 

Disks within the private structure, however, need not always be 
present during time sharing operations. Access to files on a private 
disk requires that the user refer specifically to a distinct physical 
device. To create or access a file on a private disk, only the 
directory of that device need be searched. As a result, private 
packs can be interchanged during time sharing operations if the proper 
disk management procedures are followed. (Refer to Section 6.3.2 for 
the discussion of disk management procedures.) 

The system manager must decide how much of his disk resources 
to commit to the public structure or to the private structure. Disks 
are designated public or private only when they are initialized. To 
change the designation, any useful contents of the disk must be pre- 
served elsewhere and the disk must be reinitialized. If the disk is 
initialized as a private disk, the system manager must enter user 
account information in the MFD of the disk with the REACT system pro- 
gram, so that files can be created on the disk. (REACT is described 
in Chapter 6 . ) 

3.3.1 Using DSKINT 

When the RSTS/E initialization routines are executed, they print 
the system installation name followed by the OPTION query. The 
system manager types DSKINT or simply DS to request the disk initiali- 
zation option and then types the current date and time in response to 
two successive queries. The following sample dialog illustrates the 
procedure. 
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Ci F' T I N : D S \-'. I H T 

DD-MMM-VV^' 25/JfiN/75 

ILLEGRL DRTE ENTEREC',; PLE.RE.E TRV FiGRIN 

D D - f1 M M - V \' ^' 2 5 - J R N - 7 5 

HH:Mri'' 12:15 

DISK? 



Subsequent DSKINT queries request the user to enter the disk type 
and unit, pack identification and pack cluster size, and the passwords 
and cluster sizes for the MFD and library accounts. The DSKINT quer- 
ies are presented for reference in Table 3-2. 

If the routines determine that a response is incorrect or un- 
acceptable, the query is reprinted. The queries are printed in a 
short form to save time. If the system manager types the RETURN key 
in response to any of the queries, DSKINT prints a longer, explanatory 
form of the query or, in some cases, the acceptable responses. 

During the formatting of an RP03 type disk, messages are printed 
informing the user to set and disable a format enable switch. This 
switch is the FORMAT ENABLE/NORMAL switch and is located behind the 
third panel below the bank of indicator lights on the RPll-C controller 
It is the switch farthest to the left. When instructed to set the 
FORMAT ENABLE/NORMAL switch, the user sets it to the FORMAT ENABLE 
position; when instructed to disable the switch, he sets it to its 
NORMAL position. 

If bad blocks are uncovered during a pattern test, a table is 
printed indicating the sector and cluster number (in decimal) in 
which a bad block exists and the contents of the disk hardware 
register (in octal) at the time of the error. If an excessive number 
of errors are encountered, a fatal error message is printed. In such 
a case, it is advised that another disk be used. 

The com.pletion of disk initialization is signalled by printing 
the OPTION query. The system manager then builds the system files on 
the initialized system disk using REFRESH as described in Section 3.4. 
The exampies^ contained im-^he two follow in^Beet ions i 1 lust r at e t he 
use of DSKINT for system and non-system disks. 
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Table 3-2 
DSKINT Queries 



Query 


Description of Response 


DD-MMM-YY? 


Type the current date in the exact format 
shown. For example, 3-FEB-75. 


HH:MM? 


Type the current, 2 4-hour time, which is used 
to start the Monitor clock, in the exact 
format shown. For example, 13:52. 


DISK? 


Type two characters which indicate the type 
of the disk being initialized. Acceptable 
entries are RF, RS , RK, RP (RPj2(3) , or RB 
(RP04) . 


UNIT? 


For RS, RK, RP and RB type disks. Type 
the physical unit number on which the disk, 
DECpack, or disk pack resides. Acceptable 
entries are through 7, inclusive. 


PLATTERS? 


For RF type disks. Type the number of RSll 
disks (platters) connected to the RFll 
controller. Acceptable entries are 1 through 
8, inclusive. 


PACK ID? 


Type up to six alphanumeric characters which 
are used when logically mounting or dis- 
mounting the device. (See the description 
of the MOUNT and DISMOUNT commands in 
Section 6.3.2.1.) 


PACK CLUSTER SIZE? 


Type the decimal number of 256-word blocks 
which each cluster allocated on the disk 
will contain. Clusters are described in 
Section 5.4.3. Acceptable pack cluster 
sizes are 1, 2, 4, 8, or 16 for RF, RS , and 
RK disks. For RP03 disks, acceptable values 
are 2, 4, 8, or 16. For RP04 disks, 
acceptable values are 4, 8, or 16. 


MFD PASSWORD? 


Type up to six alphanumeric characters which 
become the password of account [1,1] on the 
device. 


MFD CLUSTER SIZE? 


Type the decimal number of 256-word blocks 
which a cluster allocated to the MFD will 
contain. Must be equal to or greater than 
the pack cluster size. The number of user 
accounts which can be created is approximately 
108* MFD cluster size. The MFD account is 
described in Chapter 5. 
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; continued on next page! 



Table 3-2 (Cont.) 
DSKINT Queries 



Query 


Description of Response 


PUB, PRI, OR SYS? 


Type PUB to designate the disk as public 
or type PRI to designate the disk as 
private. Type SYS to initialize a system 
disk. 

CAUTION: Initializing a system disk as 
PUB or PRI destroys the CIL. 


LIBRARY PASSWORD? 


Query is printed only when DSKINTing a 
system disk. Enter up to 6 alphanumeric 
characters which become the password of 
the library account [1,2]. 


LIBRARY UFD CLUSTER 
SIZE? 


Printed only when DSKINTing a system disk. 

Type the decimal number of 256-word blocks 
allocated for each of the seven possible 
UFD clusters for the library account [1,2]. 
The number of files which can be stored under 
any account is approximately 72 * UFD 
cluster size. Library UFD cluster size must 
be greater or equal to pack cluster size. 


FORMAT? 


Type Y to write hardware timing and sensing 
information on the disk or N to omit same. 
If Y is typed, messages are printed informing 
the user of the start and end of the format 
pass. (If the disk is an RP03 type, the user 
is told to set and disable the format switch 
located on the RPll-C controller.) All new 
DECpack cartridges and disk packs must be for- 
matted. System disks should never be for- 
matted after the CIL has been loaded. 


PATTERNS? 


Type a decimal number between 1 and 8 to 
choose the number of patterns used to 
check for bad blocks. Type the RETURN key 
only to print the tim.e required to execute 
each pattern according to device type. 


PROCEED (Y OR N) ? 

... 


Type Y to proceed with the execution of the 
initia.lization. Type N to abort 
initialization and return to the OPTION 
query. This query is printed to allow the 
system manager to double check the responses 
to the queries. 
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3.3.2 Initializing the System Disk 

After the stand-alone program SYSLOD writes the CIL onto the 
RSTS/E system disk and bootstraps the initialization code into memory, 
the DSKINT option is used to initialize the newly formatted and 
otherwise blank system disk. Initialization of a newly created system 
disk is a unique process and is described solely in this section. 

CAUTION 

DSKINT destroys any existing file structure 
on a disk and must not be used on any RSTS/E 
disk if the file structure is to be preserved. 
If SYSLOD or CILUS is used to write a new 
RSTS/E CIL onto an old system disk and the 
existing file structure is to be preserved, 
the DSKINT option is not used. 



When the SYSLOD or CILUS run terminates, a new system disk 
contains only a contiguous CIL which is loaded beginning at sector 
49 (for RF or RK type disks) or sector 50 for RP03 type disks and 
sector 52 for RP04 type disks. The CIL extends for as many blocks 
as needed to contain the RSTS/E code. Sector of the system disk 
contains a bootstrap record and sectors 1 through 48 or 49 are 
reserved for directories and other system files. The pure code of the 
CIL must be incorporated into a structure which enables the RSTS/E 
system to access and manipulate its contents. The DSKINT initializa- 
tion option creates the minimal RSTS/E file structure including a 
file which maps the CIL on the system disk (RSTS.CIL) . 

Under normal circumstances, initialization destroys all data on 
a disk. However, the CIL is preserved if it was bootstrapped into 
memory. The system disk may be bootstrapped from SYSLOD or CILUS 
(/BO switch) or by using the hardware bootstrap. The bootstrapping 
operation provides pointers to the initialization code which are used 
to determine the size and location of the CIL. With this information 
the CIL (but not user files) is preserved through the DSKINT process. 

The following is a sample dialog, each line of which is denoted 
by a letter and explained in the subsequent text. 
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OPTION : DSKINT 

DISK ? RP (line a) 

UNIT ? (line b) 

PACK ID ? SYSPAK (line c) 

PACK CLUSTER SIZE ? -2^- ■ ;,. V (line d) 

MFD PASSWORD ? SYSMFD (line e) 

MFD CLUSTER SIZE ? -il C (line f) 

PUB, PRI, OR SYS ? SYS (line g) 

LIBRARY PASSWORD ? SYSLIB (line h) 

LIBRARY UFD CLUSTER SIZE ? 4 (line i) 

PATTERNS ? 2 (line j) 

PROCEED Y OR N ? Y (line k) 
PATTERN # 2 
PATTERN # 1 



OPTION 



At line a, the system manager types a two-letter designator of 
the. disk that was bootstrapped; valid designators are RF, RK, RP, or 
RB. The query at line b for an RK, RP, or RB system disk requires 
the unit number of the device on which the system disk is mounted. 
Since only unit of a device can be bootstrapped, j2f is the only valid 
response. For an RF system disk, the query UNIT is replaced by the 
query PLATTERS, to which the system manager responds by typing the 
number of RSll disks (platters) connected to the RFll controller. 

The system manager types from one to six alphanumeric characters 
in response to the query at line c. The characters typed are called 
the pack identification or pack label and are used internally by 
RSTS/E as the password of system account [0,1]. 

The system manager must specify, at line d, the pack cluster 
size for the system device. Pack cluster sizes for an RFll disk or 
an RK05 or RK03 cartridge can be 1, 2, 4, 8, or 16, or, for an RP03 
disk pack, 2, 4, 8, or 16. For an RP04 disk, pack cluster sizes 
are 4, 6, or i€. in general, larger pack cltistrer si ze^ permit 
faster access to data stored on the disk at the expense of possible 
wasted disk space. Smaller pack cluster sizes permit more efficient 
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allocation of disk storage space at the expense of more frequent 
access to retrieval information (pointers to file data) stored in 
user file directories. The latter situation is improved by clustering 
individual files and user file directories (UFDs) at some cluster 
size greater than the pack cluster size. Therefore, the minimal 
cluster size is recommended for almost all installations. (A more 
detailed discussion of clustering is presented in Section 5.4.3.) 

The system manager types from one to six alphanumeric characters 
in response to the query printed at line e. The characters are used 
as the password of the MFD account [1,1] on the system device. The 
MFD is described in Section 5.4.1. The MFD password should be kept 
secret, since irresponsible access to the Master File Directory or 
for that matter, to any privileged account, can destroy system soft- 
ware. 

At line f, the DSKINT routines request the cluster size of the 
MFD account [1,1]. Cluster sizes are described in Section 5.4.3. With 
the restriction that no cluster size be less than the pack cluster 
size, the MFD cluster size can be 1, 2, 4, 8, or 16. The DSKINT 
routines prevent the use of any unacceptable values. The cluster 
size of the MFD on the system disk determines the maximum number of 
user accounts that the system manager can create. It is recommended 
that the MFD cluster size be the same as the pack cluster size unless 
the system requires a larger numbet of user accounts that that value 
allows. The maximum number of user accounts allowed is approximated 
by multiplying the MFD cluster size by 108. 

The system manager must type SYS in response to the query shown 
at line g to specify initialization of a system disk. The queries 
at lines h and i concern the password and UFD cluster size of the 
system library account [1,2]. The password can be up to six alpha- 
numeric characters. 

It is recommended that the system manager set the UFD cluster 
size of the account [1,2] to a minimum value of 4. A larger cluster 
size may be set if the system manager intends to increase the system 
library files above those supplied by DIGITAL and those required to 
build the system library. (The total number of files created under 
account [1,2] as a result of following the procedures described in 
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Chapter 4 is approximately 60.) The maximum number of files allowed 
by any account is approximated by multiplying the UFD cluster size 
by 72. 

The query at line j requests the number of patterns (between 
1 and 8) to be used when the disk is tested for bad blocks. 
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The query at line k is printed as a safety measure to allow the 
system manager to make final checks and to ensure that he desires 
to proceed. If N is typed, the DSKINT routines are not executed. 
The initialization routines return to the OPTION query. If Y is 
typed, DSKINT checks for bad blocks as shown in the example, 

3.3.3 Initializing a Non-System Disk 

DSKINT is used to initialize, format, and pattern check non- 
system disks on the RSTS/E system. System disk initialization is 
described in Section 3.3.2. The examples below apply only to non- 
system disks. 

The following example initializes an RK cartridge as a private 
disk: 

OPTION: DSKINT 
C'D-HHM-V'V? 22-JUL-74 
HH:MM? 11: SB 

DIbK ? RK 
UNIT ? 1 

F'RCK ID ? HV'PflCK 
PACK CLUSTER SIZE ? 1 
MFD PRSSHORD ? MVflFD 
HFD CLUSTER SIZE ? 1 
PUB. PRI, SV'S ? PRI 
FORMRT ? VES 
PRTTERN5 ? 4 
PROCEED CV OR N> ? V 

STARTING RK FORMRT PRS5 
END RK FORMRT PRSS 

PATTERN » 4 
PRTTERN tt S 
PRTTERN tt 2 
PRTTERN tt 1 

OPTION: 



3.3.4 Using DSKINT to Pattern Check a Swapping Disk 

The DSKINT option may be used to perform a basic reliability 
test on RFll, RS03, and RS04 disks configured as swapping disks on 
the RSTS/E system. Swapping disks do not require the minimal file 
structure created by DSKINT. Using DSKINT for this purpose writes 
the minimal file structure on the swapping device but is useless for, 
and is overwritten, under normal time sharing operations. 
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During initial hardware installation or if a hardware malfunc- 
tion is suspected, DSKINT can supplement the tests performed by 
standard diagnostic methods. DSKINT does not duplicate all the tests 
performed by diagnostic programs and should be used only in addition 
to standard hardware maintenance procedures. 

The example below depicts pattern tests on RS03 drive unit 2. 
Note that DSKINT does not ask whether the drive is an RS03 or RS04. 
The initialization code reads the drive type registers for RS03 and 
RS04 units to determine the type and size of the device (RS03 = 1024 
256-Word segments, RS04 = 2048 256-Word segments). 

OPTION: DSKIHT 
[5D-HMM-VV? 22-JUL-?4 
HH:HH? 12:06 



DISK ? R5 




UNIT ? 2 






PACK ID 


7 


TEST 


PRCK CLli 


ISTER SIZE ? 1 


HFD Pft55H0RD ? TEST 


HFD CLUSTER SIZE ? 1 


PUB, PR I 


, 


OR SV'S ? PUB 


PflTTERNE 


* '; 


> 8 


PROCEED 


(A 


r' OR N> ? V 


PATTERN 


» 


8 


PATTERN 


tt 


7 


PATTERN 


» 


S 


PATTERN 


tt 


5 


PATTERN 


t( 


4 


PATTERN 


» 


i 


PATTERN 


tt 


2 


PATTERN 


tt 


1 


OPTION: 







If bad blocks are detected on a swapping device (denoted by a 
table of bad blocks being printed) , the swapping disk should normally 
not be used. Call DEC field service to locate the hardware problem. 
As a temporary measure, the swap files can be moved to the system 
disk or several swap files can be used to avoid the malfunctioning 
portion of the swapping device. Swap files are discussed in 
Section 3.4.2.4. 
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3.4 REFRESH OPTION - CREATING THE SYSTEM FILES 

Normal RSTS/E system operation requires certain system files 
under the system files account [0,1]. The DSKINT option creates the 
system files account and two system files (BADE. SYS and SATT.SYS) 
required on all disks. When DSKINT is used to initialize a system 
disk, a third system file (RSTS.CIL) is also created to map the 
RSTS/E Core Image Library. The remaining system files are created 
by the REFRESH option of the Initialization code. 

Table 3-3 lists the system files with a brief description of 
each. An overview of the REFRESH option is included below to empha- 
size the importance of using the option to full advantage when the 
system disk is first built. Detailed discussions of each system file 
is then presented to provide background information for proper use of 
the option. Finally, the details of using REFRESH are presented with 
several examples. 
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Table 3-3 
Contents of System Account [0,1] 



File Name 



BADE . SYS 



RSTS.CIL 



SATT . SYS 



SWAP j2f. SYS 



SWAP 1. SYS 
SWAP 2. SYS 
SWAP 3. SYS 



OVR.SYS 



ERR. SYS 



Location 



BUFF . SYS 



CRASH. SYS 



Each disk device 
in system except 
swapping disks. 



Status 



Required 



System disk only 



Each disk device 
in system except 
swapping disks 



System or swapping 
disk only 

System or swapping 
disk only 



System or swapping 
disk only 



System or swapping 
disk only 



System or swapping 
disk only 



System disk only 



Required 



Required 



Required 



Optional 



Optional 



Optional 



Description 



Required 
for DECtape 



Optional 



Created by the initial- 
ization option DSKINT; 
all clusters containing 
bad disk blocks detected 
during disk initializa- 
tion are allocated to 
this file to prevent 
possible loss of data. 

RSTS/E Core Image 
Library containing resi- 
dent and non-resident 
(overlay) code, basic + 
run time system, error 
messages, initializa- 
tion code, and stand- 
alone programs such as 
ROLLIN . 

Storage allocation 
table. This file is a 
bit map used to control 
allocation of disk space 

Files used to store user 
job images not in core. 

Auxiliary swap files 
used to store additional 
user job images not in 
core. 

Copy of non-resident 
(overlay) code from CIL 
(RSTS.CIL) . 

Copy of error messages 
from CIL (RSTS.CIL) 
which can be accessed 
and modified by system 
manager ., 

File to retain DECtape 
directories during pro- 
cessing. 

File used to store exact 
image of valuable con- 
tents of core following 
a system crash. 
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3,4,1 Refresh Option Overviev'7 

The REFRESH option allows the system manager to create, modify, 
reposition, and, in some cases, delete system files stored under the 
system files account [0,1]. The system files reside on the system 
disk or on auxiliary swapping disks. (In either case, these files 
are catalogued by the directory for account [0,1] on the system disk.) 
The REFRESH routines assume that the system disk contains at least 

■l-Vici m -1 1-1 -i miTm TSCrrc /l? -P-i 1q c4->-i-i<-^4-i-iv-/^ r«r> t.t-^ ^j.4.^^ j,,^J__ j.i__ j_jj_j_tj . i 

of the system disk using the DSKINT option. The REFRESH operation 
verifies that the entire disk structure is intact, but only the files 
stored under account [0,1] are manipulated. Thus, it is possible 
to refresh a system disk which contains many files and accounts with- 
out destroying the existing files. 

The REFRESH option must be used to initially create the required 
system files. This is done immediately after the system disk is 
initialized with DSKINT and all patches have been installed. Proper 
use of REFRESH when the system disk is created ensures that changes 
can be made to the system files at a later date. 

Before REFRESH is used, the system manager must understand the 
principles in the construction of the system disk. The logical 
structure of the system disk is such that a linear string of unallo- 
cated space exists on the disk prior to loading the CIL. When the 
RSTS/E CIL is written on the system disk, it occupies the lower physical 
portion of the disk. Initializing the system disk writes a minimum 
RSTS/E file structure on the disk and assimilates the pure code of 
the CIL into the minimum file structure. 

If the hardware includes one or more swapping disks, these 
devices are considered logical extensions of the system disk. Figure 
3-1 shows how disk sectors are numbered for several possible system 
and swapping disk configurations. Swapping disks do not require a 
file structure or directory information to be on the disk. All such 
information is included in the directories on the system disk. To 
allocate space for system files on the swapping devices, the initiali- 
zation code temporarily extends the system disk storage allocation 

tabXa ( SATT . S YS ) tCLinclude -the space -on tJie configured swapping 

devices. Only the REFRESH option manipulates swapping disk space. 
When REFRESH completes manipulation of the system files, the allo- 
cation table is updated on the system disk. Once written back 
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RK05 SYSTEM DISK 
4800 BLOCKS 


RFll SWAPi^ING DISK 
1024 BLOCKS | 1^24 BLOCKS 



CONFIGURATION 



RK05 SYSTEM DISK 

2 PLATTER FFll SWAPPING DISK 
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7 
9 
9 


4 5 
8 8 
2 
3 


5 6 
8 8 
2 4 

4 7 


RK05 SYSTEM DISK 
4800 BLOCKS 


RS03 
1024 BLOCKS 


RS03 
1024 BLOCKS 



RK05 SYSTEM DISK 

2 RS03 SWAPPING DISKS 



7 
9 
9 
9 
9 


8 8 
2 

4 
7 


KP03 SYSTEM DISK 
80000 BLOCKS 


RFll SWAPPtNG DISK 
1024 BLOCKS ; 1024 BLOCKS 



RP03 SYSTEM DISK 

2 PLATTER RFll SWAPPING DISK 
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9 
9 
9 
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8 8 
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8 8 

1 2 


2 4 
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8 8 
2 3 
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RP03 SYSTEM DISK 
80000 BLOCKS 


RS03 
1024 BLOCKS 


RS03 
1024 BLOCKS 


RS03 
1024 BLOCKS 



RP03 SYSTEM DISK 

3 RS03 SWAPPING DISKS 
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1 1 




6 


6 6 


6 7 




7 


7 9 
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2 2 




9 


4 
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RP04 SYSTEM DISK 




RS04 


RS04 
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RP04 SYSTEM DISK 




RS04 




RS03 
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Figure 3-1 
Disk Sector Numbers 
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RP04 SYSTEM DISK 

RS04 AND RS03 SWAPPING DISKS 



out to the system disk, the allocation table does not map any space 
on the swapping disks regardless of whether the space is free or 
allocated. REFRESH allocates space on swapping devices based on cal- 
culated sizes of configured swapping disks. The physical devices are 
never accessed during REFRESH. Hence the swapping disks need not be 
physically present for normal REFRESH operation. 

The size of RCll and RFll swapping disks vary depending on the 



■|V>OV /-l^ 



1 a-J-4-o>*e 



er ot '^J.a er° 



Each RC ''^latter is 64K v/ords or 256 ss'^ments* 



Each RF platter is 256K words or 1024 segments. RFll and RCll disks 
are considered one unit regardless of the number of platters. Hard- 
ware permits data transfers to continue across these boundaries. The 
total space available is the sum of the platters sizes. RSTS/E sup- 
ports the hardware maximum or eight RF platters or four RC platters. 

RS03 and RS04 fixed-head disks are treated as separate units 
when used for swapping. The system files must fit on a unit and may 
not cross unit boundaries. Each RS03 is 256K words or 1024 segments; 
each RS04 is 512K words or 2048 segments. If a system contains both 
RS03s and RS04s, all RS04s logically follow the system disk and all 
RSOSs follow the RS04s. Physical unit numbers need not be known to 
use REFRESH. Physical-to-logical unit mapping is done at Start up 
time. These distinctions are important when trying to locate system 
files on particular RS units. RSTS/E supports only four RS disk units 
for swapping but additional units may be attached to the RHll con- 
troller for use by other operating systems. 

If the REFRESH operation proceeds without the system manager's 
requirements, only required system files are created on the system 
disk. These files are allocated the minimum required storage space 
in disk sectors immediately following the space occupied by the CIL. 
A typical representation appears as follows: 



ORIGIN 
Sector 



48 49 



289 





MFD 


1,1] 






/ 


Boot- 


UFD 


,0/1: 


RSTS/E CIL 


BUFF . SYS 


SWAP)?. SYS I 


strap 


UFD 


[1,2] 






/ 




SATT.SYS 


(RSTS.CIL) 







/ Unallo- 
V cated 
/ Space 
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Such distribution of the required system files is seldom optimal. 
For exam.ple, the default size of SWAPjZI.SYS can handle only the con- 
figured number of jobs at the default size of 8K words. Most RSTS/E 
systems will run BASIC-PLUS programs larger than 8K. Furthermore, 
REFRESH locates all the system files on the system disk, any swapping 
disks are not used. 

At the time the system manager builds the system disk, he has 
available all the contiguous unallocated storage space. If he does 
not use this file space, he may be limited by the existing structures 
at a later time, since time sharing operations cause storage space 
on the system disk to be allocated randomly on an as-needed basis. 
The free contiguous space at the front portion of the system disk can 
be allocated to user and system program and data files, thus limiting 
and restricting later structural changes to the system files in 
account [0,1] on the system disk. 

A few examples can show the significance of fully using 
REFRESH. The RSTS.CIL file is created at the minimiom required size 
during the DSKINT process. (The minimum required size is actually 
rounded up to span an integral number of disk clusters, as deter- 
mined by the pack cluster size.) The contiguous storage space at the 
lower portion of the system disk immediately following the RSTS.CIL 
file is allocated to whatever other system files are created by 
REFRESH. During time sharing operations, subsequent contiguous 
storage space is allocated to user and system program and data files. 
Future expansion of storage space occupied by CIL becomes restricted. 

If the system manager wishes to augment the system at some 
future date with either new hardware or software features, the size 
of the CIL will necessarily increase by an undetermined amount. The 
probability of successfully incorporating a newly generated CIL into 
an existing file structure is greatly improved if the system manager 
increases the size spanned by the CIL when the system files are 
initially built on the system disk. The REFRESH option provides this 
capability. Thus, to allow for future changes, the system manager 
specifies from 20 to 40 extra blocks for the RSTS.CIL file. The 
extra contiguous space is then allocated to the CIL file at the lower 
portion of the disk, allowing for possible future, successful incor- 
poration of a new CIL without destroying system and user files on the 
system disk. 
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For certain system files, the position of those files on the disk 
influences the efficiency of the system operation. For systems having 
a moving head system disk without a swapping disk, the system manager 
can position certain system files in the center portion of the disk. 
This appreciably reduces the average amount of SEEK time since the 
moving heads are not operating back and forth from opposite ends of 
the disk. Again, allocation of oversize files when the disk is built 
ensures that future growth can be accommodated. An attempt to position 
the files on the disk later at an optimal location becomes increasingly 
difficult as more of the contiguous file space is allocated during 
time sharing operations. 

The system manager has the capability to structure the system 
files by responses to the many queries printed by REFRESH. The 
response to each file-related query determines how and where each 
system file is accessed and positioned. REFRESH queries are des- 
cribed in Section 3.4.3.3. The next section provides detailed infor- 
mation on each of the system files. 
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3.4.2 System Files 

The system manager must know the purpose of each system file 
(Table 3-3) to use REFRESH properly. This section contains more 
detailed information on each of the system files noting the opera- 
tions performed by REFRESH. 

3.4.2.1 BADB.SYS ~ Bad Block File 

The bad block file permanently allocates bad disk segments and 
makes them unavailable for use by system and user files. The bad 
block file is required on all disks (except swapping disks) used under 
RSTS/E. The file length can be zero if there are no known bad blocks. 
BADB.SYS is created during the pattern checks performed by the DSKINT 
option. A bad block is defined as a disk segment to which data can 
be written but the same data cannot be retrieved. Disks are usually 
not guaranteed to be error free. Hence, it is important to perform 
the pattern tests when the disk is initialized. If bad blocks are 
found, the clusters (equal to the pack cluster size) containing the 
bad blocks are allocated to the bad block file. REFRESH only prints 
a list of bad blocks: the capability for adding blocks to the bad 
block file has not yet been implemented. 
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3.4.2.2 RSTS.CIL - Core Image Library 

The RSTS.CIL file contains the initialization code, monitor code, 
BASIC-PLUS compiler and Run Time System, overlay code, error messages, 
and usually the stand-alone program ROLLIN. This file exists only on 
the system disk. The CIL is loaded during system generation by 
either the DOS/BATCH program CILUS or the stand-alone program SYSLOD. 
When the system disk is initialized using DSKINT the CIL is preserved 
and mapped into the RSTS.CIL file. 

The RSTS.CIL file cannot be moved by REFRESH and will always 
be located on the lower physical portion of the system disk. DSKINT 
creates the RSTS.CIL file at its minimum required size in the range 
of 250-350 disk segments of 256 words each. The size of the CIL de- 
pends on the monitor and BASIC-PLUS options included. As stated 
earlier, the size of the RSTS.CIL file can be increased by REFRESH to 
allow replacement of the CIL at a later time without disturbing the 
existing file structure on the system disk. The system manager per- 
forms new system generations as the installation requirements change. 
Hence, the CIL file should be made large enough to cover any foresee- 
able additions to the system. At the time of the initial system 
generation, increasing the size of RSTS.CIL by 20 to 40 segments over 
the required size allows for replacement by a substantially larger 
monitor. If the contiguous file space immediately following the 
RSTS.CIL file is allocated to user files under normal time sharing, 
then it may not be possible to increase the size of the CIL at a later 
time. 
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3.4.2.3 SATT.SYS - Storage Allocation Table 

The storage allocation table is a bit map used to keep track of 
disk space. Each bit in the map represents one disk cluster of n 
256-word segments where n is the pack cluster size. A one bit repre- 
sents an allocated (in use) cluster and a zero bit represents a free 
cluster. The SATT.SYS file is required on all disks (except swapping 
disks) and is created by DSKINT. The disk space mapped by the 
SATT.SYS file on each disk includes only the actual space on that 
disk. The size of the file varies depending on disk size and the pack 
cluster size. The maximum size is 10 segments for all disk devices 
currently supported under RSTS/E. 

REFRESH will permit repositioning of the SATT.SYS file on a 
moving head system disk. This capability is primarily used when no 
swapping disk exists and the swap files and other system files must 
also be located on the moving head device. Grouping all system files 
near the center of the disk tends to reduce average seek time for the 
moving heads. 
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3.4.2.4 SWAPn.SYS - SWAP Files 

During normal timesharing operations, user job images are fre- 
quently moved (swapped) to disk in order that other jobs can be 
loaded into memory and executed. The REFRESH option is used to create 
the required swap areas or swap files according to installation re- 
quirements. Under RSTS/E there are four possible swap files called 
SWAPjJ.SYS, SWAPl.SYS, SWAP2.SYS, and SWAP3.SYS. These system files 
may be located on the system disk, on auxiliary swapping disks, or 
on combinations of the system and swapping disks. Guidelines for 
creating an efficient swapping structure and the RSTS/E swap algorithm 
are described below. The material presented here should be fully 
understood before REFRESH is used to create the swap files. 

SWAPjZf.SYS is the only required swap file. However, other swap 
files may be needed depending on the hardware configuration and the 
installation requirements. The sizes of existing swap files 
limit the values of JOBMAX and SWPMAX which can be specified when 
using the DEFAULT and START initialization options. JOBMAX is the 
maximum number of jobs which can be run simultaneously. JOBMAX must 
always be less than, or equal to the maximum number of jobs configured 
during system generation. SWPMAX may be set to any number between 8 
and 16 (K) words. For the purpose of calculating the size of swap 
files, no provision is made for limiting certain jobs or even certain 
numbers of jobs to less than the system wide SWPMAX. Thus if any 
job is allowed to expand to 16K, the amount of swap space reserved 
for all jobs must be 16K each. 

Each of the swap files holds an integral number of user job 
images determined by the size of the file and the desired SWPMAX. 
The following equations describe the relations between size of the 
swap files, SWPMAX, and JOBMAX. 

JOBS for SWAPn.SYS = Size of SWAPn.SYS in segments (truncated) 

(Desired SWPMAX (K) * 4) ^ uii^-a l.cv^ , 

If more than one swap file is created, the total number of jobs 
which can be run simultaneously is equal to the sum of jobs accommo- 
dated by each swap file. 

3- - - 

JOBMAX = 2 JOBS for SWAPn.SYS < Configured number of jobs. 
n=0 
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The RSTS/E monitor uses four swap bit maps (one for each of the 
four possible swap files) to control allocation of swap space. Each 
bit map contains 4 words or 64 bits and each bit represents a swap 
"slot" of size SWPMAX. In the bit maps, a zero bit represents an 
allocated slot and a one bit represents a free slot. Bit J2f (out of 
64) in each map is always j2f (allocated) . Thus each swap file and its 
corresponding map can handle the theoretical maximum of 63 jobs, or up 
to 63 jobs could be spread over 1 to 4 swap files (see Figure 3-2) . 

Swap slots are dynamically allocated when a job is swapped out to 
disk. The bit map is scanned forward for actively running jobs. 
Hence, if SWAPjJ.SYS is located on the fastest swapping device, active 
jobs will be swapped to the fastest medium. If a job is inactive, 
the bit map scan is reversed. Hence, inactive jobs will be swapped 
to the higher numbered swap files. 

This mechanism is used for several reasons. First, to handle 
multi-unit swap structures such as multiple RS03 and/or RS04 fixed 
head disks. RS03s and RS04s are addressed by unit in the same way 
that RP03 or RK05 drives are referenced by unit. A data transfer may 
not continue across a physical unit boundary. The RFll and RCll fixed 
head disks are addressed as one unit regardless of the number of 
platters. For these devices, a data transfer may continue across 
platter boundaries. Secondly, this method allows systems which only 
occasionally run many jobs, to operate with less fast swapping space. 
Jobs which would overflow swapping space on the swapping disk(s) are 
simply swapped into a file on the system disk. 

To demonstrate proper and efficient use of the swap files, 
several systems are considered. The first system requires only a 
single swap file to satisfy system requirements. The second case is 
when two swap files are used. The third is a large system that must 
use three swap files. 

For the first example, consider a system that runs 15 jobs with 
the maximum size of 16K words. The required swap space in disk seg- 
ments is calculated as 

SWAP SIZE = JOBMAX * SWPMAX (in K) * 4 (SEGMENTS PER K) 
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Figure 3-2. SWAP Bit Maps 
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In this case 15 jobs at 16K requires 960 disk segments. Also 
assume that the hardware configuration includes a single platter RFll 
disk (1024 segments) as the swapping device. Note that the same num- 
bers apply for a single RS03 unit which is also 1024 segments. Since 
the required swap space is available on the swapping device, a single 
swap file is sufficient to meet installation requirements. The 
REFRESH option is used to create SWAPj2f.SYS on the swapping disk at 
size equal to 960 segments. 

It is also advantageous to locate other system files including 
OVR.SYS (overlay code), ERR. SYS (error messages), and BUFF. SYS 
(DECtape buffers) on the swapping device to speed up access to these 
files. In the example above, 64 disk segments remained on the swap- 
ping disk. This is more than enough space to hold the overlay code, 
error messages, and any required DECtape buffers. These system files 
would be created and located on the swapping disk using the REFRESH 
option. 

If the installation requirements for the system described above 
are increased to 20 jobs at 16K, the amount of swap space required 
would increase to 1280 disk segments. With the physical limit of 
1024 segments on the RFll disk, a second swap file must be used to 
accommodate the overflow. The system files OVR.SYS, ERR. SYS, and 
BUFF. SYS could be moved to the system disk to free up space for one 
additional job on the swapping disk. Fast access to these files is 
more important than one extra job on the swapping disk, however. 
The previous structure will be left intact and a second swap file 
added to handle the five additional jobs. SWAPl.SYS would be 
created on the system disk at size equal to 320 segments. Note that 
this arrangement will have little effect on system performance since 
inactive jobs are swapped on the slower system disk and active jobs 
are swapped on the faster device. 

For an example of the third system, consider a very large 
system used to service several elementary schools. During the day, 
the system must service up to 48 student jobs. At non-peak hours 
the system is also used for large administrative programs. The 
installation requires a JOBMAX of 48 and SWPMAX of 16K due to the 
administrative processing performed. 
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The hardware configuration includes two RS03 fixed-head disks 
(1024 segments each) for swapping. Three swap files are required 
to handle the peak load of 48 jobs at 16K. SWAPjJ.SYS is created on 
the first RS03 to handle 16 jobs (1024 segments). SWAPj2f.SYS com- 
pletely fills the first RS03 unit. SWAPl.SYS resides on the second 
RS03, but handles only 15 jobs (960 segments) to leave room for the 
other system files. Finally SWAP2.SYS is located on the system 
disk and handles the remaining 17 jobs (1088 segments) . 

Note that if the swapping device is two-platter RFll disk rather 
than the two RS03 units, only one swap file is needed to cover both 
RFll platters. As mentioned above, data transfers may cross platter 
boundaries on the RFll but may not cross RS03 or RS04 unit boundaries. 
Hence, it was necessary to create two distinct swap files to use both 
RS03s. The BASE query described in Section 3.4.3.3 provides the 
mechanism by which the system files are located on specific RS03 or 
RS04 units. 

If the hardware configuration does not include a swapping disk, 
a single swap file (SWAPjZf.SYS) on the system disk is normally used 
for all jobs. Several swap files are used only if the required con- 
tiguous file space is not available to handle all jobs in one swap 

file. 

The REFRESH option blindly creates the swap files ensuring only 
that they fit on the configured system disk and/or swapping disk(s). 
The DEFAULT and START options described in Sections 3.5 and 3.6 ensure 
proper correlation between JOBMAX, SWPMAX, and the sizes of the swap 
files created by REFRESH. The START option, furthermore, loads the 
monitor swap bit maps for use during normal timesharing. 



3-33 



3.4.2.5 OVR.SYS - Overlay Code 

The non-resident (overlay) code in the RSTS/E system may be 
accessed directly from the Core Image Library file RSTS.CIL or it 
may be accessed as a separate file OVR.SYS. If the system disk is 
a fixed-head disk, there is no need to create a separate copy of the 
non-resident code. However, if the system disk is a moving-head 
device and an auxiliary swapping disk is available on the system, 
performance is increased by having the non-resident code as a separate 
file on the fast swapping disk. 

REFRESH allows the OVR.SYS file to be created and positioned 
wherever desired. If a swapping disk is not included in the hardware 
configuration but the system files are being positioned near the cen- 
ter of a moving head disk (to reduce average seek time) , OVR.SYS 
could be created and positioned with the other system files. 

The size of the overlay code is the same for all systems. Dur- 
ing system generation some of the overlay code may be made resident 
to increase system performance. The size of OVR.SYS is not reduced 
by making parts of the overlay code resident. If OVR.SYS is created, 
REFRESH allows its size to be greater than the required size. This 
provides a means to reserve contiguous file space on the system disk. 

If the OVR.SYS file is created, the system will access the over- 
lay code from this file. During REFRESH, the file contains no useful 
information and is not accessed in any way. The overlay code is 
transferred from the CIL to the OVR.SYS file when the system is 
brought up for normal time sharing with the START option. 
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3.4.2.6 ERR. SYS - Error Messages 

Like the non-resident code, the RSTS/E system error messages may 
exist as a separate file, ERR. SYS, or they may be accessed directly 
from the RSTS.CIL file. If the system manager wishes to modify the 
error messages or have access to them on line, the ERR. SYS file must 
be created. Otherwise, the choice is based on fast access to the 
error messages and reducing the accesses to the system disk. 

If the system disk is a fixed-head disk, there is normally no 
need to create the separate file except to allow modifications. If 
the system disk is a moving-head device and an auxiliary swapping 
disk is available on the system, the error messages can be retrieved 
faster if they exist as a separate file on the fast swapping device. 
The separate file on the swapping disk also reduces the burden on 
the system disk and helps in a small way to speed user file processing 
on the system disk. As in the case of the overlay code, REFRESH 
permits the ERR. SYS file to be created and positioned wherever desired. 
If a swapping disk is not included in the hardware configuration but 
the system files are being positioned near the center of a moving 
head disk, ERR. SYS could be created and positioned with the other 
system files. 

The size of ERR. SYS is 2K words (8 blocks) for all systems. 
REFRESH allows the size of ERR. SYS to be greater than this required 
size to reserve contiguous file space. If the ERR. SYS file is created, 
the system reads the error messages from the file rather than the CIL. 
During REFRESH, the ERR. SYS file contains no useful information and 
is not accessed in any way. The error messages are transferred from 
the RSTS.CIL file to the ERR. SYS file when the system is brought up 
for normal timesharing with the START option. 
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3.4.2.7 BUFF. SYS - DECtape Buffers 

DECtape processing in the RSTS/E system requires three 256-Word 
blocks of buffer storage for each drive unit in the system configura- 
tion. Thus, one TU56 Dual DECtape transport requires six blocks of 
buffer storage space. The file BUFF. SYS provides the required buffer 
space for DECtape operations. BUFF. SYS is required only on systems 
configured for DECtape. 

The required size of BUFF. SYS is fixed by the number of con- 
figured DECtape units. REFRESH allows the size of BUFF. SYS to be 
increased to any number of blocks greater than the required size of 
three blocks per unit. This facility should be used if additional 
DECtape transports are added in the future. BUFF. SYS may be located 
on the swapping disk if one exists or may be positioned anywhere 
desired on a moving head system disk. On systems without DECtape, 
BUFF. SYS may be created to reserve contiguous file space on the 
system disk. 
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3.4.2.8 CRASH. SYS - Crash Dump File 

The crash diimp file CRASH. SYS is always optional but, if present, 
must reside on the system disk. The CRASH. SYS file must exist if the 
crash dump facility is to be enabled at the start of time sharing 
operations when using the START option or when establishing default 
start-up conditions using the DEFAULT option. 

If the RSTS/E error handling code detects an error from which it 
cannot recover, the system is reloaded. In this controlled-crash 
sequence, the contents of the read/write area of monitor memory is 
dumped to the CRASH. SYS file. For example, if a memory parity error 
occurs in the area of memory occupied by the monitor or the BASIC- 
PLUS Run Time System, reloading the system is the safest recovery. 
This is done by the parity error handling code in the monitor. Since 
the dump preserves the state of the system at the time of the crash, 
it contains useful diagnostic information. Parity errors, for example, 
are logged by the error logging routines in the monitor. There is, 
however, a finite delay between the time an error is logged and the 
time this information can be picked up by the ERRCPY program. If the 
error causes a crash or if a crash occurs for any reason before ERRCPY 
can save the error information, this data (and probably the cause of 
the crash) will be lost if the dump was not performed. Hence, it is 
important that CRASH. SYS exist and the crash dump facility is enabled. 

The size of CRASH. SYS depends on the size of the read/write 
portion of the monitor. The RSTS/E Monitor includes many tables and 
data areas which change during normal operation. This information 
resides in the lowest portion of memory (lowest physical addresses) . 
The rest of the Monitor is system code (instructions) which is never 
changed under time sharing. Similarly, the BASIC-PLUS compiler and 
Run Time System is pure code which never changes. This "read only" 
code need not be dumped at the time of a crash. The size of the 
read/write area depends on the hardware and software configuration 
at each site. Hence, the size of CRASH. SYS is fixed at system gen- 
eration time. The size is not the same on all systems but is 
normally 8 to 16K words (32 to 64 blocks). 

REFRESH provides only the option to create or delete the 
CRASH. SYS file. If created, the size of CRASH. SYS will be the re- 
quired size as discussed above. Furthermore, it will reside on the 
system disk wherever REFRESH can find sufficient contiguous file space. 
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3.4.3 Using REFRESH 

The REFRESH option is invoked by typing REFRESH or simply RE in 
response to the initialization OPTION query. REFRESH responds by 
asking for the date and time followed by a series of questions. The 
complete REFRESH example on the following pages is included without 
comment to show the general flow of the REFRESH option. This example 
is repeated with detailed comments in Section 3.4.4.1. The sections 
below explain each of the REFRESH queries and the File Status Table. 



OPTION: REFRESH 

DD-ririn-vv? 22-jul-?4 

HH:f1H? 12:20 



OLD 



NO 



FILE 










CURRENT 


REQUIRED 


START START 


NAME 


REQUIRED 


? EXIST 


STATUS 


SIZE 


SIZE 


CLUSTER SECTOR 


BRDB 


SVS 


VES 


SVS 


OK 










RSTS 


CIL 


VES 


SVS 


D/C 


274 


274 


24 50 


SflTT 


SVS 


VES 


SVS 


D.-'C 


10 


10 


2 6 


SWflPe 


SVS 


VES 


NO 


CRE 





12S0 




SWfiPl 


SVS 


NO 


NO 


OK 










SWAP 2 


SVS 


NO 


NO 


OK 










SWHP3 


SVS 


NO 


NO 


OK 










OVR 


SVS 


NO 


NO 


OK 





28 




ERR 


SVS 


NO 


NO 


OK 





S 




BUFF 


SVS 


VES 


NO 


CRE 





12 




CRASH 


SVS 


NO 


NO 


OK 
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BADS ? 


LIST 














THERE 


ARE NO 


BflD BLOCKS 










BADS ? 


<LF> 












<LF> denotes 

typing the LINE 


RSTS. C 


IL CHANGES ? 


VES 








FEED key 


SIZE ? 


200 














SflTT. S 


VS CHANGES ? 
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BASE ' 


40000 














SWAP0, 


SVS CHANGES T 


■ VES 










SIZE ? 


1024 














DISK ' 


SWP 














BASE -? 


<LF> 














SWflPl. 


SVS CHANGES ' 


■ VES 










SIZE ■-. 


9S0 
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DISK ? SWP 

BRSE ? 81024 

SWflP2. SVS CHANGES ? VES 

SIZE ? 1088 

DISK ? SVS 

BRSE ? 40000 

SWRPj:. SVS CHRNGES ? NO 

OVR. SVS CHRNGES ? VES 

CIL ? NO 

SIZE ? <LF> 

DISK ? SWP 

BASE ? <LF> 

ERR. SVS CHRNGES ? VES 

CIL ? NO 

SIZE ? <LF> 

DISK ? SWP 

BRSE ? <LF> 

BUFF. SVS CHRNGES ? VES 

SIZE ? <LF> 

DISK ? SWP 

BRSE ? <LF> 

CRRSH ? VES 



<LF> denotes 
typing the LINE 
FEED key 



FILE 










CURRENT 


REQUIRED 


START 


START 


NRME 




REQUIRED? 


EXIST 


STATUS 


SIZE 


SIZE 


CLUSTER 


SECTOR 


BRDB 


SVS 


VES 


SVS 


OK 












RSTS 


CIL 


VES 


SVS 


OK 


200 


274 


24 


50 


SRTT 


SVS 


VES 


SVS 


OK 


10 


10 


19999 


40000 


SWRP0 


SVS 


VES 


SWP 


OK 


1024 


1280 


JQCiCiO 


80000 


SWRPl 


SVS 


NO 


SWP 


OK 


960 





40511 


81024 


SWflP2 


SVS 


NO 


SVS 


OK 


1088 





20004 


40010 


SURP3 


SVS 


NO 


NO 


OK 












OVR 


SVS 


NO 


SWP 


OK 


28 


28 


40991 


81984 


ERR 


SVS 


NO 


SWP 


OK 


£• 


e 


41005 


82012 


BUFF 


SVS 


VES 


SWP 


OK 


12 


12 


41009 


82020 


CRRSH 


SVS 


NO 


SVS 


OK 


38 


1-7 


174 


250 



OPTION 
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3.4.3.1 Selecting the Short- or Long-Form of REFRESH 

Immediately after the date and time are entered, REFRESH prints 
the OLD query. The response determines the type of REFRESH operation 
performed. When a new system disk is built, there are two basic 
alternatives. The system manager may let REFRESH do all the work and 
accept the default structure of the system files (short form) . 
Alternatively, he may enter specifications for each system file (long 
form) . One of these two options is selected by the response to the 
OLD query. Valid responses are listed in Table 3-4. 

If the short form is selected, REFRESH creates the system files 
without further interaction. The answers to all file related queries 
are extracted from the existing file structure and configuration 
parameters. All required files are created at their required sizes 
and reside on the system disk. Optional files are not created at 
all. This procedure is not recommended since it seldom provides an 
optimal structure for the system files. The short form of REFRESH 
is primarily used on test systems where optimal structures are not 
required. The ability of REFRESH to extract answers to file related 
queries is helpful when REFRESH is used to alter the system files as 
installation requirements change. The long form of REFRESH is used 
but file related queries can be answered with the LINE FEED key to 
leave a current file specification unchanged. 
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Table 3-4 
Valid Responses to OLD Query of REFRESH 



Response 


Meaning 


YES or OLD 


The short form of REFRESH. File 
characteristics are extracted from 
existing file structure and con- 
figuration parameters. Only non- 
existent required files are 
created. Not recommended. 


y, 0, or LINE FEED key 


Same as YES but the first File 
Status Table is not printed. 


NO 


The long form of REFRESH. Individual 
file characteristics will be entered. 
REFRESH subsequently prints queries 
for each system file. Recommended. 


N 


Same as NO except the first File 
Status Table is not printed. 


Anything Else 


Repeats the OLD query. 



The answer to the OLD query also determines whether the File 
Status Table is printed before the REFRESH operation is performed. 
The table is always printed before the option terminates to show 
the current structure of the system files. Normally, both tables 
are useful for reference. If several passes through REFRESH are 
needed due to some oversight, the table printed at the end of the 
previous pass is sufficient reference. Time can be saved by not 
printing the table on a subsequent try. 
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3.4.3.2 File Status Table 

A File Status Table is printed twice during REFRESH. It is 
printed before any REFRESH action so that the system manager can see 
the current status of each system file and any REFRESH action required, 
The table is also printed at the end of the REFRESH operation to re- 
flect any changes made. The status information given in the printout 
is summarized in Table 3-5. 

The entry in the REQUIRED column indicates whether the file in 
that row of the table is necessary for operation of the RSTS/E system. 
The files BADE. SYS (bad block file) and SATT.SYS (storage allocation 
table) are required on all RSTS/E disks. The RSTS.CIL file is re- 
quired on the system disk since it contains the permanent copy of the 
system code. One swap file (SWAPjJ.SYS) is required while the others 
are optional. Separate copies of the overlay code and error messages 
may exist apart from the CIL as files OVR.SYS and ERR. SYS. These 
two files are not considered required since the information they con- 
tain may be accessed directly from the RSTS.CIL file. BUFF. SYS 
(DECtape buffers) is only required on systems configured for DECtape. 
Finally, the crash dump file (CRASH. SYS) is recommended for all 
systems but is not required. 

The EXIST column merely indicates whether the file exists on the 
system disk (SYS) , on the swapping disk or disks (SWP) , or does not 
exist at all (NO) . The entries in the STATUS column indicate to the 
system manager, the action which REFRESH must take independent of any 
changes he may specify. The STATUS column indicates that no REFRESH 
action is required (OK) , the file must be created (CRE) , or it must 
be deleted and then re-created (D/C) . If any REFRESH action is re- 
quired or requested on any of the system files, the other existing 
system files are also deleted and recreated. This is done to free up 
as much contiguous file space as possible before any attempt is made 
to restructure the system files. 

Entries in the CURRENT SIZE and REQUIRED SIZE columns of the 
file status table display the decimal number of 256-word blocks 
occupied by and necessary for each system file. The values shown in 
the REQUIRED SIZE column depends on either the fixed system require- 
ment for the particular file or the configuration of the system. For 
example, ERR. SYS is always 8 blocks (2K words) for all systems where- 
as the required size of the RSTS.CIL file depends on the hardware and 
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Table 3-5 
System Files Status Table Entries 



Status Table 
Entry Heading 



FILE NAME 



REQUIRED? 



EXIST 



STATUS 



CURRENT SIZE 



REQUIRED SIZE 



Possible Entries 



All system files in 
account [0,l] 



YES 



NO 



NO 



SYS 



SWP 



START CLUSTER 



START SECTOR 



OK 

CRE 
DEL 
D/C 



n 



n 



Meaning 



See Section 3.4.2 for 
descriptions of system 
files in account [0,1]. 



The file is currently 
necessary on the local 
installation system. 

The file is not needed to 
operate the system. 



The file does not currently 
exist. 

The file currently exists 
on the system disk. 

The file currently exists on 
the swapping disk. 



No REFRESH action is 
required. 

File is marked for creation. 

File is marked for deletion. 

File is marked for deletion 
and re-creation. 



The decimal number of 256- 
word blocks the file occu- 
pies on the disk. 



The decimal number of 256- 
word blocks the file 
minimally requires. 



The decimal number of the 
first logical cluster occu- 
pied by the file. 



The decimal number of the 
physical sector occupied 
by the first 256-word block 
of the system file. 

Disk sectors are numbered 
f r oitL S to Cd jjsku size -1) 
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software configuration at each site. REFRESH normally does not per- 
mit the system manager to create any required file at a size smaller 
than the REQUIRED SIZE. The one exception is the SWAP^.SYS file. 
The REQUIRED SIZE shown for SWAP)2(.SYS handles the configured number 
of jobs at a maximum size (SWPMAX) of 8K. Since the actual number 
of jobs may be anything less than or equal to the configured maximum, 
the size of SWAPjJ.SYS may be less than, equal to, or greater than the 
stated REQUIRED SIZE. The absolute minimum size allowed for SWAPp.SYS 
is 32 blocks (1 job at 8K) . For files such as OVR.SYS and ERR. SYS 
which are not explicitly required for correct system operation, the 
REQUIRED SIZE column indicates the number of blocks needed if the 
file is created. 

The values in the CURRENT SIZE and REQUIRED SIZE columns may 
differ for several reasons. The most obvious is a system file which 
does not yet exist. The CURRENT SIZE will be zero while the REQUIRED 
SIZE will reflect the fixed system or configuration requirement. 
Secondly, the system manager may change the size of certain system 
files to meet installation needs. One such possibility with SWAPj2f.SYS 
was mentioned above. The CURRENT SIZE of SWAPjJ.SYS may be less than, 
equal to, or greater than the required size. Furthermore, if the 
system manager chooses to plan for future expansion, the CURRENT 
SIZE of system files such as RSTS.CIL and BUFF. SYS may be greater than 
the REQUIRED SIZE. Finally, system files occupy space to the nearest 
cluster boundary. Thus, if the REQUIRED SIZE is not an integral 
number of clusters at the system disk pack cluster size, REFRESH 
automatically rounds up to an integral number of clusters when the 
file is created. This round up is reflected in the CURRENT SIZE of 
the file. The sizes of the system files can be changed by response 
to the SIZE query printed by REFRESH. In all cases, REFRESH will pre- 
vent changes to the system file which are explicitly illegal. 

The START CLUSTER and START SECTOR columns indicate, respectively, 
the logical and physical beginning address of the system file in ques- 
tion. The START CLUSTER column is a diagnostic aid to the designers. 
It has little practical value to the system manager. The START 
SECTOR column indicates the actual physical location of the file. 
Each of the system files occupies a contiguous area on the system disk 
or swapping disk(s). Disk sectors (256-word blocks) are numbered from 
to the size of the disk minus one. An RK05 DECpack contains 4800 
sectors or blocks numbered to 4799. An RP03 pack contains 80000 
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sectors numbered to 79999. RP04 sectors are numbered to 167199. 
Since swapping disks are considered logical extensions of the system 
disk, swapping disk sectors are numbered starting at the end of the 
system disk (e.g., 4800 and up for an RK05 system disk, 80000 and up 
for an RP03 system disk and 16 7200 and up for an RP04 system disk) . 
Thus, by looking at the START SECTOR column, it is possible to know 
exactly where the system files reside. The BASE query of REFRESH 
permits locating certain system files at any desired start sector 
subject to availability of contiguous file space. 
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3.4.3.3 REFRESH Queries - All of the file related queries are listed 
for reference in Table 3-6. Additional comments are included below. 

The < filename > CHANGES query allows an existing system file to 
be left unchanged by use of the NO, OLD, or LINE FEED response. When 
necessary to accommodate other system files, REFRESH repositions 
the system files even if no change is requested. The size of a file 
and the disk used are not changed, however. The situation is different 
if a required file does not yet exist. This situation arises when a 
new system disk is built. REFRESH creates a required file at the 
required size on the system disk if the CHANGES query is answered 
with the NO, OLD, or LINE FEED response. 

Table 3-6 
REFRESH File-Related Queries 



File-Related 
Query 


Applicable 
Files 


Possible 
Responses 


Meaning 


BADS? 


BADB . SYS 


LIST 


Print the start sector 
numbers of clusters which 
contain bad blocks . 






ADD 


ADD option not yet imple- 
mented . 


< filename > 
CHANGES? 


RSTS.CIL 
SATT.SYS 
SWAP0.SYS 
SWAP 1. SYS 
SWAP 2. SYS 
SWAP 3. SYS 
OVR.SYS 
ERR. SYS 
BUFF . SYS 


YES 


Causes more queries to be 
printed each of which is 
directly related to the 
possible changes that can 
be made to the specific 
system file. (See indi- 
vidual file descriptions 
in Section 3.4.2.) 






NO, OLD or 
LINE FEED 
key 


Causes the answers to the 
related filename changes 
queries to be extracted 
from the existing file 
structure or from system 
configuration parameters. 



(continued on next page] 
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Table 3-6 (Cont.) 
REFRESH File-Related Queries 



File-Related 
Query 



Applicable 
Files 



Possible 
Responses 



Meaning 



SIZE? 



DISK? 



BASE? 



RSTS.CIL 
SWAP j2f. SYS 
SWAPl . SYS 
SWAP 2. SYS 
SWAP 3. SYS 
OVR.SYS 
ERR. SYS 
BUFF . SYS 



OLD or 
LINE FEED 
key 



SWAPj2f . SYS 
SWAPl. SYS 
SWAP 2. SYS 
SWAP 3. SYS 
OVR.SYS 
ERR. SYS 
BUFF . SYS 



SATT . SYS 
SWAPj? . SYS 
SWAPl. SYS 
SWAP 2. SYS 
SWAP 3. SYS 
OVR.SYS 
ERR. SYS 
BUFF. SYS 



OLD or 
LINE FEED 
key 



SYS 



SWP 



OLD or 

LINE FEED 
key 



If the file exists, retain 
the current size. If the 
file is being created, 
create at the required size. 

An integer decimal number 
which specifies the size 
in 256-word blocks. The 
value n must be greater than 
or equal to the required 
size except for SWAP)?. SYS 
which may be any size 
greater than 32 blocks. 



The file is written to the 
disk on which it previously 
resided. If file is newly 
created, place it on the 
system disk. 

The file is created on the 
system disk. 

The file is created on the 
swapping disk. 



If the file existed on the 
disk, causes the file to be 
placed at the base physical 
sector number used pre- 
viously. If the file is 
new, the base cluster value 
is the default of (any- 
where on the disk) . 

An integer decimal number 
which specifies the base 
sector at which the file 
begins on the disk device. 
Sectors are numbered from 
to the capacity of the 
disk (in 256-word blocks) 
minus 1. See Figure 3-1. 

If the number is speci- 
fied, the file is placed 
anywhere on the disk. 



(continued on next page) 
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Table 3-6 (Cont.) 
REFRESH File-Related Queries 



File-Related 


Applicable 


Possible 




Query 


Files 


Responses 


Meaning 


CIL? 


OVR.SYS 


YES 


Indicates that the system 




ERR. SYS 




accesses directly the 
relevant code in the CIL 
file (RSTS.CIL) on the 
system disk. Any existing 
copy of the file is deleted. 






NO 


Indicates that the system 
manager desires a separate 
copy of the relevant code 
to be created. The file is 
created and the contents 
of the CIL code is copied 
to the file at start up time. 






OLD or 


Retain the file if it pre- 






LINE FEED 


viously existed; otherwise, 






key 


the code in the CIL is ac- 
cessed directly. 


DELETE? 


BUFF . SYS 


YES 


Causes file to be marked 




SWAP 1. SYS 




for deletion. 




SWAP 2. SYS 








SWAP 3. SYS 


NO or 


Causes more queries to be 






LINE FEED 


printed: SIZE?, DISK?, 






key 


and BASE?. 


CRASH? 


CRASH. SYS 


YES 


Causes the file CRASH. SYS 
to be created. 






NO 


Causes the file CRASH. SYS 
to be deleted. 



The SIZE query is printed for several fixed-length system files. 
This provides a way to reserve contiguous file space on the system 
disk to allow for future expansion of the system files and provide 
for a swapping disk failure. For example, on a system with a single- 
platter RFll (or RS03) swapping disk, a swap file normally resides 
on this swapping device. In the event of a swapping disk hardware 
failure, the system can continue to operate normally if this swap 
file is moved to the system disk. REFRESH moves the swap file if 
there is sufficient contiguous space available on the system disk. 
This space will probably not be available unless corrective action 
for such failures are considered when the system disk is initially 
built. By locating one of the system files such as BUFF. SYS 
(whether required or not) on the system disk and making its size equal 
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to 1024 blocks (size of the RFll) plus the required size of BUFF. SYS, 
the system can operate normally even if the swapping disk is down. 
REFRESH is used to move all files from, the swapping disk to the sys- 
tem disk and BUFF. SYS is reduced to the required size. The files 
which previously resided on the swapping disk merely fill in the pre- 
viously unused area of the BUFF. SYS file. The reverse procedure is 
performed when the swapping disk is again operational. The system 
files are moved back to the swapping disk and the size of BUFF. SYS 
is increased to 1024 blocks plus the required size. The RSTS.CIL 
file (which must reside on the system disk) can be enlarged for the 
same reasons. This has the added advantage of allowing a larger system 
(CIL) to replace the current CIL when a new system generation is per- 
formed . 

The DISK query is printed only if a swapping disk(s) is included 
in the hardware configuration. If there is no swapping disk, all the 
system files must reside on the system disk. 

The BASE query allows the system files to be positioned anywhere 
desired on the system or swapping disks. If a sector number is 
entered, it is considered a preferred location for the file rather 
than an absolute requirement. The disk allocation routines use this 
number as a place to start looking for contiguous file space. Any 
location between the specified BASE and the physical end of the disk 
is considered a legal start sector for the file. REFRESH works in 
two passes with regard to these preferred locations. If on the first 
pass, sufficient space is not available between the specified BASE 
and the end of the disk for any of the system files, a second try is 
automatically performed. Before the second try, all the preferred 
locations for all the system files are discarded. Thus, this second 
pass attempts to find sufficient space anywhere on the system disk or 
swapping disk(s). The particular disk used for a particular file is 
determined by the DISK query. REFRESH never moves a file from the 
swapping disk to the system disk (or vice-versa) unless told to do 
so by the appropriate response to the DISK query. 

The DELETE query is printed only for optional files. For in- 
stance, if the BUFF. SYS file is created but is not required, the sys- 
tem manager has the option to delete the file using the REFRESH option. 
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3.4.3.4 REFRESH Action Message 

After all file-related questions are answered, the REFRESH 
routines attempt to build the system file structure, as specified. 
If the REFRESH operation is successful, the File Status Table is 
reprinted indicating the new structure of the system files. The 
initialization routines then return to the OPTION query. The system 
manager should proceed to Section 3.5 and follow the procedures to 
establish the default start up conditions. 

If the REFRESH routines are not able to make the requested 
changes, the following message is printed. 

UNABLE TO CREATE REQUIRED FILES - REBUILDING DISK 

There is a short pause while REFRESH reconstructs the original system 
files. The message 

DISK REBUILT 

appears after REFRESH recreates the original files and the File 
Status Table is printed. The table reflects the old file structure. 

If the REFRESH operation is unsuccessful, the system manager 
must consider what caused the failure. The most likely reason for an 
unsuccessful REFRESH is an attempt to allocate more blocks to a file 
(or files) than there are blocks on the disk. (An RK05 DECpack has 
4800 blocks; an RR03 has 80000 blocks; each RS03 unit and RFll plat- 
ter has 1024 blocks; and an RS04 has 2048 blocks) . The system 
manager should repeat the REFRESH procedure. 
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3.4.4 REFRESH Examples 

Two REFRESH examples are included in this section. The examples 
are intended to show some of the possible philosophies which can be 
used with REFRESH. In the first example, the system files are 
structured to allow for future expansion and even a hardware failure 
in the swapping disks. The second example is a small system where 
disk space is of primary importance. A reasonable structure of sys- 
tem files is created but no provision is made for future expansion e 

3.4.4.1 RPJ3f3 System Disk with two RSJ2f3 Swapping Disks 

The first example is a typical REFRESH for a large system. The 
hardware configuration includes an RP03 system disk and two RSj2f3 
fixed-head swapping disks. The only other relevant hardware included 
is four DECtape units. The system is configured for a maximum of 
40 jobs and the desired swap maximum is 16K. The REFRESH proceeds 
as shown on the following pages. 

After the date and time are entered, the OLD query is printed 
at line a. The NO response is used to request the long form of 
REFRESH. The system manager enters his requirements for each of the 
system files. The File Status Table is then printed indicating that 
only the BADE. SYS, RSTS.CIL, and SATT.SYS files currently exist. 
These three files are created by the DSKINT option. A request to 
LIST bad blocks at line b results in the message, THERE ARE NO BAD 
BLOCKS. If DSKINT had found any bad blocks on the RPj2(3 pack, REFRESH 
prints the start sector numbers of the clusters containing bad blocks. 
When the BADS query is repeated at line c, the LINE FEED response is 
used to continue. 

Changes are made to the RSTS.CIL file beginning at line d. The 
only operation permitted by REFRESH is to increase the size of the CIL 
file. The required size in this case is 274 blocks. The size is in- 
creased to 300 blocks to allow for future replacement of the CIL. 

The only change which can be made to the SATT.SYS file (line e) 
is to position the file on the moving head RPj2(3 disk. The Storage 
Allocation Table is referenced frequently under time sharing. It is 
therefore located near the center of the disk. The SWAP2.SYS file is 
also located near the center of the disk. The effect is to create a 
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OPTION: REFRESH 
DD-MMM-YV? 22- JUL- 74 
HH:Mri? 12:30 



OLD ? 


>iO 














(line a) 


FILE 










CURRENT 


REQUIRED 


START START 


NAME 




REQUIRED? 


EXIST 


STATUS 


SIZE 


SIZE 


CLUl 


E;TER SECTOR 


BADE: 


SVS 


VES 


SVS 


OK 












RSTS 


OIL 


VE5 


SVS 


D/C 


274 


274 




24 50 


SATT 


SVS 


VES 


SVS 


D/C 


10 


10 




2 € 


SWAP0 


SVS 


VES 


NO 


ORE 





1280 






SWAPl 


SVS 


NO 


NO 


ok: 












SWAP2 


SVS 


NO 


NO 


ok: 












SWAP 3 


SVS 


NO 


NO 


ok: 












OVR 


SVS 


NO 


NO 


OK 





28 






ERR 


SVS 


NO 


NO 


OK 





8 






BUFF 


SVS 


VES 


NO 


CRE 





12 






CRASH 


SVS 


NO 


NO 


OK 





27 







BADS ? LIST 

THERE ARE NO BAD BLOCKS 

BADS ?<LF> 

RSTS. CIL CHANGES ? VES 

SIZE ? 300 

SATT. SVS CHANGES ? VES 

BASE ? 40000 

SWAPS. SVS CHANGES ? VES 

SIZE ? 1024 

DISK ? SWP 

BASE ? <LF> 

SWAPl. SVS CHANGES ? VES 

SIZE ? 960 

DISK ? SWP 

BASE ? 81024 

SWAP2. SVS CHANGES ? VES 

SIZE ? 1088 

DISK ? SVS 

BASE ? 40000 



<LF> denotes 
typing the LINE 
FEED key 



(line b) 

(line c) 

(line d) 

(line e) 

(line f) 



(line g) 



(line h) 
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SUflP2. SVS CHANGES ? <LF> 

OVR. SVS CHANGES ? VES 

OIL ? NO 

SIZE ? <LF> 

DISK ? SWP 

BASE •? <LF> 

ERR. SVS CHANGES ? VES 

CIL ? NO 

SIZE ? <LF> 

DISK ? SWP 

BASE ? <LF> 

BUFF. SVS CHANGES ? VES 

SIZE ? <LF> 



DISK • 
BASE ' 
CRASH 



SWP 



<LF> 



<LF> denotes 
typing the LINE 
FEED key 



(line i) 
(Line j) 



(line k) 



(line 1) 



FILE 




NAME 




BRDB 


SVS 


F-.:STS 


CIL 


SATT 


SVS 


SUAP0 


SVS 


SWAPl 


SVS 


SWAP2 


SVS 


SWAPS 


SVS 


OVR 


SVS 


ERR 


SVS 


BUFF 


SVS 


CRASH 


SVS 



REQUIRED? EXIST STATUS 



VES 


SVS 


VES 


SVS 


VES 


SVS 


VES 


SWP 


NO 


SWP 


NO 


SVS 


NO 


NO 


NO 


SWP 


NO 


SWP 


VES 


SWP 


NO 


SVS 











(line m) 




CURRENT 


REQUIRED 


START 


START 


TUS 


SIZE 


SIZE 


CLUSTER 


SECTOR 


OK 












OK 


200 


274 


24 


50 


OK 


10 


10 


19999 


40000 


OK 


1024 


1280 


J- Q Q Q C| 


30000 


OK 


9t:0 





40511 


81024 


OK 


i0S£: 





20004 


40010 


OK 












OK 


28 


28 


40991 


81984 


OK 


£! 


£: 


41005 


82012 


OK 


12 


12 


41009 


82020 


OK 


38 


37 


174 


3:50 



JPTION 



(line n) 
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quiescent or "home" position for the heads near the center of the 
disk. The seek distance to access user file data on either side of 
center is thereby reduced. This will have more effect as user files 
and directories are scattered over the full disk surface. 

The questions for SWAPjZf.SYS begin at line f. Both RS03 drives 
are available for swap files and other system files. SWAPj2(.SYS is 
located on the first RS03 unit. This choice is an arbitrary one in 
this case since both swapping disks are equally fast and are equal 
in size. The size of SWAPjEf.SYS is set to 1024 blocks which is equal 
to the capacity of the drive. SWAPjZf.SYS handles 16 jobs at 16K words 
each. 

The second swap file, SWAPl.SYS (line g) , is located on the 
second RS03. The response to the BASE query shown in the example 
forces REFRESH to try the allocation beginning at sector 81024 which 
is the first sector of the second RS03 (see Figure 3-1) . It is not 
necessary to specify a BASE since all the space on the first RS03 
has already been assigned. The second RS03 is used for SWAPl.SYS 
even if BASE were answered with the LINE FEED key. The size of 
SWAPl.SYS is set at 960 blocks to support 15 jobs at 16K. This 
leaves room on the swapping disk for other system files as discussed 
below. 

Beginning at line h SWAP2.SYS is created on the system disk. 
SWAP2.SYS is purposely larger than necessary to allow for future 
expansion to 48 jobs. Expansion to 48 jobs requires a new SYSGEN 
but a new CIL can replace the current CIL without affecting the file 
structures on this system disk. With the size of SWAP2.SYS set to 
1088 blocks, this file handles 17 jobs at 16K words. The size of 
SWAP2.SYS also provides for recovery from a total failure of the 
swapping disk subsystem (controller and/or both drives) . In the 
event of a failure, SWAPj2(.SYS moves to the system disk to replace 
SWAP 2. SYS. SWAPl.SYS and SWAP 2. SYS can be deleted if there is insuf- 
ficient contiguous space to accommodate these files. Even if no 
other contiguous space is available, the space reserved in SWAP2.SYS 
is enough to handle 16 jobs at 16K with 64 blocks left over for the 
other system files. SWAP2.SYS is located near the center of the disk, 
physically adjacent to the SATT.SYS file. 
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The SWAP3.SYS CHANGES query is answered with the LINE FEED 
response (line i) since a fourth swap file is not needed. Since 
SWAP3.SYS does not exist, REFRESH does not create it. 

The overlay code (OVR.SYS), error messages (ERR. SYS), and the 
DECtape buffers (BUFF. SYS) are all located on the second RS03. The 
CIL query for both OVR.SYS and ERR. SYS is answered NO to cause these 
files to be created. The SIZE queries for OVR.SYS, ERR. SYS, and 

TJTTTPi:' C'Va -.1-y-L -. T 1 -y-^ r^r.t^-^^A r.T-! 4. V. 4.1-.^ T TM-C ■qiT?T7T» V^.. 4-^ -IT ^•■■r T) xp ■p T) ■C' O W 
jjvjr J.' ,uj.tj> cij. c: cij.j. C3.iioyyc jl cvj. yvj.L.J.1 uii<= ±jj.lhlj £ HiLju r>.c:^ uuf a.j.j.\jw x\.£jr x\£jOri 

to create these files at their required sizes. There is no need to 
allocate extra space to these files when they reside on a swapping 
disk since unallocated space is never used for user files. The DISK 
queries are answered with the SWP response to locate all three files 
on the swapping disk. Finally, the BASE queries are also answered 
with LINE FEED to allow REFRESH to position these files wherever 
space is available on the swapping disk. 

The CRASH. SYS file is created by the YES response to the CRASH 
query at line m. If the crash dump file is not created at this time, 
the system manager can not enable the crash dump facility using the 
DEFAULT or START option and valuable diagnostic information is lost 
in the event of a system crash. 

The CRASH query ends the REFRESH interaction. There is a pause 
while REFRESH builds the system file structure as specified. The 
File Status Table is then reprinted to reflect the new structure. 
Note in the example that REFRESH positions all the files, as requested, 
The only other notable thing in the table is the expansion of the 
CRASH. SYS file to 38 blocks from the required size of 37 blocks. The 
pack cluster size of the RP03 system disk is the minimum pack cluster 
size of 2 blocks. The size of CRASH. SYS is rounded up to an integral 
number of clusters (38 blocks is 19 clusters with a pack cluster size 
of 2) . 

The printing of the OPTION query at line n signals the end of the 
REFRESH operation. The system manager then proceeds to the DEFAULT 
option (described in Section 3.5) to establish start up conditions 
for his system. 
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3.4.4.2 RK05 System Disk Without an Auxiliary Swapping Disk 

The second example is a REFRESH for a smaller system which in- 
cludes an RK system disk but no swapping disk. The system is con- 
figured for 16 jobs. Two DECtape drives are also included in the 
hardware configuration. The REFRESH operation is shown and explained 
below. 



OPTION: REFRESH 

DD-nnri-vv? 22-JUL-74 

HH:riri? 18:30 



OLD ? 


iO 














FILE 










CURF 


ENT 


REQUIRED 


NnriE 




REQUIRED? 


EXIST 


STflTL 


S S I 


ZE 


SIZE 


BnDB 


SVS 


VES 


SVS 


OK 










RSTS 


CIL 


VES 


SVS 


D/C 




264 


264 


SRTT 


SVS 


VES 


SVS 


D/C 




1^1 


■::. 


SWflPO 


SVS 


VES 


NO 


ORE 







512 


SWflPl 


SVS 


r-40 


NO 


OK 










SWflP2 


SVS 


NO 


NO 


Oh: 










SWRP2 


SVS 


NO 


NO 


OK 










OVR 


SVS 


NO 


NO 


OK 







2£\ 


ERR 


SVS 


NO 


NO 


OK 







S 


BUFF 


SVS 


VES 


NO 


ORE 







€ 


CRRSH 


SVS 


NO 


NO 


OK 







2S 



(line a) 

STRRT STRRT 
:LUSTER SECTOR 



43 
4 



49 



BRDS ? <LF> 

RSTS. CIL CHRNGES ? NO 

SRTT. SVS CHRNGES ? VES 

BRSE ? 1600 

SWflPw. SVS CHRNGES ? VES 

SIZE ? 1024 

BRSE ? 1G00 

SWRPi. SVS CHRNGES ? <LF> 

SNRP2. SVS CHRNGES ? <LF> 

SWRPZ. SVS CHRNGES ? <LF> 



<LF> denotes 
typing the LINE 
FEED key 



(line b) 

(line c) 

(line d) 

(line e) 
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OVR. SVS CHRNGES ? VES 

CIL ? NO 

SIZE ■'' <LF> 

BhSE ? 1600 

ERR. SVS CHRNGES ? VES 

CIL ? NO 

SIZE ? <LF> 

BRSE ? 1600 

BUFF. SVS CHRNGES ? VES 

SIZE ? <LF> 

BRSE ? 1600 

CRRSH ? VES 



(line f) 



FILE 






NAME 




REQUIRED 


BRDB 


SVS 


VES 


RSTS 


CIL 


VES 


SRTT 


SVS 


VES 


S14RP0 


SVS 


VES 


SWflPl 


SVS 


NO 


SWflP2 


SVS 


NO 


SWfiPZ 


SVS 


NO 


OVR 


S V s 


NO 


ERR 


SVS 


NO 


BUFF 


SVS 


VES 


CRASH 


SVS 


NO 



Z' T Z' 

>v 

:■ V "-' 
NO 
NO 
NO 

sv 

SVS 

1— I ir- 



<LF> denotes 
typing the LINE 
FEED key 





CURREMf 


REi 


UilRED 


TUS 


SIZE 




nZE 


OK 










OK 


264 




264 


U k 
OK 


1.024 




512 


OK 










OK 










OK 










OK 


2& 




'"' '-' 


OK 


■r; 




C; 


OK 


6 




6 


OK 


28 




2P, 



(line g) 



(line h) 



(line i) 

START START 
CLUSTER SECTOR 



48 
1599 
1601 



■i. t' t. •_' 

265J 

2661 

12 



49 

1600 

1602 



2654 

2662 

13 



OPTION 
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This REFRESH is simpler than the previous example since there 
are fewer possibilities when no swapping disk exists. The REFRESH 
operation shown also has slightly different goals. On systems with 
RK disks, disk space for user files is usually in short supply. In 
this example, no disk space is reserved for future expansion. All 
of the system files (except SWAPJZf.SYS) are created at their required 
sizes. Since the RK system disk is small in comparison to an RPj2f3 (4800 
blocks vs. 80000 blocks), it is not difficult to backup and delete 
all library and user files to gain space for future expansion. On 
systems with many RK drives, a completely different philosophy can 
be used. The system disk may be totally dedicated to system and 
library files. All unused space can be reserved by creating a dummy 
file under time sharing which completely fills all space not required 
for system or library files. The library can be easily saved and the 
dummy file deleted during time sharing to allow restructuring or 
expansion of the system files at a later date. 

As shown in the example, the OLD query is answered NO at line a 
to request the long form of REFRESH. As in the previous example, the 
File Status Table indicates that only the BADE. SYS, RSTS.CIL, and 
SATT.SYS files exist before the initial use of REFRESH. The BADS 
query at line b is answered with the LINE FEED key since the status 
table indicates there are no bad blocks (size of BADB.SYS is zero). 
At line c, no change in the RSTS.CIL file is requested. The choice 
is to conserve disk space rather than plan for future expansion. 
Hence, the size of the CIL file is not increased to allow for replace- 
ment of the system at a later time. 

The movable system files are all located near the center of the 
disk to reduce average seek time for the moving heads. At line d 
a change to SATT.SYS is requested and the file is positioned at sector 
1600. The center of an RK cartridge disk is actually sector 2400. 

The system files span a range of sectors on each side of center. 

Beginning at line e, a single swap file, SWAP^.SYS is created to 
support 16 jobs at 16K and is positioned adjacent to the SATT.SYS 
file. Note that the DISK query is not printed in this case since the 
system is not configured for a swapping disk. The auxiliary swap files 
are not needed so the CHANGE queries for the other swap files are 
answered with the LINE FEED key. 
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Beginning at line f, the overlay code (OVR.SYS) and error message 
(ERR. SYS) files are created so that they can be positioned with the 
other system files. If disk space is extremely critical, this data 
can be accessed from the RSTS.CIL file. The DECtape buffer file is 
required and is created at the required size by the responses shown 
at line h. Finally, the CRASH. SYS file is created despite the space 
constraint since the crash dump facility cannot be enabled and 
valuable error logging information could be lost if the CRASH. SYS 
file did not exist. 

The File Status Table is printed to reflect the new file structure 
and REFRESH terminates by returning to the OPTION query. The system 
manager proceeds to the DEFAULT option to establish start up conditions 
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3 . 4A SETTING KEYBOARD DEFAULTS - SETKEY 

The initialization option SETKEY sets default conditions for key- 
board lines on the RSTS/E system. The option allows the user to 
enable and disable individual lines and to specify whether a DHll 
multiplexor line is to be enabled with or without modem control. 

The SETKEY option is required only if modem control must be 
enabled on a DHll-AA or DHll-AC multiplexor line (with DMll-BB modem 
control hardware) or on a DHll-AD line. SETKEY can optionally be used 
to disable any terminal interface or DHll line which should not be 
used. At start up time, the initialization code enables all terminal 
interfaces (if the hardware is present) except those lines specifically 
disabled with SETKEY. DHll lines wired for modem control are enabled 
as local lines unless modem control is specifically enabled with the 
SETKEY option. Modem control is always enabled on DLllE and DCll 
single line interfaces unless the interface is disabled with SETKEY. 

The default conditions established by SETKEY remain in effect 
until altered by SETKEY. Each time the system starts up, the initiali- 
zation code enables terminals according to the SETKEY default values 
and the presence or absence of hardware. 

To execute the SETKEY option, type SETKEY or SE in response to 
the OPTION: message printed by the initialization code. In response 
to SE, the query COMMAND is printed and one of the responses shown 
in Table 3-14 can be typed. The following dialog demonstrates 
the sequence. 

OPTION; SETKEY 
COMMAND? 

To terminate SETKEY, type the EXIT command or the LINE FEED key and 
the OPTION: message is printed again. 
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Table 3-14 
Responses to the SETKEY COMMAND Query 





Short 




Response 


Form 


Meaning 


DISABLE 


DI 


Disable a keyboard. 


ENABLE 


T?M 


riiicnjj.c ci js.eyDOaiu uxi d singxe j.xne 
interface or enable a keyboard as local 
on a DHll multiplexer interface. 


LIST 


LI 


Print a list of current default con- 
ditions for all keyboards configured 
on the system. 


LOCAL 


LO 


Enable a keyboard as local on a DHll 
multiplexer interface or enable a 
keyboard on a single line interface. 


MODEM 


MO 


Enable a keyboard with modem control 
on a DHll-AA or DHll-AC multiplexer 
interface with DMll-BB modem hardware 
or on a DHll-AD multiplexer interface. 


EXIT 


EX 


Exit to the OPTION: message. 


Type the 




Exit to the OPTION: message. 


LINE FEED 






key 






Type the 




Print a list of legal commands and an 


RETURN key 




accompanying description of action. 



If either DISABLE, ENABLE, LOCAL, or MODEM is entered in response 
to the COMMAND query, the prompting message KB NUMBER is printed. 
Typing the unit number of the keyboard causes the related default 
condition to be set for the specified keyboard. The system continues 
printing the prompting message until the LINE FEED key is typed. 
The following sample dialog shows the procedure. 



COMMAND? DISABLE 
KB NUMBER? 1 
KB NUMBER? 3 
KB NUMBER? < LF> 

COMMAND? EXIT 

OPTION: 



<LF> denotes typing the LINE FEED key 
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Typing DISABLE causes the system to print the prompting message. 
The disable condition is set when the keyboard unit number is entered, 
Typing the LINE FEED key returns to the COMMAND query. The EXIT com- 
mand returns to the OPTION: message. 

The LIST command causes the system to print a list containing 
keyboard unit designators, addresses, and current default settings. 
Each entry has the following general format. 

address 
KBn: or is default setting 

address/address 



The designation n gives the unit number of the keyboard. The address 
is either a single line interface address or the DHll multiplexer 
address. (Addresses less than 160000 signify pseudo keyboards, which 
do not fall within the peripheral address space.) If two addresses 
are present and separated by a slant character, the first address 
is that of the DHll multiplexer and the second is that of the DMll-BB 
modem control. The default setting can be either DISABLED, ENABLED, 
or ENABLED WITH MODEM. 

The following sample dialog demonstrates the usage of the SETKEY 
commands . 

OPTION: SETKEY 

COMMAND? DISABLE 

KB NUMBER? 

ENTER KEYBOARD NUMBER OR < LF> TO EXIT? 5 

KB NUMBER? 13 

KB NUMBER? 1 

KB NUMBER? 

COMMAND? MODEM 
KB NUMBER? 20^ 
KB NUMBER? 

COMMAND? LIST 

TI77560) IS ENABLED 



KB0 
KBl 
KB 2 
KB3 
KB 4 
KB 5 
KB6 
KB7 
KB8 
KB 9 



(175610) IS DISABLED 
(175620) IS ENABLED 
(032 42 4) IS ENABLED 
(032430) IS ENABLED 
(032434) IS DISABLED 
(032440) IS ENABLED 
(160020/170500) IS ENABLED 
(l60rGr20'/170^50^0^) IS ENABLED 
{16^^2^/11 ^5^^) IS ENABLED 
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KB10 


(160020/170500 


) IS 


ENABLED 




KBll 


(160020/170500 


IS 


ENABLED 




KB12 


(160020/170500 


IS 


ENABLED 




KB13 


(160020/170500 


) IS 


DISABLED 




KB14 


(160020/170500; 


IS 


ENABLED 




KB15 


(160020/170500; 


IS 


ENABLED 




KB16 


(160020/170500; 


IS 


ENABLED 




KB17 


(160020/170500; 


IS 


ENABLED 




KB18 


(160020/170500; 


IS 


ENABLED 




KB19 


(160020/170500; 


IS 


ENABLED 




KB20 


• (160020/170500; 


IS 


ENABLED WITH 


MODEM 


KB21 


(160020/170500; 


IS 


ENABLED 




KB22 


(160020/170500; 


IS 


ENABLED 




comm; 


LND? 









In the example above, the DISABLE command disabled keyboards 1, 5, and 
13. The MODEM command enabled modem control on one DHll multiplexor 
line (keyboard 20) . The LIST command prints a listing of conditions 
for all keyboard units on the system. The listing shows the follow- 
ing conditions. Keyboard units through 3 are single line interfaces 
with discrete addresses in the I/O address space. Keyboard unit 1 
is shown disabled as a result of the DISABLE command. Keyboard units 
3 through 6 are pseudo keyboard lines, unit 5 of which is disabled 
as a result of the DISABLE command. Keyboard units 7 through 22 are 
DHll multiplexor lines. The two addresses shown with each line are 
the UNIBUS addresses of the DHll multiplexor and the DMll-BB modem, 
respectively. The listing shows that all DHll lines are enabled and 
that keyboard unit 20 is enabled with modem control as a result of 
the MODEM command. 
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3.5 DEFAULT OPTION 

The DEFAULT initialization option is used to establish certain 
default start up conditions for the RSTS/E system. These conditions 
include: 

a) The maximum number of jobs the system allows during time 
sharing operations. 

b) The maximum storage space that a job is allowed to occupy 
in the swapping files (and, therefore, the size to which 

a job is allowed to expand during time sharing operations) . 

c) The allocation of the BASIC-PLUS Compiler and Run Time 
System to an area of memory. 

d) The assignment of certain portions of memory as usable 
or not usable, either by the system or user jobs. 

e) The enabling or disabling of the crash dump facility. 

The system manager is required to establish the initial default 
start-up conditions. The DEFAULT option is used immediately after 
the REFRESH operation is completed. During the first use of DEFAULT, 
the system manager may accept the system-assigned defaults or change 
them to meet the installation needs. The DEFAULT option may also be 
used at any later time to change the start up conditions as installa- 
tion requirements change. 

This section describes the start up conditions and the use of the 
DEFAULT option in detail. The options available with DEFAULT are also 
available when the START option is used to begin time sharing. It 
is possible to- set job and swap maximums, to alter the memory alloca- 
tion, and to enable or disable the crash dump facility, using either 
the DEFAULT or START options. There is an important distinction, 
however; the start up conditions established with DEFAULT are perma- 
nent. Parameters are saved in the RSTS.CIL file on the system disk 
so that they can be used each time the system is brought up. The 
DEFAULT start up conditions may be overridden for one time sharing 
session by making changes with the START option. Thus, changes to 
the start up conditions made with the START option are temporary. 
The DEFAULT parameters are used if the system is restarted. The 
permanent DEFAULT start up conditions can only be changed by a sub- 
sequent use of the DEFAULT option. 
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3.5.1 Usincr the DEFAULT Ootion 

The system manager requests the DEFAULT option by typing DEFAULT 
(or DE) in response to the initialization code OPTION query. The 
DEFAULT routines print a series of three queries to determine which 
start up conditions are to be changed. A brief description of the 
DEFAULT queries is provided in Table 3-7. Valid responses and addi- 
tional related options are described in subsequent sections. 

Table 3-7 
DEFAULT and START Option Queries 



Query 


Meaning 


References 


JOB OR SWAP 
MAX CHANGES? 


Allows system manager to 
change (or establish) either 
the number of jobs allowed 
to run during time sharing 
(JOB MAX) or the length of 
the job swap area in the 
swapping files (SWAP MAX) . 


See Section 3.5.2 
for the operational 
description and 
Table 3-8 for the 
possible responses. 


ANY MEMORY ALLO- 
CATION CHANGES? 


Allows system manager to 
locate the Run Time System 
in an area of memory and to 
prohibit or allow use of 
certain portions of memory 
by the system. 


See Section 3.5.3 
for the operational 
description and 
Table 3-10 for the 
possible responses. 


CRASH DUMP? 


Allows system manager to 
either enable or disable 
the crash dump facility. 


See Section 3,5.4 
for the operational 
description and 
Table 3-13 for the 
possible responses. 



The following sample dialogue illustrates the use of the 
DEFAULT option. In this particular example, old DEFAULT start up 
conditions are being printed for reference. When DEFAULT is used 
for the first time on a new system, the message "NO DEFAULTS ARE 
CURRENTLY SET" precedes the dialogue and the Memory Allocation Table 
is printed automatically. 
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OPTION: DEFAULT 

VOLl CURRENTLV HAVE; JOE MflK = 3:2.. SWRP MRK = itiK:. 

JOB MRX OR SWAP MAK CHANGES ? OLD 

ANV MEMORV ALLOCATION CHANGES ? VES 



TABLE OPTION 



LIST 



ADDR 


+00000 


+04000 


+10000 


+14000 


+20000 


+24000 


+30000 


+34000 


000000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


040000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


100000 


MON 


MON 


MON 


MON 


BASIC 


BASIC 


BASIC 


BASIC 


140000 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


200000 


BASIC 


BASIC 


U 


LI 


IJ 


u 


IJ 


LI 


240000 


11 


IJ 


u 


IJ 


U 


IJ 


LI 


LI 


300000 


u 


U 


u 


u 


LI 


IJ 


u 


LI 


240000 


LI 


U 


u 


LI 


U 


LI 


LI 


LI 


400000 


U 


U 


LI 


U 


U 


IJ 


U 


U 


440000 


NXM 


NXM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


500000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


540000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


600000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


S40O00 


NXfl 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


700000 


NKfl 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


740000 


NKM 


NKM 


NKM 


NKM 


I/O 


I/O 


I/O 


I/O 



TABLE OPTION ? EKIT 

VOL! CURRENTLV HAVE: CRASH DUMP ENABLED. 

CRASH DUMP ? OLD 

RSTS V'05B-24 TEST SYSTEM 
OPTION: 
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The DEFAULT code is the most critical of the RSTS/E initializa- 
tion routines. Prior to using this option, the KTll memory manage- 
ment unit, physical memory above 28K, and the memory parity registers 
(if any) have not been used. DEFAULT enables memory mapping and 
scans the 124K of physical address space to determine the size and 
location of all available memory. DEFAULT also enables memory parity 
checking to determine the association between parity registers and 
the parity memory banks. If any of this hardware is not operating 
properly, it is very likely that DEFAULT will fail. If a crash occurs 
during execution of the DEFAULT option, the components mentioned 
should be carefully checked with diagnostics. 

3.5.2 JOB and SWAP Maximums 

The DEFAULT and START options allow the system manager to estab- 
lish limits on the number of jobs which can be run during time 
sharing and the maximum size to which each job can expand. The JOB 
MAX and SWAP MAX established with the DEFAULT option are in effect 
each time the system is brought up unless specifically changed at 
start up time. If JOB MAX or SWAP MAX are changed using the START 
option, the change is in effect only for that one time sharing session. 
Normally JOB MAX and SWAP MAX are set with the DEFAULT option and are 
left unchanged when the system is brought up. 

With either option, the system prints the current values of 
JOB MAX and SWAP MAX and then asks if any changes are desired. The 
sequence appears as shown below. 

OPTION: DEFRULT 

VOU CURRENTLV HRVE: JOB MflK = 3:2.. SWOP MFiX = 1.6K. 

JOB MflK OR SWAP MAX CHRNGES ? 

When the DEFAULT option is used for the first time , the value 
of JOB MAX is the maximum number of jobs configured at system genera- 
tion time. The value of SWAP MAX is 8K. These system defaults will 
probably be changed since few installations are satisfied with the 8K 
SWAP MAX. The system manager can request a change by the appropriate 
response to the JOB MAX or SWAP MAX CHANGES query. The possible 
responses are shown in Table 3-8. 
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Table 3-8 
Possible Responses to JOB OR SWAP MAX CHANGES Query 



Response (s) 


Meaning 


NO 

N 

OLD 



LINE FEED key 

RETURN key 

CONTROL key 

and C combination 

YES 


Causes the currently established default 
values to remain unchanged and the second 
in the series of three queries, ANY MEMORY 
ALLOCATION CHANGES?, to be printed. 

Causes an explanatory form of the query to 
be printed, after which the system manager 
types his response. 

Causes interrupt of execution and printing 
of the OPTION query. 

Indicates system manager wants to change 
either JOB MAX or SWAP MAX and causes 
additional related queries to be presented. 



If a change is requested, additional queries ask the system 
manager to specify a new value for JOB MAX and/or SWAP MAX. These 
two variables are dependent on each other and on the sizes of the 
swap files created by the REFRESH option. Recall from the discussion 
of the swap files (see Section 3.4.2.4) that each file holds an in- 
tegral number of jobs defined by 



-r«T,^ £ r, T,--y Size of SWAPn.SYS in segments ,. .^.^js 

JOBS for Swap File n = cwpmay^a (truncated) 



SWPMAX* 4 



The sum of the jobs held by each of the existing swap files must 
be greater than or equal to the desired JOB MAX specified. The de- 
sired JOB MAX and SWAP MAX are entered in response to the queries 
shown in Table 3-9. 

The initialization routines accept any value for JOB MAX between 
1 and the configured maximum number of jobs. Any value of SWAP MAX 
between 6 (K) and 28 (K) is accepted. The BASIC-PLUS Run Time System 
does not allow any job to exceed 16K, however. The large range of 
values accepted for SWAP MAX is intended to provide for future addi- 
tions to the RSTS/E system. After a new JOB MAX and/or SWAP MAX is 
entered, the DEFAULT routines print the new values and check them 
against the sizes of the swap files. If the existing swap files do 
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Table 3-9 
Possible Responses to NEW JOB MAX and NEW SWAP MAX Queries 



Query 


Possible 
Responses 


Meaning 


NEW JOB MAX? 


1 to maximum number 
of jobs configured at 
system generation time 


Set the maximum num- 
ber of jobs which can 
be run during normal 
time sharing opera- 
tions. 


NEW SWAP MAX? 


6 to 28 


The amount of storage 
space in K (1024) 
words to be allocated 
for each job in the 
swap file. Determines 
the maximum size to 
which each job is 
allowed to expand. 
(See text below. ) 


EITHER OF ABOVE 
QUERIES 


RETURN key 

LINE FEED key, 
NO, or OLD 


Causes an explanatory 
message to be printed 
after which the query 
is reprinted. 

Do not change current 
maximum. 



not accommodate the SWAP MAX and JOB MAX specified, an error message 
is printed and the system manager must enter new values. If the new 
JOB MAX and SWAP MAX are consistent with the sizes of the existing 
swap files, the JOB MAX OR SWAP MAX CHANGES query is reprinted. The 
system manager normally requests no further changes and proceeds to 
set up the memory allocation table described in Section 3.5.3. 

The example below demonstrates the procedure for changing JOB 
MAX and SWAP MAX. The example assumes two swap files: SWAPJ2f.SYS 
is 1024 segments long; SWAPl.SYS has 960 segments. 
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OPTION: DEFAULT 

VOL! CURRENTLV HRVE : JOB MRX = 32.. SWAP MFIX = 8K. 

JOB riRK OR SWAP MRK CHANGES ? VES 

NEW JOB riAK ? 

NEW SWAP riAK ? le 

VOU CURRENTLV HAVE: JOB MAK = 3:2, SWAP MAX = iSK. 



VOUR CURRENT JOB AND, -'OR SWAP MAXIMUMS ARE INCONSISTENT 
WITH THE SIZE<S> OF THE EXISTING SWAP FILE(S>. VOU MUST 
THEREFORE; SPECIFV A NEW JOB MAX OR SWAP MAX. 



NEW JOB MAX ? 31 

NEW SWAP MAX ? 

VOU CURRENTLV HAVE: JOB MAX = 31. SWAP MAX = 16K. 

JOB MAX OR SWAP MAX CHANGES ? NO 

ANV MEMORV ALLOCATION CHANGES ? 

Note in the example that the attempt to set JOB MAX to 32 and 
SWAP MAX to 16K failed because the swap files are not large enough. 
SWAPj2(.SYS (1024 segments) handles 16 jobs at 16K. SWAPl.SYS (960 
segments) holds only 15 jobs at 16K. The second attempt which reduced 
JOB MAX to 31 while leaving SWAP MAX at 16K was successful. Note also 
that with the same swap files, other JOB MAX and SWAP MAX combinations 
can be accommodated. For example, 33 jobs can be run with a SWAP MAX 
of 15K. 

If there is any problems arriving at the desired JOB MAX and 
SWAP MAX, it may be necessary to abort the DEFAULT (or START) option 
by typing CONTROL/C and to enter REFRESH to check the sizes of the 
existing swap files. After REFRESH prints the File Status Table (see 
Section 3.4.3.1), the system manager can determine from the sizes of 
the swap files what values of JOB MAX and SWAP MAX are allowed. If 
no changes to the swap files are desired, REFRESH can be aborted with 
CONTROL/C after the File Status Table is printed. The system manager 
can then reenter DEFAULT (or START) and enter new values for JOB MAX 
and/or SWAP MAX. Alternatively, a complete REFRESH can be performed 
to increase the size of the swap files so that the desired JOB MAX 
and SWAP MAX are accepted. 
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3.5.3 Memory Allocation 

The DEFAULT option allows the system manager to allocate a spe- 
cific area of memory to the BASIC-PLUS Run Time System, to make cer- 
tain portions of memory either unavailable or available for use, and 
to list the current usage and types of memory on the system. 

When DEFAULT is used to establish the start up conditions for a 
new system, a memory allocation table is printed as shown in the 
example of Section 3.5.1. The system manager may accept the system 
default memory allocation or make changes by appropriate responses to 
the TABLE OPTION query. The memory allocation table is not printed 
automatically after the initial use of the DEFAULT option. Instead, 
the system prints the query, ANY MEMORY ALLOCATION CHANGES? The 
system manager may leave the defaults as they stand or request a 
change in the memory allocation by one of the responses shown in 
Table 3-10. 



Table 3-10 
Possible Responses to ANY MEMORY ALLOCATION CHANGES Query 



Response (s) 



NO 

OLD 

or 

LINE FEED key 



RETURN key 



YES 



CONTROL key 
and C 
combination 



Meaning 



Causes currently established memory alloca- 
tion assignments to remain unchanged and 
next query, CRASH DUMP?, to be printed. 



Causes an explanatory form of the query 
to be printed, after which the user types 
his response. 



Causes printing of the query TABLE OPTION? 
See Table 3-11 for additional related queries 



Causes interrupt of execution and the 
printing of the OPTION query. 



If the system manager indicates that he wishes to alter the cur- 
rent memory allocation, the TABLE OPTION query is printed. The possi- 
ble responses to the TABLE OPTION query are summarized in Table 3-11. 
Subsequent sections describe each of the table options in more detail. 
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Table 3-11 

Additional Related Queries and Responses to 
ANY MEMORY ALLOCATION CHANGES Query 



Additional 

Related 

Query 



TABLE OPTION? 



Response (s) 



RETURN key 



LIST 



PARITY 



LOCATE 



LCK 



UNLOCK 



RESET 



EXIT 



Result 



Causes a list of the options to be 
printed after which the TABLE 
OPTION query is reprinted and user 
is allowed to type his response. 

Causes the current memory allocation 
table to be printed. 

Used as a diagnostic tool to 
identify various types of parity 
memory on the system. 

Indicates the user desires to load 
Run Time System (BASIC-PLUS Monitor) 
beginning at a certain available 
portion of memory. Causes the 
query NEW RUN-TIME SYSTEM ADDRESS 
IS? to be printed. (See description 
of this query below.) 

Indicates user desires to prevent 
the system from using some portion 
of memory and prints LOCKOUT 
ADDRESS IS? (See query described 
below.) 

Indicates the system manager desires 
to allow a currently locked portion 
of memory to be available for a user 
job and causes an additional query 
(UNLOCK ADDRESS IS?) to be printed. 
(See additional query described 
below. ) 

Allows the initialization code to 
set up the memory allocation table. 
Unlocks all locked memory, locates 
RTS immediately after the monitor, 
and makes available for use any new 
memory added to the system. 

Causes exit from routine which 
changes memory allocation and prints 
next DEFAULT option query, CRASH 
DUMP? 



(continued on next page) 
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Table 3-11 (Cont.) 

Additional Related Queries and Responses to 
ANY MEMORY ALLOCATION CHANGES Query 



Additional 

Related 

Query 



NEW RUN-TIME 
SYSTEM 
ADDRESS IS? 



Response (s) 



LOCKOUT 
ADDRESS IS? 



RETURN key 



xxxxxx 



UNLOCK 
ADDRESS IS? 



RETURN key 



xxxxxx 



or 



xxxxxx-xxxxxx 



RETURN key 



xxxxxx 



or 



xxxxxx-xxxxxx 



Result 



Causes an explanatory message to be 
printed and the query to be reprint- 
ed, after which the user types'^ the 
six digit octal number, xxxxxx. 

The six-digit octal number represent- 
ing the 18-bit address of the por- 
tion of memory at which the Run- 
Time System is loaded. (Loading is 
done from low memory to high memory.) 
The octal number can be gained by 
referring to the printout of the 
current memory allocation table. 



Causes explanatory message to be 
printed after which query ADDRESS 
OF IK MEMORY SECTION IS? is printed, 

The 6-digit octal number which cor- 
responds to the 18-bit address of 
the IK portion of memory to be 
locked out of use. The octal num- 
ber can be determined by referring 
to the printout of the current 
memory allocation table. 

Two numbers, separated by a dash, 
specifies a range of successive IK 
portions of memory to be locked. 



Causes explanatory message to be 
printed, after which ADDRESS OF 
IK MEMORY SECTION IS? query is 
printed, allowing user to enter 
the six digit octal number, xxxxxx. 

The six digit octal number which 
corresponds to the 18-bit address of 
the IK portion of memory to be un- 
locked for use. The octal number 
can be gained by referring to the 
printout of the current memory allo- 
cation table. 

Two numbers, separated by a dash, 
specifies a range of successive IK 
portions of memory to be unlocked. 
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3.5.3.1 LIST Table Option 

The LIST table option prints the current memory allocation table 
on the console terminal. The table provides useful information on 
the size of the RSTS/E monitor, the size of the BASIC-PLUS Run Time 
System (compiler and interpreter) , the amount of memory available for 
user jobs, which portions of memory (if any) are disabled, and the 
total size of the memory on the machine. The table covers the full 
128K of physical addresses showing the allocation or state of each IK 
word section with appropriate symbols. The example below demonstrates 
the use of the LIST table option. 



TABLE OPTION ? LIST 



RDDR 


+00000 


+04000 


+10000 


+14000 


+20000 


+24000 


+30000 


+34009 


060000 


HON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


040000 


HON 


MOW 


MON 


MON 


MON 


MON 


MON 


MON 


100000 


noN 


MON 


MON 


MON 


MON 


MON 


LI 


LI 


140000 


U 


U 


U 


U 


U 


LI 


LI 


LI 


200000 


U 


U 


LI 


LI 


LI 


LI 


LI 


LI 


240000 


LCK 


LCK 


U 


LI 


U 


U 


U 


LI 


300000 


U 


U 


U 


U 


LI 


LI 


U 


U 


240000 


U 


U 


Li 


U 


IJ 


U 


U 


U 


400000 


U 


U 


U 


U 


LI 


LI 


LI 


LI 


440000 


U 


U 


U 


U 


LI 


U 


U 


U 


500000 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


540000 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


LI 


LI 


600000 


U 


U 


u 


LI 


LI 


LI 


LI 


LI 


640000 


U 


LI 


u 


LI 


LI 


IJ 


!.l 


LI 


700000 


Nxn 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


740000 


NXM 


NKM 


NXM 


NKM 


I/O 


I/O 


I/O 


I/O 



TABLE OPTION ? 
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Each row of the memory allocation table represents 8K of the 
128K physical address space. Each octal number in the first column 
Oj- L.iie tabj.€ xs a base address uo whicn an octaj. number trom the i_op 
row must be added to generate the full 18-bit (6 octal digit) start 
address for a IK section. For example, the address of the eleventh 
IK portion of memory is found by adding +10000 to 040000, giving 
050000 as the 18-bit address. The symbols used in the memory alloca- 
tion table are listed and described in Table 3-12. 

Table 3-12 
Memory Allocation Table Symbols 



Symbol 



MON 
BASIC 
U 
LCK 

NXM 
I/O 



Meaning 



Occupied by RSTS/E Monitor. 

Occupied by BASIC-PLUS Run Time System 

Available for user space 

Memory has been made unavailable for use (locked) 
by the system manager . 

Memory does not exist (nonexistent) on the PDP-11, 

Peripheral Addresses. 



In the example above, the total memory on the machine is 112K 
words. The Monitor (MON) is large (22K) and resides at the lowest 
physical addresses. The BASIC-PLUS Run Time System (BASIC) begins at 
address 500000 (80K) and is 14K words long. Presumably high-speed 
MOS memory begins at address 500000. This would be the reason for 
locating the Run Time System at that address (see LOCATE table option 
in Section 3.5.3.3). There is no memory (NXM) for physical addresses 
700000 to 760000. The I/O page always begins at address 760000. The 
rest of memory in the example is user (U) memory. However, the 2K 
section beginning at address 240000 has been locked out (LCK) and is 
not available for use (see LOCK table option in Section 3.5.3.4). 
Memory is locked if it is found to be defective but has not been re- 
moved from the system. 



The LIST table option can be used as often as desired in both the 
DEFAULT and START_ options . if changes a.re made to the memqr^^ alloca- 
tion table using the LOCATE, LCK (LOCK) , UNLOCK, or RESET table op- 
tions described in the following sections, a copy of the final DEFAULT 
memory allocation table should be kept with other system documentation 
for future reference. 
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3.5.3.2 PARITY Table Option 

The PARITY table option is used primarily as a diagnostic tool 
to identify and locate the various types of parity memory on the 
system. The option will be useful to DEC Field Service personnel to 
verify the memory configuration when the system is installed. It is 
also useful to identify the physical address of MOS memory. The types 
of memory (MOS or core) are determined by looking at the hardware 
parity registers. It is impossible for the software to determine 
the type for non-parity memories. 

The listing of the parity configuration is printed if PARITY is 
entered as the response to the TABLE OPTION query. The example below 
shows all the possibilities. 



TABLE OPTION ? 


PAR I TV 














FIDDR 


+00000 


+04000 


+10000 


+14000 


+20000 


+24000 


+20000 


+34000 


000000 


00 CO 


00<C> 


00CC> 


00<C:) 


00 CO 


00<C:> 


00 CO 


00 CO 


040000 


00<C:> 


00<C> 


00 <c;' 


00<C:> 


00<C> 


00CC) 


00 CO 


00 CO 


100000 


14<C> 


14<C> 


14<C) 


i4<C> 


14 CO 


14<C:> 


14 CO 


14 CO 


140000 


14<C:> 


14a:> 


14<C> 


14<i::> 


14<C> 


14 CO 


14 CO 


14 CO 


200000 


00/14 


00/14 


00/14 


00/14 


00/14 


00/14 


£10/14 


00/14 


240800 


00/14 


00/14 


00/14 


00/14 


00/14 


80/14 


00/14 


00/14 


300000 


02(C) 


02-; O 


02<C> 


02<C> 


02 CC) 


02CC> 


02 CO 


02CO 


240000 


02<C:> 


02<C:> 


02(0 


02<C> 


02CC:> 


02<C> 


02CO 


02 CO 


400000 


20<m:;' 


20ai::' 


20-;m) 


20 CM) 


20<M) 


20 (M> 


20CM> 


20CM> 


440000 


20<M> 


20 01) 


20ai> 


20':M) 


20 (M> 


20<M> 


20CM> 


20CM> 


500000 


24<M> 


24<M> 


24<M> 


24<M> 


24 CM) 


24CM> 


24CM> 


24 CM) 


540000 


24a'1> 


24'::ri> 


2 4 -CM) 


24<M> 


24CM> 


24<M> 


24CM> 


24CM> 


600000 


02<C> 


02<C> 


02 CO 


02<C:> 


02<C:> 


02<C:> 


02CO 


02 CO 


640000 


NO 


NO 


NO 


WO 


NO 


NO 


NO 


NO 


700000 


NKfl 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


740000 


NX 11 


NKM 


NXM 


NKM 


I /o 


I/O 


I /O 


I/O 



Each IK segment of the 128K physical address space is listed 
with one of the codes shown below: 

NO - Non parity memory 

NN(C) - Parity Core (non-interleaved) 

NN(M) - Parity MOS 

NN/MM - Parity Core (interleaved) 

NXM - Nonexistent memory 

I/O - I/O Page (peripheral addresses) 
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NN and MM are the last 2 octal digits of the address of the 
parity register responsible for that IK section of memory. Up to 16 
parity registers are in the UNIBUS address range 772100 to 
772136. When a parity error is detected, the parity register respon- 
sible for that section of memory contains information on the location 
of the last error detected. One parity register controls up to 24K 
(MMll-LP) or 32K (MMll-UP) of parity core memory. If core memory 
is interleaved, two parity registers are used for up to 48K (MMll-LP) 
or 64K (MMll-UP) . For MOS memory one parity register handles one 16K 
bank. MOS memory cannot be interleaved. 

Interleaving means that one bank of memory responds to "even" 
memory addresses while another bank responds to "odd" addresses as 
shown below: 

ADDRESS PARITY REGISTER 



000000 


EVEN 


000002 


ODD 


000004 


EVEN 


000006 


ODD 


000010 


EVEN 


000012 


ODD 



NN 
MM 
NN 
MM 
NN 
MM 

Interleaving is used because core memories are destructive read 
out devices. After each read from a core memory, the original data 
must be restored. However, once the processor receives the data re- 
quested, it can go on to other things (presumably another memory 
reference) during the restore cycle in the memory bank just referenced, 
The bank remains busy until the restore cycle completes. When memory 
is interleaved, the probability is low that the same bank will be 
referenced on the next memory cycle. Hence, interleaving allows 
some overlap of memory operations with a resultant speed up in pro- 
gram execution. 

All of the possibilities are included in the example above. 
The list below identifies the types of memory and the associated 
parity register shown in the example. 
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rrn-jv-rjrn •nrNT^-D-moc 
Oirt.X<X /iUUriCibb 

OF 8K SECTION 

000000 
040000 
100000 
140000 
200000 
240000 
300000 
340000 
400000 
440000 
500000 
540000 
600000 
640000 
700000 

740000 



MEMORY TYPE 

Non Interleaved Core 

Non Interleaved Core 

Non Interleaved Core 

Non Interleaved Core 

Interleaved Core 

Interleaved Core 

Non Interleaved Core 

Non Interleaved Core 

MOS 

MOS 

MOS 

MOS 

Non Interleaved Core 

Non Parity Memory 

Non Existent Memory 
(NXM) 

NXM and I/O Page 



PARITY REGISTER ADDRESS 

772100(00) 

772100(00) 

772114(14) 

772114(14) 

772100 (00) EVEN; 772114 (14) ODD 

772100 (OO)EVEN; 772114 (14) ODD 

772102 (02) 

772102(02) 

772120(20) 

772120(20) 

772124(24) 

772124(24) 

772102(02) 

No parity register 
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3.5.3.3 LOCATE Table Option 

The LOCATE table option allows the system manager to position the 
BASIC-PLUS Run Time System (compiler and interpreter) anywhere in 
memory. For example, if the hardware configuration includes 16K words 
of MOS memory, it is advantageous to locate the Run Time System in 
that memory. The bulk of processing done by the RSTS/E system in- 
volves executing BASIC-PLUS programs. Timing studies indicate that 
70% to 80% of the CPU time is spent executing code in the Run Time 
System. Hence, optimal performance is realized if this code resides 
in the fastest memory available on the machine. If the machine has 
a mixture of fast and slow core memory, there may be some small ad- 
vantage in locating the RTS in fast core. On most systems without 
semiconductor memory, the only reason to locate BASIC would be to 
avoid a defective section of memory. The Run Time System would 
normally follow immediately after the Monitor in the lowest physical 
memory addresses. 

When the LOCATE table option is requested, the system prints one 
additional query, NEW RUN-TIME SYSTEM ADDRESS IS?. The system 
manager enters the 6-digit octal address of a IK section of memory 
that is to become the lowest address of the Run Time System. The 
initialization code checks the address to ensure that sufficient con- 
tiguous memory is available to load the RTS starting at the specified 
address. If any of the memory in the required address range is 
locked out or is allocated to the Monitor or I/O page, an error mes- 
sage is printed and the TABLE OPTION query is reprinted. The system 
manager is free to try again. If the new Run Time System address is 
accepted, the TABLE OPTION query is reprinted and another option can 
be entered. The LIST table option can be used to verify the location 
of the Run Time System. The procedure is shown in the example below. 
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FiNV MEMORV FiLLOCFlTION CHANGES 
TRBLE OPTION ? LIST 



VES 



flC'DR 


•1-00000 


+04000 


+10000 


+14000 


+20000 


+24000 


+30000 


+34000 


000009 


flON 


MON 


riDN 


MON 


MON 


MON 


MON 


MON 


040000 


HON 


riON 


rioN 


MON 


MON 


MON 


MON 


MON 


100000 


HON 


rioN 


MON 


MON 


BftSIC 


BflSIC 


BftSIC 


BftSIC 


140000 


BRSIC 


BflSIC: 


BftSIC 


BftSIC 


BftSIC 


BftSIC 


BftSIC 


BftSIC 


200000 


BftSIC 


BftSIC 


Li 


LI 


LI 


LI 


LI 


u 


240000 


LI 


LI 


U 


Li 


Li 


LI 


LI 


LI 


200000 


LI 


U 


LI 


LI 


LI 


U 


Li 


LI 


340000 


LI 


Li 


LI 


Li 


LI 


LI 


U 


Li 


400000 


NXM 


N^-:ri 


NKM 


NXM 


NXM 


NKM 


NKM 


NKM 


440000 


NKM 


NXM 


Nxn 


NKM 


NXM 


NXM 


HKn 


NXM 


500000 


NKH 


NXM 


Nxn 


NXM 


n>-:m 


NXM 


mm 


NXM 


540000 


Nxn 


Nj<:ri 


NKM 


NKM 


NKM 


NXM 


NXM 


NKM 


600000 


Nxri 


NKM 


NXM 


nj^:m 


NKM 


NXM 


NXM 


NKM 


640000 


NXM 


NXfl 


Hxn 


NXM 


NXM 


NXM 


NXM 


NKM 


700000 


NKM 


NMM 


NKM 


NKM 


n:«:m 


NXM 


NKM 


NKM 


740000 


NXM 


NXM 


NXM 


NKM 


I/O 


I/O 


I/O 


I/O 



TABLE OPTION ? LOCATE 

NEW RUN-TIME SVSTEM ADDRESS IS' 



310000 



TABLE OPTION ? 


LIST 














A DDR 


+00000 


+04000 


+10000 


+14000 


+20000 


+24000 


+30000 


+34000 


000000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


040000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


100000 


MON 


MON 


MON 


MON 


LI 


U 


LI 


LI 


140000 


LI 


LI 


LI 


Li 


LI 


LI 


LI 


LI 


200000 


LI 


Li 


Li 


LI 


Li 


LI 


U 


u 


240000 


LI 


LI 


U 


U 


LI 


LI 


LI 


u 


300000 


LI 


LI 


BflSIC 


BftSIC 


BftSIC 


BftSIC 


BftSIC 


BftSIC 


340000 


BflSIC 


BflSIC 


BftSIC 


BftSIC 


BftSIC 


BftSIC 


BflSIC 


BflSIC 


400000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


440000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


500000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


540000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


600000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


640000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


700000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


740000 


NKM 


NKM 


NKM 


NKM 


I /O 


I/O 


I /O 


I/O 



TABLE OPTION ? 
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There are cases where the Run Time System should not be located 
in high-speed memory. Consider the configuration below where the 
memory allocated to the Monitor is shown but, for the purpose of this 
illustration, the location of the Run Time System is not shown. 

ADDR +00000 +04000 +10000 +14000 +20000 +24000 +30000 +34000 



000000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


040000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


100000 


MON 


MON 


MON 


MON 


U 


U 


U 


U 


140000 


U 


U 


U 


U 


U 


U 


U 


U 


200000 


MOS 


MOS 


MOS 


MOS 


MOS 


MOS 


MOS 


MOS 


240000 


MOS 


MOS 


MOS 


MOS 


MOS 


MOS 


MOS 


MOS 


300000 


U 


U 


U 


U 


U 


U 


U 


U 



340000 NXM NXM NXM NXM NXM NXM NXM NXM 

740000 NXM NXM NXM NXM I/O I/O I/O I/O 

Assume that the size of the Run Time System is 14K words. If 
the RTS is located starting at address 200000, the remaining user 
memory is broken up into one 12K section below the RTS and one lOK 
section above. User job images are loaded into contiguous physical 
memory. Hence, no program larger than 12K could be run with this 
memory configuration. In this case it would be better to locate the 
Run Time System at the high end of available memory starting at 
address 250000. This would leave 22K of contiguous memory for user 
jobs between the Monitor and RTS. This configuration allows 16K 
programs to be run at the expense of not using the high speed MOS 
memory to full advantage. Only 6K of MOS is used for the RTS while 
the other lOK of MOS is part of the total 22K of user memory. 
Similar situations will arise and each memory configuration must be 
considered • individually. 
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3.5.3.4 LOCK Table Option 

Tns LOCK table option is useu. to xOCK out certain poirtions Oj. 
memory. Locking memory prevents the RSTS/E system from using that 
memory during time sharing operations. This capability is valuable, 
for example, if a certain section of memory is found to be defective 
and disrupting RSTS/E system operation. Providing there is sufficient 
user memory remaining after the malfunctioning sections are locked, 
the system may be brought up for normal time sharing. 

The system responds to LCK by printing a related query LOCKOUT 
ADDRESS? The system manager can then type a 6-digit octal number to 
specify the 18-bit address of the IK section of memory to be locked. 
If two numbers separated by a dash are entered, a range of successive 
IK sections is locked. The IK section corresponding to the first 
address and successive IK sections between and including the second 
address are locked. After either a valid address or a range of 
addresses is entered, the TABLE OPTION query is reprinted and another 
option may be entered. The LIST option can be used to verify that 
the desired sections were locked out. The example below illustrates 
the procedure. 

Certain restrictions apply to locking out memory. Memory in 
use by the Monitor cannot be locked. There is no provision for 
relocating the Monitor to another section of memory. Similarly, 
memory currently in use by the Run Time System cannot be locked until 
the RTS is relocated to a usable area of memory. If an attempt is made 
to lock out a portion of memory already in use, an error message is 
printed. Finally, to remove a full bank of memory from use, the four, 
eight, or sixteen contiguous IK sections which comprise the hardware 
bank must all be locked. Certain types of memory failures affect only 
one word. Others will affect larger sections or even the full hard- 
ware bank. Any memory failure must be carefully analyzed to determine 
which IK section must be locked. The resulting memory configuration 
must also be considered to ensure that sufficient contiguous user 
memory is available to run the installation's programs. (See related 
discussion in Section 3.5.3.3.) 
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mw riEMORV RLLOCflTION CHANGES 
TABLE OPTION ? LIST 



VES 



flDDR 


+00080 


+04000 


+10000 


+14000 


+20000 


+24ei00 


+ 3:0000 


+34001 


000000 


noN 


MON 


noN 


MON 


MON 


MON 


MON 


MON 


040000 


MON 


MON 


rioN 


MON 


MON 


MON 


MON 


MON 


100000 


noN 


noN 


MON 


MON 


U 


U 


U 


U 


140000 


u 


u 


u 


U 




u 


U 


U 


200000 


ij 


u 


U 


U 




u 


U 


U 


240000 


u 


u 


U 


U 




u 


U 


U 


300000 


u 


u 


U 


U 




LI 


LI 


U 


240000 


u 


u 


u 


Li 




U 


U 


U 


400000 


u 


LI 


u 


U 




U 


U 


U 


440000 


u 


u 


u 


U 




U 


LI 


u 


500000 


u 


LI 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


540000 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


600000 


NKM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


640000 


NKM 


Nxn 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


700000 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


740000 


NXM 


NXM 


NXM 


NXM 


I/O 


I/O 


I /O 


I /O 



TABLE OPTION ? LCK 
LOCKOUT ADDRESS IS? 

TABLE OPTION ? LIST 



:40000-254000 



ADDR 


+00000 


+04000 


+10000 


+14000 


+20000 


+24000 


+20000 


+24000 


000000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


040000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


100000 


MON 


MON 


MON 


MON 


U 


U 


Li 


U 


140000 


LI 


Li 


U 


U 




Li 


U 


U 


200000 


U 


Li 


U 


Li 




LI 


U 


LI 


240000 


LCK 


LCK 


LCK 


LCK 




U 


U 


LI 


200000 


LI 


U 


U 


U 




Li 


LI 


U 


240000 


U 


U 


U 


U 




U 


LI 


U 


400000 


U 


U 


U 


Li 


LI 


LI 


U 


Li 


440000 


U 


U 


u 


LI 


U 


U 


U 


LI 


500000 


U 


Li 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


540000 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


BASIC 


600000 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


640000 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


700000 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


NXM 


740000 


NXM 


NXM 


NXM 


NXM 


I/O 


I/O 


I /O 


I/O 



TABLE OPTION ? 



3-80 



RSTS/E can continue running with certain types of memory failures 
On systems with parity memory, parity errors are logged by the. error 
handling routines in the monitor. The recovery procedures depend 
on the usage of the offending section of memory at the time of the 
error. Three cases need to be considered. 

The first case is a parity error in a section of memory allocated 
to the Monitor or Run Time System. Since continued system operation 
would be risky, the error is logged, a crash dump is taken (if the 
crash dump facility is enabled) , and the system is reloaded. When 
the system comes back up, the ERRORS program is used to extract the 
error log information from the CRASH. SYS file and ERRDIS is used to 
print the location of the error (see Section 6.11.3). 
ERRDIS provides sufficient information to identify a IK (Core) or 
4K (MOS) section which should be locked out. If the error occurred 
in Run Time System memory, the RTS can be relocated and the section 
locked. If the error was in Monitor memory, the hardware must be 
repaired. In either case, a hard failure may prevent the system 
from running at all and, hence, neither ERRCRS nor ERRDIS can be run. 
The only recourse in such cases is to run memory diagnostics to locate 
the problem. If the failure was transient the system manager has the 
option of taking the system down to lock out memory or to continue 
time sharing. At some point memory diagnostics should be run to re- 
produce the failure, if possible. 

The situation is slightly different if a parity error occurs in 
user memory. The parity error handling routines will determine if a 
single user is affected (resides in the malfunctioning section) or 
more than one user is affected. If more than one user is affected 
the system is reloaded as described above. If a single user is 
affected, that user is aborted with the error message MEMORY PARITY 
FAILURE - PROGRAM LOST SORRY. The error is logged, the section is 
automatically locked out from future use, and the system continues 
running. The bad section of memory should be permanently locked out 
(until repaired) using the LCK table option the next time the system 
is brought up. 

The third case involves multiple parity errors which occur in 
rapid succession. RSTS/E will halt at location 56 if a second parity 
error occurs while the first parity error is being processed. Memory 
diagnostics must be used to locate the malfunctioning memory. 
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On systems without parity memory, there is no way for the soft- 
ware to detect or locate a memory failure. Programs may get wrong 
results, memory management errors may occur, or any number of random 
problems may be observed. At worst the system crashes with perhaps 
misleading clues to the cause. 
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3.5.3.5 TABLE OPTION: UNLOCK 

The UNLOCK table option is used to free a previously locked 
portion of memory for use by the Run Time System or by user jobs. 
Typing UNLOCK in response to the TABLE OPTION query causes the system 
to print the related query UNLOCK ADDRESS IS. The system manager can 
then enter one address, or two addresses separated by a dash, to 
unlock either a single IK section or a range of successive IK sections 
of memory. The procedure is the same as that described for LOCK. If 
the memory specified is not locked, an error message is printed 
followed by the TABLE OPTION query. 
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3.5.3.6 TABLE OPTION; RESET 

The RESET option allows the initialization code to set up the 
memory allocation table. All memory which was locked is unlocked. 
The Run Time System is moved from wherever it was located to follow 
immediately after the Monitor in low physical memory. Any new memory 
which has been added to the system is made available for use. In 
fact, the RESET table option must be used whenever additional new 
memory is added. The initialization code recognizes and does not 
attempt to use memory which has been removed. However, the initializa- 
tion code does not alter the memory allocation table to include pre- 
viously non-existent memory unless told do so. 

RESET can be used with either the DEFAULT or START option. It 
usually does not make sense to use RESET at start-up time, however. 
The types of memory allocation changes described above are most often 
permanent changes. RESET should only be used, therefore, with the 
DEFAULT option. The effect of RESET is demonstrated in the example 
below. 
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RNV MEMORV flLLOCFlTION CHflf-4GES 



'ES 



TnELE OPTION ? LIST 



RDDR 


+00000 


+04000 


+10000 


+14000 


+20000 


+24000 


+30000 


+34000 


000060 


noN 


noN 


MON 


MON 


MON 


MON 


MON 


MON 


040000 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


MON 


100000 


MON 


MON 


MON 


MON 


u 


U 


U 


LI 


140000 


U 


LI 


U 


U 


LI 


U 


LI 


U 


200000 


U 


U 


U 


U 


LI 


IJ 


LI 


U 


240000 


LCK 


LCK 


LCK 


LCK 


LI 


LI 


LI 


U 


300000 


LI 


U 


LI 


U 


U 


IJ 


IJ 


LI 


340000 


U 


U 


U 


U 


U 


LI 


IJ 


U 


400000 


Li 


U 


BRSIC 


BASIC 


BftSIC 


BftSIC 


BftSIC 


BftSIC 


440000 


BASIC 


BftSIC 


BftSIC 


BRSIC 


BASIC 


BftSIC 


BftSIC 


BftSIC 


500000 


WXM 


NKM 


WXM 


WXM 


NKM 


NKM 


NKM 


NKM 


540000 


NJ<M 


N><M 


NXM 


NKM 


NKM 


NKM 


NKM 


NKM 


600000 


NKtl 


NKM 


NXM 


NKM 


NKM 


NKM 


NKM 


NKM 


640000 


MKM 


NKM 


NKM 


NKM 


rJKM 


NKM 


h4KM 


NKM 


700000 


Nxn 


NKM 


NXM 


NKM 


NKM 


NKM 


NKM 


NKM 


740000 


Nxn 


NKM 


NKM 


WKM 


I /O 


I /O 


I .-'O 


I /O 
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BftSIC 


BftSIC 


BftSIC 
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200000 
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U 


IJ 


U 


U 


LI 




IJ 


240000 


IJ 


IJ 


IJ 


IJ 


IJ 


IJ 


IJ 




LI 


300000 


IJ 


LI 
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U 


IJ 


L! 


LI 
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340000 
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IJ 
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LI 


LI 
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LI 
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IJ 


U 
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U 
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U 


LI 


LI 


IJ 


LI 


LI 
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LI 
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NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


n:^ 


::m 


NKM 


640000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


m 


^:m 


NKM 


700000 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


NKM 


740000 


NKM 


NKM 


NKM 


NKM 


I /O 


I /O 


I,- 


"O 


I/O 
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3.5.3.7 TABLE OPTION: EXIT 

When all desired changes to the memory allocation table have been 
made, the EXIT command causes the DEFAULT (or START) routines to 
continue to the next query, CRASH DUMP? The crash dump facility can 
be enabled or disabled as described in Section 3.5.4. 
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3.5.4 CRASH DUMP Facility 

After the memory allocation has been determined, the DEFAULT 
and START routines print the current status of the crash dump facility 
(see Section 6.9 for further discussion). A subsequent query 
allows the system manager to enable or disable crash dumps. The 
CRASH. SYS file created by the REFRESH option (see Section 3.4.2.8) 
must exist if crash dumps are to be enabled. 

When the DEFAULT option is used for the first time, crash dumps 
are disabled even if CRASH. SYS exists. Whenever crash dumps are 
disabled but the CRASH. SYS file exists, the following message is 
printed, followed by the CRASH DUMP query. 

VOL! CURRENTLV HAVE CRASH DUMP DISABLED. 
CRASH DUMP? 

If the crash dump facility is enabled and CRASH. SYS exists, the 
message reflects the current condition. 

VOU CURRENTLV HAVE CRASH DUMP ENABLED. 
CRASH DUMP? 

If the CRASH. SYS file does not exist, the following message is 
printed regardless of the current state of the crash dump facility. 

BUT.. SINCE THE CRASH DUMP FILE DOESN"- T EXIST. CRA^H 
DUMP MUST BE DISABLED. 

The initialization routines automatically disable the crash 
dump facility if the CRASH. SYS file does not exist. If the system 
manager wishes to enable the crash dump facility, he must use the 
REFRESH option to create the CRASH. SYS file. Once the file is 
created, the crash dump facility can be enabled permanently, using 
the DEFAULT option, or temporarily, using the START option. If the 
crash dump facility is disabled automatically, the DEFAULT routine 
saves the specified default parameters in the RSTS.CIL file on the 
system disk and returns to the OPTION query. 

When the CRASH DUMP query is printed by either the DEFAULT or 
START option, the responses shown in Table 3-13 are valid. 
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Table 3-13 
Possible Responses to CRASH DUMP Query 



Response (s) 


Meaning 


LINE FEED key 

OLD 




The default response. If typed, the system 
checks for the existence of the CRASH. SYS 
file and establishes the result shown below 
based on the current condition of the crash 
dump facility and the existence of CRASH. SYS. 


. Current 
Condition 


CRASH. SYS 
Exists? 


Result 


Enabled 
Enabled 

Disabled 


Yes 
No 

N/A 


Remains enabled 

Automatically 
disabled 

Remains disabled 


YES 
Y 


Enables the crash dump facility. 


NO 
N 


Disables the crash dump facility. 


RETURN key 


Causes an explanatory form of the query to 
be printed, after which the user types his 
response. 


CONTROL key 

and C combination 


Returns user to OPTION query. 



After enabling or disabling the crash dump facility, the DEFAULT 
routines save the default parameters and return to the OPTION query. 
START routines continue by asking for the current date and time prior 
to loading the system for normal timesharing. 
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3.6 START OPTION -■ STARTING TIME SHARING OPERATIONS 

The START initialization option is used to bring the RSTS/E 
system up for normal time sharing. The START option is similar to 
the DEFAULT option in that job and swap maximums, the current memory 
allocation, and the condition of the crash dump facility may all be 
set during the START sequence. As emphasized in the previous section, 
any changes made to the start-up parameters override the DEFAULT 
parameters for only one time sharing session. The DEFAULT start-up 
conditions always apply unless specifically changed each time the 
START option is used. 

The START option is requested by typing START, or ST, or simply 
the LINE FEED key in response to the initialization code OPTION 
query. The following sample dialogue shows the normal procedure 
for bringing up a new RSTS/E system for the first time. 



OPTION: START 

VOU CURRENTLV HftVE : JOB MRK = 31.. SWRP MflK = ±6K 

JOB MflK OR SWAP flflX CHANGES ? 

RNV MEMORV ALLOCATION CHANGES ? 

CRASH DUMP ? 

DD-MMtl-VV? 22-JUL-74 
HH:Mr-1? 12:18 



CAN-'T FIND FILE OR ACCOUNT 
PROGRAM LOST - SORRV 

RERDV 
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The first three queries are the same as those printed when the 
DEFAULT option is used. Job and swap maximums are described in 
Section 3.5.2. Memory allocation options are discussed in Section 
3.5.3. The enabling or disabling of the crash dump facility is the 
subject of Section 3.5.4. Normally the DEFAULT start-up conditions 
are not changed. In the example, these queries are answered with the 
LINE FEED key which implies no change to the related DEFAULT start- 
up condition. 

START continues by asking for the date and time which must be 
entered in the exact format shown. After date and time are accepted, 
there is a pause while the START code is executed. During these 
several seconds the start-up routines enable all configured terminal 
interfaces, dump the overlay code and error messages from the RSTS.CIL 
file to the OVR.SYS and ERR. SYS files (if they exist), set up monitor 
tables, turn on memory management, load the Monitor and Run Time 
System, and start the system clock. Finally the system attempts to 
execute the INIT system program (described in Section 6.1) . 
When a new system is brought up for the first time, INIT does not yet 
exist in the system library. As a result, the error messages shown 
in the example are printed. The system initialization routines 
terminate as signaled by the printing of the READY message. 

When the READY message is printed, job 1 is logged into the 
system at the console terminal under account [1,2] and is at the 
BASIC-PLUS command level. The situation is the same as if the system 
manager had logged into the system by use of the HELLO command des- 
cribed in Section 2.1.2 of the RSTS-11 System User's Guide . At this 
point, the system manager begins to build the files in the system 
library on the system disk. 

The system library consists of two types of files: compiled 
system program files and formatted ASCII text and message files. 
The system manager follows the procedures described in Section 4.2 
to build the compiled files. After the compiled files are created, 
the system manager must follow the procedures described in Section 
4.3 to create the ASCII text and message files. 



3-90 



3.6.1 Start Up Errors and Messages 

The START sequence is a critical part of the system initializa- 
tion. START references all configured terminal interfaces and 
disables any that do not respond. The KTll memory management unit is 
activated to determine the size of available memory (as in DEFAULT) , 
to load the monitor and Run Time System, and to prepare for normal 
time sharing. START, furthermore, loads the stack limit register, 

(^na'hl es T5a'ri+-V "Hr-A^-ns -Fot- ^11 T-ia-ri •H'^r moTTinvv sr\r\ =/-•••- -i tra +- tie -t-Vi^s etro-t-Qm 

clock to begin time sharing. Terminal interfaces, other than that for 
the console terminal, and the stack limit register have not been used 
up to this time. Even the clock was not critical to the operation of 
the System Generation Monitor or the other initialization routines. 
If the system does not come up as shown in the preceding example, 
these components are suspect and should be exercised with the standard 
diagnostics. 

The message "SWAP MAX OF XX BEING LOWERED TO YY" is printed if 
the available contiguous memory is not large enough to support the 
requested value of SWAP MAX (see Section 3.5.2). This condition can 
occur if the BASIC-PLUS Run Time System is located such that it sub- 
divides the contiguous user memory. To correct this situation the 
DEFAULT option can be used to relocate the BASIC-PLUS Run Time System 
(see LOCATE and LIST memory allocation options in Sections 3.5.3.3 
and 3.5.3.1). A similar situation can occur on systems with a minimum 
amount of memory but many peripherals or software options. The 
amount of user memory left over may not be sufficient to support the 
desired SWAP MAX. The only way to correct this situation (other than 
adding memory) is to perform a new system generation requesting few 
jobs and fewer options. In either case, the RSTS/E system operates 
normally with the lower SWAP MAX but there may be limitations on 
which system programs can be run. 

The START code attempts to enable all configured terminal inter- 
faces, DHll terminal multiplexors, and DMllBB modem control multi- 
plexors. If any of these configured devices are not found, a mes- 
sage is printed indicating that the keyboards associated with these 
interfaces are being disabled. The hardware or software may not be 
configured properly or certain interfaces majy be missing or inopera- 
tive. DEC Field Service should check the hardware configuration if 
unexplained messages of this type are printed. In most cases the 
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system will operate normally after the affected keyboards are dis- 
abled. However, it is impossible for the software to run with certain 
types of hardware configuration errors. These messages may precede 
a crash or signal hardware problems. 

Finally, if the processor halts during the START sequence, the 
possibility exists that the wrong type of system clock was configured. 

START also performs certain software checks to verify that the 
required system files exist and the DEFAULT start-up conditions have 
been established. Any attempt to start time sharing before the 
DEFAULT option is run results in the following message. 

OPTION: START 

DEFAULTS MUST BE SET PRIOR TO START UP 

OPTION: 

The system manager must execute the DEFAULT option (see Section 
3.5) before he can begin timesharing. 

Similarly, if the required system files do not exist, the 
START sequence aborts with the message below. 

OPTION: START 

CANNOT START WITH THIS SVSTEri DISK - PLEASE REFRESH 

OPTION: 

The REFRESH option must also be used to create the system files 
before timesharing can begin. 
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3.7 UNISYS OPTION 

The UNISYS option provides a way to bring up the RSTS/E system 
for time sharing without enabling any terminal interfaces except the 
console (KBJ2f) interface. UNISYS is used as a diagnostic tool in 
cases where the system will not come up. If an otherwise nonworking 
system does work with UNISYS, the hardware or the software terminal 
configuration is probably faulty. Responses given in the SYSGEN 
questions should be checked against the hardware configuration. 
Communications devices and terminal interfaces should be checked by 
DEC Field Service for proper UNIBUS addresses and interrupt vectors. 

The UNISYS option merely sets a flag which is checked at start- 
up time. The only way to clear the flag is to reboot the RSTS/E 
system disk to reload the initialization code (see BOOT option in 
Section 3.8). UNISYS is therefore used immediately before the START 
option. When the flag is set, START bypasses the code which enables 
terminal interfaces. The option is used as shown below. 



OPTION: UNISVS 

OPTION: STRRT 
(normal START messages) 



(Return to OPTION 
is immediate) 
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3.8 BOOT OPTION - BOOTSTRAPPING A DEVICE 

The RSTS/E initialization code includes bootstrap routines for 
common disk and tape devices. The BOOT option is provided as a con- 
venient means to simulate the hardware ROM bootstraps. BOOT is used 
to load another operating system into memory from its system disk and 
to reload an altered copy of the RSTS/E initialization code into 
memory after an INIT patch has been installed. 

The BOOT option is invoked by typing BOOT or BO in response to 
the OPTION query. BOOT replies by asking for the device to be boot- 
strapped. The system verifies that the device exists before attempt- 
ing the bootstrap operation. The following example demonstrates the 
use of the option. 



OPTION: BOOT 

BOOT DEVICE: 

BOOTftBLE DEVICES ARE: 

DT DECTRPE DRIVE 9 

m MRGTRPE DRIVE 

DC RCil DISK 

DF RFii DISK 

DK RKii DISK DRIVE & 

DP RPll DISK DRIVE Q 

PLERSE SELECT ONE OF THESE DEVICES: DT 



The program or secondary bootstrap for the monitor to be loaded 
must reside on unit j2l of the device requested. The first 64 words 
from block on the device are read and loaded into the first 64 
words of memory. Control then transfers to address j2f. Any monitor 
or program which can be loaded using the MRll-DB or BM792-YB hardware 
bootstrap can also be loaded using the BOOT option. The new monitor 
overlays the RSTS/E initialization code. 

The RSTS/E system disk can be dismounted if the drive is needed 
for the system to be loaded. The initialization code continues run- 
ning when the system disk is removed from the drive. Hence, if a 
different operating system is to be loaded, its system disk can re- 
place the RSTS/E system disk on RK or RP unit jH. 
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The default device (LINE FEED response to the BOOT DEVICE query) 
is the device on which the RSTS/E system disk is (or was) mounted. 
This is useful when the initialization code is patched using the 
PATCH option (see the example in Section 3.2.2). The PATCH option 
modifies the RSTS.CIL file. To load the altered INIT code into 
memory, the LINE FEED response is used to reboot the RSTS/E system 
disk. 

3.9 LOAD OPTION - LOADING STAND-ALONE PROGRAMS 

The LOAD option provides a mechanism for loading and executing 
stand-alone programs from the RSTS.CIL file. The DEC supplied pro- 
gram which currently can be included in the CIL is ROLLIN. The option 
is invoked by typing LOAD or LO in response to the OPTION query. The 
option then asks for the name of the program to load. A table of 
loadable programs will be printed if the RETURN key is typed in 
response to the LOAD PROGRAM query as shown in the example below. 

OPTION: LOftD 
LORD PROGRRM: 

TftELE OF LORDRBLE PROGRRMS : 
NfltlE I DENT LORD SIZE TRRNSFER 
ROLLIN V0? 001909 020S72 BQlss2 
PLEASE ENTER NRME OF PROGRRtl TO LORD: ROLLIN 

ROLLIN V0? 



# 
following message is printed. 



If the program to be loaded has an odd transfer address , the 



THE TRANSFER ADDRESS OF THE SPECIFIED PROGRAM IS ODD. 
PLEASE ENTER A NEW (EVEN) TRANSFER ADDRESS OR TYPE 
CONTROL/C TO ABORT PROGRAM LOAD, NEW TRANSFER ADDRESS? 



Programs assembled or linked without specifying a transfer address 
are given a default transfer address of 000001. This is an odd 
address. 
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The PDP~11 computer traps to an error vector if an odd (byte) 
address is specified. Therefore, the user types an even (word) 
octal address at which the program is to be started or types the 
CONTROL key and C key combination simultaneously (CTRL/C) to abort 
the LOAD operation. 

If the new transfer address typed is odd, the following message 
is printed and INIT returns to the OPTION query. 

ILLEGAL NEW TRANSFER ADDRESS SPECIFIED 
OPTION: 

If the transfer address entered is even, the system searches 
for the specified program, loads it into memory, and starts execu- 
tion. When execution of the stand-alone program has completed, 
RSTS/E can be restored by following the applicable bootstrap proce- 
Section 5.2.3) . 



3-96 



CHAPTER 4 

SYSTEM GENERATION: BUILDING SYSTEM LIBRARY FILES AND 
CREATING USER ACCOUNTS 

The system generation procedures continue with the system 
manager building the system library files and creating user accounts. 
The DSKINT initialization option creates the system library 
account [1,2] on the system disk. The BUILD program is used under 
time sharing to create the system library files. Tailored text 
and message files are created with PIP or EDIT and user accounts are 
created with REACT. 

When time sharing operations start, the monitor sets up job 1 
under account [1,2] and attempts to run the INIT system program. 
Since no programs initially exist in account [1,2], the monitor 
generates the CAN'T FIND FILE OR ACCOUNT error and prints the READY 
message. The console terminal (KB0:) is at BASIC-PLUS command 
level and job 1 is active as if a user had logged into the system. 

With the console terminal at command level, a single command is 
typed to run BUILD from the medium on which the RSTS/E system library 
files are stored. Once started, the BUILD program runs detached, 
reads commands from a control file, and executes those commands at 
the console terminal. Upon completion, the BUILD program reattaches 
job 1 to the console keyboard. 

The RSTS/E software contains the three control files listed 
and described below. 



BUILD. CTL Builds a general system library 

usable on all systems. 

SPLER.CTL Builds files executable only on 

a system with a SWAP MAX value 
larger than 8K words. 
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RJ2780.CTL Builds^ a file executable only 

on systems having the RSTS/2780 
optional software. 

The BUILD program must be run once for each set of files required. 
Section 4.1 describes the files created by each control file and 
Section 4.2 describes the procedures to run BUILD from the three 
types of media. The system programs built by these procedures are 
documented in Chapter 4 of the RSTS-11 System User's Guide and in 
Chapter 6 of this guide. The system manager can remove from the 
RSTS-ll System User's Guide descriptions of programs he does not 
wish to be run on the system. The RJ278j2( program is described in 
the RSTS/E RJ2780 User's Guide . A complete list of the documents 
and order numbers is in the Preface of this document. 

After the appropriate files are built, several ASCII text and 
message files must be created. The procedures to do this are given 
in Section 4.3, Finally, the user accounts must be created on the 
system disk. The procedures for this activity are in Section 4.4. 
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4.1 CONTROL FILES FOR THE BUILD PROGRAM 

This section describes the programs and files created by BUILD 
when it executes commands in each control file. 

4.1.1 BUILD. CTL File 

commands in the BUILD. CTL file create a general system library 
for all systems. The programs and files are listed and described 
in Table 4-1. Procedures to change the sample ASCII text and 
messages are given in Section 4.3. References provided in Table 
4-1 are section numbers in either the RSTS-11 System User's Guide 
(SUG) or this manual (SMG) . 



Table 4-1 
BUILD. CTL Programs and Files 



Program or 
File Name 



LOGIN . BAG 
LOG OUT. BAG 
BUILD. BAG 

UTILTY.BAG 
INIT.BAG 

SYSGAT.BAG 

PRIOR. BAG 

TALK. BAG 

ANALYS.BAG 

SYSTAT.BAG 

UMOUNT . BAG 

QUOLST.BAC 

ERRGPY.BAG 

ERRDIS.BAG 

ERRDIl.BAG 
SHUTUP.BAG 

PIP. BAG 



Protection 
(if other 
than <124>) 



<232> 

<232> 
<232> 
<232> 



<104> 



Description 



Logs users into system 

Logs user off system 

Builds system library 
files 

System utility program 

Time sharing initiali- 
zation program 

Greates a directory 
listing of accounts on 
a file structured 
device. 

Ghanges priority, run 
burst, and SWAP MAX 
value. 

Terminal communications 

Grash analysis 

Status reports 



Private disk mounter 
and dismounter 

Lists disk quota and 
usage data for current 
user 

Gopies hardware error 
data to a disk file 

Formats data saved by 
ERRGPY.BAG 

Ghained to by ERRDIS.BAG 

Performs standard system 
shut down 

Peripheral interchange 
program to transfer files 



Section 
Reference^ 



SUG - 2.1, 4.1 
SUG - 2.1, 4.2 
SMG - Gh 4 

SMG - 6.3 
SMG - 6.1 

SMG - 6.15 

SMG - 6.14 

SMG - 6.16 

SMG - 6.9 

SMG - 6.6 
SUG - 4.3 

SUG - 4.14 
SUG - 4.6 

SMG - 6.11 

SMG - 6.11 

SMG - 6.11 
SMG - 6.2 

SUG - 4.4 



(Gontinued on next page; 



^The abbreviation SUG refers to the RSTS-11 System User's Guide 
and SMG refers to the RSTS/E System Manager's Guide . 
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Table 4-1 (Cont.) 
iJUiijD.CTL Programs and Files 



Program or 
File Name 


Protection 
(if other 
than <124>) 


Description 


Section 
Reference^ 


FILCOM.BAC 


<104> 


Compares ASCII files 


SUG - 4.15 


MONEY. BAG 


<104> 


System accounting 
program 


SUG - 4.7 
SMG - 6.5 


GRIPE. BAG 


<232> 


User comments program 


SUG - 4.8 
SMG - 6.8 


REACT. BAG 




Account creator 


SMG - 6.4 


TTYSET.BAC 


<232> 


Terminal characteristics 
setter 


SUG - 4.5 
SMG - 6.7 


PLEASE. BAG 


<232> 


Console terminal 
request printer 


SMG - 6.16 


INUSE . BAG 


<232> 


Terminal in use warning 


SUG - 4.16 


RESEQ.BAG 


<104> 


BASIC-PLUS line 
resequencer 


RESEQ.DOC 


GREF . BAG 


<104> 


BASIC-PLUS cross 
reference program 


GREF. DOC 


START.GTL 


<60> 


Sample system start up 
control file 


SMG - 6.1 


CRASH. CTL 


<60> 


Sample system crash 
recovery control file 


SMG - 6.1 


ACCT.SYS 


<60> 


Sample system accounts 
file 


SMG - 6.4.3 


TTYSET.SPD 


<60> 


Sample terminal speed 
control file 


SMG - 6.7.1 


PIP. TXT 


<40> 


PIP help message 
text file 


SUG - 4.4.2 
SMG - 5.1.2 


ERRDIS.HLP 


<60> 


Error display program 
help file 


SMG - 6.11.3 


HELP. TXT 


<40> 


Sample system help 
message text file 


SUG - 2.1.4 
SMG - 5.1.2 






(Continue 


id on next page) 



^The abbreviation SUG refers to the RSTS-11 System User's Guide 
and SMG refers to the RSTS/E System~Manager'5 Guide . 
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Table 4-1 (Cont.) 
BUILD. CTL Programs anci Files 



Program or 
File Name 


Protection 
(if other 
than <124>) 


Description 


Section 
Reference^ 


NOTICE.TXT 


<40> 


Sample system notices 
text file 


SUG - 2.1.2, 

4.1.1 
SMG - 5.1.2 


RESEQ.DOC 


<40> 


RESEQ program 
document file 


SMG - 4.1 


CREF . DOC 


<4j2f> 


CREF program document 
file 


SMG - 4.1 


EDIT . BAG 


<104> 


DOS /BATCH- 11 compatible 
text editor 


SUG - 4.9 


EDITCH.BAC 


<li2l4> 


Chained to by EDIT. BAC 


SUG - 4.9 


BACKUP. BAG 


<232> 


System back up (fail 
safe) 


SUG - 4.10 


BACKDK.BAC 


<232> 


Chained to by 
BACKUP. BAC 


SUG - 4.10 


ODT.BAC 




Octal debugging tool 


SMG - 6.12 


DSKINT.BAC 




Initializes disks 


SMG - 6.17 


DOSPIP.BAC 




Transfers files from a 
DOS formatted disk to 
a RSTS/E disk 


SMG - 6.19 


DIRECT. BAC 


<232> 


Disk directory lister 


SUG - 4.13 


COPY. BAG 


<104> 


Copies entire tapes 
and disk cartridges 


SUG - 4.4.7 



^The abbreviation SUG refers to the RSTS-11 System User's Guide 
and SMG refers to the RSTS/E System Manager's Guide l 



March 1975 



4-6 



4.1.2 SPLER.CTL Files 

Commands in the SPLER.CTL file create programs which require a 
job area larger than 8K words. VT5DPY additionally requires PRINT 
USING software. Table 4-2 describes these programs and gives an 
approximate job size for each. References in Table 4-2 are section 
numbers in either the RSTS-11 System User's Guide (SUG) or this 
guide (SMG) . 

To build these files, the system SWAP MAX value must have been 
set large enough when the DEFAULT initialization option was run. 
If the current job size is too small when BUILD creates a given 
program, the system generates the MAXIMUM CORE EXCEEDED error. After 
the BUILD program terminates, all of the SPLER.CTL files exist in 
the system library. Those program which generated the MAXIMUM CORE 
EXCEEDED error are not runnable and must be deleted to prevent 
further errors. If the queue management and batch facilities are 
not required, delete the programs QUE, SPOOL, BATCH, QUEMAN, and 
CHARS from the library and replace the special version of SHUTUP 
with the version supplied in the BUILD. CTL file set. 

4.1.3 RJ2780.CTL File 

Commands in the RJ2780.CTL file create the RJ278j2I.BAC program 
with a protection code of <232>. This file is for use by customers 
who have purchased the RSTS/E 2780 software, package and have 
included the appropriate software in the RSTS/E system. The program 
is described in the RSTS/E 2780 User's Guide. 
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Table 4-2 
SPLER.CTL Programs and Files 



Program or 
File Name 



CHARS . BAG 

QUE . BAG 

QUEMAN.BAG 
SPOOL. BAG 

BATGH.BAG 

RUNOFF . BAG 



Protection 
(if other 
than <124>) 



ERRDIS.BAG 



START.GTL 



GRASH.GTL 



RUN0FF.DOC 



RUNOFF. RNO <40> 



<232> 



<232> 



VT5DPY.BAG <232> 



SHUTUP . BAG 



<60> 



<eis> 



<40> 



Job 

Size 

(in 

words) 



8K 

10K 

14K 
10K 

13K 

14K 

15K 
8K 

12K 



Description 



Greates the character 
generation file 

Greates requests for 
spooling programs 

Queue manager 

Line printer spooling 
program 

Batch control spooling 
program 

Document formatting pro- 
gram 



System status display 
on VT05 

Performs standard sys- 
tem shut down and ter- 
minates spooling opera- 
tions automatically 

Special version of 
ERRDIS not requiring 
chain module ERRDIl. 
BAG 

Special version of 
START.GTL for systems 
with spooling 

Special version of 
GRASH.GTL for systems 
with spooling 

Explains use of sample 
file RUNOFF. RNO 

Sample RUNOFF text 
file 



Section 
Reference^ 



SMG - App . E 

SUG - 4.11 

SMG - 6 . 10 
SMG - e.10 

SUG- 4.12 
SMG - 6.10.3 

RUNOFF . DOG 
and RUNOFF 
USER'S GUIDE 

SMG- 6.13 
SMG -6.2 



SMG- 6.11 



SMG -6.1 



SMG- 6.2 



See RUNOFF. 
BAG 

See RUNOFF. 
DOC 



^The abbreviation SUG refers to the RSTS-11 System User 's Guide and 
SMG refers to the RSTS/E System Manager's Guide . 
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4.2 STARTING TIME SHARING TO BUILD THE LIBRARY 

After the DEFAULT ootion dpscfibed iT^ £&''■•- •''^^ ^ c ,• ^ -«..__..x._j 
type START in response to the OPTION query to begin time sharing. 
The following sample dialog shows the procedures. 

OPTION; START 

JOB OR SWAP MAX CHANGES? <LP> <lf> denotes tvninrr +-h« 

ANY MEMORY ALLOCATION CHANGES? <LF> LINE FEED kev ^ 

CRASH DUMP? ^LPS ' ^^^* 

DD-MMM-YY? 20-AUG-74 
HH:MM? 575 5 

CAN'T FIND FILE OR ACCOUNT 
PROGRAM LOST - SORRY 

READY 

The remaining steps depend upon the medium on which the RSTS/E soft- 
ware is stored. For the magtape procedure, go to Section 4.2.1; for 
disk cartridge, go to Section 4.2.2; and for DECtape, go to Section 
4.2.3. 
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4.2.1 Building the System Library from Magtape 

Perform the following steps: 

Ensure that the write enable ring is removed from the 
reel labelled DEC-11-0RSLA-C-MA7 (7-track) or DEC-11- 
0RSLA-C--MA9 (9-track) , SYSTEM LIBRARY & RELIABILITY 
TAPE. 

Mount this tape on unit 0. Ensure that no other 
drive is selected to 0. 

Ensure that the FILE PROT indicator is on. 

Position the tape at its load point. (The LD PT 
indicator comes on.) 

Set the ON-LINE/OFF-LINE switch to its ON-LINE 
position. Ensure that the READY indicator comes 
on. 

4.2.1.1 Building the General System Library, BUILD. CTL - Users on 
all systems must execute the commands from the BUILD. CTL file. Type 
the following command to execute the BUILD program from either TU10 
or TU16 magtape. 

RUN MT^ : BUILD $ 

BUILD runs and prints the following lines: 

SYSTEM BUILDER 
SYSTEM BUILD? YES 
SYSTEM BUILD DEVICE? MT0 

Type YES in response to the SYSTEM BUILD question and type MT0 (omit 
the colon) in response to the subsequent SYSTEM BUILD DEVICE question, 
The BUILD program begins executing commands in the BUILD. CTL file. 

NOTE 

If any errors occur in reading the magtape, 
retry the procedure on another drive. If 
no other drive is available, either request 
Field Service to align the heads on the 
drive or obtain a new magtape. 
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The console printout of the entire procedure is shown below. 



RUN MTG1:BUILD$ 
SVSTEM BUILDER 
SVSTEM BUILD? VES 
SVSTEM BUILD DEVICE? MT0 
OLD riT0:$LOGIN 
COMPILE SV0: LOGIN 
CHftIN 'MTBifBUILD'" 9200 

REflDV 

RERDV 

REflDV 

"C 
HELLO 

RSTS V05C-0i SVSTEM TEST JOB 2 KB© 25-JflN-75 01 : 5S PM 

#1/2 

PASSWORD: 

JOBCS-J 1 ARE DETACHED UNDER THIS ACCOUNT 

JOB NUMBER TO ATTACH TO? 

1 OTHER USER<S> ARE LOGGED IN UNDER THIS ACCOUNT 



READV 

) ***H:*4:,f:**:*: BUILD. CTL " STANDARD LIBRARV PROGRAMS 

RUN MT0:$PRIOR 

'PRIOR'' PRIORI TV, BURST, MAXIMUM CHANGER 

ENTER ANOTHER JOB NUMBER? 

CURRENT STATISTICS ARE: 
-8 PRIORI TV 
fcT RUN BURST 
16K SIZE MAXIMUM 
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ftNV CHANGES? VES 
CHRNGE PR I OR I TV? NO 
CHRNGE RUN BURST? NO 
CHRNGE SIZE MRKIMUM? VES 
CHANGE IT TO? 8 

CURRENT STRTISTICS RRE : 
-8 PR I OR I TV 

6 RUN BURST 
8K SIZE MAXIMUM 

RNV CHRNGES? NO 

RERDV 

OLD MT0:$BUILD 

RERDV 

COMPILE SV0: BUILD 

RERDV 

OLD MT0:$LOGOUT 

RERDV 

COMPILE SV0: LOGOUT 

RERDV 

OLD MT0:$UTILTV 

RERDV 

COMPILE SV0:UTILTV 

RERDV 

OLD MT0:$INIT 

RERDV 

COMPILE SV0:INIT 

RERDV 

OLD MT0:$SVSCRT 

RERDV 

COMPILE SV0:SVSCRT 

RERDV 

OLD MT0:$PRIOR 

RERDV 

COMPILE SV0: PRIOR 

RERDV 

OLD MT0:fTflLK 

RERDV 

COMPILE SV0:TflLK 

RERDV 

OLD MT0:*flNRLVS 

RERDV 

COMPILE SV0:RNRLVS 

RERDV 

OLD MT0:*SVSTRT 

RERDV 

COMPILE SV0:SVSTRT<40> 

RERDV 

OLD MT0:$UMOUNT 

RERDV 

COMPILE SV0:UMOUNT 

RERDV 

OLD MT0:$QUOLST 

RERDV 

COMPILE SV0:QUOLST 

RERDV 

OLD MT0:$ERRCPV 

RERDV 

COMPILE SV0:ERRCPV 

RERDV 
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OLD riT0:$ERRDI£ 

REflDV 

COMPILE SVS:ERRDIS 

REflDV 

OLD MTeitERRDIl 

RERDV 

COMPILE SV0:ERRDI1 

REflDV 

OLD t1T0:$ERRCRS 

REflDV 

COMPILE SV0:ERRCRS 

REflDV 

OLD MT0:$SHUTUP 

REflDV 

r- ri M ri T 1 r r- ii «■ . j— 1 1 1 1 ^ ■ ■ ^. 

REflDV 

OLD MT0:*EDIT 

REflDV 

COMP I LE SV0 : ED I TC40> 

REflDV 

OLD MT0:$EDITCH 

REflDV 

COMPILE SV0 : EDITCH<:40> 

REflDV 

OLD MT0:$BflCKUP 

REflDV 

COMPILE SV0:E:flCKLiP 

REflDV 

OLD MTe.fBRCKDI-: 

REflDV 

COMPILE SV0:BflCKDK 

REflDV 

OLD MT0:$ODT 

RERDV 

COMPILE SV0:ODT 

REflDV 

OLD MT0:$PIP 

REflDV 

COMPILE SV0:PIP<40> 

REflDV 

OLD MT0:$DSKINT 

REflDV 

COMPILE SV0:DSKINT 

REflDV 

OLD MT0:$DOE:PIP 

REflDV 

COMPILE SV0 : DOSPIP<:40"> 

REflDV 

OLD MT0:$DIRECT 

REflDV 

COMPILE £V0: DIRECT 

REflDV 

OLD MT0:$COPV 

REflDV 

COMPILE SV0:COPV<:40> 

REflDV 

OLD MT0:$FILCOM 

REflDV 

COMPILE SV0:FILCOM<:40> 

REftC^ 
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OLD riT0;*MONEV 

REflDV 

COMPI LE SV0 : riONEV'<40> 

REflDV 

OLD MT0:$GRIPE 

REflDV 

COMPILE SV0; GRIPE 

REflDV 

OLD MT0:$REflC.T 

REflDV 

COMPILE 5V0: REACT 

REflDV 

OLD MT0:$TTVSET 

REflDV 

COMPILE SV0:TTVSET 

REflDV 

OLD MT0:$PLEftSE 

REflDV 

COMPILE SV0: PLEASE 

REflDV 

OLD MT0:$INLISE 

REflDV 

COMPILE SV0:INUSE 

REflDV 

OLD MT0:*RESEQ 

REflDV 

COMPILE SV0:RESEG!<40> 

REflDV 

OLD MT0:«:CREF 

REflDV 

COMPILE SV0:CREF<:40> 

REflDV 

RUN PIP 

PIP - RSTS V05C-01 SVSTEM TEST 

#SV0: NOTICE. TXT<40><MT0 : NOTICE TXT$/Ffl 

#SV0:HELP . TXT<40><MT0:HELP . TXTf/Ffl 

#SV0: START . CTL <:MT0: START . CTL*/Ffl 

#SV0: CRASH CTL <MT0: CRASH . CTLf/FA 

»SV0:ACCT . SVS <:MT0:ftCCT . SVS«:/FA 

#SV0 : TTVSET. SPD <:MT0 : TTVSET. SPD<:/FA 

#SV0:PIP . TXT<40><MT0:PIP . TXT$/FA 

»SV0:ERRDIS. HLP <MT0:ERRDIS. HLPf/FA 

#SV0:RESEe . DOC<:40><CMT0 : RESEQ . DOC*:/Ffl 

#SV0:CREF . DOC<40><:mT0 : CREF . DOC*/FA 

#SV0 : BACKaiP. TKT<40><MT0 : <:E.'ACKUP TKT/FA 

#=BACKUP. BAC<C222>/RE 

#=BACt<DK. BAC<2:<2>/RE 

#=DIRECT. BAC<C232>/RE 

#=TALK . BAC<222>/RE 

#=SVSTAT. BAC<2:<2>/RE 

#=UMOUNT. BAC<222>/RE 

#=QUOLST. BAC<:2i:2>/RE 

#=GRIPE . BAC<:232>/RE 

#=TTVSET. BAC<:2:<2>/RE 

#=PLEftSE. BAC<:222>/RE 

#=INUSE . BAC<:222>/RE 

tt-C 

READV 

RUN UTILTV 

'UTILTV SVSTEM UTILITV PROGRAM 
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? LOGINS 
'' EXIT 

REflDV 

"C 

REflDV 

HELLO 

RSTS V05C-01 SVSTEM TEST JOB 2 Ei. 2D KB© 2=;-.Tflh4-?=i ec ■ ;■=; 
JOB<S> 1 ARE DETACHED UNDER THIS ACCOUNT 
JOB NUMBER TO ATTACH TO? i 
ATTACHING TO JOB 1 

BUILD COMPLETE 

READV 



Execution of the commands in the BUILD. CTL file takes between 2 5 
and 3 5 minutes. The tape rewinds several times at the beginning of 
the procedure but does not rewind after the statement OLD MT0:LOGOUT$. 
Multiple copies of some programs are on the tape to reduce the number 
of rewinds required. 

The end of execution is signalled by the messages BUILD COMPLETE 
and READY. Do not rewind or move the tape in any way. If the user is 
not including files from the SPLER.CTL and RJ278)EI.CTL file sets on his 
system, he need not build any more files and can proceed to Section 
4.3 to create the ASCII text and message files. Proceed to Section 

4.2.1.2 to build the spooling programs and files or skip to Section 

4.2.1.3 to build the RJ278jZf program. 
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4.2.1.2 Building the Large Programs, SPLER.CTL - Building the pro- 
grams from the SPLER.CTL file requires a user job area larger than 8K 
words as described in Section 4.1.2. To continue building the library, 
leave the magtape at its current position and type the following com- 
mand. 

RUN $BUILD 

If the magtape is moved, the system rewinds the magtape before search- 
ing for the first file (SPLER.CTL). The above command runs the BUILD 
program from the system disk and leaves the tape at its current posi- 
tion. 

The program prints the following two lines. 

SYSTEM BUILDER 
SYSTEM BUILD? NO 

Type NO in answer to the SYSTEM BUILD question. BUILD continues with 
the following questions. 

AUXILIARY BUILD DEVICE? MT0 
CONTROL FILE IS? SPLER.CTL$ 



Type MTJ2I (omit the colon) as the device and type SPLER.CTL$ to specify 
the correct control file. BUILD begins executing the commands in the 
file SPLER.CTL. The complete console printout of the entire procedure 
is shown below. 

RUN f BUILD 

SYSTEM BUILDER 

SVSTEM BUILD? NO 

FlUJ<ILIflRV BUILD DEVICE? MTG 

CONTROL FILE IS? SPLER. CTLf 

"C 

HELLO 

RSTS V05C-0i SVSTEM TEST JOB 2 KB© 25-JRN-75 02:26 

# 1 / 2 

PASSWORD : 

.JOB<S> 1 ARE DETACHED UNDER THIS ACCOUNT 

JOB NUMBER TO ATTACH TO? 

1 OTHER USER<S> ARE LOGGED IN UNDER THIS ACCOUNT 

READV 

'**:+:***+•.».■*:*• SPLER.CTL " LARGE PROGRAM BUILD 
OLD MT0:$CHARS 



March 1975 , ,^ 

4-16 



REflDV 

COMPILE SVGi:CHflRS 

REflDV 

RUN CHARS 

REflDV 

OLD MTO-fQUE 

REflDV 

COMPILE SV0:G!LIE 

REflDV 

OLD MT0:$G!LIEMflN 

REflDV 

COMPILE SVenQLIEMftN 

REflDV 

OLD MT0 : $SPOOL 

REflDV 

COMPILE SVO: SPOOL 

RERDV 

OLD MT0:$BflTCH 

REflDV 

COMPILE SV0: BATCH 

REflDV 

OLD MT0:$RUNOFF 

REflDV 

COMPILE SV0: RUNOFF 

READV 

OLD MT0:*VT5DPV 

REflDV 

COMPILE SV0:VT5DPV 

REflDV 

OLD MT0:$SHUTUP. SPL 

RERDV 

COMPILE SV0:SHUTUP 

RERDV 

OLD MT0:$ERRDIS. SPL 

REflDV 

COMPILE SV0:ERRDIS 

READV 

KILL "ERRDIl. BAC" 

READV 

RUN $PIP 

PIP - RSTS V05C-01 SVSTEM TEST 

#SV0: START . CTL < MT0 : fSTRRTi CTL 

»SV0: CRASH .CTL < MT0:fCRflSHi CTL 

#SV0 : RUNOFF. DOC<40>< f1T0:$RUNOFF DOC 

#SV0 : RUNOFF. RNO<40><: MT0:$RUNOFF RNfi 

#=QUE . BAC<£22>/RE 

#=RUNOFF. BAC<2j:2>/RE 

#=VT5DPV. BACC232>/RE 

#"C 

READV 

HELLO 

RSTS V05C-01 SVSTEM TEST JOB 2 [1.2] KB0 25-JflN-75 02-44 
JOB<S> 1 ARE DETACHED UNDER THIS ACCOUNT 
JOE NUMBER TO ATTACH TO? 1 
ATTACHING TO JOB i 

BUILD COMPLETE 

READV 
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Completion of the procedure is signalled by the BUILD COMPLETE 

message. To build the RJ27 8j2f program, proceed to Section 4.2.1.3; 

otherwise, proceed to Section 4.3 to create the ASCII text and mes- 
sage files. 

4-2.1.3 Building t he RJ278J2( Program, RJ278jg(.CTL - To build the RJ278J 
program, run BUILD from disk again and specify the RJ2780.CTL file 
as shown in the following sample printout. This procedure can be per- 
formed only if the system includes the RSTS/2780 software and the job 
area is at least IjZfK words. 



RUN BUILD 

SVSTEM BUILDER 

SYSTEM BUILD? NO 

flUKILIflRV BUILD DEVICE? MT© 

CONTROL FILE IS? RJ2780. CTL 

"C 

HELLO 

RSTS V05C-0 SVSTEM TEST JOB 2 KBS 2?=;-.TRN-7"=i 02 • 46 

# 1 / 2 

PASSWORD: 

JOB<S:> 1 RRE DETACHED UNDER THIS ACCOUNT 



REflDV 

! xc,K,ic>tc )•<>«< 4: >»c4(>»c RJ2780. CTL - RJ2780 PROGRAM 

OLD MT0:$RJ2780 

REflDV 

COMPILE SV0:RJ2780 

REflDV 

RUN *PIP 

PIP -RSTS V05C-01 SVSTEM TEST 

#=RJ2780. BAC<:232>,'RE 

READV 

HELLO 

RSTS V05C-0i SVSTEM TEST JOB! C i. 2 3 KB© 25-JAN-75 02 48 
JOB<S> 1 ARE DETECHED UNDER THIS ACCOUNT 
JOB NUMBER TO ATTACH TO? i 
ATTACHING TO JOB 1 

BUILD COMPLETE 

READV 

The SPLER build procedure takes approximately 15 minutes. The tape 
does not rewind. 
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The RJ2780 procedure takes approximately two minutes. 

Completion of the procedure is signalled by the BUILD COMPLETE 
message. Proceed to Section 4.3 to create the ASCII text and message 
files. 
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4.2.2 Building the System Library from Disk Cartridge 
Perform the following steps. 

Mount the copy of the system library disk cartridge 
labelled DEC-11-ORSLA-C-HA SYSTEM LIBRARY AND RELIABILITY 
DECPACK on a free unit. 

Place the LOAD/RUN switch on the drive to its RUN 
position and ensure that the READY indicator comes 
on. 

Depress the WR PROT switch so that the WR PROT in- 
dicator goes off. 

At this point, the user must type in the following BASIC-PLUS program 
to logically mount the disk cartridge on the system. First, type the 
NEW MOUNT command to clear memory, after which the system prints READY 
After entering the program, type the RUNNH command to execute it. 

NOTE 

When entering the statement at line num- 
ber 50, replace <UNIT NUMBER> with the 
number of the drive being used. For ex- 
ample, if drive 1 is used, type the fol- 
lowing . 

50 M%(25%) = 1 

The entire procedure is as follows. 
NEW MOUNT 
RERDV 

10 DIM M;io:0;;> 

20 CHANGE £V£<CHR<:<:6;i>+CHR|:<-i0-i> + "SVSLIE:") TO Ml-i 

! GET THE PftCK ID IN RflDIX-50 

1.& m:<Qy.>=26}i : n>i<:v/.>=ey. -. ny.(.2>:y=i.K 

40 M;i<2;o=0^; : n'/:<2i.y.>=e&K -. m:(.24'/:->=75y. 

50 M;^<25K>=<UNIT NUME:ER> 

' REPLACE <UNIT NUME!ER> WITH flCTURL UNIT ON 
! WHICH DISK IS RUNNING. 

60 \^y.<26>iy=255y: 

! SET UP FOR THE MOUNT SVS FUNCTION 
70 CHANGE M;-i TO M* 
80 M$ = SVS<;Mf> 

! MOUNT THE DISK 
90 END 

RUNNH 

READV 
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If any errors occur , perform the' following recovery procedures. 

a) Ensure that the drive unit is READY and is write 
enabled. 

b) Type the LISTNH command and check each line of the 
program to ensure each is exactly correct. For more 
information on inputting and editing BASIC-PLUS pro- 
grams, see Sections 2.2.2 through 2.2.5 of the RSTS-11 
System User's Guide . 

If no errors are found by performing steps a and b above, retry the 
entire procedure several times. If possible, try different drive 
units and replace line 50 with the proper unit number. If the error 
persists, the drive heads may require alignment. 

4.2.2.1 Building the General System Library, BUILD. CTL - The BUILD. CTL 
file must be executed on all systems. For the purposes of example, 
drive unit 1 is used in all commands. Wherever DKl appears in the 
examples, substitute the device designator of the drive unit on which 
the disk cartridge is mounted. Type the following command to run the 
BUILD program from the proper disk cartridge. 

RUN DKl: BUILD $ 

BUILD prints the following lines: 

SYSTEM BUILDER 
SYSTEM BUILD? ,YES 
SYSTEM BUILD DEVICE? DKl 



Type YES in answer to the SYSTEM BUILD question and type the proper 
device designator (omit the colon) to specify the drive unit in re- 
sponse to the SYSTEM BUILD DEVICE question. The unit number must be 
included since DK alone refers to the system device and DKjZf refers to 
unit of the RK drives. The BUILD program begins executing commands 
in the BUILD. CTL file. The printout for the program and the guidelines 
for completion time are the same as that given in Section 4.2.1.1 ex- 
cept that MT0 is replaced by the disk drive designator. Upon comple- 
tion of the procedure, proceed to Section 4.2.2.2 to build spooling 
library programs, to Section 4.2.2.3 to build the RJ2780 program, or 
to Section 4.3 to create the ASCII text and message files. 
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4.2.2.2 Building the Large Programs, SPLER.CTL - Building the pro- 
grams from the SPLER.CTL file requires a user job area larger than 
8K words as described in Section 4.1.2. To continue building the 
library, type the following command. 

RUN $ BUILD 

The program prints the following lines. 

SYSTEM BUILDER 
SYSTEM BUILD? NO 



Type NO in answer to the SYSTEM BUILD question, after which BUILD 
prints, in turn, the following questions. 

AUXILIARY BUILD DEVICE? DKl 
CONTROL FILE IS? SPLER.CTL$ 



Type the proper device designator (omit the colon) and type SPLER.CTL$ 

to specify the correct control file. BUILD begins executing commands 

in the file and prints messages similar to those given in Section 4.2.1.2 

When the procedure is completed, proceed to Section 4.2.2.3 to 
build the RJ2780 program or to Section 4.3 to create the ASCII text 
and message files. 

4.2.2.3 Building the RJ2780 Program, RJ278JZ(.CTL - To build the RJ278)2I 
program, run BUILD again, specify the proper auxiliary device, and 
specify RJ278J2I.CTL as the control file. This procedure must be per- 
formed if the system includes the RSTS/2780 isoftware. The job area 
must be at least lj2fK words. The entire procedure is similar to that 
shown in the sample printout of Section 4.2.1.3 except that the proper 
device designator replaces MTjZf. Upon completion, proceed to Section 
4.3 to create the ASCII text and message files. 
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4.2.3 Building the System Library from DECtape 
Perform the following steps: 

Mount the DECtape reel labelled DEC-11-ORSCA-C-UAl, 
SYSTEM LIBRARY TAPE, on drive unit 0. 

Mount DECtape reel labelled DEC-11-0RSCA-C-UA2 , 
SYSTEM LIBRARY TAPE, on drive unit 1. 

Set the WRITE ENABLE/WRITE LOCK switch on drive 
and drive 1 to its WRITE LOCK position. 

Set the REMOTE/OFF/LOCAL switch on drive and 
drive 1 to its REMOTE position. 

The tape mounted on unit J2f contains BUILD. CTL. The tape mounted on 
unit 1 contains the SPLER.CTL and RJ2 780.CTL files. Ensure that the 
correct tapes are mounted before proceeding. 

4-2.3.1 Building the General System Library, BUILD. CTL ~ The BUILD. CTL 
file must be executed on all systems. Type the following command to 
execute the BUILD program from DECtape. 

RUN DT0: BUILD 

BUILD runs from the DECtape and prints the following lines: 

SYSTEM BUILDER 
SYSTEM BUILD? YES 
SYSTEM BUILD DEVICE? DT0 



Type YES in response to the SYSTEM BUILD question and type DT0 (omit 
the colon) in response to the subsequent SYSTEM BUILD DEVICE question. 
The BUILD program begins executing commands from the BUILD. CTL file. 
The entire procedure takes approximately 45 minutes. The printout for 
the program is similar to that shown for magtape in Section 4.2.1.1 

Upon completion of the procedure, BUILD prints the BUILD COMPLETE 
and READY messages. Go to Section 4,2,3,2 to^m^i Id spooling library 
programs, to Section 4.2.3.3 to build the RJ2780 programs, or to Sec- 
tion 4.3 to create ASCII text and message files. 
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4.2.3.2 Building the Large Programs, SPLER.CTL - Building the programs 
from the SPLER.CTL file requires a user job area larger than 8K words 
as described in Section 4.1.2. To continue the build procedure, use 
the system library DECtape mounted on unit 1. 

Type the following command to start the procedure. 

RUN $BUILD 

BUILD prints the following lines: 

SYSTEM BUILDER 
SYSTEM BUILD? NO 



Type NO in response to the SYSTEM BUILD question, after which BUILD 
prints, in turn, the following questions. 

AUXILIARY BUILD DEVICE? DTI 
CONTROL FILE IS? SPLER.CTL 



Type DTI (omit the colon) as the device designator and type SPLER.CTL 

to specify the correct control file. BUILD runs and prints messages 

similar to those shown in Section 4.2.1.2 for magtape. The entire pro- 
cedure takes approximately 25 minutes. 

When the BUILD COMPLETE and READY messages appear, proceed to Sec- 
tion 4.2.3.3 to build the RJ278/2( program or to Section 4.3 to create 
the ASCII text and message files. 

4.2.3.3 Building the RJ278j;f Program, RJ2780.CTL - Note that the RJ278^ 
program must be installed only if the system includes the RSTS/278JZ( 
software. The job area must be at least IjZfK words. 

Execute the BUILD program again as described in Section 4.2.3.2 
but type RJ2780.CTL to specify the control file. The complete proce- 
dure is summarized in the following sample printout. 

RUN $BUILD 
SYSTEM BUILD 
SYSTEM BUILDER? NO 
AUXILIARY BUILD DEVICE? DTI 
CONTROL FILE IS? EJ2W0 . CTL 
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BUILD runs and prints messages similar to those shown for magtape in 
Section 4.2.1.3. The procedure takes only a few minutes. When the 
BUILD COMPLETE and READY messages appear, proceed to Section 4.3 to 
create the ASCII text and message files. 
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4.3 CREATING THE ASCII TEXT AND MESSAGE FILES 

After the BUILD program terminates, remove the tape or disk car- 
tridge containing the system library files and ensure that it is 
stored in a safe place with the remainder of the RSTS/E kit. 

NOTE 

For disk cartridge distribution, run the 
UTILTY program and execute the DISMOUNT 
command to dismount the system library 
cartridge. 

At this point in the process of building the system library, run the 
PIP system program and create the required ASCII text files. (For 
information concerning the use of PIP, refer to Section 4.4 of the 
RSTS-11 System User's Guide.) The subsequent sections describe the 
procedures to follow when building the ASCII text files and contain 
references to further descriptions of the use and contents of the files, 
Editing conventions for the use of the RUBOUT key and CTRL/U as de- 
scribed in Section 2.2.3 of the RSTS-11 System User's Guide apply when 
using the PIP system program. 

4.3.1 System Message File NOTICE.TXT 

The file NOTICE.TXT is printed when a user is successfully logged 
into the system as described in Section 2.1.2 of the RSTS-11 System 
User's Guide. In this manner, the system manager can relay to the 
user information concerning operation of the installation or changes 
or additions to the system. Prior to creating his own NOTICE.TXT file, 
the system manager can print the sample file in the library on the 
console printer. 

RUN PIP 

PIP - RSTS V05C-01 SYSTEM #880 

£KB : /PA<NOTICE . TXT ' " 

WELCOME TO RSTS/E T IME SHAPING 
# _ 
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A tailored NOTICE. TXT file can be created and can replace the sample 
file by imitating the following sample procedure. 



#_SY0 : NOTICE , TXT< 40>< KB : /FA 
WELCOME TO RSTS/E SYSTEM%880 
HOURS OF OPERATION ARE: 

MON-PRI 0800 TO 1700 HOURS 
SAT-SUN ON REQUEST 

TRANSMIT USER COMMENTS VIA THE GRIPE 

SYSTEM PROGRAM 

+Z 



The +Z at the end of the text file is necessary. it is the result of 
typing the CTRL/Z ^ combination and signals the end of the ASCII text, 
closes the file properly and returns control to PIP as indicated by 
the # character being printed again. The system manager can update 
the file as needed. 

4.3.2 System Help File HELP. TXT 

The file HELP. TXT is printed when a user types HELP at a logged- 
out terminal as described in Section 2.1.4 of the RSTS-11 System User's 
Guide. The user can print the sample file stored in the system library 
by typing the following command string. (The example assumes that PIP 
is still running from the previous procedures . ) 

#KB:/PA<HELP.TXT 

TO GET ON-LINE AND USE RSTS/E. FOL LOW THE 

INSTRUCTIONS FOUND IN CHAPTER 2 OF THE 

RSTS-11 SYSTEM USER'S GUIDE.' 

w ——— . . 



If the text is satisfactory, but the system manager wishes to add some 
local information, he can use the append feature of PIP, delete the old 
file and rename the new file. 

#SY0:NEW.TXT<HELP.TXT,KB:/FA 

CONTACT MR. JONES FOR A PROJECT-PROGRAMM ER 

NUMBER fl N^i PAS "^ W'^i'T^ ~ ~ 

Tz ^.^^^.^....^li^ 

#HELP.TXT/DE 

#SY0 : HELP . TXT< 40> =NEW . TXT/RE 

# 



See the description of control characters in Chapter 3 in the RSTS-11 
System Us er's Guide and of CTRL/Z in Section 9.5 of the BASIC-PLUS Lan- 
guage Manual . — 
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The sample HELP. TXT file can be replaced by using a command string 
similar to the one shown in Section 4.3.1. 

4.3.3 Control Files START. CTL and CRASH. CTL 

Two control files are required by the INIT system program when- 
ever the RSTS/E system is initialized. The use and content of both 
of these files are explained in Section 6.1. The procedures described 
here show how to print the sample files and how to replace the sample 
files with versions created to suit the needs of the local installa- 
tion. 

It is essential that these files contain the information required 
to properly initialize the system for time sharing operations. Before 
the system manager attempts to modify or replace the contents of the 
example files, it is highly recommended that he thoroughly familiarize 
himself with the concepts presented in Section 6.1. 

#KB:/FA<START.CTL, CRASH. CTL 

(Both files are printed.) 
#SY0 : START . CTL<KB : /FA 

(Type new version.) 
fZ 
#SY0 : CRASH . CTL<KB : /FA/UP 

(Type new version.) 
+Z 



As a result of following the above procedures, the sample files in the 
system library are replaced by versions the user enters. 

4.3.4 Terminal Speed Characteristics File TTYSET.SPD 

The system manager must create the terminal speed characteristics 
file TTYSET.SPD. Its use and contents are explained in Section 6.7.1. 
An entry in TTYSET.SPD must be created for each local or remote line 
which allows a variable baud rate. The following sample dialogue shows 
how to print the sample file in the library and how to replace the 
sample file with the new version. 

#_KB:/FA<TTYSET.SPD 

(The sample file is printed.) 

#SY0 : TTYSET . SPD<KB : /FA 
(Type new version) 
fZ 

± 
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As a result of following the above procedure, the sample file in the 
system library is replaced by the new version. 

4.3.5 Standard Account File ACCT.SYS 

As a convenience, the REACT system program is designed to create a 
large number of user accounts automatically. To accomplish this, 
the system manager must create the ACCT.SYS file in the system li- 
brary. The contents of the ACCT.SYS file are explained in Section 
6.4.3. A sample of ACCT.SYS is created by the BUILD program. This 
sample file can be printed and replaced by performing the following 
procedures. (It is suggested that, at this time, the system manager 
make entries in ACCT.SYS to create a privileged and a non-privileged 
account for himself.) 

#KB:/PA<ACCT.SYS 

(The sample file is printed.) 
#SY0 : ACCT .SYS<KE : /FA 

(Type new version.) 

+Z 

£fZ 

READY 



The new version of ACCT.SYS replaces the sample ACCT.SYS in the system 
library and the PIP system program run is terminated. Proceed to 
Section 4.4 to create the user accounts. 
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4.4 CREATING USER ACCOUNTS 

The system manager can run REACT and use the STANDARD function to 
create the user accounts in the MFD of the system disk. The explana- 
tion of REACT is given in Section 6.4. The following procedures de- 
scribe the method used to create the user accounts from information in 
the ACCT.SYS file. 

RUN REACT 

'REACT' SYSTEM ACCOUNT MANAG ER 

FUNCTION?" STANDARD 

ALL ACCOUNTS IN $ACCT.SYS ARE NOW ENTERED 

FUNCTION? TZ~ 

READY 



REACT prints an identification message and a request for a function. 
Type STANDARD or S and the REACT program creates user accounts from 
information in the ACCT.SYS file. When the standard function is com- 
pleted, an advisory message is printed and the FUNCTION request re- 
printed. Type CTRL/Z (+Z) to terminate REACT. 

At this point, the system disk is built and the RSTS/E system 
is fully operational. It is suggested that the system manager shut 
down the system as described in Section 6.2 and restart it to test 
the new START. CTL file. 
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CHAPTER 5 

SYSTEM OPERATION, SYSTEM ACCOUNTS, AND PRIVILEGE 

This Chapter describes halt, bootstrap and restart procedures, 
system accounts, and privilege program and account status on RSTS/E. 

5.1 HALTING THE RSTS/E SYSTEM 

A halt in the RSTS/E system is caused by an orderly occurrence 
of events or by randomly setting the CPU console HALT/ENABLE switch 
to its HALT position. The PDP-11/45 is considered in a halt state 
when both the RUN and PAUSE indicators on the CPU console panel are 
not lit. Otherwise, the CPU is running. For the PDP-ll/4j2f, consult 
the following chart to determine the state of the CPU based on the 
condition of the Console Status Lights. 



Condition 



RUN 
light 



OFF 
OFF 
ON 
ON 



CONSOLE 
light 



OFF 
ON 
OFF 
ON 



Meaning 



CPU is powered down or bus is hung, 
Impossible or bus is hung 
CPU is running 
CPU is halted 



The SHUTUP program described in Section 6.2 shuts down the RSTS/E 
system in an orderly fashion. SHUTUP eventually halts the CPU at ad- 
dress 54. The program ensures that all files are properly closed and 
that system accounting information is accurately updated. The halt 
leaves the program counter loaded in such a fashion that depressing 
the CONT switch on the CEU console panel -causes t4ie RSTS/E initializa- 
tion code to be bootstrapped into memory from the RSTS.CIL file stored 
on the system disk. 
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Halting RSTS/E by moving the HALT/ENABLE switch on the CFU con- 
sole panel to its HALT position is dangerous. Clean-up operations 
may not be completed; disk storage allocation tables and file direc- 
tories may be left in obsolete states; file data can consequently be- 
come corrupted; and accounting information may be lost. The only way 
to recover from such a disorderly halt and to salvage possible vital 
file information is to raise the HALT/ENABLE switch back to its ENABLE 
position before any other action is taken, to depress the CONT switch, 
and thereby to return the RSTS/E system to the state in which it was 
before the random halt occurred. 

5.2 STARTING UP RSTS/E: BOOTSTRAPPING RSTS/E INTO MEMORY 

Starting up RSTS/E is a two step operation. The first step re- 
quires loading the RSTS/E initialization code into memory and the sec- 
ond step involves using one of the RSTS/E initialization options. 
This section describes the ways that the RSTS/E disk can be boot- 
strapped into memory. Chapter 3 describes and explains the RSTS/E 
initialization options. 

The initialization code in RSTS/E exists in the system file 
RSTS.CIL on the system disk. The code is once-only code, which is 
loaded into the lower 28K words of memory and overlaid after its exe- 
cution by system and user programs. The following sections describe 
the ways that initialization code can be bootstrapped into memory. 

5.2.1 Bootstrapping RSTS/E via a Hardware Bootstrap Loader 

The procedures to follow when bootstrapping RSTS/E depend on the 
type of hardware bootstrap loader and the type of disk used as the 
system device. The following steps explain the procedure. 

a) Make sure that the system disk is physically mounted on 
disk unit 0. (This does not apply if the system disk 
is an RF type disk.) 

b) Make sure that the system disk is READY and is set to 
WRITE ENABLE. 

c) Ensure that the console terminal is on line. 

d) Refer to Appendix F for the proper bootstrap operation. 



March 1975 5-2 



When the initialization code is loaded, it prints the system 
header and installation name followed by the OPTION: message. If 
no messages appear after performing the bootstrap procedure, ensure 
that the console terminal is on line and retry the bootstrap proce- 
dure. If the initialization code prints the message FATAL ERROR 
OCCURRED DURING CILUS PHASE, chances are the system disk is WRITE 
PROTECTED. To recover, write enable the disk and retry the bootstrap 
procedure. 

If the automatic restart facility is to be enabled, set the CPU 

Switch Register to 777777: that is. all ^wi i-c>^'=»= =>->-o -:- ^>-<= — - 

tion. The automatic restart facility remains enabled as long as the 
CPU Switch Register remains set to 777777. If any switch between 
positions 15 and J2f is set to its position (that is, to its down 
position) , the automatic restart facility is disabled for the duration 
of this condition. 

This method of bootstrapping the initialization code is independ- 
ent of any previous contents of memory and requires only that the sys- 
tem image be the first Core Image Library (CIL) module in the CIL file 
and that a special bootstrap routine reside in the first 256 words of 
the system disk. The RSTS.CIL file can never be moved from its place 
on the system disk. These conditions apply on all RSTS/E systems. 

5.2.2 Bootstrapping RSTS/E After a System Halt 

If the RSTS/E system halts as a result of the SHUTUP program be- 
ing run or as a result of a catastrophic error or system crash, the 
halt address is always 54. The address lights indicate 56 in such a 
case, since the program counter contains the address of the next se- 
quential instruction. (See Section 5.3.1 for a description of catas- 
trophic errors and system crashes.) The manner in which the user re- 
covers in such a situation depends upon his configuration and the 
results he wants. The alternatives are described in the following 
two sections. 

5.2.2.1 Requesting a Memory Dump and Automatic Restart - If the RSTS/E 
system halts at address 54 and the crash dump facility was enabled at 
the start of time sharing operations, the user can request a memory 
dump and automatic restart. The following procedures prescribe the 
steps to accomplish a memory diimp and autbmaitic restart. 
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a) Ensure that the CPU is in a halt state as described in 
Section 5.1. 

b) Ensure that the CPU HALT/ENABLE switch is set to its 
ENABLE position. 

c) Set the CPU Switch Register to J2f0i2f052. 

d) Depress the CPU LOAD ADRS switch. 

e) Set the CPU Switch Register to 777777. 

f) Depress the CPU START switch. 

After RSTS/E starts from address 52, it checks to determine if the CPU 
Switch Register is set to 777777. If the Switch Register is set to 
777777, the system writes the contents of all critical memory into 
the CRASH. SYS file and proceeds immediately to a loader routine which 
causes the RSTS/E initialization code to be bootstrapped into memory 
from the system disk in the special automatic restart mode described 
in Section 5.3.2. 

If the crash dump facility was enabled at the start of time shar- 
ing operations but, after starting from address 52, the system finds 
the Switch Register set to something other than 777777, a halt immedi- 
ately occurs again at address 54. if the crash dump facility was not 
enabled at the start of time sharing operations, the system halts im- 
mediately at address 54, and the user, to recover, can follow the pro- 
cedures described in Section 5.2.2.2. 
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5.2.2.2 Requesting an Initialization Option - If the RSTS/E system 
halts at address 54, the user can bootstrap the initialization code 
in the normal start up mode. The procedures to request an initializa- 
tion option are as shown below. 

a) Ensure that the CPU is in a halt state as described in 
Section 5.1. 

b) Ensure that the CPU HALT/ENABLE switch is set to its 
ENABLE position. 

c) Set the CPU Switch Register to 000050. 

d) Depress the CPU LOAD ADRS switch. 

e) Depress the CPU START switch; it returns automatically. 

Control is passed to the initialization code, which prints the system 
installation name followed, on the next line, by the OPTION query. 
See Section 3.1 for the valid responses to the OPTION query. If 
the system halts at address 54 as a result of the SHUTUP system 
program being run or as a result of the Switch Register being set to 
something other than 777777 when the crash dump facility was enabled 
and a catastrophic error or system crash occurred, the same results 
as described above can be produced by simply depressing the CONT 
switch on the CPU console panel. 

5.2.3 Bootstrapping RSTS/E from ROLLIN 

If the stand-alone program ROLLIN is in memory and if the RSTS/E 
system disk is physically mounted, in the READY condition and in the 
WRITE ENABLE condition, the RSTS/E system can be bootstrapped 
into memory. The user can refer to Chapter 4 of the PDP-11 ROLLIN 
Utility Program document, DEC-11-OROAA-B-D, for the correct command 
and procedure. After RSTS/E is bootstrapped into memory, it prints 
the system installation name on the console keyboard printer followed, 
on a second line, by the OPTION query. See Section 3.1 for the valid 
responses to the OPTION query. 

5.3 AUTOMATIC RECOVERY AND RESTART FACILITIES 

5.3.1 Nature and Causes of Catastrophic Errors and System Crashes 

A catastrophic error or a system crash is an error-trap to vector 
4 or vector 10. (See Section 2 . 7 on Processor Traps in either the 
PDPll/40 Processor Handbook or the PDPll/45 Processor Handbook. See 
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Section 5.3.2 below for the distinction between catastrophic error 
and system crash.) Such traps can be caused, for example, by referring 
to a nonexistent (or non-responding) UNIBUS address (bus time-out 
trap) , by referring to an odd address with an instruction that requires 
a word address, or by attempting to execute a reserved or nonexistent 
instruction. 

Catastrophic errors and system crashes, therefore, can be due to 
any of four types of problems: (a) configuration errors, (b) privileged 
account programming errors, (c) hardware malfunctions, and (d) system 
software malfunctions. Each of these is discussed individually below. 

5.3.1.1 Configuration Errors - If the software configuration and the 
hardware configuration do not correspond exactly, bus time out traps 
occur whenever the software attempts to address a peripheral inter- 
face which, for the software, logically exists but which for the 
hardware does not physically exist. Thus, RSTS/E system software 
must be generated to reflect the actual hardware on which the system 
runs. 

5.3.1.2 Privileged-Account Programming Errors - The RSTS/E system 
software is designed to protect itself against programming errors 
perpetrated under non-privileged accounts. The system itself, upon 
detecting such an error, aborts execution of the potential error and 
reports a corresponding error message to the guilty user. 

The RSTS/E software is vulnerable, however, to certain types of 
errors perpetrated under privileged accounts. By intent and design, 
the system manager (and those to whom he assigns any [1,*3 account) 
have been given extensive powers which are not available under non- 
privileged accounts. Refer to Section 5.5 for a discussion of 
privilege. These powers allow privileged users to modify System 
Library programs or to create utility programs in such a fashion that 
they can access parts of memory. Extreme care must be used when 
programming with privileged SYS system functions. A mistake can cause 
the system to take an error trap. 

5.3.1.3 Hardware Malfunctions - Hardware malfunctions can be responsi- 
ble for crashing the system. If unexplainable and random-type system 
crashes or catastrophic errors occur (particularly on systems which 
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hitherto have been functioning well) , it is likely that a hardware 
problem has arisen. In such cases a DEC Field Service Representative 
should be contacted. 

5.3.1.4 System Software Malfunctions - Although every attempt has 
been made to detect and eliminate system software errors, the paths 
and routes which control can take through the RSTS/E software are 
incalculably numerous. It is possible that, given certain conditions 

vector 10. If a problem of this type is discovered (it should be 
reproducible in a defined environment and under defined conditions) , 
a DEC Software Specialist should be contacted. If new problems of 
this type become known, DEC reports them as described on the next to 
last page of this guide. 

5.3.2 Automatic Recovery from Catastrophic Errors and Crash Dump 

Whenever a trap occurs to vector 4 or vector 10 , the system 
distinguishes the trap as one of two categories: it is either (a) a 
catastrophic error which affects only one particular user or (b) a 
system crash for which some software or hardware problem is possibly 
responsible. The handling of system crashes is treated below. 

The handling of catastrophic errors is as follows. The system 
determines which user v/as responsible for the error-trap. It flags 
that user's job with a special code which causes the system to rein- 
itialize that user's job area completely when it is next his turn to 
run. The system prints on that user's terminal the message 

CATASTROPHIC ERROR 
PROGRAM LOST-SORRY 

The reinitialized user is in the same state as he would be if he had 
just logged into the system. The system resumes normal time sharing 
operations. 
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When the system detects a condition from which it cannot recover, 
it performs an automatic restart only if both of two conditions are 
fulfilled: 

a) The crash-dump facility must have been enabled at system 
start up time (possible only when the CRASH. SYS file 
exists) , and 

b) The CPU's Switch Register must currently be set to 777777. 

If either condition is not fulfilled, the system does not take the 
automatic restart path but simply halts at address 54. 

If the system halts at address 54, the operator may choose one 
of two procedures. 

a) He depresses the CPU Console CONTinue switch, which causes 
the system to be bootstrapped into normal system start up 
mode . 

b) The operator starts the CPU at address 52 with CPU Switch 
Register set to 777777 (see Section 5.2.2.2). This causes 
the system first to write the contents of memory onto the 
CRASH. SYS file (provided the crash-dump facility had been 
enabled) and then to be bootstrapped from disk in the special 
automatic restart mode described below. 

If the system takes the automatic restart path, no halt occurs. 
Instead, the system first writes the critical contents of memory into 
the CRASH. SYS file and then bootstraps itself into memory from the 
system disk. After the system has been bootstrapped into memory, 
control jumps to the initialization routines. At this point the 
system recognizes the fact that it was not activated through a normal 
system start up but rather through an automatic restart and con- 
sequently initializes itself in automatic restart mode. If two system 
crashes occur within the same minute (more accurately stated, two 
error-traps within the same minute), the system halts at address 54. 
This protects the system against an infinite loop of error-traps 
caused by some repeating hardware malfunction. 
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5.3.3 Automatic Restart Mode Initialization 

When the system is initialized in automatic restart mode, control 
by-passes all parts of the initialization code which call for operator 
intervention and initializes the system using information already 
stored in memory. The system logs Job 1 into the system on KBO: under 
account [1,2] and causes it to run the System Library program INIT 
beginning at line 100. Since, in automatic restart mode, INIT begins 
at line 100 (rather than at its lowest line number) , it takes direc- 
tions from the CRASH. CTL System Library file (rather than from the 
START. CTL file). The CRASH. CTL file must contain INIT commands which 
perform all operations the system manager considers necessary in the 
case of an automatic restart. See Section 6.1 concerning the control 
of system start up. 

The printout which appears on the console terminal is similar 
in format to the following. Section 6.1 explains why most of these 
lines appear. 

SYSTEM RELOADING ! ! ! 

READY 

SYSTEM INITIALIZATION PROGRAM 

RUN $ERRCPY 

READY 

DETACHING 

As stated at the end of Section 5.3.2, two error- traps within the 
same minute halt the system at address 54. 

5.4 SYSTEM ACCOUNTS 

RSTS/E systems have three system accounts which are integral 
to the operation of the system and have auxiliary accounts for more 
efficient operation of the system. The MFD account [1,1] is used on 
the system device and other disk devices in the system to control 
access. It is described in Section 5.4.1. The system library 
account [1,2] is used by the RSTS/E system to manage a library of 
generally available and restricted use system programs and message 
and control f ileSr — it -is-de^sGriiaed in Se^tioji S»4*2. 



5-9 



system account [0,1] contains RSTS/E Monitor files and routines which 
are critical to the operation of the system. System account [0,1] is 
described in Section 5.4.3. The auxiliary accounts are explained in 
Section 9.1.1 of the BASIC-PLUS Language Manual . 

5.4.1 MFD Account [1,1] on the System Device 

Access to the RSTS/E system is controlled by the use of project- 
programmer numbers and passwords. The system manager, operating 
under his privileged account, creates a new account by the system 
program REACT. The project-programmer number and password of the new 
account are given, along with other information, to allow a user the 
means to access system facilities. 

When a new account is created, the new account information is 
stored on the system device under the MFD account [1,1]. The pass- 
word is stored in packed Radix-50 format. When the new user first 
creates a file, an area is created on the system device which is 
related directly to the user's account (project-programmer number) . 
This area is called the User File Directory or UFD. The UFD contains 
information concerning the files created under that account number. 

The account [1,1] contains a catalog of information of all User 
File Directories on the system and is called the Master File Directory 
or MFD. When a user attempts to gain access to the RSTS/E system by 
giving his account and password, the system program LOGIN runs 
automatically. LOGIN checks the MFD on the system device to determine 
whether the account number and password given compare with one stored 
in the MFD. If so, the user is allowed access to the system. 

Other account information is stored in the MFD for each account 
in the system. This information is summarized in Table 5-1. 

The account information in the MFD is accessed by various system 
programs. The LOGIN system program has already been mentioned. The 
MONEY system accounting program references the accumulated usage 
information. The system manager uses the MONEY system program to read 
and reset usage information. The disk storage information is referenced 
by the LOGOUT system program. The system manager can change the quota 
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Table 5-1 
Account Information Stored in the MFD on the System Device 



Type 


Description 


Explanation 


Identification 


Project-programmer 


Refer to Chapter 9 of 




number (account) 


BASIC-PLUS Language 
Manual . 




Passv7ord 


6 characters stored within 
i. words m Ra<aix— 50 format 


Accumulated 


Central Processor 


Processor time the account 


Usage 


Unit (CPU) time 


has used to date in tenths 




(Run Time) 


of a second. 




Connect time 


Number of minutes the user 




(login time) 


has been connected to the 
system via a terminal or 
remote line. 




Kilo-core-ticks 


Core usage factor. One 




(kefs 


kct is the usage of IK 
words of memory for one 
tenth of a second. 




Device time 


Number of hours and 
minutes of peripheral 
device time the account 
has used. 


Disk Storage 


Quota 


Number of 256-word blocks 
the user is allowed to 
retain at log out time. 



by use of the UTILTY system program. Refer to the descriptions of 
the individual system programs in Chapter 6 for details. 

A facility is provided whereby the system manager can write 
programs which access the information in the MFD. See the description 
of the system function SYS in Chapter 7. 

5.4.1.1 MFD on Other Devices - The system disk exists in what is 
called the public structure. Additional disk devices can be added to 
the public structure and to what is called the private structure. 
Each device that is added to the system also contains its own MFD. 
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The MFD of each additional device is created when the system manager 
uses the initialization option DSKINT. The MFD of any device contains 
account and storage information for that device only. 

The MFD on non-system disks is treated differently from the MFD 
on the system disk. The RSTS/E system allocates space for a user's 
file on the disk in the public structure that has the most free space. 
If the user's account is not in the MFD of that disk with the most 
free space, his account information is added dynamically into the MFD 
of that disk and a UFD is created for the user on that disk. The MFD 
on a disk within the private structure is different. If a user desires 
to create a file on a disk within the private structure, he cannot 
gain access if his account information does not already exist in the 
MFD of that device. The system manager or a privileged user grants 
access to a disk in the private structure by entering the account 
information on the desired disk with the REACT system program. 

The MFD on devices within the public and private structure aside 
from the system device contains its own functional information. The 
information is pack label and account information. 

The pack label information consists of pack cluster size, pack 
status (private or public) , and pack identification (id) . The pack id 
is the 6-character name in Radix-50 format given at the time the disk 
was initialized via the initialization option DSKINT. The pack id is 
utilized whenever the disk is logically mounted via the system 
program UTILTY or via INIT. (A distinction must be made between 
physical mounting and logical mounting. The disk is mounted physically 
by making the hardware ready to use the disk. The disk must be 
mounted logically by the system program UTILTY or from commands in the 
START. CTL or CRASH. CTL files by the INIT system program. The disk 
must also be logically dismounted before it is physically dismounted 
if corrupted disk structures are to be avoided.) 
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5.4.2 System Library Account [If 2] 

The system library account [1,2] is created on the system device 
during the DSKINT operation of building the system disk. During 
subsequent operations of building the system disk, the system 
manager creates the contents of the system library account [1,2] . 
This section describes briefly the contents of account [1,2]. The 
entire content of the account is tabulated in Chapter 4. 

The system library catalogs, as files, system programs which 
are available to general users and to privileged users. It also 
contains text and control files used by system programs. 

For operational purposes, the system library is accessed auto- 
matically during normal system start-up. As a result of specifying 
the START option when RSTS/E is bootstrapped into memory, the console 
keyboard is logged in automatically under account [1,2]. At this time, 
the commands in the file START. CTL, stored under account [1,2], are 
executed by the INIT system program, which is also stored under account 
[1,2]. Unless the system manager desires to add to or modify the 
contents of the system library after the system disk has been built, 
he need not log into the system under account [1,2] . 

For automatic restart purposes, the system library file CRASH. CTL 
is used by the INIT system program when recovering from system 
crashes. When automatic restart mode is entered, the RSTS/E system 
perfoimis actions similar to those described above for normal start-up, 
except that the commands of the system library file CRASH. CTL are 
executed. 

Two files, HELP. TXT and NOTICE.TXT, are provided to supply 
information to the user. The HELP. TXT file is printed automatically 
by the system program LOGIN if a user types HELP at a logged-out 
terminal. The NOTICE.TXT file is printed automatically by the system 
program LOGIN after a user has typed a valid account number and pass- 
word during the log-in procedure. The NOTICE.TXT file provides a 
means by which the system manager can communicate up-to-date instal- 
lation information to users. One other system library information 
f il^r PIP .r TXT r i& printed -out when^ the u^ser types /HELP while- running 
the related system program, PIP. 
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The file GRIPE.TXT is created dynamically when a user runs the 
GRIPE system program. The system manager has read and delete access 
to the GRIPE.TXT file by means of the GRIPE system program. 

The file QUEUE. SYS is the system queue file and contains user 
requests created by the QUE program. The system queue manager program 
QUEMAN creates the file and initializes it. All spooling programs 
running on the system receive their requests from the QUEUE. SYS file 
through the QUEMAN program. 

The ERRLOG.FIL file contains a history of hardware errors logged 
on the RSTS/E system. The ERRCPY program transfers the error data 
from monitor storage to the file ERRLOG.FIL. The system manager gains 
information on its contents and deletes its contents by running the 
ERRDIS system program. 

5.4.3 System Account L)2f/lJ on the System Device 

The system account [0,1} , like the system library account, is 
created on the system device during the DSKINT operation of building 
the system disk. Account [j3flj has a password identical to the 
pack id, and it contains name and retrieval information for system 
files. Account Lj^flJ is used solely by the RSTS/E Monitor to 
execute various operational and control actions. In this respect, 
it is a direct access account for use by the RSTS/E Monitor, and no 
user need be concerned with referencing its contents. This section 
describes the contents of the account in order to familiarize the 
system manager with the internal operations of the RSTS/E system. 

The system manager creates and organizes the files stored under 
account |_^#lj when he builds the system disk and uses the REFRESH 
option. The possible contents of account L^^lJ are presented for 
reference in Chapter 3 and described in the following paragraphs. 

The file SATT.SYS is the mechanism by which RSTS/E controls 
the allocation and deallocation of storage space for the disk. 
The file maps the entire space on the disk in a bit map table called 
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a SAT (storage allocation table) . Each bit in a SAT represents 
either allocated or unallocated space. The system sets a bit in the 
SAT to 1 when that space is allocated for any purpose. 

The system allocates storage space in terms of clusters. Each 
bit in the SAT represents one cluster of disk space. A cluster is a 
fixed number of contiguous 256-word blocks of storage on the disk. 
The cluster size, or cluster factor, defines how many contiguous 
256-word blocks are contained in the cluster. 

Cluster sizes in RSTS/E are defined for disks, directories, and 
files. Table 5-2 presents the types of clusters and related infor- 
mation. 

Table 5-2 
Valid Cluster Size Ranges 



Cluster Size 


Minimum 
Size 


Maximum 
Size 


When Defined 


Pack (for non- 
system disk, 
public and 
private) 


1 

2, for 

RP03 
only 


«10 


At initialization time 
via DSKINT option 
(stored in MFD) 


Directory (both 
for MFD and 
UFD) 


Pack 

Cluster 

Size 


i«io 


At creation of the 
directory via either 
the DSKINT initializa- 
tion option, REACT, 
or SYS system function. 


File 


Pack 

Cluster 

Size 


256,„ 


At creation of the file 
via either an OPEN or 
OPEN FOR OUTPUT. 



The system manager specifies the cluster size of the disk when 
he initializes it and gives a value in response to the PACK CLUSTER 
SIZE question. The pack cluster size defines the number of contiguous 
256-word blocks a cluster comprises and, therefore, the extent of 
contiguous space represented by each bit in the SAT. A pack cluster 
size of 1 means that one 256-word block of storage is allocated for 
each bit set to 1. A pack cluster size of 2 means that two contiguous 
256-word blocks are allocated for each bit set to 1. Allowable pack 
cluster sizes for an RF or an RK type diak are 1, 2, 4, S, or l€r for 
an RP type disk, 2, 4, 8, or 16. 
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The pack cluster size affects the efficiency of storage space 
allocation. A large size decreases the efficiency. For example, if 
the size is 16, a one block file on the disk has allocated one cluster 
of sixteen contiguous blocks. Fifteen blocks are wasted. A fifteen 
block file also requires one cluster but only one block is wasted. 
Thus, the system manager must choose the pack cluster size which best 
fits the type of processing and the access requirements of the local 
installation. 

The directory cluster size is defined for both a master file 
directory (MFD) and user file directory (UFD) and its minimum value 
is the pack cluster size. The system manager specifies the MFD 
cluster size when he initializes the disk; he specifies the UFD clus- 
ter size when he creates an account. A directory cluster size is 
equal to the pack cluster size or a power of 2 times the pack cluster 
size, to a maximum of 16. Thus, for a pack cluster size of 2, the 
directory cluster size on that device can be 2, 4, 8, or 16. For a 
pack cluster size of 8 , a directory cluster size on that device can be 
8 or 16. 

The directory cluster size limits the size to which a directory 
can expand. A directory, whether an MFD or a UFD, expands to catalog 
accounts or files but can occupy only seven clusters on a disk. For 
an MFD on the system disk, the cluster size determines how many 
accounts the system can handle. The following formula gives the 
number of u.ser accounts. A, for each allowable MFD cluster size, MC. 

(217 X MC) - 1 ^ ^ 
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The minimum A is 108 accounts for an MFD cluster size of 1 and the 
maximum is 1735 accounts for an MFD cluster size of 16. 

The UFD cluster size determines how many files a user can 
create under one account. The following formula gives the number 
of user files, UF, for each allowable UFD cluster size, UC. (The 
formula assumes that all files are a minimum size (seven or fewer 
clusters long.) 



(217 X UC) - 1 ^ yj, 



The minimum UF is 72 files for a UFD cluster size of 1 and the maximum 
UF is 1157 for a UFD cluster size of 16. 

A large directory cluster size enables the directory to catalog 
more files than is possible if the directory and pack cluster sizes 
are equal. For example, assume an MFD has a cluster size of 2 on a 
disk with a pack cluster size of 1. When the directory requires more 
storage space to catalog more files, the system allocates it a directory 
cluster. Since the directory cluster size is 2, the directory cluster 
contains two contiguous pack clusters, each containing a 256-word block. 
Since a directory can expand to a maximum of seven clusters, the larger 
directory cluster size allows the MFD to span more storage space and 
therefore catalog more accounts. 

The file cluster size is based on the same principle as the 
directory cluster size and is discussed extensively under the heading 
CLUSTERSIZE Option in Section 9.2.2 of the BASIC-PLUS Language Manual. 
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The files OVR.SYS and BUFF. SYS are crucial to RSTS/E system 
response time. Optimum efficiency is gained when these files reside 
on a fast access, fixed head disk. If the system disk is not a fixed 
head disk, the system manager can use the REFRESH option and cause a 
copy of the non-resident (overlay) code to be created, placed in the 
file OVR.SYS, and stored on the fast access disk, if available. On 
systems with only a moving head disk, it is more efficient to create 
the file OVR.SYS and optimally position it. 

DECtape processing is expedited by the use of BUFF. SYS. When 
a file on DECtape is opened, the directory of the DECtape is written 
to the file BUFF. SYS. The BUFF. SYS file requires three 256-word 
blocks for each DECtape drive on the system. Any updates to the 
DECtape directory which arise during processing cause the system to 
manipulate the copy in BUFF. SYS. This technique eliminates the need 
for continuous winding and rewinding of DECtape. The copy of the 
DECtape directory in BUFF. SYS is read back to the DECtape when the 
last file open on the DECtape unit is closed or any output file is 
closed. By use of the REFRESH option, the BUFF. SYS file can be placed 
on a fast access type disk or can be optimally positioned on the moving 
head system device. 

It is recommended that the copy of the BASIC-PLUS error messages 
from the CIL (RSTS.CIL) be kept in the file ERR. SYS, which can be 
accessed and modified. 

The RSTS/E Core Image Library resides in the file RSTS.CIL on 
the system disk. This file contains all executable code for system 
operations, resident and non-resident, and optionally contains code 
for the stand-alone program ROLLIN. The CRASH. SYS file can be created 
to retain a copy of valuable contents of memory at the time of a 
system crash. (See Chapters 5 and 6 for a discussion of system 
crashes and analysis of system crashes, respectively.) 

5.4.3.1 System Account [Jg,l3 on Non-System Disks - The system account 
■C)2f,ll on non-system disks contains only a BADB.SYS file and a SATT.SYS 
file. The system account on non-system disks is created when the user 
initializes the disk. 
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5.5 PRIVILEGE 

Certain accounts in the RSTS/E system have special capabilities 
outlined in this section. The accounts having special capabilities 
are called privileged accounts and are recognized as privileged if its 
project number of the project-programmer number group is a 1. The 
system library account [1,2], discussed in a preceding section of this 
chapter, is an example of a privileged account. 

The system manager, operating under his own privileged account, 
designates accounts as privileged by assigning a project number 1 
to the account when he creates it using the REACT system program. 
The available privileged account numbers are [1,3] through [1,254]. 
The assigned privileged accounts have the same special capabilities 
that the library privileged account [1,2] has. The user of an 
assigned privileged account also can create new accounts, as the 
system manager can. Privileged accounts, the system manager's 
as well as those he assigns, have the following special capabilities. 

a) Unlimited file access. See Section 5.5.1. 

b) Creation and modification of privileged programs. 
See Section 5.5.2. 

c) Use of privileged aspects of system programs. See Section 
5.5.3. 

d) Use of privileged SYS system functions and the PEEK 
function. See Chapter 7. 

The above listed capabilities are described in the remaining sections 
of this chapter and in Chapters 6 and 7. It must be emphasized that 
there is no fail safe and that no error messages are generated if the 
use of such special capabilities is to result in destruction of the 
system. For this reason, it is suggested that the system manager 
assign privileged accounts sparingly. It is recommended that the 
system manager create additional non-privileged accounts for himself 
and perform most of his functions under them. The system manager should 
use a privileged account only when necessary. 

5.5.1 Unlimited File Access 

NP file in the RSTS/E system c^n hs. pxQtexited against 4J:ie- user 
of a privileged account. A privileged user can create and delete 
files under any account number and can access files on LOCKED disks. 
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Under such circumstances, no protection violation occurs. (Pro- 
tection violation is a normal user recoverable error, number 10, as 
described in Appendix C of the BASIC-PLUS Language Manual . ) 

5.5.2 Creation and Modification of Privileged Programs 

A program is privileged when it has a BAC filename extension 
and a protection code of <192> or greater. Protection code <192> 
means that the privileged protection <12 8> and the compiled file 
protection <64> are set. Both protection code values must be set 
for a program to have privileged status. The system manager or 
privileged user designates a program as privileged by assigning to 
its compiled form a protection code of <192> or greater with the 
NAME -AS command. For example: 

NAME "FILE. BAC" AS "FILE. BAC <232>" 

designates the compiled program FILE as privileged with write 
protection against the owner's group and all others not in the owner's 
group. Refer to Chapter 9 of the BASIC-PLUS Language Manual for the 
definition of protection codes. 

If a program is designated privileged, any user can run the 
program in privileged program status (provided he has READ access to 
the file) . The privileged program status exists for the duration of 
the program run. Privileged program status means that system opera- 
tions normally reserved to a user of a privileged account can be 
executed while running under a non-privileged account. 

If the user running a privileged program interrupts execution 
of the program by typing CTRL/C, the program loses its privileged 
status . 

The ability to designate a program as privileged allows the 
system manager to extend use of privileged functions to non-privileged 
users. For example, the program TTYSET allows a user to change 
characteristics of his terminal. Such an action is a privileged 
system function executable only by owners of privileged accounts. 
With the privileged program status, execution of the function by the 
owner of a non-privileged account does not cause the normal program 
trap. 
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The same TTYSET program additionally allows a privileged user to 
change characteristics of a terminal other than his own. A check is 
built into the program to ensure that a user attempting to change the 
characteristics of a terminal other than his own is indeed a privileged 
user. As a result, the execution of privileged functions is made 
available to the non-privileged user but privileged features are 
restricted. The system manager likewise can control the use of privi- 
leged operations . 

5.5.3 Use of Privileged Features of System Programs 

The owner of a privileged account can execute the privileged 
features of system programs. Since the list of privileged features 
is lengthy, an entire chapter is devoted to explaining them. Certain 
programs, such as TTYSET, SYSTAT, and MONEY, are privileged but con- 
tain features helpful to the general user. These programs are there- 
fore described in the RSTS-11 System User's Guide for the non-privileged 
user. 

Two of the programs, TTYSET and MONEY, have privileged features 
about which the non-privileged user is not informed in the User's 
Guide. In Chapter 6 of this guide, only privileged features of these 
programs are presented. The other program, SYSTAT, is discussed in 
Chapter 6 of this guide in greater depth than is done in the User's 
Guide although it contains no explicit privileged features. Thereby, 
the system manager can appreciate more fully the information returned 
by SYSTAT and be in a position to make sound judgments concerning 
the system. 
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CHAPTER 6 
PRIVILEGED FEATURES OF SYSTEM PROGRAMS 

This chapter describes those features of system programs which the 
system manager or privileged user must understand to operate and manage 
the system. Many of the system programs are documented in Chapter 4 of 
the RSTS-11 System User's Guide for use by general users. The format 
of that chapter is such that the system manager, as he deems necessary, 
can remove a description of a system program from that guide without 
affecting the descriptions of other system programs . The descriptions 
in this chapter assume a knowledge of the programs found in Chapter 4. 

The presentation in this chapter is mainly expository. Reference 
aids have been included by appending the relevant system program file 
name to the section heading and by tabulating of all relevant commands 
and options. 
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6.1 CONTROLLING SYSTEM START UP - INIT 

The user can control system start up by means of the system 
initialization program INIT. System start up occurs when the user 
executes the START option or when the monitor attempts an automatic 
restart after a system crash. At start up time, the monitor auto- 
matically runs INIT which, in turn, executes special commands on the 
system. By the ability to specify these special commands, the user 
controls the actions which occur at system start up. 

To control system start up efficiently, the system manager must 
understand the conditions in effect at start up time. The following 
conditions pertain. 



a) Login attempts are prohibited (the monitor disables the 
login capability) . 

b) The monitor logically mounts only the system disk. 

c) No output is made to any terminal. 

d) The m.onitor logs the console terminal (KBj2f:) onto the 
system under the system library account [1,2]. 

e) At the console terminal, the monitor executes the command 
equivalent to CHAIN "INIT" or CHAIN "INIT" 100. 



As a consequence of condition (e) , INIT runs and reads one of two con- 
trol files on the system disk (SY0:) under account [1,2]: either 
START. CTL as a result of a normal start up and the CHAIN "INIT" action 
or CRASH. CTL as a result of a system crash and the CHAIN "INIT" 100 
action. 

The two control files contain special commands for the initiali- 
zation of the system for time sharing. The following sections describe 
the INIT commands and their usage. 

6.1.1 INIT Program Commands 

The RSTS/E system is not fully initialized until INIT runs and 
executes commands in the control file. By specifying the INIT commands 
described in Table 6-1, the system manager can control system start up 
according to requirem.ents at the local installation. For example, 
the system possibly uses other disk devices in addition to the system 
disk. By means of the MOUNT command, the system manager can make 
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Table 6-1 
Control File Contents 



Command Name 
and Foinmat^ 


Use 


LOGINS 


Allows users at both local and remote 
terminals to type requests to the LOGIN 
system program. 


SENDi ixxx 


Transmits the optional text xxx to all key- 
boards currently online except the console 
keyboard (KBj2f:) . 


LOGINi_jKBn: i_j [n,m] 


Logs the terminal specified by KBn: onto the 
system using the account indicated by [n,m]. 
INIT automatically looks up the password. 

NOTE 

Cannot be used on KB0: because INIT must run 
on that terminal. 


FORCEi iKBn :i ixxx 


Causes the text xxx to be placed in the input 
buffer of the terminal specified by KBn: and 
executed as if typed at that terminal. The 
text can be any BASIC-PLUS command or TTYSET 
system program SET commands . The LOGINS 
command must appear before the FORCE commands 
can be executed. 

NOTE 

If the f character is the first character of 
the text xxx, a CTRL/C is placed in the 
terminal buffer ahead of the specified text 
xxx. However, INIT generates an error if an 
attempt is made to force a fC to KB0 . 


MOUNTi riev:id 


Causes the disk unit specified by the device 
designator dev: and by the pack identifica- 
tion (id) to be logically recognized by the 
RSTS/E system. Additionally, the MOUNT 
command as used in the control file causes a 
clean operation (if necessary) and an unlock 
operation. Refer to Section 6.3.2 for 
information concerning mount, clean and 
unlock operations. 


BYE or END 


Causes execution of the INIT system program 
to be terminated. BYE causes the job running 
under account [1,2] to be logged out, thus 
freeing the console keyboard for other use 
and preventing unauthorized use of account 
[1,2]. END must be used in place of BYE 
when running ERRCPY since END does not log- 
out the job running ERRCPY under account 
f 1, 2J . See Section #.11 for a description 
of ERRCPY. 



The notation I i indicates that a space character is required, 
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such devices in the public and in the private structure immediately 
available to users before they can log into the system. The local 
start up procedures must include making the specified devices 
physically ready on the proper drive units. 

To execute other actions on the system, the system manager can 
cause INIT to execute BASIC-PLUS commands and programs. Executing 
the LOGINS command enables further logins on the system. The LOGIN 
command automatically logs a specified job onto the system at a 
designated terminal to allow execution of commands and programs. For 
example, the FORCE command can run the TTYSET system program, at the 
terminal and can subsequently execute commands to establish terminal 
characteristics of certain keyboards. The SEND command prints text 
on all on-line terminals. 

The following sample START. CTL file and accompanying explanation 
shows the usage of INIT commands. 



MOUNT 


DKl: 


PACKl 




(line a) 


MOUNT 


DK2: 


PRIVl 




(line b) 


LOGINS 








(line c) 


LOGIN 


KBl: 


>'5] 




(line d) 


FORCE 


KBl: 


RUN $TTYSET 


(line e) 


FORCE 


KBl: 


KBl: 




(line f) 


FORCE 


KBl: 


VT05B 




(line g) 


FORCE 


KBl: 


EXIT 




(line h) 


FORCE 


KBl: 


BYE F 




(line i) 


FORCE 


KBj2f: 


RUN $ERRCPY 


(line j) 


SEND 


RSTS/E IS NOW 


ON THE AIR. , 


. . (line k) 


END 








(line 1) 



The user makes other disks available on the system as shown at lines 
a and b. Line a causes the system to recognize the additional disk 
cartridge PACKl of the public structure on RKll drive unit 1. The 
user must mount all public disks (except the system disk) in this 
manner if all user files are to be available immediately. The sys- 
tem also cleans (if necessary) and unlocks PACKl so that users can 
create files on it. 
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Line b causes the same results as line a but for the disk 
cartridge PRIVl in the private structure. 

Logins must be enabled before attempting to log a terminal onto 
the system. The LOGINS command at line c is required to enable logins 
and to allow users access to the system. 

The command at line d logs in a job at keyboard number 1 under 
account [1,5] . INIT automatically looks up the password of the 
account. In this manner, secrecy is maintained by not requiring 
passwords in control files. 

The commands at lines e through h run the TTYSET system program 
to set terminal characteristics. For more information on TTYSET, see 
Section 6.7. 

At line i, keyboard number 1 is logged off the system to prevent 
unauthorized use of the account. 

The command at line j causes the console terminal (KB0:) to run 
the ERRCPY system program under account [l,2]. This action enables the 
RSTS/E system to take advantage of hardware error logging on the 
system. 

The SEND command notifies users that time sharing operations 
have begun. The message is printed on all terminals on line to 
RSTS/E. 

The END command at line 1 terminates the INIT program running at 
the console terminal. However, the command leaves KB0: logged into 
the system so that the system can execute the command forced into the 
keyboard buffer by the command at line j . Since ERRCPY detaches from 
the terminal, KBj2f: does not remain logged into the system after 
initialization. 

6.1.2 Creation and Usage of Control Files 

The INIT system program control files START. CTL and CRASH. CTL 
must contain commands to properly initialize the RSTS/E system and 
must be stored on the system disk (unit of the public structure) . 
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The files included in the RSTS/E system generation kit are only 
samples and, without modification, may not execute properly on a given 
system. The system manager must ensure that the files include the 
necessary commands to initialize the local installation. For example, 
to replace the sample START. CTL file supplied with the RSTS/E kit, run 
PIP and proceed as follows. 

RUN $PIP 

PIP RSTS V5B-24 SYSTEM #880 

#SY0 : START . CTL$<KB : /FA 

(User types his new INIT commands.) 

i 

The procedure shown ensures that the new file is created on unit 
(SY0:). This is important since, when INIT runs, only the system disk 
in the public structure is mounted. 

It is important that both control files perform the following 
functions : 

a) Mount all non-system public disks, 

b) enable logins, 

c) set keyboard characteristics for non-ASR33 terminals, and 

d) run any system programs which must execute during time 
sharing. 

Since, at start up time, the system sets the characteristics of 
all terminals to those of an ASR33-type terminal, the user must run 
the TTYSET system program to determine the correct characteristics. 
For example, if keyboards 1 and 3 are LA30S-type terminals to run at 
300 baud, if keyboard 2 is an ASR33-type terminal, and if keyboard 4 
is a VT05B to run at 2400 baud; the system manager can specify the 
following sequence of commands to properly set the characteristics. 

LOGIN KB4: [1,5] 

FORCE KB4: RUN $TTYSET 

FORCE KB 4: KB 4: 

FORCE KB4: VT05B 

FORCE KB4: KBl: 

FORCE KB4: LA30S 
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FORCE KB4: KB3: 
FORCE KB4: LAS OS 
FORCE KB4: EXIT 

The sequence of INIT conunands shows the optimum use of a keyboard 
on which to execute commands . Before forcing the next command to a 
terminal, INIT waits until the terminal output buffers are empty and 
the job is in the keyboard input wait state. Therefore, it is 
advantageous to force commands to a terminal which generates output at 
the highest speed since that terminal's output buffers empty faster. 
Note, in the example, that keyboard 4 is established as a VTj2f5B whose 
default output speed is 2400 baud. (Refer to the table of TTYSET 
macro commands in Section 4.5 of the RSTS-11 System User's Guide for 
the default characteristics of different terminal devices.) The inter- 
face speed is the important factor since it is not necessary that a 
terminal actually be connected to the interface unless a visual record 
of the start up procedure is desired. 

In the case of INIT running as a result of a system crash, it is 
important that commands be executed to obtain crash-dump information. 
To discover the cause of a system crash, the system manager can specify 
that INIT run the crash analysis program ANALYS . The following 
commands inserted in the CRASH. CTL file ensure that the analysis 
occurs. 



LOGIN KB4 
FORCE KB4 
FORCE KB 4 
FORCE KB 4 



[1,5] 

RUN $ANALYS 
[0,lj CRASH. DMP 



For more information on ANALYS, see Section 6.9. 

The system manager can specify commands to be executed on KBj2f: 
even though INIT runs at the console terminal. The system assigns job 
number 1 to INIT since it is the first job to run at start up time. 
Because INIT runs at the console term.inal - comjnands forced to KB0; are 
not executed until INIT terminates. To prevent premature termination, 
INIT does not allow a CTRL/C combination to be forced to the console 
terminal. Therefore^ the user ^must not specif y the ^^ character in a 
FORCE command on the console terminal. 
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If the system manager wishes to run a certain job as job number 1, 
he can specify the proper commands to the console terminal. For 
example, it is often desired to run the ERRCPY system program as job 1. 
The following command in the control file ensures this action. 

FORCE KB)2(: RUN$ERRCPY 

ERRCPY runs and detaches immediately after INIT terminates as the result 
of the END command. 
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6.1.2.1 START. CTL File Example - The following is an example of a 
START. CTL file which sets keyboards 1 and 2, starts the spooling pro- 
grams SPOOL and BATCH, and runs the ERRCPY program. 



MOUNT 


DKl: 


PRIVl 


MOUNT 


DK2:: 


PRIV2 


LOGINS 




LOGIN 


KBl: 


[1,2] 


FORCE 


KBl: 


RUN $TTYSET 


FORCE 


KBl: 


KBl: 


FORCE 


KBl: 


VT.GfSB 


FORCE 


KBl: 


Kb'2: 


FORCE 


KBl: 


LA3j2fS 


FORCE 


KBl: 


EXIT 


FORCE 


KBl: 


RUN $QUEMAN 


FORCE 


KBl: 


\DE 


LOGIN 


KBl: 


[1,2] 


FORCE 


KBl: 


RUN $ SPOOL 


FORCE 


KBl: 





LOGIN 


KBl: 


[1,2] 


FORCE 


KBl: 


RUN $ BATCH 


FORCE 


KBl: 




FORCE 


KBj2f: 


RUN $ ERRCPY 


SEND RSTS/E IS NOW ON THE AIR 


END 
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6.1.2.2 CRASH. CTL File Example - The following is an example of a 
CRASH. CTL file which runs the appropriate programs to recover crash 
information and initializes the system for time sharing. 



MOUNT DKlrPRIVl 

MOUNT DK2:PRIV2 

SEND RSTS/E RECOVERING FROM A CRASH... 

LOGINS 

[1,2] 

RUN $TTYSET 

KBl: 

VT)?5B 

KB2: 

LA3j2fS 

EXIT 

RUN $ANALYS 



LOGIN KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBl: ALL 

FORCE KBl: /K 

FORCE KBl: 

FORCE KBl: 

LOGIN KBl: 

FORCE KBl: 

FORCE KBl: 

LOGIN KBl: 

FORCE KBl: 

FORCE KBl: 

FORCE KBj?: RUN $ERRCPY 

SEND RSTS/E IS NOW ON THE AIR. . 

END 



ANALYS . TMP 
RUN $ ERRORS 
ERRORS . TMP 

RUN $ERRDIS 
ERRORS . TMP 
ERRDIS.TMP 
ALL/S 



run $queman 
\de 

[1,2] 

RUN $ SPOOL 



[1,2] 

RUN $ BATCH 
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6.1.2.3 Simplified CRASH. CTL File Example - The following is an 
example of a CRASH. CTL file which demonstrates how INIT can run itself 
and therefore initialize the system for time sharing. 

SEND RSTS/E RECOVERING FROM A CRASH... 

LOGINS 

FORCE KBl: SET VT05B 

LOGIN KBl: [1,2] 

FORCE KBl: RUN $ANALYS 

FORCE KBl: 

FORCE KBl: ANALYS.TMP 

FORCE KBl: RUN $ERRCRS 

FORCE KBl: ERRORS. TMP 

FORCE KBl: 

FORCE KBl: RUN $ERRDIS 

FORCE KBl: ERRORS. TMP 

FORCE KBl: ERRDIS.TMP 



FORCE 


KBl: 


ALL/S 


FORCE 


KBl: 


ALL 


FORCE 


KBl: 


/K 


FORCE 


KB0: 


RUN $INIT 


END 
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6.2 PERFORMING SYSTEM SHUT DOWN - SHUTUP 

The shut down procedures for the RSTS/E system are critically 
important. If system shut down is not conducted in an orderly and 
careful fashion, much valuable user data can be irretrievably lost. 
To fully understand shut down procedures, knowledge of other RSTS/E 
system procedures is necessary. The system manager should familiarize 
himself with the concepts presented elsewhere in this chapter under 
the titles "On-Line System Control", "Disk Management", "Monitoring 
System Status" and "Spooling Operations". 

To perform orderly shut down procedures, the system manager must 
run the SYSTAT and SHUTUP system programs. SYSTAT is described in 
Section 6.6. By running SYSTAT, the system manager can determine the 
active jobs on the system and the disk and assignable devices in use 
and perhaps attach any active, detached jobs to a terminal prior to 
shutdown. SHUTUP is run to perform the orderly shut down 
procedures. 

The SHUTUP system program can be run only from the console 
terminal. The program should be stored in its compiled form in the 
system library with protection code <232>. The following sample 
dialog shows the use of SHUTUP. 

RUN $ SHUTUP 

AUTOMATIC SYSTEM SHUTDOWN PROGRAM 

HOW MANY MINUTES UNTIL SYSTEM SHUTDOWN? 5 
HOW MANY MINUTES BETWEEN WARNING MESSAGES? 1 

(SHUTUP action messages are printed.) 

PLEASE WAIT FOR THE COMPUTER TO ACTUALLY 'HALT' 
WHEN IT DOES, PRESSING ' CONT ' WILL BOOT BACK RSTS/E 

When SHUTUP runs, it prints its header line, followed, on a second 
line, by the first of two queries. The first query asks how long a 
time is necessary before the system can be shut down, and the second 
query asks the intervals between warning messages. After the two 
queries are answered, the SHUTUP program proceeds with its actions. 
Further logins are disabled to prevent more users from entering the 
system. Messages are sent to all on-line terminals at the interval 
specified by the system manager. Each message tells how many minutes 
are left until the system shutdown. When no time is left, any terminal 
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still logged into the system is automatically logged out. Jobs still 
active are terminated by the KILL action. All non-system disks are 
then dism.ounted. When SHUTUP terminates, it actually halts the machine 
at address 54. 

On systems running QUEMAN and spooling programs, the SHUTUP pro- 
gram includes procedures for communicating with the QUEMAN program. 
SHUTUP notifies QUEMAN that time sharing operations are stopping. 
QUEMAN, in turn, notifies the spooling programs which kill themselves 
when they are finished. When all spooling programs terminate, QUEMAN 
sends a message to SHUTUP and immediately terminates itself. Unless 
the user specifies otherwise, SHUTUP does not proceed with the system 
shut down until it receives this message from QUEMAN. 

It is necessary to establish administrative procedures governing 
RSTS/E system operational hours. All users can be kept informed by 
means of the NOTICE.TXT file which prints out when a user successfully 
logs into the system. System shut down times are to be considered 
fixed so that users can plan a work load and properly complete their 
processing within the allotted hours of scheduled operational time. 
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6.3 SYSTEM UTILITY OPERATIONS - UTILTY 



While running the UTILTY system program, the user has on-line 
system control and can perform such operations as : 

a) Enable and disable logins. 

b) Broadcast messages and force strings to any or all 
keyboards on the system. 

c) Terminate execution of a job (kill) or cause a remote line to 
hang up . 

d) Set and reset system date and time. 

The system manager also can perform various disk management operations 
such as: 



a) Cause private disk packs to be used or to be prohibited 
from use on specified disk drive units (mount and dismount 
operations) . 

b) Prohibit or allow creation and accessing of files on 
specified disk drive units (lock and unlock operations) . 

c) Rebuild the storage allocation table on a corrupted disk 
(clean operation) . 

d) Change the number of blocks of disk storage an account can 
retain at LOGOUT time (quota) and change an account password. 

e) Remove all files from a user's account on a specified disk 
drive unit (zero operation) . 

The commands of the UTILTY system program are presented in 
Table 6-2 for reference. The following three sections explain the 
commands according to their functional uses: program control, on-line 
system control, and disk management. 

6.3.1 Invoking and Terminating UTILTY 

The system manager or a privileged user executes the UTILTY 
system program by typing the following command while logged in at 
any terminal. 

RUN $ UTILTY 
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The program responds by printing one header and one query line as 
follows : 

•UTILTY' SYSTEM UTILITY PROGRAM 



after which any valid command can be specified. A list of all valid 
commands is printed if the HELP command is typed. The query line need 
not be present in order to to type in any subsequent commands . When 
no commands are pending, the program prints the ? character. 

Termination of the UTILTY system program can be properly 
accomplished by typing either the CTRL/Z combination or the EXIT 
command. (CTRL/Z is echoed by fZ being printed on the keyboard 
printer.) If CTRL/Z or EXIT is typed at any time, the operations 
currently pending are properly completed, and control is returned to 
the BASIC-PLUS editor. The completion of the UTILTY run is signalled 
by READY being printed at the keyboard. 

If the CTRL/C combination is typed in order to terminate the 
program run, any operation in progress is interrupted immediately. 
Control is returned to the BASIC-PLUS editor. (CTRL/C is echoed at 
the keyboard printer by tC being printed) . Typing CTRL/C to terminate 
a UTILTY program run is not considered proper termination since the 
effect of uncompleted internal system operations is unpredictable. 
The system manager is advised to use CTRL/Z or the EXIT command to 
terminate UTILTY. 
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6.3.2 Principles of Disk Management 

Certain commands of the UTILTY system program are used to 
properly accomplish the management of disks on the RSTS/E system. Such 
commands are presented for reference in Table 6-2 under the category 
of disk management. To more easily convey the proper use of individual 
disk management commands, the following description of each command is 
presented with a discussion of its function and value. 

6.3.2.1 Preparing a Disk for Use on a Drive - A disk pack or cartridge, 
to be used on the RSTS/E system, must be made known to the system. 
The disk is made known to the system by associating its logical name, 
the pack label (or identification) , with the physical device unit 
number on which the disk resides. Such a process is called logically 
mounting a disk. 

Logically mounting a disk associates the specific device 
designator and the exact pack label of the disk. A new disk must first 
be formatted and initialized for use on the RSTS/E system by the 
initialization option DSKINT. An already formatted disk can be 
initialized by the DSKINT system program. A disk pack or cartridge, 
when initialized, is assigned a unique 6-character alphanumeric name 
called the pack label, or id, which is required to logically mount the 
disk. 

When the RSTS/E system is initialized at start up time, only the 
system disk is logically mounted. As is described in the discussion 
of controlling system start up in Section 6.1, the system manager 
must ensure that other packs in the public structure (and perhaps the 
private structure) are mounted by commands from the START. CTL or 
CRASH. CTL file. The same principle applies to private disks added to 
the system after system start up. The system manager can logically 
mount a disk on the system by means of the UTILTY system program 
MOUNT command or can use the CCL MOUNT command described in Section 
4.14 of the RSTS-11 System User's Guide . 
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Table 6-2 
UTILTY System Program Commands 



Category 



Command and 
Format^ 



Use 



Operational 
Control 



LOGINS 

NOl_jLOGINS 
KBn: 



SENDi_j 



ALL 



XXX 



FORCEi rr"f; , , XXX 

ALL 



KILL I in 

HANGUP I I KBn: 

DATE I I dd-mon-yy 

TIMEi ihhtmm 



Enables users to login to the 
RSTS/E system. 

Prevents further login attempts. 

Causes the text string xxx to 
be printed on the keyboard unit 
n or all keyboards. 

Causes the text string xxx to be 
forced into the input buffers of 
keyboard unit n or all keyboards 
as if it had been typed in. If 
the t character is the first 
character of the string, it is 
replaced by a tC. 

Immediately terminates user job 
specified by n. 

Disconnects the remote 
line specified by 
KBn. 

Sets the RSTS/E system date to 
the value of day, month and 
year (for example, 13-NOV-72) . 

Sets the RSTS/E 24 hour clock to 
the value of hours and minutes 
(for example, 21:52 means 
9:52 p.m.) . 



Disk 
Management 



MOUNT. 



idev:id 



DISMOUNT 



dev; 



Logically associates the disk 
residing on the disk drive unit 
specified by the device designa- 
tor dev: with the pack identifi- 
cation label (id) so that data 
on the disk can be properly 
accessed by the system. For 
example, 

MOUNT DK1:PRIV1 

associates the pack PRIVl with 
the physical device designator 
DKl: . 

Disassociates a disk pack from 

-b ^^ k-f ^ *-'-JI Ik^ -1- S^ CA ^. V^ J. .«- V ^ tmf ^ ^ ^ -1- J- -b >w> V^ J^y y 

dev:. Must be used prior to 
removing the cartridge from the 
disk drive unit. 



^The notation 



indicates that a space character is required. 
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Table 6-2 (Cont.) 
UTILTY System Program Commands 



Command and 
Category Format^ 


Use 


Disk LOCK i. ...J dev: 
Management 
(Cont.) 

UNLOCK 1 Jdev: 
CLEAN 1 I dev: 

QUOTAi i|n,TiilL_. iq 

CHANGEi i|n,m] passwd 
ZERO) — idev: [n,m] 


Places the disk drive unit dev: 
in a state which prevents files 
from being OPENed. 

Allows users to OPEN files on 
disk drive unit dev:. 

Rebuilds the SAT (Storage 
Allocation Table) of the pack 
mounted and locked on disk drive 
unit dev:. To be used only when 
message DEVICE NEEDS CLEANING 
is printed and the device is 
locked . 

Sets the quantity of 256-word 
blocks the user account [n,m] 
is allowed to retain at logout 
time to the decimal number q. 
A value for q of zero means 
unlimited quota. 

Alters the password of user 
account [n,m] to the 6-character 
alphanumeric passwd. 

Deletes all files from user 
account [n,m]on the disk drive 
unit specified by dev:. 


Program HELP 
Control 

CTRL/C 
CTRL/Z 
EXIT 


Prints a list of valid UTILTY 
commands at the keyboard printer. 

Terminates execution of the 
current operation and the 
UTILTY run. 

Allows completion of pending 
operations before termination 
of the UTILTY run 

Allows completion of pending 
operations before termination 
of the UTILTY run. 



The notation i i indicates that a space character is required. 
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The MOUNT command of UTILTY does not perform two other operations 
which the MOUNT command in the control files performs and which are 
necessary before the disk can be safely used. First, the SAT (Storage 
Allocation Table) in the SATT.SYS file on the disk must be rebuilt if 
necessary. (The message DEVICE NEEDS CLEANING is printed if the SAT 
requires rebuilding.) The operation of rebuilding the SAT is called 
cleaning the disk. The disk must be cleaned if it was not properly 
dismounted. 

For instance, the SATT.SYS file can be corrupted if a user 
physically removes an operational disk from a drive unit without per- 
forming the proper logical dismounting of the disk. When corruption 
occurs, the amount of storage actually occupied on the disk as a result 
of file processing is not reflected in the SAT. Storage occupied is 
not always reflected because storage allocation tables are manipulated 
in memory individually and are not written back to the disk immediately. 

The system manager must rebuild the corrupted SATT.SYS file 
by using the CLEAN command of the UTILTY system program. Before the 
clean operation on a disk can proceed, the disk must be in a state which 
ensures unavailability for normal usage (opening of files) . Such a 
state is termed the locked state. When the disk device is in the locked 
state, no user except a privileged user can open files on that disk device 

It is therefore necessary, before a clean operation is to be 
performed, to make the disk device unavailable to users. The system 
manager makes the device unavailable by use of the LOCK command of the 
UTILTY system program. After the action of the LOCK command is 
completed, the system manager then initiates the clean operation by 
use of the CLEAN command. 

Once the clean operation is completed, the system manager can 
safely make the disk available to users of the RSTS/E system. He 
accomplishes this by use of the UNLOCK command. Once a disk device 
is placed in the unlock state by the UNLOCK command, users are allowed 
to open files on the disk. 
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Before a disk pack or cartridge can be properly removed from a 
drive unit, actions similar to those of preparing the disk for use 
must be employed. For example, if the system manager desires to 
replace a private pack with another private pack, he must follow a 
careful procedure. (Under no circumstances should a public pack be 
removed from the system during normal system operation.) First, he 
must ensure that no files are open on the drive unit. The system 
manager can do this by requesting a disk status report through the 
SYSTAT system program. His next action would be to lock the device 
unit by use of the LOCK command. This action ensures that non- 
privileged user programs cannot open any more files on the disk. 

When the disk pack to be removed from the drive unit has no OPEN 
files and has been LOCKed, the system manager next must disassociate 
that disk pack from the drive unit. He does so by logically dis- 
mounting the device with the DISMOUNT command. After the dismounting 
action is completed, the disk pack can safely be removed from the 
drive unit. Any pack which is to replace the pack removed must undergo 
the procedures previously described for proper use of the pack. These 
procedures are summarized in Table 6-3. 

6.3.2.2 Removing Files from an Account - Before an account can be 
deleted from the RSTS/E system or deleted from a private disk, the 
account must contain no files. The ZERO command of UTILTY enables 
the system manager to remove all files from an account on a device. 

6.3.2.3 Changing Quota and/or Password of an Account - Each user 
account in the RSTS/E system has associated with it a quota of disk 
storage that the account can retain at logout time and a password 
which allows access to the system. The quota and password are speci- 
fied by the system manager when the account is created. 

The system manager can change the quota by use of the QUOTA 
command of UTILTY. The system manager specifies, in the QUOTA 
command, the account number and the decimal number of 256-word blocks 
of disk storage he wishes the account to be able to retain a logout 
time. If he specifies zero for the quota, he allows the account an 
unlimited quota of blocks. 

The system manager can change the password of an account by using 
the CHANGE command. 
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Table 6-3 
Procedures for Using Disk Packs and Cartridges 



Enter a Pack or Cartridge to 
the System^ 


Remove a Pack or Cartridge from 
the System 


1. 


Use the SYSTAT system pro- 
gram to ensure that the drive 
unit is free. 


1. 


Invoke UTILTY and use LOCK 
command on the drive unit 
containing the pack to be 
removed . 


2. 


Place the pack in the drive. 
When the drive is READY, 
write enable it. 


2. 


Use SYSTAT disk status report 
to determine the number of 
OPEN files. If zero, proceed. 
If non-zero, wait until all 
files are closed before 
proceeding. 


3. 


Invoke the UTILTY system 
program and use MOUNT com- 
mand to notify system of 
new pack. 


3. 


With no files open on the 
device unit, use the DISMOUNT 
command to notify system that 
the pack is being removed. 


4. 


Use CLEAN command if 
necessary. 


4. 


Remove pack from disk drive 
unit. 


5. 


Use UNLOCK command to free 
device for use. 







The disk pack is assumed to have been initialized and formatted using 
the DSKINT initialization option. See Chapter 3 for a description of 
DSKINT initialization option. 



6-21 



6.3.3 Operational Control of the System 

Certain commands of the UTILTY system program control the opera- 
tion of the system. Such commands are listed for reference in Table 
6-2 under the category of operational control. These commands and 
examples of their possible usage are described in this section. 

When the system manager is on-line in the RSTS/E system, he can 
monitor and control system operations. By use of the SYSTAT system 
program, he observes the number of free small buffers. If, for 
example, the number of free small buffers drops below 10, system 
efficiency declines. He can remedy the possible degradation of system 
efficiency by preventing more users from logging into the system. The 
system manager prevents further logins by using the NO LOGINS command. 
The system manager also can use the NO LOGINS command in preparing to 
shut down time sharing operations of the RSTS/E System. 

The system manager can communicate with a user at his terminal 
or with all users by the SEND command. The SEND command causes a 
specified text string to be placed in the output buffer of a terminal 
or all terminals and, as a result, be printed on the terminal keyboard 
printer. If a user assigns a peripheral device for an inordinately 
long time, for example, the system manager can transmit a message 
requesting the user to deassign the device. By specifying ALL in place 
of the device designator of a single keyboard, the system manager can 
transmit the message to each on-line terminal in the RSTS/E system. 

If it becomes necessary, during the course of system operations, 
to handle troublesome users, the system manager has two capabilities. 
He can cause a user's terminal (or all users' terminals) to execute 
a text string by the FORCE command. He can also terminate a user's job 
by the KILL command. The FORCE command places a text string in the 
input buffer of a specified terminal as if it had been typed by the 
user. If the first character of the text is the up-arrow character 
(t), it is replaced by a CTRL/C (tC). The following sequence of two 
FORCE commands causes a user's terminal to receive two command strings, 
which, when executed, log the user's job out. 

1_ FORCE KB4: t BYE 
? FORCE KB4: YES 
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The KILL command terminates the user's job. The user is 
immediately logged off the system. 

If the system manager determines that a dataset line is in use 
but no keyboard activity is taking place (by SYSTAT job status report) , 
he can disconnect the dataset. The HANGUP command causes the remote 
line specified by KBn: to be disconnected. The hangup capability 
prevents a user from monopolizing the line without being charged for 
connect time and frees the line for other remote line users . 

The DATE and TIME commands allow the system manager to set the 
system date and the value of the 24-hour clock, respectively. 
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6.4 CREATING AND DELETING USER ACCOUNTS - REACT 

The system manager or a privileged user creates and deletes 
accounts by use of the REACT system program. The REACT system pro- 
gram enters user accounts on and deletes user accounts from either 
the system device in the public structure or individual disk devices 
in the private structure . 

REACT is called by using the RUN command as is shown below. 

RUN $ REACT 

REACT responds by printing the following message which requests that 
the user specify a function. 

'REACT' SYSTEM ACCOUNT MANAGER 
FUNCTION? 

The three valid functions are described in Table 6-4, and explained in 
the following sections. 

6.4.1 Creating Individual Accounts - ENTER Function 

The ENTER function creates individual user accounts. When the 
system manager runs REACT, he invokes the ENTER function by typing E 
in response to the request for a function. Upon recognition of the 
E response, REACT prints a series of questions. A response to each 
question must be typed by the user before the appearance of the next 
question. The questions are explained in Table 6-5. 
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Table 6-4 
REACT System Program Functions 



Function 


Abbreviation 


Purpose 


ENTER 
DELETE 

STANDARD 


E 
D 

S 


To enter individual accounts on 
system disk or a disk in the private 
structure . 

To delete individual accounts from the 
system disk in the public structure 
or from a disk in the private 
structure. 

To create standard user accounts on 
the system disk from the ACCT.SYS 
file at system generation time. 



The following is a sample dialogue for the ENTER function. 



RUN $ REACT 

'REACT' SYSTEM ACCOUNT MANAGER 

FUNCTION? E 

PRO J, PROG? 100,100 

DISK: PASSWORD? DEMO 



QUOTA? 500 
CLUSTER SIZE? 
PROJ,PROG? tZ 



READY 



If the system manager enters an account on a private disk, he 
permits the owner of the account to create files on that disk. Prior 
to using REACT, the pack must be logically mounted and placed in the 
unlock state by means of the UTILTY system program. Refer to the 
discussion under the title "Disk Management" in this chapter. 

If the system manager enters an account on the system disk, he 
permits the owner of that account access to the RSTS/E system and 
use of storage space within the public structure. When a new account 
is created, REACT also places an entry for the new account in the 
ACCT.SYS file. 
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Table 6-5 
Responses to ENTER Function Queries 



Question 



PRO J, PROG? 



DISK: PASSWORD? 



Response Format 



n,m 



CTRL/Z 



passwd 



dev: passwd 



QUOTA' 



CLUSTER SIZE? 



Meaning 



The user account number to be 
entered in the MFD, where 
l<=n<=254 and 0<=m<=25A. 

The user terminates the dialogue 
and REACT by typing the CONTROL 
key and Z combination simultane- 
ously. 



To enter a password for an account 
on the system disk MFD, where 
password is from 1 to 6 alpha- 
numerics. No value for DISK need 
be specified since the system disk 
is assumed. 

To enter a password to an account 
on a device in the private struc- 
ture, where dev is the device 
designator and passwd is from 1 
to 6 alphanumerics . 
For example: 

DK1:PASS 

DKl must be logically mounted and 
in the unlock state by means of 
the UTILTY program prior to 
invoking REACT. 



The number of 256-word blocks of 
disk storage the user account is 
allowed to retain at LOGOUT time 
where )2f<=n<=65 ,535 and means no 
quota is imposed upon the user's 
account. Therefore, a value of 
allows the user account 
unlimited disk storage retention. 



The account UFD cluster size where 
n is 0,1,2,4,8, or 16. If is 
specified, the pack cluster size 
is used. If non-zero the value 
for n must be at least the pack 
cluster size. Cluster sizes of 
1,2, or 4 are recommended for 
most accounts. The maximum number 
of files a user is allowed to 
create is approximated by multi- 
plying the UFD cluster size by 72. 
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6.4.2 Deletina Accounts - DELETE FUNCTION 

The DELETE function removes individual user accounts from the 
system disk or from a disk in the private structure. As in the case 
of the ENTER function, a disX in the private structure must be 
logically mounted and in the unlock state prior to deletion of an 
account. In addition, before an account is deleted, the UFD of that 
account must contain no files. To clear the UFD of an account of 

a T -»„ J-U,^ TTC>T>r\ „^.^.rr^^.^A >^ -P 4-1^^ TTmTTmV f^TTc^+.^m -r^-vr^r^v-^m /-nv 4-1-10 /"/T? 

switch of the PIP system program must be used. See the description 
of the UTILTY system program in this chapter and of PIP in Chapter 4 
of the RSTS-11 System User's Guide . 

The DELETE function is invoked by typing D in response to the 
request for a function. The REACT program prints a series of questions 
A response to the question must be typed by the user before the next 
question appears. The questions are explained in Table 6-6. 

Table 6-6 
Responses to DELETE Function Queries 



Question 


Response Format 


Meaning 


PRO J, PROG? 


n,m 
CTRL/Z 


The user account number to be 
deleted from the MFD. 

The user terminates the dialog 
and REACT by typing the CONTROL 
key and Z key combination 
simultaneously . 


DISK? 


null 
dev: 


By typing the RETURN key, the 
system device is specified. 

The device designator of a disk 
in the private structure. For 
example : 

DKl: 

The disk must be logically 
mounted and in the unlock state 
by means of the UTILTY system 
program, prior to invoking REACT, 
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The following is a sample dialog for the DELETE function, 



RUN $ REACT 

'REACT' SYSTEM ACCOUNT MANAGER 

FUNCTION? D 



PRO J, PROG? 100,100 
DISK? DKl: 
PROJ , PROG? t Z 



READY 



6.4.3 Automatic Creation of User Accounts - STANDARD Function 

The STANDARD function in the REACT system program is provided to 
facilitate automatic creation of a large number of user accounts when 
the system disk is built. Explanation of the STANDARD function is 
presented in detail in Section 4.4 of this manual. A few ancillary 
remarks are made here. 

The user creates the ACCT.SYS file as shown in Section 4.3.5 in 
the sample dialog for building the system library. The file ACCT.SYS 
is stored in the system library account [1,2]. ACCT.SYS is an ASCII 
text file, each line of which is formatted with the following: the 
items which would be specified by the user in response to the questions 
of the ENTER function and a name item. Each line of the file repre- 
sents a single account to be created. The general format is as 
follows. 

pro j , prog , passwd , quota , cluster , name 

The items pro j , prog, passwd, quota, and cluster are described under 
the ENTER function. The name can contain any additional information 
about the account such as the owner's name. The name item is not 
used by REACT but is used by GRIPE. The item, name, must contain no 
commas, single quotes, or double quotes. The accounts [l/lj and [1,2] 
can appear in the ACCT.SYS file although they have been created pre- 
viously during the REFRESH action of the system generation procedure. 
These account entries in ACCT.SYS are only used by the GRIPE system 
program. 



6-28 



6.5 PERFORMING SYSTEM ACCOUNTING OPERATIONS - MONEY 

The MONEY system program enables the system, manager to extract 
system accounting information for all accounts in the system or for 
selected accounts. MONEY can be run by a non-privileged user to obtain 
his own account information (excluding password) as described in 
Chapter 4 of the RSTS-11 System User's Guide . 

MONEY is called by typing the following command while logged into 
the RSTS/E system. 

RUN $MONEY 

If the caller is a privileged user, a sequence of option queries is 
printed at the keyboard. Typing an answer to one query causes the 
next one to be printed. The queries and the explanation for each 
are given in Table 6-7. The account data given as output for each 
account is described in Table 6-8. 

The MONEY system program can be run during normal time sharing. 
No conflicts arise if the system attempts to update a user's accounting 
information while the MONEY program is accessing it. When the RESET 
option is used, MONEY reads and resets to zero the user's accounting 
information before any system action can update the values being read 
and reset. Thus, no user accounting iqiforroation is lost. 

Some of the items output can be used to weight billing or evalu- 
ate usage. The item KCT, in effect, reflects system usage more 
accurately than the CPU-TIME item. For example, two users may each 
exhaust one minute of CPU-TIME in an accounting period. However, 
one user may tie up 2K words of memory while the other may occupy 6K 
words each time he runs. The first user's KCT value is incremented 
by 2 for each tenth of a second his 2K job is running. With 
the 6K user, each tenth of a second he runs, his KCT value is incre- 
mented by 6. The 6K user is tying up more system resources and this 
is reflected in his higher KCT value. Thus, a user's average job 
size can be gained by dividing the number of KCT's reflected for the 
accounting period by the number of tenths of seconds derived from the 
value of CPU-TIME. ReTerfihg to the exampTe of values in TSble 6-^, 
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Table 6-7 
MONEY System Accounting Program Options 



Option Query 


Reply 


Explanation 


OUTPUT DEVICE? 


dev : f i lename . ext 


A file structured or non-file 
structured device can be speci- 
fied. Indicating a disk file 
reduces processing time. 
For example: 

MONEY. DMP 

MONEY writes the data to the 
file which can later by queued 
for printing. 




RETURN key 


Output is printed at the logged- 
in keyboard printer. 


PRINT PASSWORDS? 


NO 


Typing anything except NO causes 
passwords to be printed. 


RESET? 


NO 


Typing anything except YES 
causes the accumulated 
accounting data to be preserved. 




YES 


Typing YES causes the following 
items to be reset to zero. 

CPU-TIME 
KCT's 

CONNECT TIME 
DEVICE TIME 


DISK? 


DKn: 
DPn: 


Type the disk device designator 
with unit number n to select 
the accounting data from a pri- 
vate pack.l 




RETURN key 


The ' accounting data selected is 
for ail public disks. 


SELECTIVE? 


NO 


Typing anything except YES 
causes accounting data for all 
accounts (on the private pack 
or on the system, whichever the 
reply to the DISK? query indi- 
cates) to be dumped. 




YES 


Typing YES causes an additional 
query ACCOUNT? 



(continued on next page) 



Meaningful accounting data on a private disk is account number, 
number of blocks occupied, disk quota, and UFD cluster size. 
The system updates only the system disk MFD with CPU time, kct's, 
connect time, and device time. 
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Table 6-7 (Cont,) 
MONEY System Accounting Program Options 



Option Query 



ACCOUNT? 



Reply 



n^m 



CTRL/C 
CTRL/Z 



Explanation 



The account query appears if the 
reply to the SELECTIVE? query is 
YES. Accounting data is dumped 
for the account specified by the 
project-programmer number [n,m.], 
following which, the query is 
repeated . 

Typing CTRL/C or CTRL/Z 
terminates the program run. 
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Table 6-8 
MONEY System Accounting Program Output 



Header 
Description 



ACCT 



PASSWORD 



CPU-TIME 



KCT's 



CONNECT 



DEVICE 



DISK 



QUOTA 



UFD 



Meaning 



Pro j ect-programmer 
number (account) 

Account password 
given at login time 

Number of hours : minutes : 
seconds. tenths of a 
second of processor time 
the account has used 
since the last reset. 

Core usage factor (kilo- 
core-ticks) . One KCT is 
the usage of IK of core 
for one tenth of a second. 

Number of hours and 
minutes (hh:mm) of 
terminal connect time. 

Number of hours and 
minutes (hh:mm) of 
device usage time, 
excluding public disks. 

Number of 2 56-word 
blocks of disk storage 
allocated. 

Number of 256-word 
blocks the account is 
allowed to retain at 
logout time. 

UFD cluster size 



Example 



100,100 



DEMO 



1:23.2 (one minute, 
2 3.2 seconds) 



3000 



2:34 (2 hours, 34 
minutes) 



20 (20 minutes) 



100 



500 
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user [100,100] average job size of 3.6K is computed by dividing the 
number of KCT's, 3000, by the number of tenths of seconds derived 
from CPU- TIME, 832. 

The value under the header description DISK reflects the actual 
number of blocks tied up in file allocation on disk. It is not the 
same value reported by the CATALOG system command. A file may occupy 
1 block on a disk as reflected by the CATALOG command, but ties up 
3 additional blocks of disk storage if the file cluster size is 4 
blocks. In essence, the user is depriving the system from claiming 
those three contiguous blocks in the cluster although the file is not 
currently occupying all the space. 

The information given under the header UFD is the user file 
directory cluster size. No other system program returns this value 
which the system manager specifies when the account is created by the 
REACT system program. It is provided in the MONEY output for infor- 
mation purposes only and has no accounting value. 

It is advised that the system manager periodically execute the 
RESET option to prevent overflowing the accounting values stored on 
disk. The following list shows the maximum times that can be stored 
for each statistic without an overflow. 

On Disk In Memory 

Device Time 1092 hours 1092 hours 

Connect Time 1092 hours 68 hours 

CPU Time 116 hours 29 hours 

KCT's 116 hours at 29 hours at 

16K words 16K words 

At logout time, the system updates the values on the disk with accu- 
mulated values from memory. Thus to prevent loss of accounting data, 
the user must log a job off the system before any of the values in 
memory overflow. In like manner, the system manager must execute 
the RESET option before the values on disk overflow. The sizes of the 
accounting data fields on disk allow approximately one week of con- 
tinuous system operation without overflow. Therefore, MONEY must be 
run with, tiie RESET -O^JdLon. at JLeast^o^^^^^ _M0NEY i^rog^ram 

indicates reset is in effect by adding the text WITH DATA BEING RESET 
to the accounting printout header line. 
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6.6 MONITORING SYSTEM STATUS - SYSTAT 

During normal time sharing operations, the system manager should 
monitor the status of the RSTS/E system. He gains information con- 
cerning system status either by use of the system program SYSTAT or, 
on systems with sufficient memory storage, by running the VT5DPY 
program. The options and output supplied by the SYSTAT system program 
are described in Chapter 4 of the RSTS-11 System User's Guide. The 
VT5DPY program description appears in Section 6.13. The discussion 
here gives the system manager guidelines on how and when to use system 
status information. 

Several uses of SYSTAT are described elsewhere in this chapter 
in conjunction with other system manager operations. Those instances 
are listed here. 

a) During preparation for system shut down, to determine 
active jobs and disk devices and assignable devices in use. 

b) In conjunction with the UTILTY system program command 
HANGUP, for determining misuse of a remote line. 

c) In conjunction with the UTILTY command NO LOGINS, when 
the number of free small buffers is less than 10. 

Refer to the discussion relevant to the individual system program or 
system operation for more information on the above uses of SYSTAT. 

Further uses of SYSTAT are listed below and discussed in the ensuing 
paragraphs . 

d) Uncovering malfunctioning keyboards by the HUNG TTY count. 

e) Guarding against a disk device filling up by watching the 
FREE block count. 

f) Following the progress of user jobs or detached jobs by 
the STATE and RUN-TIME items of job status. 

Item (d) refers to the HUNG TTY count reported in the SYSTAT buffer 
status report. A HUNG TTY count of zero is good. A HUNG TTY count of 
non-zero indicates the presence of a malfunctioning terminal or termi- 
nals. The ERRDIS program can identify the device or devices causing 
the error count. If the HUNG TTY count increases rapidly, a field 
hardware specialist should be consulted. 



6-34 



The FREE block count mentioned in item (e) reflects the apparent 
number of free blocks on each disk and is given in the disk status 
report of SYSTAT. For practical purposes, however, such as for 
allocating a file on the device, all of the free blocks reported by 
SYSTAT may not be usable. A NO ROOM FOR USER ON DEVICE message may 
be generated although SYSTAT reports that enough FREE blocks exist. 
The file cluster size or the number of clusters required can prevent a 
file from fitting on the device desired. For example, a file whose 
cluster size is 16 and whose length is 10 blocks possibly does not fit 
on a device which SYSTAT reports to have 50 free blocks of file space 
remaining. The cluster size of 16 demands that 16 contiguous blocks 
of free space must exist on the device before the file can be allocated 
to the device. In some cases, 16 contiguous blocks simply do not exist 
on a device. (It must be pointed out that RSTS/E does not allow a file 
to extend to another physical device.) 

A further condition exists for showing NO ROOM FOR USER on a 
device. The UFD is perhaps full and cannot accommodate the creation 
of another file. The UFD cluster size was not made large enough when 
the account was created with REACT. 

The occurrence of jobs being stalled in a resource sharing 
system is detectable by the means presented in item (f ) . if the 
system manager notices that a RUN-TIME value of a job is not increasing 
(the value is printed out in a job status report) , it indicates that 
the job is stalled, waiting for an I/O device. One user job in the 
system can ASSIGN a device or keep an assignable device locked by having 
one file open on it. The system manager can determine the selfish user 
job by examining the device status report which associates the busy 
device with the job number of the user controlling that device. The 
system manager can request that the user free the device or, if that 
is not viable, can use UTILTY commands to force the job off the system. 



The status of detached jobs is of interest also. If a detached 
job is reported by SYSTAT to be in the HB state (hibernate) , it is 
never eligible for run time. The HB state indicates that the detached 
job generated an error or has completed execution. The problem of a 
deta'cihed ^^^br in^the HB stratw is handled by logging- into the system: at 
a free terminal, by using the attach capability of LOGIN and attaching 
the job to a terminal. Once the detached job is attached to a terminal, 
messages can be printed. 
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6.7 DETERMINING TERMINAL AND REMOTE LINE CHARACTERISTICS - TTYSET 

The RSTS/E system operates with a variety of terminals. During 
system generation, the system manager specifies the numbers and types 
of terminal interfaces as part of the hardware configuration. The 
types of terminals are intentionally not specified. Since many ter- 
minals can operate in Teletype mode at a speed of 110 baud, the system 
automatically sets the default characteristics of all line interfaces 
as those of the ASR-33 device. The system manager or privileged user 
must set the characteristics of other types of terminals. 

The TTYSET system program sets terminal characteristics. As 
described in Section 4.5 of the RSTS-11 System User's Guide , a user 
can set the characteristics of his own terminal by TTYSET commands. 
The system manager or privileged user can set the characteristics of 
terminals other than his own by the privileged TTYSET KBN: command. 
The standard method of setting characteristics of local lines is by the 
TTYSET commands in the START. CTL file. This procedure sets up all 
local lines automatically at the start of each time sharing session. 

Two methods exist to set characteristics of remote lines. First, 
all remote lines can have the default characteristics of the ASR-33 
device. Consequently a remote user must log into the system at a speed 
of 110 baud and then run TTYSET to set the characteristics of his ter- 
minal. If the remote line is connected to a DCll single line interface 
or to a DHll multiplexor line, the user can type the TTYSET SPEED com- 
mand to change the baud rate. The terminal characteristics revert to 
those of the ASR-33 device when the user hangs up the line. 

The second method for setting characteristics of remote lines 
involves setting the so called ring characteristics. The system manager 
or privileged user can run TTYSET to set the ring characteristics which 
cause the system to automatically use the ring characteristics every 
time it answers a call on a particular remote line. By setting ring 
characteristics for a remote line, the system manager can establish 
certain lines for alphanumeric display terminals running at 300 baud, 
for 2741 communications terminals, or for other types of terminals. 
The ring characteristics remain in effect for the current time sharing 
session unless changed again by TTYSET. TTYSET commands in the 
START. CTL file can also establish ring characteristics. 
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6.7.1 Establishing the Terminal Speed Characteristics File - 
TTYSET.SPD ~~ ' 



The TTYSET system program has a command which sets the baud rate 
of a variable speed line so that a variable speed terminal device can 
be enabled to operate at any of its legal speeds. The command is the 
SPEED command. The proper functioning of the SPEED command requires 
that the system manager create a file called TTYSET.SPD and store it 
under the system library account [1,2]. The TTYSET.SPD file contains 
entries in ASCII format which specify the values for the speeds (baud 
rates) that a given terminal line can handle. Currently, the DCll 
remote line interface and the DHll multiplexer interface are the only 
RSTS/E supported devices which support programmable baud rates. 

The system manager creates the TTYSET.SPD file under the system 
library account [1,2] by running PIP and specifying values as the 
following sample format demonstrates. 

RUN $PIP 

PIP - RSTS VJ?5B-24 SYSTEM #219 

#SY)2f : $ TTYSET . SPD<KB : /FA 

11, 0,50, 75, no", -1,150, 200, 300, 600, 1200, 1800, 2400, 4800, 9600, -1,-1 

12, 110,-1, 150, 3j2rj2f,-l, -1, -1, -1, -1, -1, -1, -1, -1, -1,-1,-1 

13, 0,-1, -1,110,-1,150, -1,300,600,1200, -1,2400, -1, -1,-1,-1 

fz 

#tz 

READY 

Each line of the file TTYSET.SPD contains 17 entries separated by 
commas. The first entry is the keyboard number of the line interface 
which allows programmable baud rates. Each of the remaining 16 entries 
in the line represents the baud rate corresponding to a valid speed 
setting of through 15. Speed settings that are not used must have a 
value of -1. 

The conventional baud rates are shown in the sample format above 
at the line beginning with keyboard line number 11. The sixth, 
sixteenth, and seventeenth entries in the line are not used on RSTS/E 
and must contain -1. The entries are, on the DHll multiplexer, 134.5 
baud and two externally controlled baud rates. If a baud rate is 



Although the 134.5 entry must not appear in the TTYSET.SPD file, the 
speed 134.5 is used for 2 741 terminals. When the user types the 
macro command 2741, the program sets speed 4 (134.5) on the DHll 
line or speed 2 on the DCll line but does not check the entry in 
the TTYSET.SPD file. 
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allowed on a keyboard line, the value for that speed must appear for 
the speed setting established to represent that baud rate on the 
related line interface device. 

Take, for demonstration purposes, the line beginning with key- 
board line number 12 in the same format above. The entry for KB12 
represents values that would be entered for a typical DCll remote line 
interface which is established to handle the valid, variable speeds of 
a VTi2f5A display terminal or LA30S serial DECwriter. The DCll interface 
supports four different speeds. The four entries in the line after 
the entry for the keyboard line number are used to define the speeds 
allowed on that DCll line. The VTj2f5A terminal and LA3)2fS DECwriter 
can handle speeds of 110, 150, and 300 baud. The entries for those 
speeds are made in the relative positions of the line for KB12. The 
entry for 134.5 (between 110 and 150) is not usable on RSTS/E and 
must contain a -1. All other entries in a line for a DCll must con- 
tain a -1. 

The line beginning with keyboard line number 13 in the sample 
format above represents values that would be entered for a DHll multi- 
plexer interface which is established to handle the valid speeds of a 
VT05B display terminal. The DHll interface supports up to 16 different 
speeds including baud. (A speed of zero effectively turns the line 
off.) The VT05B terminal can handle speeds of 110, 150, 300, 600, 
1200, and 2400 baud; baud and split speeds are also allowable. The 
entries for those speeds are made in the proper positions of the line 
for KB13. For those speeds not supported by or not allowed for the 
VT05B terminal on the KB13 line, the user must indicate by making a 
-1 entry. 



Although the 134.5 entry must not appear in the TTYSET.SPD file, the 
speed 134.5 is used for 2741 terminals. When the user types the 
macro command 2741, the program sets speed 4 (134.5) on the DHll line 
or speed 2 on the DCll line but does not check the entry in the 
TTYSET.SPD file 
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The system manager ensures that the file TTYSET.SPD is stored in 
the system library account [1,-2 ] on the system disk when he types the 
SYj?: device specification and the dollar sign character ($) preceding 
the filename in the PIP command string. The CTRL/Z combination (tz) 
typed on the line following the text for KB13 terminates the entry of 
text to the ASCII file TTYSET.SPD and returns control to PIP, signalled 
by the # character being printed. The CTRL/Z combination typed on the 
line with the # character terminates the PIP run and returns control to 
the RSTS/E Monitor. It is recommended that, after creating the TTYSET. 
SPD j.ij.e, tixe system manager run the TTYSET program and execute the 
SPEED command for each line. 

6.7.2 TTYSET Privileged Feature - KBn: Command 

The system manager sets the characteristics of other terminals 
in the RSTS/E system by use of the KBn: command. The following example 
demonstrates the use of the KBn: command. The system manager, while 
logged into the system under his privileged account, calls the TTYSET 
system program as follows. 

RUN $TTYSET 

' TTYSET ' TERMINAL CHARACTERISTICS PROGRAM 



The program responds with a header line and a question mark character 
(?) , which indicates that the program is ready to accept commands. 
If the system manager wishes to set the characteristics of a VT05A 
terminal at keyboard 3, he types the following commands. 

?KB3: 

FOR KB3:? VTjZfS 

FOR KB3:? 

In response to the system manager typing the KB3 : command, TTYSET 
prints the FOR KB3: prompting message. This message indicates that 
commands typed apply to keyboard number 3. The VT05 command immediately 
sets the characteristics of the line to those of a VT05A alphanumeric 
display terminal. TTYSET prints the prompting message again. The 
user can type another KBn: command to set characteristics of another 
keyboard. 
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The system manager can also change the individual characteristics 
of a local terminal. If he desires to limit the line length of the 
terminal at keyboard unit 4, he types the following commands. 

FOR KB3:? KB4: 
FOR KB4;? WIDTH 60 
FOR KB4:? EXIT 

READY 

As a result of the execution of the above commands, whenever 60 
characters are printed on a line of the terminal at keyboard unit 4, 
a carriage return and line-feed operation is performed. The EXIT 
command terminates TTYSET. 

6.7.3 Automatic Setting of Local Terminal Characteristics 

The setting of terminal characteristics in the RSTS/E system 
applies only to the current time sharing session. This condition 
allows for replacement of an ASR-33 type terminal with any one of 
the authorized terminals without having to change the system configura- 
tion and, thus, rebuild the system. Since it is quite bothersome for 
the system manager or a user to set characteristics of local terminals 
each time the system is initialized, the INIT system program can 
automatically set local terminal characteristics by commands in the 
START. CTL and CRASH. CTL files. Refer to the sample START. CTL and 
CRASH. CTL files in Section 6.1. 

6.7.4 Setting Terminal Characteristics of Remote Lines - /RING 

A remote line user whose terminal is other than an ASR-33 type 
terminal must set the characteristics of his terminal each time he 
logs into the system if he wants to ensure recognition of the char- 
acteristics of that terminal by the RSTS/E system. The characteris- 
tics remain set until either the telephone is hung up, the line is 
disconnected or the system shuts down or restarts. 

The /RING option relieves the user from the necessity of setting 
the characteristics each time he logs into the system on a certain 
remote line. For example, to set the characteristics of the remote line 
on keyboard 14 for the current time sharing session, the system manager 
can run TTYSET under a privileged account and type commands as follows. 
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?KB14:/RING 

FOR KB14: (RING)? VTj?5B 

FOR KB14: (RING)? 

When the system manager indicates the /RING option with the KBn: com- 
mand, TTYSET prints the prompting message FOR KBn: (RING) after which 
any TTYSET command can be typed. The command takes effect immediately 
and TTYSET prints the prompting message again. If the user is not 
logged into the system under a privileged account or the characteristics 
of the line conflict with the command, TTYSET prints an error message 
and the prompting message. If TTYSET is successful, the characteris- 
tics for the remote line are set for the duration of the current time 
sharing session. Each time a user dials the particular line, the 
system uses the characteristics for that terminal. 

One caution is in order. The DLllE-type interface and the indi- 
vidual local interfaces (KLll, DLll-A through DLll-E, and LCll) do not 
have programmable baud rates. Therefore, the user must not execute 
commands to change baud rates on a keyboard line having any of those 
interfaces. 
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6.8 PROCESSING USER COMMENTS - GRIPE 

The RSTS/E system includes a program to allow users of the system 
to communicate comments to the system manager. Comments are entered, 
under the control of the GRIPE system program, to a common file named 
GRIPE.TXT. The file, GRIPE.TXT, which retains the user comments for 
inspection by the system manager, is created, expanded, and deleted on 
an as-needed basis under the system library account [1,2]. As an aid 
in identifying the user who entered the comment, the GRIPE system pro- 
gram uses a name item supplied in the individual user's account infor- 
mation in the ACCT.SYS file, also stored in the system library account 
[1,2]. However, the name item and entry for the account in the 
ACCT.SYS file are not required for GRIPE to run. See Section 6.4.3 
for the ACCT.SYS file format. 

The system manager or a privileged user invokes the GRIPE system 
program in the same manner as the general user. (GRIPE is described 
in Chapter 4 of the RSTS-11 System User's Guide . ) Once GRIPE prints 
its query line, the system manager can then examine the contents of 
GRIPE.TXT or can clear the contents of GRIPE.TXT. 

The *LIST command is used in the following manner to examine the 
contents of the GRIPE.TXT file. 

RUN $GRIPE 

YES? (END WITH ESCAPE ) 

*LIST$ OUTPUT? LP: 

READY 

The system manager types *LIST and the ESCAPE or ALT MODE key 
immediately after the query line. (Typing the ESCAPE or ALT MODE key 
on a separate line causes *LIST to be entered as text into the 
GRIPE.TXT file.) If the GRIPE.TXT file is empty, the message NO 
GRIPES FOUND is printed, followed by the READY message. Otherwise, the 
GRIPE program requests an output device on which to list the contents 
of the GRIPE.TXT file by printing the OUTPUT query. The system manager 
can type the RETURN key to have the comments listed at the keyboard 
printer or can type a device designator, such as LP: shown in the 
example above. The output for each user comment in the GRIPE.TXT file 
consists of an identification line (including the account entering the 
comment, the date and time it was entered, and an account name taken 
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from the ACCT.SYS file) and the text of the comment. The program run 
is automatically terminated upon completion of the output. Control is 
returned to BASIC-PLUS. This action is signalled by printing of the 
READY message. 

The system manager clears the contents of the GRIPE.TXT file by 
using the *RESET command after invoking GRIPE. The following example 
demonstrates the use of *RESET. 

RUN $GRIPE 

YES? (END WITH ESCAPE) 

*RESET$ 

READY 

The system manager must type *RESET immediately followed by the 
ESCAPE or ALT MODE key. The clearing of the GRIPE.TXT file and 
termination of the GRIPE run is signalled by the READY message. 
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6.9 ANALYZING SYSTEM CRASHES - ANALYS 

When a system crash occurs in RSTS/E, time sharing operations 
are halted. If the required conditions described in Chapter 5 are 
met, the critical contents of memory are written into the CRASH. SYS 
file in the system account [0,1] and the system disk is bootstrapped 
in automatic restart mode. 

The occurrence of a system crash subsequent to an initial one 
causes the CRASH. SYS file to be overwritten. Therefore, the system 
manager is provided with a means of retaining information in the 
CRASH. SYS file. This means is the ANALYS system program. The use of 
the ANALYS system program to document system crashes requires that the 
CRASH. SYS file be created at REFRESH time and that the crash dump 
feature be enabled at system start up time. 

The ANALYS system program is invoked by the following command: 
RUN $ANALYS 

In response, a header line and two successive query lines are 
printed as follows: 

'ANALYS' CRASH DUMP ANALYZER 

INPUT? 

OUTPUT? CRASH. DMP 

The first query line requests a filename of the file to be 
analyzed, which by default is CRASH. SYS in account [J2l,l]. The user 
need only type the RETURN key, after which the second query line is 
printed. The second query line requests a disk file or a device 
designator for the output medium, which, for example purposes, is 
CRASH. DMP on the system disk in the sample dialogue. Normally, 
ANALYS takes about 5 minutes to run. Upon completion of the output, 
program execution is automatically terminated and READY is printed 
at the keyboard printer. 

It is useful for the system manager to cause the ANALYS system 
program to run automatically. This automatic invocation of ANALYS 
is accomplished by placing the proper commands in the CRASH. CTL file 
as FORCE commands. As a consequence of a system crash, the INIT 
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system program, executing the FORCE commands in the CRASH. CTL file, 
causes a job to run ANALYS. The method of accomplishing the auto- 
m.atic invocation of ANALYS is described in Section 6.1. 

The output of an ANALYS system program run supplies valuable 
hardware and software information which can be used by a software 
specialist to determine possible causes of system crashes. 
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6.10 SPOOLING OPERATIONS - QUEMAN, SPOOL, AND BATCH 

Spooling operations on RSTS/E depend upon interjob communication 
between a spooling program and a queue management program QUEMAN. 
Possible spooling programs are SPOOL, BATCH and RJ2780. SPOOL executes 
requests for a line printer unit and facilitates more efficient use of 
the device. BATCH executes requests on a pseudo keyboard device and 
provides non-attended job operations. RJ2780 is optional on all sys- 
tems and executes requests for communications between two computer 
systems. QUEMAN manages all requests for spooling programs and ensures 
that requests are handled properly. 

Interjob communication is attained by QUEMAN sending and receiv- 
ing messages with the send/receive SYS system function call to FIP. A 
user job must be privileged to run QUEMAN since it declares itself a 
receiving job on the system. Spooling programs on the system also 
employ the send/receive message facility to communicate with the com- 
mon receiving job QUEMAN. 

QUEMAN creates a common file QUEUE. SYS on account [1,2] on the 
system disk. The file accommodates up to 254 queued requests for 
spooling programs. Each request handles a maximum of 14 files. Each 
job request queued with the /AFTER option occupies two request slots in 
QUEUE . SYS . 

The QUEMAN program must have write access to the QUEUE. SYS file 
since it creates requests for spooling programs and updates control 
information in the file. A spooling program receives requests by 
notifying QUEMAN that it is ready to process. QUEMAN, in turn, 
accesses the queue file to determine if any requests exist for that 
spooling job. If no queued requests exists, the spooling program per- 
forms an indefinite sleep operation until awakened by QUEMAN with a 
request to process. In this manner, one program alone is responsible 
for maintaining the queue file. 

A user creates a request for a spooling program by running the 
QUE program. When QUE executes a command to queue a request, it sends 
messages to the QUEMAN program rather than directly writing the request 
to QUEUE. SYS. However, when a user requests to list current requests, 
QUE reads the information directly from QUEUE. SYS. This action possibly 
confuses a user if he tries to list a queue soon after he types 
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a request. Often QUEMAN is in the process of parsing the new request 
when QUE accesses QUEUE. SYS to list pending requests. For more infor- 
mation on the QUE program, see Section 4.11 of the RSTS-11 System 
User's Guide . 

QUEMAN enters requests in the QUEUE. SYS file based on a priority 
number between 1 and 255 specified in the QUE command. QUEMAN inserts 
a request with a given priority number ahead of those with lower pri- 
ority numbers. Routine requests are assigned a priority of 128. A 
privileged user can assign a priority higher than 128 and thus can 
force QUEMAN to process the request before others of lower priority. 
All users can assign a priority of less than 128 and can thus force 
QUEMAN to process the request only after all others of higher priority 
are processed. In this manner, requests of a non-critical nature do 
not slow up the processing of routine requests. 

Whenever a spooling program encounters an error, it interrupts 
processing and informs QUEMAN of the error. QUEMAN generates a request 
for user action and broadcasts the appropriate identifying information 
on the system console terminal. A user on the system handles the 
request by removing the error condition and typing a reply to QUEMAN. 
QUEMAN, in turn, clears the request from its internal tables and 
sends the reply to the spooling program. The spooling program, upon 
receipt of the reply, continues processing based on the user's request. 

For a spooling program servicing a line printer, certain errors 
are possibly self -correcting. This situation arises because the 
device handler for the line printer tests the ready status of an off 
line unit every 10 seconds. If the user removes the cause of the error 
(for example, fixes a paper jam) and puts the line printer on line 
again, the line printer software detects the ready status and auto- 
matically continues output. As a result, the spooling program detects 
that the error condition is cleared and informs QUEMAN. Finally, 
QUEMAN removes the request for user action since the spooling program 
has continued processing the queued request. 

Because of the highly interdependent nature of the queue manage- 
ment and spooling mechanism, it is recommended that the user not 
terminate any - of the j>rogr ams xnvxxLved.- Such terminatiaa possibJly- 
results in loss of data or destruction of the queue file. The user 
can leave terminating of spooling operations to the system shutdown 
procedures. 
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The SHUTUP system program executes shutdown procedures which pre- 
serve file integrity. SHUTUP sends two messages to QUEMAN. The first 
message initiates QUEMAN' s off-line procedure which entails informing 
each spooling program to complete processing the correct file. There- 
after, a spooling program closes all files, tells QUEMAN it is off- 
line, and kills itself. After sending the second message, SHUTUP waits 
for a reply from QUEMAN. After receiving the reply, SHUTUP waits 30 
seconds before killing any jobs and thus gives QUEMAN time to kill 
itself. If SHUTUP does not receive a reply from QUEMAN within 30 
seconds, it prints a message at the console terminal and does not 
proceed unless the user types an indicated response. 

6.10.1 Operating the Queue Manager - QUEMAN 

To run QUEMAN, the job must be privileged and the user must type 
the following command while at BASIC-PLUS command level. 

READY 

RUN $QUEMAN 

QUEMAN V05B-05 - RSTS VjZf5B-24 

STARTED AT 11:31 ON 29-APRIL-74 

H 

QUEMAN runs and prints its header line containing program and system 
names and version numbers and, subsequently, an accounting message 
giving the time of day and current system date. 

QUEMAN opens the system file QUEUE. SYS. If the file does not 
exist, QUEMAN creates and initializes it. QUEMAN notifies the user 
of this action by printing the following message. 

NO QUEUE FILE FOUND — WILL INITIALIZE 

If the file exists and QUEMAN has write access to the file, it prints 
the * character indicating its readiness to accept commands. Another 
program having write access to the file causes QUEMAN to print the 
message QUEUE FILE OPENED BY ANOTHER PROGRAM ALREADY... CAN'T RUN STOP 
AT LINE 30. At this point, the user must determine which job has the 
file $QUEUE.SYS open and must terminate that job. By typing the CONT 
system command in response to the STOP AT LINE 30 message, the user 
causes QUEMAN to retry the open operation. 
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To cause QUEMAN to DETACH, type \DE in response to the * 
character. For example, 

^ \DE 
DETACHING. . . 

As a result, QUEjyiAN prints the DETACHING message and detaches itself 
from the keyboard. 

NOTE 

On ASR33 type terminals, the backslash 
character is generated by typing the SHIFT 
key and the L key simultaneously. The sys- 
tem echoes the SHIFT/L combination by 
printing the \ character. 

In general, QUEMAN should be run in the DETACHed state, except 
when some actual interaction with it is required. 

To execute QUEMAN commands, the user must attach the QUEMAN pro- 
gram to the terminal and type the particular command. For example, 
to terminate the QUEMAN program, perform the following actions as 
shown in the sample dialog. 

ATTACH 5 
PASSWORD : 



ATTACHING TO JOB 5 
'QUEMAN' ATTACHED 
TYPE \DE TO DETACH 
1 \EX 
READY 



The ATTACH command described in Section 4.1 of the RSTS-11 System 
User's Guide attaches the job to the terminal. The QUEMAN program 
prints the 'QUEMAN' ATTACHED message to indicate that it is attached 
to the terminal. 



6-49 



NOTE 



At no time should the user type the 
CTRL/C combination. Such action pos- 
sibly destroys the QUEUE. SYS file 
and causes the program to print the 
QUEUE FILE ENDANGERED message and to 
terminate execution. 



The asterisk character (*) indicates that QUEMAN is ready to execute 
a command. To terminate QUEMAN, type \EX. Subsequently, the program 
closes its files and exits to the system monitor as indicated by the 
READY message. 

Other commands recognized by QUEMAN are listed and described in 
Table 6-9. A command is preceded by a backslash character to distin- 
guish it from other possible responses. 

Whenever QUEMAN requires help from the user, it performs a stan- 
dard procedure. For example, if a spooler encounters a hung line 
printer, it sends a message to the QUEMAN program. QUEMAN broadcasts 
the standard text on the system console keyboard in the following 
format : 

****QUEMAN (j) m:n REQUEST: text ? 

where : 



j is the job number under which QUEMAN runs. 

m is the message identification number between and 255 
which QUEMAN relates to a request for user action. 

n is the logical name of the requesting program. Examples 
of names are LPnSPL, BATCH, or RJ2780. The character n 
in LPnSPL denotes the line printer unit to which the 
SPOOL program directs output. 

text indicates QUEMAN must process a request from a spooling 
program. The text between the colon and the ? 
characters is the action message to which the user must 
respond. 

QUEMAN performs no further processing for the designated spooling job 
unless the user attaches QUEMAN to the terminal and responds to the 
request or unless QUEMAN deletes the message for the spooling job. 
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Table 6-9 
QUEMAN Commands 



Command 


Meaning 


\IN 


Initialize the QUEUE. SYS file. All pending 
jobs for all devices are removed and the 
protection is set to <40>. 


\ex 


Immediately close all files, remove QUEMAN 
from system receiver table and reset the 
priority. It is recommended that the user 
terminate all spooling programs before 
typing the \EX command. See Section 
6.10.4 for terminating instructions. 


\RE:n 


Remove the spooling job indicated by the 
job number n from QUEMAN internal tables. 
The user can determine the proper n for a 
spooling program by using the \ST command. 


\me 


Print at the terminal any pending messages 
from spooling jobs.l 


\ST 


Print at the terminal the status of spooled 
jobs currently running on the system. 


'\de 


Detach QUEMAN from the terminal. 



'The QUEMAN program does not ordinarily print messages when it is 
attached to a terminal. When attached to a terminal, QUEMAN 
prints messages under the following circumstances. 

a. If ten messages have been received since the job 
was attached, 

b. If the user attempts to detach, or 

c. If the user types the \ME command. 
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To respond to a request from QUEMAN, the user must type a line 
containing the identification number of the request being serviced and 
the command to the indicated spooling job. For example: 

****QUEMAN (05) 1:LP0SPL REQUEST ;LPO HUNG? 
ATTACH 5 ~~~ 

PASSWORD : 

ATTACHING TO JOB 5 
' QUEMAN ' ATTACHED 
TYPE \DE TO DETACH 
*1 CO 



The request LPO HUNG is an error message generated by the spooling 
program SPOOL running for line printer unit (LPO:). The request 
identification 1 tells the user that this is the first active request 
for user action. The user can determine the cause of the error condi- 
tion and remedy it. He then attaches the QUEMAN job to the terminal 
and types a response to the asterisk character printed after QUEMAN 
attaches. The user types the identification number of the request to 
which he is responding (1) and the proper command (CO) to the spooling 
program. QUEMAN prints the asterisk again. The user can wait to 
determine if the response to the request is sufficient to correct the 
error. 

If a line printer error condition is removed before the user types 
a response to the request, the system automatically resumes printing 
according to the option the requester specified when he queued the 
file. The spooling program SPOOL notifies QUEMAN, which deletes the 
request. QUEMAN, in turn, notifies the user by printing a message. 
The following sample printout shows the action. 

****QUEMAN (J2f5) 2:LP^SPL REQUEST: LP)?: HUNG? 
REQUEST #2 DELETED by LPj2fSPL 

(For more information regarding SPOOL, see Section 6.10.2.) 
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QUEMAN handles a response to an action request by passing the text 
typed to the spooling program. The spooling program runs and processes 
the text. In the example shown, SPOOL executes the CO command of the 
SPOOL program. If the user's action properly remedied the hung condi- 
tion of line printer unit 0, the CO command causes SPOOL to perform 
the defined operation. When the command or the user's action is not 
sufficient to continue processing, the spooling program generates 
another request message for the QUEMAN program. 

If the user types an invalid message number, QUEMAN prints text 
similar to the following sample. 

MESSAGE #n NOT OUTSTANDING 
* 

The user is allowed to type a command or another response to the action 
request. 

QUEMAN prints error messages when the user types an invalid com- 
mand or response to the * character. These messages are listed and 
described in Table 6-10. 

The QUEMAN program monitors the activity of spooling programs and 
broadcasts information messages to the system console terminal. For 
example, if the user runs SPOOL, QUEMAN broadcasts a message similar 
to the following. 

QUEMAN MESSAGE: LPISPL (4) PUT ONLINE AT 04:23 PM 

This message informs the user that a spooling program started 
execution on line printer unit 1 with job number 4, 

When the user types the CTRL/C combination to a SPOOL program, 
QUEMAN typically prints the following text. 

LPISPL MESSAGE: tC TO SPOOLER 

QUEMAN MESSAGE: LPISPL (4) REQUESTED OFF-LINE ~ TAKEN 
OFF-LINE AT 04:22 PM 
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Table 6-10 
QUEMAN Error Messages 



Message 


Meaning 


INVALID RESPONSE — x 


The response x typed by 




user was not one of the 




following valid commands : 




\IN, \EX, \RE:n, or \ST. 


JOB n NOT ON-LINE 


An attempt was made to 




release a job by the \RE:n 




command and that job is 




not running under QUEMAN 




control. 


MESSAGE #n NOT OUTSTANDING 


The user typed an identi- 




fication number indicated 




by n. QUEMAN determines 




the number requires no 




user action response, and 




continues operation. 


QUEUE FILE ENDANGERED 


QUEMAN detects a CTRL/C 




and attempts to exit 




without destroying the 




QUEUE. SYS file. 


SPOOLERS ON-LINE — CAN'T 


User types the \IN com- 


INIT 


mand, not executable by 




QUEMAN since spooling pro- 




programs are currently 




running. 


BAD JOB NUMBER 


User typed the \RE:n com- 




mand and n is not a valid 




number. For example. 




\RE:A. 
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The first line records that the spooling program for LPl : detected a 
CTRL/C combination. The second line inform.s the user that QUEMAN 
removed the job from the QUEUE. SYS file at a specific time. 

The BATCH program sends messages to QUEMAN which, in turn, broad- 
casts them to the system console terminal. In such a manner, BATCH 
maintains a log of the jobs it executes. For example, QUEMAN prints 
such a sequence of messages from BATCH. 

BATCH MESSAGE: COMPAR: STARTED AT 03:02:22 AM 



BATCH MESSAGE: COMPAR: COMPLETED AT 03:08:09 PM 

The text BATCH MESSAGE identifies the information as coming from 
the BATCH program. The text COMPAR identifies the BATCH job name 
currently being executed. The remaining portion of each message tells 
the time in hours, minutes, and seconds for the start and completion 
of the job. For more information on BATCH operation, see Section 
Section 6.10.3. 

If any messages occur while QUEMAN is attached to a terminal, the 
program saves the QUEMAN job messages until the user types either the 
\ME command or the \DE command. In this manner, the user can type 
responses to requests without interruption from QUEMAN. Additionally, 
if new messages are pending and the user types the \DE command, QUEMAN 
prints the messages and gives the user a chance to respond to an action 
request before it detaches itself. For example, 

* \DE 

ADDITIONAL MESSAGES: 

QUEMAN MESSAGE: LPISPL (4) RELEASED — TAKEN OFF-LINE AT 05:17 PM 

TYPE \DE TO DETACH 



The user types the \DE command to QUEMAN when new messages are pending. 
QUEMAN prints any additional messages but not all pending messages 
and prints TYPE \DE TO DETACH folli^wed by the * c^ The user 
can then type a response to the action request or can type a QUEMAN 
command . 



6-55 



6.10.2 Line Printer Spooling Program - SPOOL 

The line printer spooling program runs without user intervention 
and transfers files from disk, DECtape or magtape to a line printer. 
To run SPOOL, the user job is logged into the system under a privileged 
account. To start SPOOL, type the following command. 

RUN $SPOOL 

SPOOL runs and checks that the project number of the account is 1. If 
the account is not privileged, the program prints the PROTECTION 
VIOLATION message and terminates. Otherwise, the program prints two 
lines. The first line tells the program and system names and version 
numbers and the second line requests the unit number of the printer. 
For example, 

SPOOL V05B-9 - RSTS Vj2f5B-24 SYSTEM #880 
LP UNIT#? 

SPOOL checks that the unit number entered is between and 7. If the 
number is invalid, SPOOL prints the query again. 

With the line printer unit number, the user can specify the 
following options. 



Option 


Meaning 


/AS 

/LN : nnn 
/WI : nn 


Reserve the line printer unit to the job as 
if the user had typed the ASSIGN LPn: 
command . 

Set the default form length to nnn which 
can be between 1 and 127. This value is 
used in the line printer mode option. 

Set the line printer width to nn to properly 
adjust the width of the job header pages. 
This is useful when 80 column paper is used 
in a 132-column unit. The option does not 
prevent the program from sending lines 
longer than nn to the printer. A line 
longer than 80 characters prints off the 
page if the printer is configured for 132 
columns but 80 column paper is used. 
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For example, to set the line printer width to 80 columns and assign 
line printer unit 1 when SPOOL starts, type the following. 

LP UNIT #? 1/WI : 80/AS 

After entering a valid response to the UNIT # query, SPOOL opens 
the character generation file CHARS. QUE on the system library account. 
If the file does not exist, the program prints the message CHARS. BAS 
HAS NOT BEEN RUN — CAN'T RUN and terminates. The user must run the 
CHARS. BAS program described in Appendix E. 

The program next determines the width of the printer by inspecting 
a parameter in the device data block. 

SPOOL next communicates with the QUEMAN program which initializes 
entries in the QUEUE. SYS file for the related device. If the queue 
manager is not running, SPOOL prints the following message: 

QUEMAN NOT RUNNING — CAN'T RUN 

SPOOL terminates. The user must run QUEMAN as described in Sec- 
tion 6.10.1 and run SPOOL again. If a spooling program is currently 
running for that device, the system generates an error (ERR=18) and 
the program prints the following message. 

ILLEGAL SYS ( ) USAGE AT LINE 21010 ~ SPOOLER WILL HALT 

The program attempted to declare the job as an eligible receiver and 
determined that SPOOL is currently active for that device. As a 
result, it terminates. Otherwise, SPOOL subsequently prints the fol- 
lowing message: 

DETACHING. . . 

The program then enables CTRL/C trapping and detaches itself from the 
terminal. 
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To properly terminate SPOOL, the user attaches QUEMAN to the 
terminal and types the \RE command with the job number of SPOOL. If 
the user does not know the proper job number, he can type the \ST 
command to gain a status report. A typical procedure is shown in the 
following dialog. 

ATTACH 2 

PASSWORD: 

ATTACHING TO JOB 2 
'QUEMAN' ATTACHED 
TYPE \DE TO DETACH 
^ \ST 

2 SPOOLERS ON-LINE 

3 LP0SPL LP0 2 0000 

4 LPISPL LPl 2 0000 



^ \RE:4 

* \DE 
ADDITIONAL MESSAGES: 

QUEMAN MESSAGE: LPISPL (4) RELEASED AT 05:17 PM 
TYPE \DE TO DETACH 

* \DE 
DETACHING . ♦ . 

Before detaching, QUEMAN prints an information message concerning the 
LPISPL job. For more information, see the description of terminating 
spooling programs in Section 6.10.4. 

The user can terminate SPOOL by attaching it to a terminal and 
typing the CTRL/C combination. This method is not recommended since 
the SPOOL program possibly is printing a job or QUEMAN is currently 
sending a print request to the SPOOL program. If the user does termi- 
nate SPOOL by typing the CTRL/C combination, SPOOL kills the job 
under which it is running. This action leaves the terminal logged off 
the system. QUEMAN subsequently prints the following messages at the 
system console terminal. 

LPISPL MESSAGE: tC TO SPOOLER 

QUEMAN MESSAGE: LPISPL (4) REQUESTED OFF-LINE— TAKEN 
OFF-LINE AT 04:22 PM 

The first message informs the user that the LPISPL job detected the 
CTRL/C combination. The second message reports that QUEMAN has removed 
the LPISPL job from its internal tables. 
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Normally, the SPOOL program starts when the INIT system program 
executes commands in the START. CTL and CRASH. CTL files. For example, 
a portion of a typical START. CTL file appears as follows. 

FORCE KB9: RUN $QUEMAN 
FORCE KB9: \DE 



FORCE KB12: RUN $SPOOL 
FORCE KB12: 

These commands assume both keyboards are logged into the system under 
privileged accounts. For more information on the INIT system program, 
see Section 6.1 of this document. 

6.10.2.1 Recovery from Line Printer Errors - Control of error handling 
in the spooling process is by interaction between the spooling program 
and the QUEMAN program. For example, if the supply of paper is 
exhausted or if the paper jams, SPOOL generates the DEVICE HUNG OR 
WRITE LOCKED error (ERR=14) , sends a message to QUEMAN, and discontinues 
processing. QUEMAN prints a message at the system console terminal 
(KB^:) similar to the following sample printout. 

****QUEMAN (J2f2) 3:LPi2fSPL REQUEST: LP0: HUNG? 

The message tells the user that the spooling job for line printer unit 
(LP0SPL) has generated request number 3. Before SPOOL can resume, 
the user must correct the error. If SPOOL determines that the error 
is gone, it continues printing based on the options specified when 
the requester queued the file for printing. In such a case, SPOOL 
notifies QUEMAN which, in turn, deletes request number 3 and prints a 
message to that effect. 

If the user cannot correct the error, or wishes to perform some 
other operation, he must leave the line printer off=line, attach the 
QUEMAN job to a terminal and type the request number followed by a 
SPOOL command. Table 6-11 describes the valid commands. If the user 
types an invalid command, SPOOL causes QXJ^^ the ILLEGAL 

RESPONSE message. 
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Table 6-11 
SPOOL Commands 



Format 


Operation 


Meaning 


CO 

DE 
RE 
KI 


Continue 
Defer 
Restart 
Kill 


Continues by printing the current job according 
to options the user specified to QUE. 

Places current job at the end of the queue to 
be rerun at a more convenient time. 

Continues by printing the entire job again from 
the job header page onward. 

Terminates the current job and removes it from 
the queue file. 



To respond to a pending action request, leave the line printer off-line, 
note the job number reported in the QUEMAN message, and type the ATTACH 
command with the number as follows. 



ATTACH 2 
PASSWORD : 

ATTACHING TO JOB 2 
•QUEMAN' ATTACHED 
TYPE \DE TO DETACH 



To restart the job from the beginning, type the request number with 
the RE command. 

*3 RE 
^ \DE 

QUEMAN passes the string RE to the spooling program related to request 
number 3 and prints the asterisk character. The user can then place 
the line printer on line. SPOOL runs and begins printing the job from 
the file header. The user then types \DE to. detach QUEMAN. For more 
detailed information on QUEMAN, see Section 6.10.1. 

6.10.2.2 SPOOL Line Printer Output - SPOOL generates job header and 
file header pages to identify print jobs and files within a print job. 
Both types of header page contain identification and general accounting 
information. The identification information consists of large, easily 
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readable, aggregate letters created from the character generation file 
CHARS. QUE. The accounting information is in standard letters and 
placed on the page according to the type of header. 

The job header identification consists of the account number of 
the user requesting the job and the job name the user gave in the QUE 
command. If no job name appeared in the QUE command, SPOOL prints the 
filename of the first file in the request as the job name. 

General accounting information for the job header is centered on 
the page and is offset from the identification infoinnation by two rows 
of special characters. The accounting information contains three 
lines of data. The first line consists of the job name, current date, 
current time, and requester's account in the following general format. 

JOB name PRINTED ON date AT time FOR USER [n,mj 

The second line comprises the date and time when the user created the 
request and the device for which he created the request. The third line 
gives the QUE options the user specified in the job identification 
part of the QUE command. If the user gave no options, SPOOL prints 
only /M0DE=j2(. 

The file header identification shows, on separate lines, the file- 
name and extension of the file SPOOL printed. If SPOOL does not print 
the file because of an error, the identification and accounting infor- 
mation are replaced by an error message framed above and below by five 
rows of special characters. The error message has the following format; 

FILE filename specification — RSTS error message 

The file specification includes the device, filename, extension and 
project-programmer field. The error message is the text generated by 
the system upon encountering such an error. These errors are sum- 
marized in Appendix C of either the BASIC-PLUS Language Manual or the 
RSTS-11 System User's Guide . 

The accounting information for the file header appears below the 
identi f xcatioa and is framed^ above ajid below, by two rows of special 
characters. The first of two lines of data gives the job name used 
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when SPOOL printed the file and shows the current date, time, and 
account as the job header accounting information does. The second 
line gives the complete file specification and the QUE options the 
user specified in the file identification part of the QUE command. The 
QUE options are preceded by the text SWITCHES=. If the user gave no 
options in the QUE command, SPOOL prints the assigned default values. 
For more information on the QUE options, see Section 4.11 of the 
RSTS-11 System User's Guide . 

6.10.2.3 Job Error Messages - Errors SPOOL encounters during printing 
are reported in the line printer output. SPOOL differentiates the 
error message from requested output by framing the text with five rows 
of special characters. 

The text of the error message is split in two parts separated by - 
characters. The first part of the text varies according to the type of 
error. If the error is other than DEVICE HUNG OR WRITE LOCKED, the 
message begins with the RSTS error message text. Otherwise, the text 
begins with the line printer device designator followed by the words 
HUNG ERROR. The remainder of the first part qualifies the nature of 
the error. If the error is file related, SPOOL includes the text FILE 
followed by the filename specification. 

The second part of the text varies according to the operator or 
system action taken to recover from the error. The following list 
shows the texts and related meanings . 

JOB RESUMED Operator used CO command or system automati- 
cally continued the job. 

JOB DEFERRED Operator used the DE command to defer the job. 

JOB RESTARTED Operator used the RE command to restart the job 

or the system automatically restarts the job. 

JOB ABORTED Operator used the KI command to terminate 

the print job. 

If operator action was involved in the error, the program prints the 
text BY OPERATOR following the error text. If, for any reason, SPOOL 
cannot continue or restart, it includes the text FAILURE TO RESTART. 
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5.10.3 Batch Processor Program - BATCH 

The batch system program runs without user intervention and exe- 
cutes files of standardized commands queued on the related batch device. 
The number of batch devices possible depends upon the number of pseudo- 
keyboards available for use by BATCH. To run BATCH, the user job is 
logged into the system under a privileged account. To start BATCH, 
type the following command. 

RUN $BATCH 

BATCH runs and checks that the project number of the account is 1. If 
the account is not privileged, the program prints the PROTECTION 
VIOLATION message and terminates. Otherwise, the program prints two 
lines. The first line gives the program name and version number and 
the second line requests the unit number of the batch device. For 
example : 

BATCH V01-27 
BATCH UNIT BA? 

The user can type the RETURN key to indicate any batch device 

(BA:) or can type a decimal number to indicate a distinct batch device 

(BAl:, BA2:, and onward). 

BATCH runs and processes messages through the QUEMAN program, 
which must be running on the system. For more information on sending 
messages through QUEMAN, see Section 4.12.3.8 of the RSTS-11 System 
User's Guide . 

6.10.4 Terminating an Individual Spooling Program 

It is possible to terminate an individual spooling program. How- 
ever, it is not recommended since QUEMAN automatically terminates 
spooling programs when SHUTUP runs. To terminate a particular spooling 
job, the user must attach QUEMAN to a terminal, release the desired 
spooling job, and run the UTILTY system program to kill the job. It 
is important that the user release the spooling job by QUEMAN because 
requests in the QUEUE.SYS file may otherwise be lost. 
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The following sample dialog shows the proper way to terminate the 
BATCH controller program. 

ATTACH 2 
PASSWORD: 



2 





2 





3 






ATTACHING TO JOB 2 
'QUEMAN' attached" 
TYPE \DE TO DETACH 

f\sf 

3 SPOOLERS ON-LINE 

4 LPISPL LPl 
3 LPjZfSPL LP0 

5 BATCH5 BA* 

Are: 5 

^DE 

ADDITIONAL MESSAGES: 

QUEMAN MESSAGE: BATCH5 ( 5 ) RELEASED — TAKEN OFF-LINE AT 12:04 PM 

TYPE \DE TO DETACH 

*\DE 

DETACHING. . . 



HELLO 1/100 

PASSWORD : 

JOB(S) 2 3 4 5 ARE DETACHED UNDER THIS ACCOUNT 

JOB NUMBER TO ATTACH TO? 

4 OTHER USER(S) ARE LOGGED IN UNDER THIS ACCOUNT 



READY 

RUN UTILTY$ 

'UTILTY' SYSTEM UTILITY PROGRAM 

? KILL 5 

? EXIT 

READY 
BYEF 

If the \Rl:n command is typed and thes spooling program is currently 
processing a requegt, QUEMAN places that request at the beginning of 
the queue. When the spooling program startg again, that request is 
immediately restarted from the beginning . However, when SHUTUP 
terminates time sharing, the status of jobs terminated depends on the 
individual spooling program; SPOOL and RJ2780 jobs are placed at the 
beginning of the queue and BATCH jobs are deleted from the queue. 
For jobs terminated individually using the XREsn command, QUEMAN 
always places a currently processing requegt at the beginning of the 
queue. 
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6.11 MANAGING RSTS/E ERROR LOGGING - ERRCPY, ERRORS AND ERRDIS 

Logging of hardware errors is an automatic function of the RSTS/E 
monitor. To gain the advantages of error logging, the system manager 
must properly employ the ERRCPY, ERRORS, and ERRDIS system programs. 

The ERRCPY program retrieves error-related data logged by the 
RSTS/E monitor. Upon occurrence of a hardware error, special routines 
save the contents of the device registers in small buffers and 
effectively send a message to the ERROPY program . The system awakens 
ERRCPY which transfers the saved data to disk. Since the number of 
messages which can be queued at any given time is limited, ERROPY 
must be running to prevent loss of valuable diagnostic information. 

The ERRORS program retrieves error-related data saved following 
a system crash. When a system crash occurs and certain conditions 
are in effect, the monitor preserves the contents of certain critical 
parts of the system. The system file ORASH.SYS holds this information 
along with other error-related device data. The ERRORS program 
transfers the information from the ORASH.SYS file to another disk file 
which has the saw© format as thQ one created by the ERROPY program. 

The ERRDIS system program produces summaries of error-related 
data and formats it for output to a hard copy device. This program 
provides the record of errors loggtd on the RSTS/i system. 

6.11.1 Operation and Use of the Error Copy Program - ERlCfY 

The error copy system program ERROPY reads error-related informa- 
tion stored in the monitor part of memory and writes it to a spegial 
disk file. The system manager must ensure that the prope;r commands 
are created in the start. CTL and CRASH, CTL files as described in 
Section 6.1 so that ERRCPY is started and active during time sharing 
operations. The following discussion outlines the entire process 
of activating the job which runs ERROPY. 

When the RSTS/E system starts up, commands in either the START. OTL 
or CRASH. CTL control file are executed by the INIT system program, 
if the command POICI KBf : RUH ^ERIC^PY appears in the control file, the 
command run $ERR0PY is placed in the input buffer pf the console 



6-65 



terminal (KB0:) as if it had been typed at the terminal. Meanwhile, 
the accompanying END command in the control file causes termination 
of the INIT system program and causes the console terminal to be 
placed at BASIC-PLUS command level (edit mode) , as signalled by the 
READY message being printed. The console terminal remains logged into 
the system under account [1,2]. 

When the system executes the command RUN $ERRCPY from the input 
buffer of KB0: , the ERRCPY program runs and detaches itself from the 
console terminal as indicated by the message DETACHING printed at the 
console terminal. The console terminal is not thereafter logged into 
the system, but ERRCPY continues running as a detached job under 
account [1,2] . 

When ERRCPY is activated, it exists in the SL (sleep) state and 
neither occupies memory storage nor uses CPU time until awakened by 
the RSTS/E Monitor error logging routines. When error logging detects 
a hardware error, it causes ERRCPY to run and write the error-related 
information to a special file ERRLOG.FIL. The file is stored under 
the system library account [1,2] on the system disk. If ERRCPY is 
not running, the diagnostic area can overflow and the history of 
subsequent errors can be lost. Therefore, the system manager must 
properly start the ERRCPY job. 

The ERRCPY program automatically kills itself whenever logins 
are disabled. Therefore, if the system manager disables logins, he 
should restart ERRCPY. 

The system manager gains information concerning the hardware 
errors detected and placed in the ERRLOG.FIL by running the ERRDIS 
system program as described in Section 6.11.3. If a system crash 
occurs, the system manager can retain error data by following the 
instructions in Section 6.11.2. 
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6.11.2 Use of the Error Crash Program - ERRCRS 

The ERRCRS system program saves error information retrieved at 
the time of a system crash. When system crash occurs, critical 
contents of memory are written to the system file CRASH. SYS if the user 
enabled the CRASH DUMP facility at start up time. The ERRCRS system 
program transfers certain error information from the file CRASH. SYS 
to a user designated file. The following sample dialog shows the use 
of ERRCRS. 

RUN $ ERRCRS 



ERRCRS V05-06 

OUTPUT FILE NAME ? FILE.CRS 

CRASH DUMP FILE NAME? 



READY 



ERRCRS is executed by typing the RUN $ERRCRS command from a terminal 
logged into the system under a privileged account. Two queries are 
printed. The response to the first query designates the name of a 
file to which error information will be written. The response to the 
second query is simply the RETURN key, designating the file CRASH. SYS 
stored under the system account [0,1]. The ERRCRS program writes the 
error information to the file named FILE.CRS (in this sample) and 
terminates automatically, as signalled by the READY message being 
printed. 

The system manager can later print a report on the error 
information saved if he uses the ERRDIS system program as described 
in Section 6.11.3 and designates the filename specified as output of 
the ERRCRS program run as the input filename for ERRDIS. It is highly 
recommended that users place the proper commands in the CRASH. CTL file 
so that ERRCRS runs automatically upon initialization of the system 
after a system crash. 

6.11.3 Operation and Use of the Error Display Program - ERRDIS 

xix6 ^jTiTOlT *u. J- Spj-S-jr' p jT O (^ jT 3.111 xjlxixL) jlwj 3._i_jlOW3 uii0 Sj^'SuQin lLi3.n3.Q^Gjr uO 

gain full or partial history or a full or partial summary of the error- 
related information preserved by the ERRCPY or ERRCRS system programs. 
ERRDIS prints, in: an orga:ntze^ and formattied fashton, the ^rror- 
related information read from a disk file according to options and 
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switches specified by the system manager. The file is created by 
either the ERRCPY or ERRCRS system program and exists under the 
system library account [1,2] with protection code <60>. The disk file 
can maintain a history of a maximum of 880 errors and can record a 
maximum of 100 of any one type of error. If either of these limits 
is reached, ERRDIS prints in the output history a message telling how 
many errors were missed due to no room or to the limit of 100. The 
following two sections describe how to run and terminate ERRDIS and 
how to optimally use ERRDIS features. 

6.11.3.1 Running and Terminating ERRDIS - The system manager or 
privileged user runs the ERRDIS program by typing the following 
command while logged into the RSTS/E system. 

RUN $ ERRDIS 

The program responds by printing a program header line, followed, in 
turn, on subsequent lines, by three queries as shown below. 

ERRDIS VgfS-lgf 

INPUT FILE NAME (<CR> FOR DEFAULT)? 

OUTPUT TO? 

OPTIONS ? 

The user types the RETURN key in response to the query concerning the 
input file name and ERRDIS prints the second query concerning the 
output device or file. The default input file name is $ERRLOG.FIL. 
The user can specify as input the name of the file created by the 
ERRCRS program. If the user types the RETURN key in response to the 
second query, the error-related information subsequently requested is 
printed at his terminal keyboard printer. To indicate a different 
output device, or file, type the proper specification followed by the 
RETURN key. 

After the user designates the output, ERRDIS prints the OPTIONS 
query. An option from those given in Table 6-12 can be typed. An 
option can be modified by any of several switches as described in 
Table 6-13. After output of the option or options specified is 
completed, the OPTIONS query is printed again. To terminate the 
ERRDIS program, type the EXIT command in response to the OPTIONS 
query. 
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Table 6-12 
ERRDIS Program Options 



Option 
Type 



General 



Peripheral 
Errors 



Processor 
Errors 



Option 
Format 



ALL 

EX 
HE 
MS 
DH 

DT 

RF 

RC 

RK 

RP 
RS 
MA 
RB 
RJ 
CD 
MT 
KB 

T4 
TfS 

J0 
RI 
PF 
CK 

MP 
MM 



Meaning 



Error-related information for all errors is 
printed in the order in which they were de- 
tected and recorded, from the earliest to 
the most recent. 

Terminate ERRDIS and exit to the monitor. 
Print the help file ERRDIS. HLP. 
Missed errors. 

Prints error-related information concerning 
the DHll multiplexer. 

TC11/TU56 DECtape. 

RFll/RSll fixed head disk. 

RC11/RS64 fixed head disk. 

RK11/RK05 or RKJ?3 DECpack cartridge drive. 

RPll-C/RPj2f3 disk pack drive. 

RHll/RSJ2f3 and RHll/RSjZf4 fixed head disk. 

RH11/TM02/TU16 magtape. 

RH11/RP04 disk pack drive. 

DPll or DUll interface for RSTS/278j2f software, 

Card reader. 

TM11/TU10 Magtape. 

Hung Teletype errors by job number and key- 
board line number. 

Traps through vector location 4. 

Traps through location 000000, 

JMP instructions executed to location 000000. 

Reserved instruction traps. 

Occurrences of power failure. 

Checksum errors . 

11/45 or 11/4^ memory parity. 

Memory management 

Illegal code. 
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Table 6-13 
ERRDIS Program Option Switches 



Switch 
Format 



Meaning 



/S 



/K 



/H 
/dd-mmm-yy 

/hh:mm 



Print only a summary of information of the error type 
indicated in the option. (Used alone, /S is meaning- 
less.) 

Delete (kill) information in the error logging file. 
If the file is $ERRLOG.FIL, the /K option simply 
zeroes the file but keeps it in the directory. If 
the file is anything other than $ERRLOG.FIL, the /K 
option deletes the directory entry. In either case, 
ERRDIS terminates and returns control to READY. 

Used alone; causes a help file to be printed. 

Prints information concerning the error type indicated 
in the option if it was detected on or after the date 
designated by /dd-mmm-yy. For example, 19-MAY-73. 

Prints information concerning the error type indicated 
in the option if it was detected at or after the time 
of day designated by /hh:mm. For example, 8:50 or 
20:50. 

If a date switch appears with a time switch, ERRDIS 
prints errors detected at or after the date and time 
of day. If a time switch appears without a date switch, 
ERRDIS uses the current system date. 
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OPTIONS ? EXIT 
READY 

Control is returned to BASIC-PLUS command level, as indicated by the 
READY message being printed. 

6.11.3.2 Recommended Usage of ERRDIS - The recommended procedure 
for using the ERRDIS program is to daily request at least two specific 
options: ALL/S and ALL. The procedure entails running ERRDIS and 
answering the OPTIONS query in the following manner. 

OPTIONS? ALL/S 
OPTIONS? ALL 

The ERRDIS program first creates a summary (/S) of all error- 
related information. The output starts with 4 lines of accounting 
data. On the first line, ERRDIS indicates the option requested, 
followed, on a second line, by the file name from which the information 
is taken (usually $ERRLOG.FIL) . On the third line appears the output 
specification used and, on the fourth line, the time of day and 
current date. Following the accounting data is the summary of the 
total number of errors-recorded and errors missed by type and a tally 
of certain disk input and output information. 

For the second option requested (ALL) , ERRDIS prints the 
accounting data and the entire history of the errors logged. Infor- 
mation for each occurrence of a logged error is printed in chrono- 
logical order, beginning with the earliest error and continuing to the 
most recent occurrence. For each error logged, a header line is printed 
which describes the type of error and the time of day and date of the 
occurrence. Following the header line for each error, ERRDIS prints 
such data as job number, keyboard number (if a hung Teletype error) , 
processor status word (PSW) contents, and the contents (in octal) of 
the device registers at the time of the error. Consult the PDPll 
Peripherals Handbook for the meaning of the device register abbrevia- 
tions and the types of errors encountered. (A job number of 
indicates the null job.) A comment line is appended to some error- 
related information, such as that of a hung Teletype. 
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At the conclusion of the error history, ERRDIS prints the number 
of Riissed errors (if any) and the total number of errors listed of 
those logged since the beginning of the error history. It is 
recommended that the user specify a disk file to contain the output 
of the options. The output can be gained by queuing the file on an 
128 column line printer. The printouts of the complete summary and 
the complete history should be inspected and stored in a central 
Z. ' "^' T'or- reserved for them. They provide the basis for planning 
preventive maintenance and the means to more readily isolate potentially 
dangerous hardware problems. The printouts should be available to the 
DEC Field Service or Software Support representative. Periodically, 
the system manager can delete the contents of the file $ERRLOG.FIL by 
specifying the following option in response to the ERRDIS program 
OPTION query. 

OPTION? /K 

The system manager should be alert for certain conditions 
reported by ERRDIS. Several hung Teletypes are not serious, but a 
steadily increasing number of hung Teletypes on a certain keyboard line 
indicates a possibly dangerous condition which should be remedied. 
Any occurrence of a T0 error is serious and indicates that an 
interrupting device has presented an incorrect vector location to the 
bus. An increasing number of disk errors (particularly on the 
system disk) indicates a need for immediate maintenance. 
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6.12 OCTAL DEBUGGING TOOL - OPT 

The system program ODT opens a file, a peripheral device, or 
memory as an address space and allows a user to examine and change word 
or byte locations within the address space. As auxiliary operations, 
the user can list the contents of certain conventional table locations 
in the operating system. 

The program immediately interprets and executes each character as 
the user types it. This action is termed ODT submode or ODT character 
mode and differs from the procedure used by other systemt programs which 
interpret input only after the user enters an entire line of characters . 
Since ODT performs processing based upon single characters typed at the 
terminal, its language is highly interpretive and interactive. It thus 
provides a quick and efficient means of finding errors in program and 
data files and changing data in those files for testing purposes. 
Because of the quickness and efficiency of ODT, it is advised that only 
experienced user's employ it to perform testing and error correction on 
a system's data base. 

The program accesses and manipulates data in word and byte locations 
based on octal values. The word is the 16-bit PDP-11 word and can have 
a value between (octal) and 177777 (octal) , the limit imposed by 
16 bits. A word has a high order (odd address) and low order (even 
address) byte. A byte can have a value between (octal) and 377 
(octal) - the limit that can be represented by 8 bits. For the purposes 
of clarity in this chapter, the following symbols express the octal 
values used by ODT. 

Symbol Meaning 

n Represents an octal integer between j2f and 7. 

The use of 8 or 9 generates an error. 

k Represents an octal value up to 6 digits in 

length. If more than 6 digits are specified 
or a value greater than 177777 (octal) is 
specified, ODT truncates the value to the low 
order (rightmost) 16 bits. If the octal value 
is preceded by a minus sign, ODT uses the 2's 
complement value of the number. 
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For example, ODT interprets the following values as shown. 

1 0J30001 

-1 mm (2's complement) 

400 000400 

-177730 000050 (2's complement) 

1234567 j2f34567 (truncated to low-order 16-bits) 

The user can represent a location within the permissable address 
space by typing an octal value or an expression which reduces to an 
octal value. The following are the correct forms and the interpreta- 
tion by ODT. 

k The 6 digit octal value of k. If the address 

space is partitioned in 512-byte blocks (for 
example, a disk file) , the leftmost 3 digits 
specify a block number and the rightmost 3 
digits specify a byte location within the block. 
For example , 
000017 

The value designates byte 17 (octal) in block 0. 
3412 

The value designates byte 412 (octal) in block 3 
(octal) . 

n,k The resultant address is the value of k added to 

the contents of the relocation register specified 
by n. Relocation registers are numbered from 
to 7 . See Section 6.12.4 for more information 
concerning relocation registers. 

The special characters and symbols in Table 6-14 are recognized 
by RSTS/E ODT and explained in the remainder of the section. 
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Table 6-14 
ODT Characters and Symbols 



Character (s) 




or Symbols 


Meaning 


/ 


Open the previously open location as a word or 


k/ 


open the location designated by k as a word. 


\ 

k\ 


Open the previously open location as a byte or 


open the location designated by k as a byte. 


II 

k" 


Give the ASCII representation of the currently 


open or last previously open location or of the 




location specified by k. 



k% 



RETURN key 
k followed by 
RETURN key 

LINE FEED key 

k followed by LINE 
FEED key 



A or t 



Give the ASCII representation of the Radix-50 
value in the currently open or last previously 
open location or in the location specified by k. 

Close the currently open location or modify the 
contents of the currently open location with 
the value k and close it. 

Close the currently open location and open the 
next sequential location or modify the contents 
of the currently open location with the value k 
before closing it and opening the next 
sequential location. 

Close the currently open location and open the 
preceding sequential location. (On some 
terminals, the t or A character is typed by 
depressing the SHIFT and N keys simultaneously.) 



(continued on next page) 
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Character (s) 
or Symbols 



or 



Table 6-14 (Cont.) 
ODT Characters and Symbols 



Meaning 



Take the contents of the currently open loca- 
tion as a PC relative offset and calculate 
the next location to be opened; close the 
currently open location and open the location 
thus evaluated. 



k@ 



> 

k> 



Take the contents of the currently open location 
as an absolute address, close the currently open 
location, and open and print the contents of the 
location thus evaluated. If @ is preceded by k, 
the value k replaces the contents of the 
currently open location before it is closed. 

Take the low order byte of the currently open 
location as a relative branch offset and cal- 
culate the address of the next location to be 
opened; close the currently open location and 
open and print the contents of the relative 
branch location thus evaluated. If >is pre- 
ceded by k, the value k replaces the contents 
of the currently open location before it is 
closed. 



Close the currently open location and open the 
last location explicitly open. Returns ODT 
to the origin of a sequence of relative 
locations determined by — , § , and > character 
operations. 



(continued on next page) 
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Table 6-14 (Cont.) 
ODT Characters and Symbols 



Character (s) 
or Symbols 


Meaning 


t 


Separates a relocation register number from 




an octal value. ODT adds the contents of the 




specified relocation register to the octal 




value follov/ing the comma and forms a relocat- 




able address. 


1 


Separates multiple values in a list request 




using the L character and in a register 




operation using the R character. 


, 


Specifies the last explicitly open location 




similar to that used by the < character 




operation. 


+ 

space bar 


Add the preceding value and following value 
and use the result. 


— 


Subtract the following value from the preceding 




value and use the result. 


R 


i 
Reset all relocation registers to -1 (177777) . 


nR 


Reset relocation register n to -1 (177777) . 


k;nR 


Set relocation register n to the value k. 



(continued on next page) 
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Table 6-14 (Cont.) 
ODT Characters and Symbols 



Character (s) 




or Symbols 


Meaning 


F 


Set relocation calculation for list requests 




using L character. 


IF 


Disable relocation calculation set by F 




character. 


C 


Print out monitor table symbolic names and 




memory addresses. 


$S 


Print out the processor status word. 


Q 


Use the last quantity printed by ODT. 


kl;k2L 


Print contents of locations kl through k2 at 




the terminal. 


l;kl;k2L 


Print contents of location kl through k2 on 




line printer unit {0) . 


2 ; kl ; k2L 


Print contents of location kl through k2 on 




another device. ODT prints DEVICE question. 




to which user types the device designator. 



^•12*1 Running and Terminating ODT 

The user runs ODT by typing the following command. 

RUN $ODT 
FILE? 

ODT runs and prints the question FILE. The user response to this 
query determines how ODT runs and what address space ODT accesses. The 
possible responses are listed and described in Table 6-15. 
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Table 6-15 
ODT FILE Question Responses 



Response 


Meaning 


Type the RETURN 


Allows read access to memory only if user is 


key only. 


privileged. 


Type the ALT MODE 


Allows read access to the file CRASH. SYS in 


key only. 


account [0,1] . 


Type the LINE FEED 


Same as the RETURN key. 


key only. 




Type a file speci- 


Allows read access to the file on the 


fication followed 


device specified. If no device is 


by the RETURN key 


specified, the system disk is used. 


or the ALTMODE key. 




Type the file speci- 


Allows read and write access to the file 


fication followed 


specified. 


by the LINE FEED 




key. 





ODT determines the address space by the response to the FILE ques- 
tion and indicates its readiness to accept commands by printing the * 
character. For example. 



FILE? ABC. DAT 



(Terminate with LF) 



ODT opens for read and write access the file ABC. DAT on the system 
disk under the current account. To terminate ODT, type the CTRL/Z 
combination in response to the * character. For example. 



* 1z 
READY 



ODT closes any file currently open and returns control to BASIC-PLUS 
command level. 
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6.12.2 Opening and Closing Locations in the Address Space (/and\) 

ODT accesses the address space as either a word or a byte. The 
user indicates the type of access by specifying the / or \ character. 
For example , 

The user types the address 1000 (octal) followed by the / character. 
ODT opens the location as a word, generates a space, prints the 6- 
digit octal contents of the word, generates another space, and leaves 
the location open for change. The following demonstrates the results. 

*lj2(j2l0/ 0134100 

ODT prints the contents of location 1000 as 004100. To close the loca- 
tion, type the RETURN key. ODT closes that location prints an * 
character on the next line, and does not open a new location. 

The user specifies the \ character to open a location as a byte. 
For example, 

^1000\ 000 
* 

ODT opens location 1000 as a byte, generates a space, prints the 3- 
digit octal contents of the byte, generates another space, and leaves 
the location open for change. To close the location, type the RETURN 
key. ODT closes the location, prints an asterisk character on the 
next line, and does not open a new location. 

To change location lOjZ(0, typa a new 6-digit octal value followed 
by the RETURN key. For example, if location 1000 is open as a word, 

*1000/ 004100 004000 (Type RETURN key) 

* 

ODT replaces the current contents 004100 with the specified contents 
004000, closes the location, and prints the * character on the next 
line. 
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To determine the contents of the current word location , type the 
/ character. For example, if the current location is 1000, the 
following occurs. 

*/ 0fSA000 

ODT opens the current location, generates a space, prints the 6-digit 
contents and generates another space. 

If the user types the LINE FEED key while a word location is open, 
ODT closes the current location and opens the next sequential loca- 
tion. For example, if location 1000 is open as follows, 

*1000/ 0JS4000 

and the user types the LINE FEED key, the following occurs 

^1000/ 00A000 
00X002/ 012345 

ODT generates a carriage return and line feed operation and prints the 
address of the next location, followed by the / and space characters 
and the contents of the word. The new location 1002 is open. Repeti- 
tive use of the LINE FEED key causes ODT to open and display the 
contents of sequential locations. 

If the user types the line FEED key while a byte location is open, 
ODT performs the sam© actions as described far a word loeation exeept 
that the next location is treated as a byte. 

6.12.2.1 Opening the Pgeeedinf Location (J Q3? A j - Typing the up arrow 
(t) character or the cireumflgx (A) aharaeter when a location ig open 
causes ODT to closa thg currently opgn loeation and to open the 
immediately preceding location. 

NOTE 

On ASR-33 type terminals, type the t character by 
depressing the shift key and the N keys simultaneously. 

For example, if two sequential locations are successively opened, typing 
the t character opens the immediately preceding location. 
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^1000/ 002345 (Type LF key) 

j2f 010)32/ 012740 t 
001000/ 002345 

Typing the t character closes location 1002 and opens location 1000 
and prints its contents. If a byte location is currently open, typing 
the t character opens the immediately preceding byte location. If the 
user types a value followed by the t character, ODT replaces the cur- 
rent contents with the specified value before closing the location. 

If the user types the I character and a location is not cur- 
rently open, ODT opens and prints the contents of the last currently 
open word or byte location. For example, 

*1000/ 002345 (Type RETURN key) 

* t 

0i310jdjd/ 002345 

ODT prints the address and the contents of the word location on the 
next line. 

6.12.2.2 Opening a PC Relative Location (*- or — ) - Typing the -- 
character or _ character when a location is currently open causes ODT 
to add 2 to the address of the current location, to add the resultant 
sum to the contents of the current location, and to open the location 
specified by the final sum. For example, 

*1000/ 000040 - 
001042/ 012345 

ODT closes location 1000, adds 2 to the address (1000) , and adds the 
resultant 1002 to the contents (40) of the current location. As a 
result, ODT opens location 1042 and prints its contents. This method 
of calculating the next location to open is similar to that used in 
relative addressing by the program counter in the PDP-11 computer. 
Such a method of address calculation is for position independent code. 

If the contents of the current location is an odd value, ODT opens 
and prints the contents of the low-order byte of the PC relative loca- 
tion. If the user types a value followed by the— character, ODT 
modifies the current contents and uses the new value to calculate the 
PC relative address. 
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6.12.2.3 Opening an Absolute Location (§ ) - Typing the @ character 
when a location is currently open causes ODT to take the contents of 
the current location as the address of the next location to open. As a 
result, ODT closes the current location, opens the calculated location 
and prints its contents. For example, 

*1006/ 001024 @ 
001024/ 0005^391 

ODT uses the contents of the current location (1024) as the next loca- 
tion to open. 

NOTE 

On ASR-33 type terminals, type the @ character by 
depressing the SHIFT key and the P key simultaneously. 

If the user types a value followed by the @ character, ODT changes 
the contents of the current location to the value and uses the new 
value to determine the next location to open. The method is equivalent 
to absolute addressing on the PDP-11 computer where the contents of the 
location following an instruction are taken as the address of the 
operand. The address is absolute since it remains constant regardless 
of where in memory the assembled instruction is executed. 

6.12.2.4 Opening a Relative Branch Offset Location (>) - Typing the> 
character when a location is currently open causes ODT to use the 
signed value of the low-order byte of the current location to deter- 
mine an offset from the current location. ODT uses the final sum to 
open the next location and print its contents. For example, 

*1032/ 000407> 
001052/ 001456 

ODT takes the contents of the low order byte {007) and multiplies by 2 
to give 16 (octal) . Next, ODT adds 2 to the address of the current 
location (1032) to give 1034. Finally, ODT adds these two quantities 
(1034 + 16) to give the address of the word (1052) to open. ODT 
closes the currently open location, opens the calculated location, 
and prints the address and the contents on the next line. 
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If the user specifies a value followed by the > character , ODT 
modifies the contents of the currently open location and uses the low 
order byte of the new value to calculate the relative branch offset 
location. For example, 

*lj2(32/ 0IS0A07 3j2fl> 
J2f0j2l636/ 00jSj510 

ODT interprets the byte value 301 as a negative value since the high 
order bit is 1. The absolute value of 301 is 77 (octal) which is 
multiplied by 2 to give 176 (octal) . ODT subtracts the relative 
branch offset (176) from the address plus 2 of the current location 
to give 636 as the address of the next location to open. ODT opens 
the new location and prints its contents. 

6.12.2.5 Returning to an Interrupted Sequence «) - Typing the < 
character causes ODT to close the currently open location and open the 
last explicitly open location. This command is useful, when a user 
has typed the ^ , @, and > characters, or any sequence thereof, and 
wishes to open the locations from which ODT calculated subsequent rela- 
tive locations. For example, 

*10 32/ 000301 > 

000636/ 000010 @ 

000010/ 123456 < 

001032/ 000301 

After typing the > and @ characters, ODT opens location 10. The user 

returns to the last explicitly open location by typing the < character 

ODT opens and prints the contents of location 1032, the last location 
explicitly opened. 

6.12.3 Printing the Contents of Locations 

The user can type the L character in three ways to print the con- 
tents of locations in the address space open by ODT. For example, to 
print the contents of a certain range of addresses, specify the start 
and end addresses with the L command as follows. 

*0;776L 
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ODT prints at the terminal, the octal contents of each word between 
address 000000 and 00011S. Beginning each line of the printout, ODT 
prints the address of the first word on the line. The user can turn 
the printing on and off by typing the CTRL/0 combination. 

To print a listing on line printer unit 0, type the L command 
as follows. 

*l;jZf;776L 

ODT prints, on line printer unit 0, the octal contents of each word 
between addresses 000000 and 000776. To specify another unit, type 2 
preceding the command. 

*2;j2f;776L 
DEVICE ? LPl: 

ODT prints the DEVICE question, to which the user types the device 
designator of the line printer unit to be used. 

6 . 12 . 3 . 1 Printing ASCII Format (") - Typing the " character when a 
location is currently open causes ODT to print the ASCII representa- 
tion of the word or byte. For example, 

*1000 \ lOJL " A (Type LF key) 
001001 103 " C (Type CR key) 
*1000/ 41501 

If the currently open location is open as a word, typing the " char- 
acter causes ODT to print 2 characters representation of the word. For 
example, 

*1032/ 034567 " W9 

The low order byte contains 167 (octal) which is W and the high order 

If the user types the " character and a location is not currently 
open, ODT prints the ASCII representation: x)f the pre vioxisiy open 
location. 
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6.12.3.2 Printing Radix-50 Format (%) - Typing the % character when a 
location is currently open causes ODT to print the 3-character ASCII 
representation of the Radix-50 word. For example, 

^1000/ 034567 % IGl 

If the user types a value preceding the % character, ODT inter- 
prets it as the address whose contents are to be interpreted and 
printed. For example, 

^1000 % IGl 

ODT interprets 1000 as the address to use. If the user types the % 
character and a location is not currently open, ODT prints the 3- 
character ASCII representation of the previously open location. 

6.12.4 Relocation Registers - ODT has available eight relocation 
registers numbered through 7 which the user can employ to specify 
relative addresses. ODT initially sets the relocation registers to 
-1 (177777, the highest possible address) to prevent inadvertent errors 
in address calculation. The user sets a relocation register by typing 
the relative address, followed by a semicolon and the specification of 
one of the eight relocation registers. For example, to set relocation 
register to 1000, type the following, 

*1000;j2fR 
* 

The user can subsequently use the value in relocation register as an 
offset or a base address in specifying a location. For example, to 
open location 10 32, as a word, the user types the following. 

*0,32/ 000010 

ODT adds the offset 32 to the contents of relocation register to 
open the location. Since relocation register contains 100 0, ODT 
opens location 1032. 

To reset the contents of all relocation registers to -1, the user 
need type only the R character. For example. 
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*R 
* 



ODT generates the carriage return and line feed operation and prints 
the * character again. To reset the contents of any one register to 
-1, simply specify the register number followed by the R character. 

Pot- lav-^mnl o _ 



For example. 



*1R 
* 



The above command resets relocation register 1 to 177777 (octal) . 

To print the contents of locations based on a fixed offset from 
the relocation registers, type the F character and subsequently use 
the L character. For example, 

*p 
*l;pf;3000L 



The F character conditions ODT to calculate relocated addresses for a 
printout. The next command tells ODT to add the offsets from to 
3000 to the value of relocation register and print the contents of 
those resultant locations on line printer unit J2f. The procedure is 
repeated for the values of relocation registers 1 through 7. The 
resultant printout contains a listing of the contents of addresses n,j? 
through n,3j2(j2fj2l where n is between and 7 (the relocation registers). 

To turn off calculation of relocation addresses for a printout, 
type IF . For example , 

*1F 
* 

Subsequent listing requests generate printout for actual addresses 
rather than relocated addresses. 

6.12.5 Interpretive Address Quantities (Q and .) 

ODT uses the variable Q to store the last value which it printed 
at the terminal. The user can type Q to designate the value so stored, 
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ODT performs any valid operation requested and automatically extracts 
the value from Q. For example, if the user desired to increase the 
value in an open location by a certain increment, he could proceed as 
shown in the following sample. 

*1342/ 173214 Q+10 (Type RETURN key) 
*/ 173224 

The user types 1342/ to open that location as a word. ODT prints the 
contents of the location and stores that value in Q. The user sub- 
sequently types Q+10 followed by the RETURN key. ODT adds 10 to the 
value in Q and modifies the current location with the sum. The user 
thus does not have to retype the number or calculate the sum. To 
verify that ODT has changed the location properly, the user types the 
/ character. ODT opens the last previously open location (1342) , 
prints the contents, and, additionally, updates the value Q with the 
most recently printed quantity. 

The . character indicates the currently open or last explicitly 
open location and can be typed to indicate the current address for ODT 
operations. This is the same address used by the < character described 
in Section 6.12.1.5. In most cases, the . character value is the 
address used by ODT when the user types the /, \ , ", %, and LINE FEED 
characters. For example, to open as a word a location 16 bytes from 
the last explicitly open location, the user types the following, 

*.+16/ 012345 

ODT adds 16 (octal) to the address given by the . character, opens the 
resultant address, and prints its contents. 

6.12.6 Error Procedures 

If the user types an invalid or unrecognized character, ODT prints 
a ? character, generates a carriage return and a line feed operation, 
and prints the * character. For example, 

* 1008? 
* 

ODT indicates that the character 8 is an error. The user must retype 
the number correctly. 
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If ODT encounters an error while performing output to a device, 
it prints the message I/O ERROR? followed by the * character. The 
user must correct the device error and type the command again. 
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6.13 VT05 DISPLAY OF SYSTEM STATUS - VT5DPY 

The VT5DPY system program displays the system status on a VT05 
alphanumeric display terminal and updates the status at given intervals 
The program is stored in the system library with protection code <232> 
and requires a 14K job area to run. Since the program runs in such a 
large job area, it is suggested that it be used only on systems with 
ample memory. 

The operation of the program is automatic or can be varied at 
user option. When the user starts the program, he specifies the 
interval at which VT5DPY updates the information on the screen. The 
information displayed is similar to that given by the SYSTAT system 
program. However, the user can type commands on the VT05 to modify 
the items displayed. For more information in SYSTAT, refer to 
Section 4.3 in the RSTS-11 System User's Guide and Section 6.6 of the 
RSTS/E System Manager's Guide . 

6.13.1 Running and Terminating VT5DPY 

A non-privileged job can run VT5DPY by typing the following 
command at a terminal. 

RUN $VT5DPY 
INTERVAL? 

VT5DPY runs and prints the INTERVAL question to which the user can 
type the number of seconds between updates and any combination of the 
following modifiers. 



Modifier 


Description 


/DET 
/KBn: 
/NO FILL 
/PRIORITY 


Have the program run detached from 
this terminal or from the terminal 
specified. 

Run the program at keyboard unit n if 
it is available. If /DET is specified, 
run the program detached. 

Set the fill factor to . Improves 
program performance when the VT05 runs 
at 300 baud or less. 

Run the program at special priority 
rather than at -8 priority. 
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If the user types only the RETURN key or types no number with a modifier 
in response to the INTERVAL question, VT5DPY updates the status every 
15 seconds. 

Running the program detached allows the user to temporarily 
interrupt the program and use the screen to run other programs. To 
interrupt VT5DPY, type the CTRL/C combination and the program prints 
a message telling the user that the screen is available. When the 
user releases the screen, VT5DPY automatically displays the status 
information on the screen again. 

When VT5DPY displays the system status, it prints a header line 
on the top line of the screen, skips a line, and fills the leftmost 
half of the screen with job status information and the rightmost half 
of the screen with, in turn, disk structure, busy device, free buffer 
status, and message receiver information. Upon filling the screen 
the program moves the blinking cursor to the first character position 
on the second line of the screen. This indicates that the program 
is idle. 

At the interval specified, VT5DPY interrogates system tables and 
updates the status information on the screen with any changed data. 
While executing routines to extract update information, VT5DPY prints 
the message WORKING . . . and leaves the cursor positioned to the right 
of the message. After completing the update, VT5DPY returns the 
cursor to its idle position. 

While the cursor is at its idle position, the user can type 
commands to modify the contents and arrangement of items on the 
screen. Any command typed should be terminated by the ALTMODE key. 
Although any line terminator works , ALTMODE leaves the cursor 
positioned on the blank line. The program takes no action on invalid 
commands . 

Some commands which add items to the screen can be preceded by 
a minus sign which indicates taking away the effect of the command. 
Table 6-16 lists and describes the commands. 

6.13.2 Screen Layout 



VT5DPY partitions the screen into three parts: the header line, 
the lefthand half and the righthand half. The components of these 
parts are defined in the following subsections. 
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Table 6-16 
VT5DPY Commands 



Command 
Type 



Format 



General 



C 
S 

J 
Jn 

Xn 
X0 



Job 
Status 



-0 



JO 
J-0 
J+0 
J-DET 



Description 



Clear the screen and display new status 

Display memory status in lieu of job 
status 

Display job status in standard manner. 

Display job status starting with n+1 
active job. Use to overcome physical 
limitation of the screen. 

Change the interval to n seconds. 

Update the display with an interval of 
seconds (that is, run continuously) 
but lower the priority so that other 
jobs are not stalled. 

Display the account number of operator 
jobs as [OPR] . An operator job has a 
project number 1 and a programmer 
number less than 200. 

Replaces OPR in operator account 
designations with the actual project 
and programmer numbers. 

Display total CPU time each job has 
expended. The time is displayed as 
number of hours , minutes , seconds , and 
tenths of seconds under the RUN-TIME 
column. 

Display the increment of CPU time each 
job has expended since VT5DPY last 
updated the screen. User can return 
to total CPU time by typing T. 

Display the amount of CPU time each 
job has expended as a percent of the 
total CPU time expended. User can 
return to total or increment of CPU 
time by typing, respectively, T or +. 

Display only operator jobs. 

Display all but operator jobs. 

Display normal and operator jobs. 

Display all but detached jobs. 
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Table 6-16 (Cont) 
VT5DPY Commands 



Command 






Type 


Format 


Description 


Job 


J+DET 


Display all jobs including those 


Status 




detached. 


(Cont) 








P 


Indicate priority of jobs more exactly 
than + and - characters . 




W 


Indicate under STATE column, the last 
WAIT state rather than actual state. 




-W 


Remove last WAIT state and indicate » 
actual state of each job. 




K 


Display, under SIZE column, the amount 
of memory occupied by each job. 




-K 


Display, under SIZE column, the amount 
of memory remaining to each job. 


Disk 


D 


Display disk structure statistics. If 


Structure 


Dn 


n is 1, place item first on the 




-D 


screen. Preceding minus sign removes 
same from the screen. 




L 


Display, under COMMENTS column, the 




-L 


logical name of each device. Preceding 




minus sign replaces logical names with 






standard PUB, PRI , NFS, or LCK notations. 


Busy 


B 


Display busy device statistics. If n 


Devices 


Bn 


is 1, place item first on the screen. 




-B 


Preceding minus sign removes same from 
the screen. 


Free 


F 


Display free buffer statistics. If 


Buffer 


Fn 


n is 1, place item first on the screen. 




-F 


Preceding minus sign removes same 
from the screen. 


Message 


M 


Display message receiver statistics. 




Mn 


If n is 1, place item first on the 




-M 


screen. Preceding minus sign removes 
same from screen. 
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6.13.2.1 Header Line - The header line looks like the following 
sample. 

RSTS V5B-20 SYSTEM #880 STATUS ON 31-JUL-74 11:15 UP 2:22:22 

The header line contains the system identification, the current date 
and time of day and the number of hours, minutes and seconds since the 
start of time sharing operations. The latter item is termed up time. 

6.13.2.2 Job Status - The job status consists of job statistics 
information similar to that of SYSTAT with the addition of a few states 
and a PR column for running priority. 

The additional states which can appear in the STATE column are 
listed and described below. 



Xnn Job is swapped out and occupies slot 

number nn in swapping file X. The 
swapping file is denoted by letters 
A, B, C, or D to represent respectively 
files SWAP0.SYS through SWAP3.SYS. 

fC Job is in CTRL/C state, awaiting input 

to the monitor. 

LCK Job is locked in memory for the current 

operation. 

PK Job is accessing a pseudo keyboard. 

RS Job is runnable and waiting for memory 

to be allocated so that the system can 
swap it in. 

SWI Job is currently being swapped into 

memory . 

SWO Job is currently being swapped out 

of memory. 



The PR column can display the following abbreviations. 

+ Positive or zero 

A CTRL/C 

K Keyboard (programmed) input wait 

S Special priority 
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-1 Negative 

Zero 

+1 Positive 

6.13.2.3 Memory Status - By typing the S coinmand, the user causes 
VT5DPY to print a table indicating the usage of each IK word portion 
of memory. This memory status report replaces the job status report 
on the lefthand half of the screen. To display the job information 
again, use the J command. 

The memory status report uses the following abbreviations. 

MON Occupied by RSTS/E monitor 

RTS Occupied by BASIC-PLUS compiler and 

Run Time System 

n Occupied by job number n 

nLK Job number n is locked in this IK portion 

nSO Job number n is being swapped out of 

memory 

nSI Job number n is being swapped into 

memory 

NXM Memory space is locked or nonexistent 

I/O Memory Space is reserved for I/O vectors 

6.13.2.4 Disk Structure - The disk structure report is the same as 
that printed by SYSTAT. The COMMENT column can have the following 
items . 

PRI Cartridge or pack is private. 

PUB Cartridge or pack is public. 

NFS Disk is open as a non-file structured 

device. 

LK Disk is in locked state. 

xxxxxx Logical name of disk (the identification 

label or the name associated to the disk 
by the ASSIGN command) . Appears only if 
user types the L command. 
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6.13.2.5 Busy Device Statistics - The busy device statistics are the 
same as the ones generated by SYSTAT. 

6.13.2.6 Message Receiver Statistics - The message receiver statistics 
reflect information on jobs using the send/receive SYS system function 
call to FIP. VT5DPY displays the following information. 

xxxxxx (PRIV) The six character logical identification 
of the receiving job. The designation 
(PRIV) indicates the job receives messages 
from privileged sending jobs. 

X Number of the job. 

x/x Lefthand number (decimal) shows number of 

messages queued for the job and rightmost 
number shows the declared maximum number 
of messages the job can have queued. 

6.13.2.7 Free Buffer Status - The free buffer statistics are the 
same as those generated by the SYSTAT program. 
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6.14 SETTING JOB PRIORITY, RUN BURST AND MAXIMUM SIZE 

The PRIOR system program reports the priority, run burst and maxi- 
mum size assigned to an existing job. The system manager can change 
any of the current values to increase or decrease the chance of gaining 
run time in relation to other running jobs, to determine how much 
CPU time the job can have when it is compute bound and to increase the 
area a job can occupy. 

The system runs jobs on the basis of priority. The higher a job's 
priority, the better are its chances of obtaining run time in relation 
to other running jobs. Priority is deteinnined by an 8-bit priority 
byte, as shown below. 

xxxxxxxx 

sign User Definable System Definable 
bit Portion Portion 

By running PRIOR, a privileged user can set the user definable 
portion of the priority byte for his own job or for another job on 
the system. Since the three system definable bits are normally zero, 
standard priorities are multiples of 8 between -120 (lowest priority) 
and +120 (highest priority) . Eero is a legal priority. When PRIOR 
changes a priority, it truncates any value not a multiple of eight to 
the next lowest legal priority. For example, if thg system manager 
specifies a priority of +10, PRIOR sets the value to +8. 

All of the system definable bits are normally off (zero) . The 
least significant bit is set when a keyboard delimiter is typed during 
an I/O stall. Keyboard delimiters are the QR, LF and alt keys. The 
next significant bit is set whenever the GTRL/C combination is typed 
and can be set when the system is either I/O bound or compute bound. 
Finally, the most significant bit of the system definable portion is 
set by a SYS system function call. All system definable bits are 
cleared when another program is chained or when the system prints 
READY, 
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The system definable portion of the priority byte is always less 
significant than the user definable portion. Therefore, the system 
definable bits affect priority only within the user definable priority 
range. If two jobs are running under priority -8, for example, the 
user who types the CTRL/C combination has a higher priority (that is, 
priority -6 in this case) than the user who does not type that combin- 
ation. On the other hand, a third user with priority supersedes two 
other users whose priorities are -8 and -6. 

When a user first logs in on a system, LOGIN is run with priority 
0. LOGIN automatically sets the user's job to priority -8. This is 
the default priority with which most or all of the jobs are run. Only 
in unusual circumstances should priorities other than -8 be assigned. 

On occasion, the user may want to run a non-urgent program that 
requires a great deal of computation. If time is not a factor in 
obtaining results, the privileged user can decrease the job 
priority to improve efficiency for the other users on the system. 
Conversely, infrequently used detached programs often have higher 
priorities (typically priority 0) since they can be run quickly once, 
and ignored thereafter. 

Run burst is the maximum time a job can run compute bound before 
another job obtains access to the CPU. Each unit of run burst time is 
equal to l/60th of l/50th of a second, depending on the system's power 
line frequency. If the system is operating off a 60 Hz power line, 
one run burst unit equals l/60th of a second. In that case, six units 
equal 1/lOth of a second, which is the run burst default value. 

If a specific job is assigned a run burst of 6 units but does not 
require that much compute bound time, the system automatically trans- 
fers control to the next user before the six units have been used. One 
tenth of a second is generally considered the best run burst time 
period to insure efficient overall system operation. If a job is 
guaranteed to become I/O bound (that is, I/O stalled) after a certain 
amount of computations, PRIOR can be used to specify a run burst 
period larger than 6. In many cases, a run burst of * 8 units has a 
significant effect on long computational programs. 
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The maximum size assigned to a job refers to the available memory 
space. By specifying the maximum size of a job up to 16K words of 
memory, a system manager can allow certain jobs to run programs larger 
than 8K words. This assigned limit does not affect privileged, 
compiled programs. Thus, a user with a small amount of space can still 
run system programs that would normally exceed the memory limit. 

6.14.1 Running PRIOR 

PRIOR is called as follows. 

RUN $PRIOR 
The first query line printed is: 

ENTER ANOTHER JOB NUMBER? 

If the current job is to be checked, type the CR key alone. 
If, however, the job to be checked is not the one under which PRIOR 
is running, type the job number to be considered. A job number less 
than 1 or greater than the maximum number of assignable jobs returns 
the error message ILLEGAL JOB NUMBER ENTERED. Only active, running 
jobs can be referenced; unassigned job numbers return the above error 
message. 

PRIOR now prints the current priority, run burst and maximum size 
assigned to the specified job. For example: 

CURRENT STATISTICS ARE 

-8 PRIORITY 

6 RUN BURST 

16K SIZE MAXIMUM 

The next query line is: 

ANY CHANGES? 

If any or all of this information is to be changed, type Y in 
response to this query. Typing i3 ar the CR key alone automatically 
ends the program. 
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If the user indicates that changes are to be made, PRIOR prints 
a query line for each parameter in turn. If the value assigned to any 
parameter is not to be changed, type N or the CR key alone to skip to 
the next query line. When the typed response to the query line is Y, 
the message CHANGE IT TO? is printed. Type the new specification as 
shown below in the sample dialog. 

RUN $PRIOR 

'PRIOR' PRIORITY, BURST, MAXIMUM CHANGER 

ENTER ANOTHER JOB NUMBER? 



CURRENT 


STATISTICS ARE: 


-8 
6_ 
16K 


PRIORITY 
RUN BURST 
SIZE MAXIMUM 



ANY CHANGES? Y 
CHANGE PRIORITY? Y 

CHANGE IT TO? -16 
CHANGE RUN BURST? N 
CHANGE SIZE MAXIMUM? Y 

CHANGE IT TO? 8 



CURRENT STATISTICS ARE; 



-16 


PRIORITY 


6 ] 


RUN BURST 


8K 


SIZE MAXIMUM 



ANY CHANGES? N 



READY 



Once the last query line has been answered, PRIOR prints the new 
statistics for verification and prints the message: 



ANY CHANGES? 



Typing Y allows the user to make additional changes to this 
information. Typing N or the CR key alone ends the program. 
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6.15 DISK SYSTEM CATALOG - SYSCAT 

The SYSCAT (system catalog) system program prints a current 
directory listing of any disk. The system manager or a privileged 
user must specify the file or device on which the information is to 
be printed. While a standard CAT command prints a listing of the 
user's files on a device, SYSCAT prints a file listing of all files on 
a given disk. SYSCAT is called as follows: 

RUN $ SYSCAT 

The first query line printed is: 

OUTPUT CATALOG TO? 

Type the device or file on which the catalog is to be printed. 
If the CR key is typed alone, SYSCAT prints the information on the 
user keyboard. If the device specified does not exist, an error 
message NOT A VALID DEVICE is given. Similarly, if the device 
specified is not ready for use, an error message DEVICE HUNG OR WRITE 
LOCKED is given. 

The next query line printed is: 

CATALOG OF? 



Type the specification of the disk to be examined. If the CR key 
is typed alone, SYSCAT prints a catalog of the system disk(s). If the 
specified disk is not on line, an error message DISK PACK IS NOT 
MOUNTED AT LINE 100 is given. Similarly, specifying a device other 
than a disk gives the error message: ILLEGAL SYS() USAGE AT LINE 100. 
Shown below is a sample dialog. 

RUN $SYSCAT 

OUTPUT CATALOG TO? 

CATALOG OF? DK0: 

SYSTEM CATALOG OF DKjZf; ON 18-JUL-74 j2f2;14 PM 

SYSCAT prints the name of _the^^ and time of 

day and continues with the catalog. 
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SYSCAT prints each account in the order of its creation date and 
lists the quota for each account. The number following the word DISK 
is the effective number of blocks used, as a function of cluster size, 
For example, if one block is used for a specific file, but the file 
cluster size is 8, the number of effective blocks used is 8. 

The number following the word UFD indicates the user file 
directory cluster size. The first six columns of information in the 
catalog listing correspond to the standard CAT printout. The last 
column indicates the cluster size (in blocks) of each file. After 
each account listing, SYSCAT prints the number of files and the 
number of blocks used in the account. For example: 

2 FILES CLAIMING 7 BLOCKS IN ACCOUNT 

The following sample of a partial listing of a system disk 
demonstrates the format SYSCAT employs. 



RUN $ SYSCAT 
OUTPUT CATALOG TO? 
CATALOG OF? 



SYSTEM CATALOG OF SYSTEM DISK(S) ON 25-SEP-74 lj?:58 AM 
ACCOUNT [l , l] 



ACCOUNT [0,l] 

BADE .SYS 

RSTS .CIL 300 

SATT . SYS 10 

SWAP]? .SYS 2048 

SWAPl .SYS 672 

SWAP2 .SYS 976 

OVR .SYS 28 

ERR .SYS 8 

BUFF .SYS 12 

CRASH .SYS 52 



QUOTA 

QUOTA 

63 
63 
63 
63 
63 
63 
63 
63 
63 
63 



DISK 



DISK 4292 



UFD 16 



UFD 4 



29-JUL-74 04- 
19-AUG-74 30- 
06-AUG-74 30- 
28-AUG-74 30- 
30-JUL-74 30- 
20-AUG-74 30- 
30-JUL-74 30- 
22-AUG-74 30- 
10-SEP-74 30- 
23-SEP-74 30- 



•MAR- 7 4 
•JUL-74 
■JUL-74 
■JUL-74 
■JUL-74 
■JUL-74 
■JUL-74 
■JUL-74 
■JUL-74 
-JUL-74 



10:00 
12:10 
12:10 
12:10 
12:10 
12:10 
12:10 
12:10 
12:10 
12:10 



AM 
AM 
AM 
AM 
AM 
AM 
AM 
AM 
AM 
AM 



10 FILES CLAIMING 4106 BLOCKS IN ACCOUNT 



ACCOUNT [1,2] 

LOGIN .BAC 
LOGOUT . BAC 



23 
15 



QUOTA 

124 
124 



DISK 1858 



UFD 16 



25-SEP-74 01-AUG-74 09:19 AM 4 
25-'C 



READY 
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6.16 COMMUNICATING WITH OTHER TERMINALS - PLEASE AND TALK 

A user can communicate with the system console terminal or with 
another user's terminal by using the system programs, PLEASE and TALK, 
respectively. These programs are discussed individually in the 
sections that follow. 

Both programs have a protection code of <232>, permitting all 
users to run them. The system manager can change the protection code 
to <124> so only privileged users can run these programs. 

6.16.1 PLEASE Program 

PLEASE enables the user to send a message to the system console 
terminal (KB)2f:). This message, along with the user's job number and 
keyboard number, is broadcast directly to the system console terminal. 

PLEASE is called as follows: 

RUN $PLEASE 
PLEASE prints the query line shown below: 

YES!! MAY I HELP YOU? (END WITH CONTROL/ Z) 



Characters are not transmitted until the CR key is typed, 
at which point the entire line is broadcast. So type the CR key after 
each line. 

Since each line of the message is broadcast immediately, no 
prompting characters are printed on the sending terminal between the 
lines of the message. One line of the message can be typed into the 
sending terminal while simultaneously another line is being printed 
out on the system console terminal. If the system console terminal 
is in use, each line of the message is stored in one of that terminal's 
buffers and printed at a later time. 

Type the CTRL/C or CTRL/Z combination to terminate the program 
after the last line of the message has been broadcast. 
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NOTE 

Do not type the CTRL/C or CTRL/Z 
combination to broadcast the last 
line. Using either of these com- 
binations before typing the CR key 
terminates the program and the 
last line is not broadcast. 



PLEASE prints THANK YOU. to indicate all lines have been broadcast. 

Here is an example of a user broadcasting a message to the console 
terminal. 

RUN $PLEASE 

YESM MAY I HELP YOU? (END WITH CONTROL/Z) 

I WILL BE OUT OF TOWN FOR THE NEXT TWO WEEKS. 
WILL LET YOU KNOW WHEN I RETURN. 

~ JOHN SMITH 

tz 

THANK YOU . 

READY 

The message printed on the system console terminal automatically 
includes the sender's job and keyboard numbers as shown below. 

JOB 9 KB 15: I WILL BE OUT OF TOWN FOR THE NEXT TWO WEEKS. 
JOB 9 KB 15: WILL LET YOU KNOW WHEN I RETURN. 
JOB 9 KB 15: -- JOHN SMITH 

6.16.2 TALK Program 

TALK enables users to broadcast messages, line by line, to each 
othor'c; terminals. Both the sending and the receiving terminal must 
be on-line, but no user need be logged in on the receiving terminal. 

TALK is called as follows: 

RUN $TALK 



6-104 



The first query line printed is: 

TO WHICH KEYBOARD (KB) ? 

Type the number of the keyboard to which the message is to be 
sent; then type the CR key. If the receiving terminal is in use, each 
line of the message is stored in one of that terminal's buffers and 
printed at a later time. 

NOTE 

As a general rule, don't broadcast 
to a terminal in use before consult- 
ing with that terminal's operator. 
An unscheduled message can disrupt an 
elaborate printout, sometimes destroy- 
ing hours of work. 

Typing the number of a non-existent or off-line terminal does 
not return an error message. In the case of a non-existent terminal, 
the program terminates when the CR key is typed. Messages sent to an 
off-line terminal, however, are broadcast normally, but never received. 
In this case, typing the CR key does not terminate the program. 

TALK prints the following instructions: 

YOU MAY PROCEED - CARRIAGE RETURN SENDS THE LINE 
'ALTMODE' ('ESCAPE') SENDS AND TERMINATES THE PROGRAM 

To send a message, type the CR key after typing each line. 
Characters are not transmitted until the CR key is typed, at which 
point the entire line is broadcast. Since each line of the message 
is broadcast immediately, no prompting characters are printed on the 
sending terminal between the lines of the message. 

The ALT or ESCAPE key, used to terminate the program, can be 
typed after the last CR key or instead of it. This key prints an ■ 
ESC character ($) on the sending terminal. When typed instead of the 
CR key, the ALT or ESCAPE key also prints an ESC character on the 
receiving terminal. When this happens, the system does not perform 
a carriage return operation on the receiving terminal. 
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Shown below is a typical sending terminal dialog between keyboard 
12 (sender) and keyboard 9 (receiver) . 

RUN $TALK 

TO WHICH KEYBOARD (KB)? 9 

YOU MAY PROCEED - CARRIAGE RETURN SENDS THE LINE 

' ALTMODE ' ( ' ESCAPE ' ) SENDS AND TERMINATES THE PROGRAM 

GEORGE 

PLEASE MOUNT MY DECTAPE WHEN YOU GET A CHANCE. 

THANKS . . . 

HERMAN 

$ 
READY 

The receiving terminal's printout automatically identifies the 
sending device by enclosing it in asterisks. No ESC character is 
printed. The actual message is printed next to the identification, 
as follows: 

KB 12 ** GEORGE 

** KB12 ** 

** KB12 ** PLEASE MOUNT MY DECTAPE WHEN YOU GET A CHANCE. 

** KB12 ** 

** KB12 ** THANKS... 

** KB12 ** 

** KB12 ** HERMAN 

If at this point, keyboard 9 returns a message, it is done as 
follows: 

RUN $TALK 

TO WHICH KEYBOARD (KB) ? 12 

YOU MAY PROCEED - CARRIAGE RETURN SENDS THE LINE 

'ALTMODE' ('ESCAPE') SENDS AND TERMINATES THE PROGRAM 

OKAY, HERMAN. . . 

YOUR DECTAPE IS MOUNTED ON UNIT #2 
SORRY FOR THE DELAY! 

GEORGE $ 
READY 
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Notice that the ESC key was typed instead of the final CR key in 
the above example. This prints the ESC character on both the sending 
and receiving terminals (see below) . 

** KB9 ** OKAY, HERMAN... 

** KB9 ** 

** KB9 ** YOUR DECTAPE IS MOUNTED ON UNIT #2. 

** KB9 ** SORRY FOR THE DELAY! 

** KB9 ** 

** KB9 ** GEORGE $ 
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6 . 17 INITIALIZING A DISK - DSKINT 

The system manager or a privileged user can initialize a disk 
with the DSKINT system program rather than the DSKINT initialization 
option. DSKINT writes a minimal file structure on a previously for- 
matted disk. All user files on the disk are destroyed. All disks must 
be initialized before they can be used on a RSTS/E system. 

System disk initialization is a unique process performed by the 
system and is described in Chapter 3. The procedures described in 
this section apply only to non-system disks. Each user can initial- 
ize his disk without affecting other users on the system. 

DSKINT is called by using the RUN command as shown below. 

RUN $DSKINT 

DSKINT responds by printing questions requesting specific infor- 
mation. Refer to Chapter 3 for answers to these questions. Shown 
below is a sample dialog. 

RUN $DSKINT 

DISK ? RK 

UNIT ? 1 

PACK ID ? MARK 

PACK CLUSTER SIZE ? 16 

MFD PASSWORD ? LEVY 

MFD CLUSTER SIZE ? 16 

PUB OR PRI ? PRI 

READY 

Because the DSKINT system program does not perform any pattern 
checks for bad blocks and cannot format a disk, it is not as versatile 
as the DSKINT initialization option. Furthermore, the program does 
not create the storage allocation table. After the disk is initialized 
by the DSKINT system program, the user must build the SAT by executing 
the CLEAN command of the UTILTY system program. See Section 6.3.2 for 
a description of the CLEAN command. 
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6.18 SYSTEM PROGRAMMING CONVENTIONS 

Many RSTS/E system programs are designed to run by methods other 
than by the RUN command. The following are some of the alternative 
methods . 

a) At a logged out terminal by means of LOGIN. For example, 
SYS typed at a logged out terminal causes the SYSTAT system 
program to run. 

b) At a terminal by means of a CCL command. For example, the 
standard CCL command QUE runs the QUE system program. 

It is useful for the system manager to be able to duplicate some of 
these actions in his own utility programs on his system. Also, the 
system manager can alter system programs to tailor them to local 
installation needs. The guidelines in the following sections describe 
how to perform these actions . 

6.18.1 Running a Program From a Logged Out Terminal 

A program runs from a logged out terminal by means of the LOGIN 
system program. When the user types characters at a terminal not 
logged in, the monitor runs LOGIN which compares the characters typed 
with those it is designed to recognize. LOGIN is designed to accept 
a command line from a logged out terminal and chain to a system 
program. 

The following discussion employs the SYSTAT system program as 
an example of coding both LOGIN and a user program to run at a logged 
out terminal. The monitor runs LOGIN at line 32000 if a line is 
typed at a terminal not logged into the system. LOGIN extracts the 
characters typed and compares the leftmost characters typed with com- 
mands in a set of DATA statements between lines 322^^5? and 32299. If 
a command matches the characters and the third item in the DATA state- 
ment is 4, LOGIN puts the command line extracted in the core common 
area and chains to line 32000 of the program and account specified in 
the second elem^ent of the DATA statem.ent. Thus for SYS t^'^^^ed at a 
logged out terminal, LOGIN chains to the SYSTAT program in the system 
library account. The following statement in LOGIN ensures that action, 

322 80 DATA SYS, $SYSTAT, 4 
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To chain to a certain program, the user can supply a DATA state- 
ment in the same format between lines 32101 and 32199 in LOGIN. For 
example, to run a program named HELP under account [2,2] in response 
to a command named WHAT, insert into LOGIN. BAS a DATA statement 
similar to the following. The DATA statement must include an account 
number since there is no default account when running at a terminal 
not logged into the system. 

32190 DATA WHAT, "[2,2]" HELP, 4 

After LOGIN is compiled and stored in the system library account, the 
program HELP under account [2,2] starts running at line 32000 whenever 
WHAT is typed at a logged out terminal. 

The program chained to at line 32000 must contain statements 
which process the information passed to it in core common as a command 
line. Provision must also be made for resetting variables used as 
flags and for initiating error handling. Because a job not logged 
into the system has no project-programmer number, the program chained 
to cannot assume a default project-programmer number when opening a 
file. The CHAIN command in the LOGIN system program does not drop 
the special login privileges afforded by JFHIBY being set. The pro- 
gram to which LOGIN chains can therefore read or write any file on 
the system because it retains the full privileges. To implement pro- 
tection, the program itself must perform the protection check. When 
a logged out job terminates, it can print the BYE message to inform 
the user that the terminal is still logged out. When the logged out 
job executes an END statement or a STOP statement, the system immedi- 
ately removes the program from memory and leaves the user terminal in 
a logged out state. 

6.18.2 Designing a Program to Run by a CCL Command 

By means of the CCL command option at system generation time, the 
system manager can specify unique commands which, when typed on a 
logged in terminal, load and run BASIC-PLUS programs from the system 
library account. The monitor maintains a table of such commands and 
programs and, by convention, chains to a program at line 30000. 

To pass information to the program, the monitor writes to the 
core common area the entire line typed at the term.inal including the 
command typed. The user program must extract the data from core 
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common and parse the entire line typed. This action allows the user 
to design a program to run by several CCL commands. As a convention, 
programs supplied by DIGITAL and invoked by standard CCL commands 
reserve lines 30000 to 30999 for routines which parse the command 
line, check for errors, and dispatch to routines within the program. 

6-18.3 Changing LOGIN to Set a Different Swap Maximum 

The LOGIN system program sets the swap maximum to 8K words for 
all users except those whose project numbers are one. This action 
means that privileged users run with a swap maximum of 16 K words. Since, 
on many systems, programs must run under non-privileged accounts in 
job areas larger than 8K words, it is necessary to modify LOGIN to set 
a swap maximum larger than 8K words. 

To modify the LOGIN. BAS program, the user must alter the J% = 8% 
statement in the first physical line of the multiple statement line at 
line number 15^^ and compile the program on the system library account 
The following statement sets the priority, run burst, and swap maximum 
factors. 

ISX^lSf J% = 8% 

: J% = 16% IF (A% AND -256%) = 256% 

: 1$ = SYS(CHR$(6%)+CHR$(-13%)+CHR$(-1%)+ 

CHR$ (-1%) +CHR$ (-2%) + 

CHR$( j0r%)+CHR$( 6%) + 

CHR$(-1%)+CHR$( J%)) 
: RETURN 

Change the value 8% in the statement J% = 8% to any value less than or 

equal to the current default swap maximum used at system start-up time. 

Compile the program on the system library account with protection code 
<S0 > as follows. 

COMPILE SY0:LOGIN$ 
READY 



It is recommended that the system manager not replace the original 
source file LOGIN. BAS with the modified version. 
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6.19 DOS/BATCH DISK FILE UTILITY PROGRAM - DOSPIP 

The DOSPIP program copies files from a DOS/BATCH disk cartridge 
or prints a directory listing of files stored under a specified user 
identification code (UIC) on a disk cartridge. 

NOTE 

DOSPIP can not write files on a DOS disk 
cartridge. 

Since the program is stored in the system library with a protection 
code of 124, only privileged users can run it. To run DOSPIP, mount 
a DOS/BATCH disk cartridge in an RKll drive unit, write protect the 
drive, and type the following command. 

RUN $DOSPIP 
DOSPIP V5B-3 

DOS DISK IS ON DRIVE? 

The program runs and prints its header and a question requesting the 
unit number of the drive on which the cartridge is mounted. After the 
unit number is typed, the program requests the type of operation by 
printing the following question. 

FUNCTION? 

To request a function, type one of the responses described in 
Table 6-17. If an invalid response is typed, DOSPIP prints the fol- 
lowing text. 

FUNCTIONS ARE LIST AND COPY 
FUNCTION? 



To terminate DOSPIP, type EXIT in response to the FUNCTION query. 
The following sections describe the different functions available under 
DOSPIP. 
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Table 6-17 
DOSPIP Functions 



Function 



Copy 

List 
Exit 



Kesponses 



Typing RETURN 
key only. 

L 

E 



Meaning 



Copy a DOS/BATCH file to a RSTS medium, 



Print a DOS/BATCH directory listing. 

Terminate execution and exit to the 
RSTS/E monitor. 



6.19.1 Copying a DOS/BATCH Disk File - COPY 

To copy a DOS/BATCH disk file, type COPY or anything beginning 
with C in response to the FUNCTION question. DOSPIP prints the fol- 
lowing additional questions to determine the DOS user identification 
code, the input and output file names, and the output file cluster 
size. 

FUNCTION ? COPY 
DOS UIC? 1,1 
FILE NAME? ABC. PAL 
OUTPUT FILE TO? ABC. PAL 
CLUSTER SIZE? 
DETACH? NO 

FUNCTION? 

In response to the DOS UIC question, type the UIC under which the file 
to be copied is stored. If the user-group number and the user's num- 
ber within the group are not octal numbers between 1 and 376, DOSPIP 
prints the error message ILLEGAL UIC and reprints the FUNCTION ques- 
tion. If the UIC specified is not on the disk, the program prints the 
error message UIC NOT FOUND and reprints the FUNCTION question. 

In response to the question FILE NAME, type the name and exten- 
sion of the file to be copied. If the file does not exist under the 
specified UIC, the program prints the error message FILE NOT FOUND and 
reprints the FUNCTION question. If DOSPIP finds the file, it prints 
the OUTPUT FILE TO questlOTi. 
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To specify the destination of the file to be copied, type the 
file specification in response to the OUTPUT FILE TO question. DOSPIP 
then prints the CLUSTER SIZE question to determine the cluster size 
for the output file. If either or nothing is given for the cluster 
size, DOSPIP uses the pack cluster size of the output disk. After the 
user types the response to the CLUSTER SIZE question, the program cre- 
ates a file with the name, extension, and cluster size specified. 
This action destroys any existing file with the same name and exten- 
sion. 

The response to the DETACH question allows the user to execute 
the copy operation as a detached job. Typing Y (or YES) causes DOSPIP 
to detach from the terminal, execute the copy operation, and enter 
the hibernate (HB) state upon completion of the copy operation. Any 
other response not beginning with Y leaves DOSPIP attached to the ter- 
minal and starts the copy operation. DOSPIP reprints the FUNCTION 
question at the terminal when the copy operation terminates. 

6.19.2 Creating a DOS/BATCH Directory Listing - LIST 

To create a directory listing, type LIST or anything beginning 
with L in response to the FUNCTION question. DOSPIP prints the fol- 
lowing questions to determine the DOS user identification code and 
the output medium. 

FUNCTION? LIST 
DOS UIG? 1,1 
OUTPUT TO? DOS.LST 

FUNCTION? 

In response to the DOS UIC question, type the UIC of the direc- 
tory. If the group number and the user number are not octal numbers 
between 1 and 376, DOSPIP prints the error message ILLEGAL UIC and 
reprints the FUNCTION question. If the UIC specified is not on the 
disk, the program prints the error message UIC NOT FOUND and re- 
prints the FUNCTION question. 

In response to the OUTPUT TO question, type the specification 
of the medium on which DOSPIP is to create the listing. If the speci- 
fication designates a disk file, the program creates a file with the 
name and extension given and destroys any existing file with the same 
name and extension. The disk file can be later queued for output to 
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a line printer. To print the listing at the current keyboard, type 
KB: in response to the OUTPUT TO question. After creating the list- 
ing, DOSPIP reprints the FUNCTION question. The listing created is 
in standard DOS/BATCH format. 
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CHAPTER 7 
SYS SYSTEM FUNCTION CALLS AND THE PEEK FUNCTION 



7.1 GENERAL SYS SYSTEM FUNCTION CALLS 



SYS system function calls allow a user program to perform 
special I/O functions, to establish special characteristics for a 
job, to set terminal characteristics, and to cause the monitor to 
execute special operations. 

The specified SYS format is employed for two reasons. One, the 
calls are unique to the BASIC-PLUS implementation of the BASIC 
language. As such, the calls are system dependent and have calling 
foinmat different from any BASIC language call. Second, the SYS 
format allows the usage of a variable number of parameters. 

SYS calls are separated into two classes - privileged and non- 
privileged. The privileged calls can be used only by a privileged 
user as defined in Section 5.5 or by a privileged program as defined 
in Section 5.5.2. The non-privileged calls can be used by anyone and 
are completely safe in the sense that their misuse can do no damage 
to other programs. 

7.1.1 SYS System Function Formats and Codes 

The general format of the SYS call is as follows: 

V$ = SYS(CHR$(F) + 0$) 



where ; 



V$ is the target string returned by the call 

F is the SYS system function code 

0$ is the optional (by function code) parameter string 
passed by the call 
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Function codes denoted by F in the general format are from zero 
through nine, inclusive. SYS calls which specify a code outside of 
these numbers or which pass a zero length string generate the 
ILLEGAL SYS() USAGE error (ERR = 18). The following list summarizes 
the codes and their usages. The subsequent pages describe the usage, 
calling format, and purpose of the calls. 

Function 
Code(F) Usage 

Cancel tO effect on console terminal 

1 Enter tape mode on console terminal 

2 Enable echoing on console terminal 

3 Disable echoing on console terminal 

4 Enable single character input mode 
(ODT submode) on console terminal 

5 Exit to editor with no READY message 

6 SYS call to the file processor 

7 Get core common string 

8 Put core common string 

9 Exit to editor and set up NONAME 
program 

7.1.2 General SYS System Function Calls 

7.1.2.1 Cancel !0 Effect on Console Terminal Not Privileged (F=0) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(0%), the cancel tO effect code 

2 Optional. If specified, CHR$ (N%) 
where N% is the number of the channel 
on vjhich the system executes the call. 

Data Returned: The target string is equivalent to the passed string. 

Discussion: 

This call cancels the effect of the user typing a CTRL/0 
combination at the program's console terminal. If the call is in the 
form SYS(CHR$(J2f%) + CHR$(N%)), the system performs the action on the 
terminal open on channel N% . See Section 3.7 of the RSTS-11 System 
User's Guide for a description of the CTRL/0 combination. 
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7.1.2.2 Enter Tape Mode on Console Terminal Not Privileged (F=l) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(1%), the enter tape mode code 

2 Optional. If specified, CHR$(N%) 
where N% is the number of the 
channel on which the system 
executes the call. 

Data Returned: The target string is equivalent to the passed string. 

Discussion: 

The action of this call is the same as that of the TAPE command 
described in the RSTS-11 System User's Guide . If the call is in the 
form SYS(CHR$(1%) + CHR$ (N%) ) , the system performs the action on the 
terminal open on channel N% . 

7.1.2.3 Enable Echoing on Console Terminal Not Privileged (F=2) 

Data Passed: 

Byte ( s ) Meaning 

1 CHR$(2%), the enable echoing code 

2 Optional. If specified, CHR$(N%) 
where N% is the number of the 
channel on which the system 
executes the call. 

Data Returned: The target string is equivalent to the returned string. 

Discussion: 

This code cancels the effect of SYS calls with codes 1 and 3. If 
the form of the call is SYS(CHR$(2%) + CHR$(N%)), the action is 
performed on the terminal open on channel N% . 
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7.1.2.4 Disable Echoing on Console 
Terminal 



Not Privileged (F=3) 



Data Passed: 

Byte (s) 

1 
2 



Meaning 

CHR$(3%), the disable echoing code 

Optional. If Specified, CHR$ (N%) 
where N% is the number of the 
channel on which the system 
executes the call. 



Data Returned: The target string is equivalent to the passed string. 
Discussion: 

This call prevents the system from echoing information typed at 
the console terminal. As a result, information such as a password 
is kept secret but accepted as valid input by the system. If the 
form of the call is SYS(CHR$(3%) + CHR$(N%)), the action is performed 
at the terminal open on channel N% . 



7.1.2.5 Enable Single Character Input Mode 
(ODT Submode) on Console Terminal 



Not Privileged (F=4) 



Data Passed; 

Byte(s) 
1 



Meaning 

CHR$(4%), the enable single 
character input mode code 

Optional. If specified, CHR$(N%) 
where N% is the number of the 
channel on which the system 
executes the call. 



Data Returned: The target string is equivalent to the passed string. 

Discussion: 

Allows a single character to be accepted as input from the termi- 
nal. Normally, the system waits until a line terminated by a RETURN, 
LINE FEED, FORM FEED, or ESCAPE character has been typed before accept- 
ing input. In single character mode, a character typed at the terminal 
is passed immediately to the program by the next keyboard input request 
statement without waiting for the delimiting character. 
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This function must be enabled prior to every input request 
statement that passes a single character to the program. A GET State- 
ment is used as the input request statement. (INPUT or INPUT LINE 
statements cause repeated generation of the input request until a line 
terminator is detected and, therefore, must not be used.) 

If a program performs other lengthy operations before it executes 
either another SYS call and GET statement or other input/output opera- 
tion at the terminal, it allows time for the user to type more than 
one character. To provide for such a possibility, the program should 
examine the system variable RECOUNT after executing each GET statement, 
This procedure determines how many characters the user typed between 
keyboard input operations and enables the program to process all the 
characters without losing any. 

Since this function is used in the system program ODT.BAS, it is 
sometimes referred to as "ODT submode". If the form of the call is 
SYS(CHR$(4%) + CHR$(N%)), the action is performed on the terminal open 
on channel N%. 

7.1.2.6 Exit to Editor with no READY Not Privileged (F=5) 

Message 

Data Passed: 

Byte(s) Meaning 

1 CHR$(5%), the exit with no READY 

code 

Data Returned: No data is returned. 

Discussion: 

This call causes the same effect as the END statement, except 
that it can appear anywhere in the program and does not cause a READY 
message to be printed. 

"^'I'S.T FIP Function Call Both Privileged and (F=6) 

Not privileged 

See Section 7.^ for a descripHonoF SYS calls to the file 
processor. 
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7.1.2.8 Get Core Common String Not Privileged (F=7) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(7%), the get core common string 

code 

Data Returned: The target string is the contents of the core 
common area. 

Discussion: 

Allows a program to extract a single string from a data area 
loaded by another program previously run by the same job. The data 
area is called the core common and is from to 127 8 -bit bytes long. 
Refer to SYS function code 8. 

7.1.2.9 Put Core Common String Not Privileged (F=8) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(8%), the put core common string 

code 

2-128 The string to put in the core 

common area. 

Data Returned: The target string is the passed string. 

Discussion: 

Allows a program to load a single string in a common data area 
called core common. This string can be extracted later by another 
program, running under the same job and called via the CHAIN state- 
ment. The string is from to 127 8-bit bytes long. If the string 
to be put into the core common area is longer than 127 bytes, the 
system sets the length of the core common string to 0. Refer to SYS 
function code 7 . 

This function provides a means for passing a limited amount of 
information when a CHAIN statement is executed. If a larger amount 
of information is to be passed, it must be written to a disk file and 
read back by the later program. 
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7.1.2.10 Exit to Editor and Set Up NONAME Not Privileged (F=9) 
Program 

Data Passed: 

Byte(s) Meaning 

1 CHR$(9%), the exit and set up NONAME 

code 

Data Returned: The target string is equivalent to the passed string. 

Discussion: 

This function causes the same actions as the END statement 
placed in the code, and, in addition, clears the program out of 
memory. This is the proper method of stopping a program that is not 
to be rerun. Also, the same action is performed by the command 

NEW NONAME. 

7.2 SYS SYSTEM FUNCTION CALLS TO FIP (FUNCTION CODE 6) 

The SYS function call whose code is 6 is a more specialized case 
of the general system function call. It is specialized by an addi- 
tional code called the FIP code. The FIP code causes a dispatch call 
to be made to special resident or non-resident code that perfoinns 
File Processing. 

The format of the call is: 

V$ = SYS(CHR$(6%) + CHR$(Fj2l) + 0$) 

where : 

V$ is the data (target) string returned by the call 

F0 is the FIP function code 

0$ is the optional (by function) parameter string. 
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The general format of the target variable (V$) is: 

Byte(s) Meaning 

1 Job number times 2 

2 Value of Internal Function called 

(meaningless to general user) 

3-30 Data returned 

NOTE 

Thirty bytes are always passed back. 
Unused bytes are either internal data or 0. 

The proper use of the FIP system function call requires that the 
user program build a parameter string to pass and that the program 
later extract the data from the returned string, called the target 
string. Each call returns a string of 30 bytes, each byte (or 
character) of which can or can not contain useful information. The 
descriptions of the FIP codes specify the contents of each useful 
byte in the string, from which the user determines whether the 
information contained is of interest. 

7.2.1 Building a Parameter String 

Some FIP calls require no parameters except the function and 
subf unction codes; other FIP calls require either variable length 
parameter strings or very simple parameter strings. For such FIP 
calls, it is usually easiest to set up and execute the function call 
in a single statement. The following sample statements show the 
procedure. 

A$ = SYS(CHR$(6%) + CKR$(-7%)) 
1 ENABLE CTRL/C TRAP 
! (NO PARAMETER STRING) 

A$ = SYS(CHR$(6%) + CHR$(-lj2f%) + 
"DEi2f:FILE.EST") 
IFILE NAME STRING SCAN 
! (VARIABLE LENGTH 
1 PARAMETER STRING) 

A$ = SYS(CHR$(6%) + CHR$(-8%) + CHR$ (1%) ) 
IFCB/DDB INFORMATION 
I FOR FILE OPEN ON 
J CHANNEL 1 
I (SIMPLE PARAMETER 
• STRING) 
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Many FIP calls require more complex data formats. For example, 
the kill a job FIP call, F0 = 8, requires byte 3 to be the job 
number to kill, byte 27 to be 0, and byte 28 to be 255. A recom- 
mended method of building the complex parameter string to pass to a 
function is to dimension a 30 byte list (an integer array) and set 
the items in the list to values which map into those required in the 
parameter string format. The list can later be set to a character 
string by the CHANGE statement before it is passed as the parameter 
string of the FIP system function call. The resulting character 
string is in proper foinnat and contains the correct byte values so 
that it can be placed as the parameter string of the FIP system 
function call. For example, 

10 DIM A%(3)2f%) !the string is 30 bytes 

20 J% = 4% !kill job number 4 

30 A%(0%) = 3J2f% !j2fth element is length of list 

A0 A%(1%) = 6% JSYS call code 6 (FIP call) 

50 A%(2%) = 8% !FIP code 8 (kill job) 

6J? A%(3%) = J% !job number to kill 

70 A%(27%) = 0% !this byte must be 

B0 A%(28%) = 255% Ithis byte must be 255 

Following the code which builds the list is the CHANGE state- 
ment and the call itself, as shown below. 

100 CHANGE A% TO A$ ! generates character 

! string from the 
! integer list 

200 B$ - SYS(A$) linvoke system 

1 function call 

7.2.2 Unpacking the Returned Data 

In the case of the FIP call using code 8, above, the action 

r^ai^'ffyvTnai^ t \r ^ 11 a A r\lr\\ v a +■ Vi ^ ■»" 4-T^ai^ +-Ko /^ a +• a *'Q4»ii>*r\Qfl n e r\f 1 TnDQr■"• 

tance. However, many FIP calls return a data string which is the 
primary interest of the user. In such a case, the data in the string 
must be unpacked. 



7-9 



As in the case of building the parameter string, there are two 
recommended methods of unpacking the returned string. If the user 
needs only a few pieces of the data, it may be easiest to operate 
directly on the returned string. For example, if the user wants only 
the 4-byte Radix-50 representation of a 6-byte string, the filename 
string scan FIP call (FIP code -10) can be used as follows: 

A$ = MID(SYS(CHR$(6%) + CHR$(-10%) + S$) , 7%, 4%) 

to extract bytes 7 through 10 of the returned string. To extract 
numeric data, ASCII or CVT$% functions can be used. 

In some cases, many pieces of the returned data are needed. In 
other cases, the string returned by the FIP call is needed later to 
set up another FIP call. In such cases, the user program can trans- 
form the returned string to a 30-byte list using a CHANGE statement, 

CHANGE A$ TO A% 

or 
CHANGE SYS (...) TO A% 

When the returned string has been converted in this manner, it is 
necessary to do further conversions in order to get numeric data into 
a usable form. Take, for example, the data returned by a FIP code of 
15 (directory lookup on index) . The layout of the data returned 
specifies that bytes 11 and 12 are the filename extension encoded in 
Radix-50 format. In order to convert those bytes into an ASCII string, 
to OPEN the file for example, the RAD$ BASIC-PLUS function must be 
used on the two bytes converted to a single integer. The integer 
representation of each byte, however, occupies a full word, 16 bits 
in length. Thus, list items number 11 and 12 appear as the following: 

15 7 

A%(11) I I Byte 11 1 



15 



A%(12) I Byte 12 
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A%(11) contains the low byte portion of the Radix-50 word; A% (12) 
contains the high byte portion of the Radix-50 word. The two bytes 
must be combined into a single word and converted to the proper 
character string representation. This is accomplished by the 
following: 

S$ = RAD$(A%(11) + SWAP%(A%(12))) 

The SWAP% function reverses the bytes (the low byte takes the high 
byte position and vice-versa) in an integer word. Graphically, the 
operation appears as follows: 



15 



Byte 12 ] - SWAP% (A% (12) ) 



1^ 



Byte 12 



Thus, byte 12 takes the high byte position in the word. The two 
words are then combined by the + operator to foTm one word. The RAD$ 
function perfoirms the conversion on that one integer word to produce 
the 3-character string representation of the file name extension. 
The character string is assigned to the character variable S$ and is 
in ASCII format. 

To convert a longer string from Radix-50 to ASCII foinnat, the 
above procedure must be applied to each two bytes in the string. For 
example, the filename from FIP call 15 is returned in bytes 7 through 
1^. In order to convert these bytes to ASCII format, use the 
following routine. 

A$ = RAD$(A%(7%) + SWAP%(A%(8%)) 
B$ = RAD$(A%(9%) + SWAP%(A%(1^%) ) 
F$ = A$ + B$ 

or, in a single statement, 

r9 — RA1jv> vA« ^ /^ ; "•■ SwAP« (A^ ( o%; ; J -i- 
RAD$(A%(9%) + SWAP% (A% (10) ) ) 
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7.2.3 Notation and References Used in FIP Call Descriptions 

Many FIP calls require that a project-programmer number (PPN) 
be specified in the calling string, and several return a PPN. Where 
such is the case, the PPN field is in the following general form. 

Bytes X-(X+1) PPN 

The value X is odd. The intended meaning of this notation is that 
byte X in the string holds the prograiraner number, and byte (X+1) holds 
the project number. For example, to set up a FIP call to zero an 
account on a disk (FIP code 13) , the calling format shows 

Bytes 5-6 Project-programmer number 

If the call is to be set up in a 30-entry list, A%, then the format 
requires that 

A%(5%) = programmer number 
A%(6%) - project nximber 

Many of the FIP calls described in this chapter return or 
require integer data in two (consecutive) bytes of the returned data 
string. When this is the case, the field in the returned string is 
described in the format: 

Bytes X-(X+1) integer value 

If the return string is to be processed directly (that is, without 
changing it to an integer array) , then the integer value of the two 
bytes can be obtained using the following statement. 

1% = SWAP%(CVT$% (MID(A$,X,2%))) 

where A$ holds the returned string. If the returned data string is 
first transferred to an integer array, A% , using the CHANGE statement, 
then the integer value can be obtained using the statement below. 

1% = A%(X) + SWAP%(A%(X%+1%)} 
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For example, the get monitor tables (part I) FIP call (FIP code-3) 
returns the address of monitor's job table in bytes 11 and 12. If A$ 
holds the returned string, then either of the following two routines 
put the address of the job table into the integer variable 1%. 

1% = SWAP%(CVT$%(MID(A$,11%,2%)) ) 



or 



CHANGE A$ TO A% 

1% = A%(11%) + SWAP%(A%(12%)) 

In some integer fields in the FIP calls, the value is a full 
16-bit unsigned integer between and 65535. The sign bit indicates 
an extra power of two rather than positive or negative. Since an 
integer value in BASIC-PLUS is between -32768 and +32767, any value 
greater than 32767 must be stored as a floating point value. Assume 
that in some SYS call, an unsigned integer is returned in bytes 5 and 
6, and that the returned string has been changed to an array, A% . 
As always, the high byte of the integer is in byte 6, the low byte 
in byte 5. The statement 

Q = 256.*A%(6%) + A%(5%) 

gets the full 16 bit value into the floating point variable, 0. 
Q is always positive. Note that replacing the 256.* with SWAP%() 
causes the expression to be first evaluated as a normal integer 
expression, and then changed to a floating point value. The resulting 
value is between -32768 and +32767. The 256.* forces the expression 
to be evaluated as a floating point number. 

To convert an unsigned integer to two bytes to pass to a SYS call 
also requires special processing. Assuming that Q holds the unsigned 
value, and that the value is to be placed in A%(5%) (low order) and 
A%(6%) (high order), then the most direct method of transformation is: 

A%(6%) = Q/256. 
A%(5%) = Q-A%(6%)*256. 
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On PDP-11 computers without FIS or FPP (floating-point 
hardware) , division operations are relatively slow. On these 
machines, a faster method is: 

10 IF Q02768.THEN Q% = Q 

ELSE IF Q = 32768. THEN Q% = 32767% + 1% 

ELSE Q = Q-65536. 
20 A%(5%) = Q% AND 255% 
30 A%(6%) = SWAP% (Q%) AND 255% 

The disadvantage of this second method is that it requires more code. 

The filename string scan SYS function (FIP code-lj?) is useful 
as a "front-end" for many FIP functions. Most of the FIP calls 
which require device or filename information in their parameter strings 
expect information in the format which the FIP-l|2f call returns it. 
For example, FIP code 17, lookup a file by name, expects its calling 
string to be passed in exactly the same format as that returned by 
the FIP-lj? call, with a change of only four data bytes. The follow- 
ing routine sets up and executes the lookup call on the file 
DK0: INVENT.DAT [l 0,20] using the filename string scan FIP call. 



10 DI? 


1 HKCsdK) 












SET UP 


LIST FlRRflV, 


29000 


fl$="DK0: INVENT. C 


H 


rc it 


.- 20 1 






SET UP 


'v'HRlHBLE. 


20010 


CHANGE SV5<CHR*< 


6 


■;' :> + C 


HR$< 


-10?; 


)+Hf > 


TO ft'-; 
DO THE 

SET UP 


FNS CALL TO 
flRRFlV PROPERL't 


20020 


H^i'::0;o=30;^; 












SET UP 


FOR 30 LONG. 


20030 


fl^;•::i;o=6;■; 












THIS 11 


:. H FIP CFiLL. 


20040 


hK(.2K) = l?>i 












DISK U 


;iOfaiP BV NFlME. 


20050 


H ;•;■:; 3 ;•;.:'. fl;;;<4;:>=0;-; 












SET INL 


:<E.y, TO ZERO. 


20060 


CHhNGE h;-; TO R$ 












SET UP 


FiS H STRING 


2007'0 


CHRNGE bVS'ifl*;' T 





hK 








ftND DO 


THE CFlLL. 


32767 


END 

















In order to avoid redundancy in the descriptions in Section 7.2, 
any field for any of the calls which are either passed to or: returned 
from the function in the same format as that returned by FIP code- 10 
are identified by a + superscript after the field specification. For a 
detailed explanation of fields so identified, see Section 7.2.4.1. 

Table 7-1 is a quick reference index of the FIP functions in 
order of FIP code (F0) . For detailed information on each of the 
functions, refer to the Section shown beside the name in the table. 
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Table 7-1 
FIP SYS Calls (By Sub-function Code) 



FUNCTION 
CODE (F0) 



PRIVILEGED 
STATUS 



FUNCTION NAME 



SECTION 



-23 

-22 

-21 

-20 

-19 

-18 

-17 

-16 

-15 

-14 

-13 

-12 

-11 

-10 

-9 

-8 

-7 

-6 

-5 

-4 

-3 

-2 

-1 


1 
2 
3 

4 
5 
6 

7 
8 



9 
10 
11 
12 
13 
14 

15 

16 
17 

18 



2. 
2. 
2. 
2. 
2. 
2. 



No Terminating file name string scan 7.2.4.1 

Yes Set special run priority 7.2.6.2 

Yes Drop (temporary) privileges 7.2.6.4 

Yes Lock/unlock job in core 7.2.6.3 

Yes Set number of logins 7.2.14 
*** Reserved *** 
*** Reserved *** 

Yes System shutdown 7.2. 

Yes Accounting dump 7.2. 

Yes Change system date/time 7.2. 

Yes Change priority/run burst/ job size 7.2. 

No Get monitor tables - Part II 7.2. 

Yes Change file backup statistics 7.2. 

No Filename string scan 7.2. 

Yes Hangup a dataset 7.2. 

No FCB/DDB Information 7 

No CTRL/C Trap enable 7 

Yes(l) Poke core 7 

Yes Broadcast to terminal 7 

Yes Force input to terminal 7 

No Get monitor tables - Part I 7 

Yes Disable logins 7.2 

Yes Enable logins 7.2 

Yes Create user account 7.2 

Yes Delete user account 7.2 

Yes Clean up a disk pack 7.2 

Yes Disk packs 7.2 

Yes TTYSET 7 . 2 

Yes (2) Login 7. 

Yes (2) Logout 7, 

Yes (2) Attach 7 

Yes Reattach 7 

Yes Detach 7 

Yes Change password/quota 7 

Yes Kill job 7 

Yes Disable TTY 7 

No Return error messages 7 

No Assign/reassign device 7.2 

No Deassign device 7.2 

No Deassign all devices 7.2 

Both Zero a device 7.2 

Both Read or Read and Reset Accounting 

Data 7.2.15.1 

No Directory lookup on index 7.2.16.1 

No Special magtape directory lookup 7.2.16.2 

Yes Set terminal characteristics 7.2.8 

No Disk directory lookup on filename 7.2.16.3 

No Disk wildcard directory lookup 7.2.16.4 

No Send a message 7.2.12.2 

Yes Declaring a receiver and receiving 

a message 7.2.12.1 

Yes Remove from receive table 7.2.12.3 

Yes PEEK function 7.3 



5.1 

15.2 

5.2 

6.1 

17.2 

9 

4.1 

5.3 

17.3 

4.7 

13 

.5.4 
.5.5 
.17.1 
.5.6 
.5.7 
.7.1 
.7.2 
.5.9 
.5.8 
.8 

.10.1 
.10.2 
.11.2 
.11.3 
.11.1 
.5.10 
.5.11 
.5.12 
.4.2 
.4.3 
.4.4 
.4.5 
.4.6 



(1) Poke core can be executed only from account [1,1] 

(2) These functions require login privileges (JFHIBY) 
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The privileged status column indicates whether the SYS call can be 
used only by a privileged user or by any user. A non-privileged user 
who attempts to call a privileged SYS function always receives the 
ILLEGAL SYSO USAGE error (ERR = 18). The notation BOTH in the privi- 
leged status column indicates that some facilities of the specified 
function are available to a non-privileged user, while the privileged 
user has a more powerful set. 
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7.2.4 General Utility SYS Calls to FIP 

The SYS calls to the file processor described in this section are 
available to both privileged and non-privileged users. 

7.2.4.1 File Name String Scan Not Privileged (F0=-10) 

Data Passed: i 

BYte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-10), the filename string scan code. 
CHR$(-23) is the same as CER$'i-10) except I 
that the scan terminates on certain charac- ' 
ters. See discussion. 

3-? Character string to scan; can be any length. 

Data Returned: Sets the STATUS variable and returns the following. I 

Byte(s) Meaning 

1-4 Internal coding 

5-6 Project-programmer number {0 means the cur- 
rent account) 

7-10 File name in Radix-50 format 

11-12 File name extension in Radix-50 format 

13-20 Not used 

21 If no protection code is found, this byte is 
0. Otherwise, this byte is 255 and byte 22 
contains the protection 

22 Protection code when byte 21 is 255 

23-24 Device name in ASCII format or if none is 
found. For example, DK and DT 

25 Device unit number if byte 26 is 255 

26 If this byte is 0, no explicit unit number 
was found for the device. If this byte is 
255, the value in byte 25 is the explicitly 
specified device unit number. The 255 value 
here indicates that a zero in byte 2 5 is ex- 
plicitly unit of the device. 

27-28 First flag word. See discussion. 

29-30 Second flag word. See discussion. 
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Possible Errors: 

Meaning Err Value 

ILLEGAL FILE NAME 2 

The character string scanned 
contains unacceptable charac- 
ters. See Section 9.1 of the 
BASIC-PLUS Language Manual for 
a description of a file speci- 
fication. 

Discussion: 

The file name string scan function determines specific file syn- 
tax information (for example, whether a given file name is valid or 
whether a certain disk is mounted) and returns information in the 
format required for all other file and device related SYS calls. In 
addition, it provides a means of packing a string in Radix-50 format. 

The STATUS variable is set for the device type found in the string 
scanned. 

The following example demonstrates how a string can be converted 
to Radix-5J3 format by a user defined function and the file name string 
scan SYS call. 

10 DEF FNPi2($(A$) = MID (SYS (CHR$ (6%) + 
CHR$(-10%)+A$) ,7%, 4%) 
: PACK 6 CHARACTERS TO RADIX-5j2f 

The function FNP0$ returns a 4 character string which is the Radix-5j2f 
representation of the first 6 characters of A$. (Note that no error 
handling is included and that errors can occur.) The file name string 
scan call is the only function in BASIC-PLUS which packs a string in 
Radix-50 format. To pack strings longer than six characters, the user 
must make multiple calls to the SYS function. 

The two words in bytes 27 and 28 and in bytes 29 and 30 hold 
easily accessible flags indicating exactly what fields in the source 
string were found and what kind of information they contained. For 
the purposes of the discussion, it is assumed that the returned string 
was converted by a CHANGE statement to an integer array, M%(30%). The 
flag words are then created by doing the proper arithmetic operations 
on the bytes, as shown: 

flag word 1: S0% = M% (27%) +SWAP% (M% (28%) ) 
flag word 2: Sl% = M% (2 9%)+SWAP% (M% (30%) ) 
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Once these two words are created, the data coded into them is accessi- 
ble by means of an AND operation between the word and the bit relating 
to a particular piece of information (see Section 12,3,7,7 of the 
BASIC-PLUS Language Manual for infoinnation about the AND operation) , 
Each bit of the PDP-11 word can be used to hold a YES or NO answer. 
In the case of S0% , only the high-order 8 bits are used. In the case 
of Sl%, all 16 bits are used. 

Flag word 1 is redundant; that is, all information returned in 
flag word 1 is also in flag word 2. Flag word 2 holds much more 
information than flag word 1. 

In the following discussion, it is assumed that bytes 27 and 28 
have been put into S0% and bytes 29 and 30 have been put into Sl% as 
described above. 
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Flag word 1: where S0% = M% (27%) +SWAP% (M% (28%) ) 



Bit Comparison 

8 S0% AND 256%<>0% 

9 SJ2f% AND 256% = 0% 
S0% AND 512%<>i2f% 
S0% AND 512% = 0% 

10 S0% AND 1024%<>0% 
S0% AND 1024% = 0% 

11 S0% AND 2048%<>0% 

S0% AND 2048% = 0% 

12 S0% AND 4096%<>0% 
S0% AND 4096% = 0% 

13 S0% AND 8192%<>0% 
S0% AND 8192% = 0% 

15 S0%<0% 



Meaning 

Filename was found in the source 
string (and is returned in Radix- 
50 format in bytes 7 through 10) 

No filename found 

A dot was found in source string 

No dot was found in source string 
implying that no extension could 
have been specified either 

A project-programmer number was 
found in source string 

No project-programmer number was 
found 

A left angle bracket (<) was 
found in source string implying 
that a protection code was found. 

No left angle bracket (<) was 
found (no protection was 
specified) 

A colon (but not necessarily a 
device name) was found. 

No colon was found implying that 
no device could have been 
specified 

Device name was specified and 
specified device name was a 
logical device name. 

Device name (if specified) was an 
absolute (non-logical) device 
name (if device name was not 
specified, this will be 0) 

Source string contained wild card 
characters (either? or * or both) 
in filename, extension or project- 
programmer number fields. In 
addition, the device name speci- 
fied, though a valid logical 
device name, possibly does not 
correspond to any of the logical 
device assignments currently in 
effect. The user program must 
extract the device name and 
attempt to access the unit. (See 
Section 7.2.16.4 for a description 
of wild card file specifications.) 
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'lag Word 2: where Sl% = M% (29%) +SWAP% (M% {3j2f%) ) 

Sl% AND 1%<>0% File name was found in the 

source string 

Sl% AND 1% = j2f% No file name was found (and 

the following 2 comparisons 
return 0) 

1 Sl% AND 2%<>0% File name was an * character 

and is returned in bytes 7 
throuch 10 as the Radix- 50 
representation of the string 
"??????". 

Sl% AND 2% = 0% File name was not an * 

character 

2 Sl% AND 4%<>j2f% Filename contained at least one 

7 character 

Sl% AND 4% = 0% Filename did not contain any ? 

characters 

3 Sl% AND 8%<>0% A dot (J was found 

Sl% AND 8% = 0% No dot was found implying that no 

extension was specified (and the 
following three comparisons 
return 0) 

4 Sl% AND 16%<>0% An extension was found (that is, 

the field after the dot was not 
null) 

Sl% AND 16% = 0% No extension was found (the field 

after the dot was null - the 
following two comparisons return 
0) 

5 Sl% AND 32%<>0% Extension was an * character and 

is returned in bytes 11 and 12 
as the Radix-50 representation 
of the string "???" 

Sl% AND 32% = 0% Extension was not an * character 

6 Sl% AND 64%<>0% Extension contained at least 

one ? character 

Sl% and 64% = 0% Extension did not contain any 

? characters 

7 Sl% AND 128%<>0% A project-programmer number was 

found 

Sl% AND 128% = 0% No project-programmer number was 

found (the following two com- 
parisons return 0) 

8 Sl% AND 256%<>0% Project number was an * character 

(that is, the project-programir\er 
number was of the foirm[*, PROGJ ) 
and is returjiied in byte 6^ 

Sl% AND 256% = 0% Project number was not an * 

character 
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Bit Comparison 
9 Sl% AND 512%<>0%- 



Sl% AND 512% = j2f% 

10 Sl% AND 1024%<>0% 
Sl% AND 1024% = 0% 

11 Sl% AND 2048%<>0% 

Sl% AND 2048% = 0% 



12 Sl% AND 4096%<>0% 
Sl% AND 4096% = 0% 

13 Sl% AND 8192%<>0% 
Sl% AND 8192% = 0% 

14 Sl% AND 16384%<>0% 
Sl% AND 16384% = 0S 

15 S1%<0% 



S1%>=0% 



Meaning 

Programmer number was an * char- 
acter (that is, the project- 
programmer number was of the form 
[PROJ,*]) and is returned in byte 
5 as 255. 

Programmer number was not an * 
character 

A protection code was found 

No protection code was found 

The protection code currently set 
as default by the current job was 
used. 

The assignable protection code was 
not used (protection code given 
is either the system default, 6J^ 
or that found in the source string) 

A colon ( : ) , but not necessarily 
a device name, was found in the 
source string. 

No colon was found (no device 
could have been specified) ; the 
following 3 comparisons return 0. 

A device name was found 

No device name was found; the 
following 2 comparisons return 0. 

Device name specified was a logical 
device name. 

Device name specified was 
an actual device name. 

The device name specified was 
logical and is not assigned to 
some actual device; the logical 
name is returned in bytes 23 
through 26 as a Radix-50 string. 

The device name specified (if any 
was either an actual device name, 
or a logical device name to which 
a value has been assigned; the 
actual device name is returned 
in bytes 23 through 26 as described 
above . 



'Note that if the project-programmer number was of the form 
C*,*], then both bit 8 and bit 9 of the data byte returned 
are non-zero values. 
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Since flag word 2 contains all the information returned in flag 
word 1 plus more information, it is the more useful of the two words. 
The following program uses this word. it prints out a list of all the 
bits returned in the word. 



5 DIM M'^<20;o 

10 PRINT "STRING TO SC 

20 INPUT LINE Sf 

20 S$ = CVTt$<St-, -V/:? 

40 CHANGE SVS'::CHR|:<; £.;■;;:■ 

50 si";=ri;-; >:: 29 .••; > +swflP'; c m 
100 IF SI*; AND 1"; 



1 ^ c* T r CH 






120 
120 
140 
150 

lb0 

170 
180 
190 

200 

210 
220 
230 
240 
250 
260 

490 

500 

"' ■"• "7 iT "5 
w c I Of 



AN' 



+CHR*:'::-i0;;>+s«: 
^:'::20;o> 

THEN 
THEN 



IF Si;-: 

IF si;: 

si;^ 

si;i 

si;-; 

si;-: 

si;-: 

IF si;^ 

IF si;-: 

IF si;-: 

IF si;; 

Ji;; 

;iy. 

IF si;-: 

IF 
PRINT F 
GOTO 10 
END 



IF 
IF 
IF 
IF 
IF 



IF 
IF 
IF 



AND 4;-: 

AND £:;; 

AND ig;; 

AND 22;; 

AND 

AND 



64;: 
i2s;; 

AND 256;-: 



AND 
AND 
AND 



512M 

1024;-: 
204&';-; 

AND 4096;-; 
AND 3192;^ 
AND 16284^: 

0": 

AND 4096;; 

sii:>&y. 

OR i;-:=i;-: to 



THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 
THEN 



PRINT 
PR I NT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 

PRINT 



' SET UP RN RRRAV TO RETURN TO 



! GET RID OF GARBAGE BVTE'" 

TO m: 

"FILENAME FOUND" 

"FILENAME WAS AN •+:" 

"FILENAME HAD '■?-S" 

"DOT (. > FOUND" 

"NON-NULL EXTENSION FnWHD" 

"EXTENSION WAS ' ^^^ » 

"EXTENSION HAD --■•--■-'■ 

"PPN FOUND" 

"PROJECT NUMBER WAS -- f--- " 

"PROGRAMMER NUMBER WAS '■•+■-" 

" P R T E C T I N C D E F Ci U N D " 

" A S S I G N -■ D' P R Ci T E C T I N U S E D " 



OLON (. : > FOUND" 
EVICE NAME FOUND" 
EVICE NAME WAS LOGICAL" 
E'v'ICE NAME WAS NOT ASSIGN-" D" 

STATUS'' HAS BEEN SET" 



The following examples show some of the above messages 



STRING TO SCAN? ABCDEF. EXT 

FILENAME FOUND 

DOT C. > FOUND 

NON-NULL EXTENSION FOUND 



STRING TO SCAN? SV:FILENM DEX 

FILENAME FOUND 

DOT <. > FOUND 

NON-NULL EXTENSION FOUND 

COLON K : > FOUND 

DEVICE NAME FOUND 

'STATUS'- HAS BEEN SET 
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STRING TO SCRN^- SV : F ILENM. EXTE 1. 292 3 

FILENRME FOUND 

DOT ■::. > FOUND 

U N - N U L L E K T E N S I N F U N D 

PPN FOUND 

COLON >:: : > FOUND 

DEVICE NRME FOUND 

•■• STATUS'" HAS BEEN SET 



STRING TO 5CRN? SV : FILENM. EKT[ 2. id:: ir=i2- 

FILENAME FOUND 

DOT -::. > FOUND 

NON-NULL EXTENSION FOUND 

PPN FOUND 

PROTECTION CODE FOUND 

COLON -:: : :- FOUND 

DEVICE NAriE FOUND 

'STATUS'' HAS BEEN SET 



STRING TO SCAN? SV : F I LENNN. EXTC '*■■ • 291 1 

FILENAME FOUND 

DOT <:. ■) FOUND 

NON-NULL EXTENSION FOUND 

PPN FOUND 

PROJECT NUMBER WAS '' *'" 

COLON < : ::• FOUND 

DEVICE NAME FOUND 

'STATUS'- HAS BEEN SET 



STRING TO SCAN? SV : A. * 
FILENAME FOUND 
DOT <.. > FOUND 
NON-NULL EXTENSION FOUND 
EXTENSION WAS ' *' 
COLON < : > FOUND 
DEVICE NAME FOUND 
'STATUS' HAS BEEN SET 



STRING TO SCANT- 
STRING TO SCAN? SV:FILE??. EXT 
FILENAME FOUND 
FILENAME HAD '' ?'• S 
DOT <. > FOUND 
NON-NULL EXTENSION FOUND 
COLON < ; > FOUND 
DEVICE NAME FOUND 
'STATUS' HAS BEEN SET 



STRING TO SCAN? :A 
FILENAME FOUND 
COLON -:: : :.< FOUND 
'■STATUS'- HAS BEEN SlET 



March 1975 7-24 



The STATUS variable is set or not set depending on the presence 
or absence of a device in the string scanned. The following three 
conditions pertain. 



a. 



When no device name is found in the string (no colon is 
found) , the STATUS is random. This condition pertains 
when bit 12 of flag word 2 tests as equal to 0. 

b. When the device name is logical and untranslatable (an 
actual device is not assigned) , STATUS is random. This 
condition pertains when bits 12, 13 and 14 of flag word 

2 test as not equal to and bit 15 tests as on (S1%<0%) . 

c. When the device name is either an actual device name or 

om J??^^^-^ ^"^^ translatable (an actual device is assigned) , 
STATUS is set for the device. This condition pertains 
when bit 12 tests as not equal to and bit 15 tests as 
equal to (Sl%>=J2f%) . 

Line 2 6^ of the sample program shows the test to determine when STATUS 
is set by the call. 

The file name string scan using CHR$(-23%) in place of CHR$(-10%) 
terminates without error on the following characters. 

= (equality sign) 

/ (slant) 

; (semi-colon) 

, (comma) 

end of string 

The number of unspanned characters is returned in the BASIC-PLUS vari- 
able RECOUNT. For example, 

S$=SYS(CHR$(6%) + CHR$(-23%) + "SY : [1, 4] ABC<4i2l> ") 

returns the data as described above for CHR$(-l/2f%) and RECOUNT equals 
0. The following call 

S$ = SYS(CHR$(6%) 4- CHR$(-23%) + "SY: [1,4] ABC.<4j2[> ,DT:DEF") 

returns the data described above for the string "SY: [1,4] ABC<40>" with 
RECOUNT equals 7. (The scan terminates on the comma between file 
names. ) 

Any other characters, including the angle bracket character (<) , 
generate an error and none of the data is returned. Thus, the call 
with CHR$(-23%) simplifies the task of decoding command strings with 
multiple file names. 
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7.2.4.2 Return Error Message 



Not Privileged {F0=9) 



Data Passed: 

BYte(s) 

1 
2 
3 

4-30 
Data Returned: 

Byte(s) 
1 
2 
3-30 



Meaning 

CHR$(6%), the SYS call to FIP 

CHR$(9), the return error message code 

CHR$(E%), where E% is the RSTS ERR variable 
number and is between and 127 

Not used 

Meaning 

The current job number times 2 

The current keyboard number times 2 

Error message padded to length 28 with 
CHR$ (0% ) characters . 



Possible Errors: No errors are possible. 
Discussion: 

This SYS system function call extracts error message text from 
the file ERR. SYS in the core image library. The text is associated 
with the value of the ERR variable passed as byte 3 of the call. The 
number in byte 2 of the returned string is two times the number of the 
keyboard involved in generating the error. This is an exception to the 
conventional contents of byte 2 which usually contains the job number 
times 2. A sample usage of the call is to print the system header 
line containing the system name and the local installation name. To 
do this, the character representation of the ERR value of 0% is used 
in the call. 



10 

20 
2& 
40 
50 
60 



GOTO 



INPUT "ERROR NUMBER"; E;;' 

S$ = S VS -:: CHR* ■:: €ui > +CHR$ <; 9K > +CHR* < EK >> 

Si*=mD'::S*, 2K. INSTRCS^'. 5$, C»R$<dK) >-: 

PRINT Si* 

PRINT FOR lK=l-i TO 2>: 

10 



12767 END 



March 1975 
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To extract the message text from the data returned by the SYS call, 
the program executes an INSTR function based on the NUL byte (FILL 
character) indicating the end of the text. The MID substring of the 
returned data string, starting at byte number 3, extracts the number 
of bytes according to the value returned by the INSTR function. 

Error numbers used in the call can include those associated 
with recoverable and non-recoverable errors. 



RUNNH 

ERROR NUMBER? Q 

RSTS 'v'05B-24 5VSTEM #889 
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7.2.4.3 Assign/Reassign Device Not Privileged (F0 = 10) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(10%, the assign/reassign 
device code 

3-6 Not used 

7 Must be for assign; for reassign, 
must be the job number to reassign 
the device to. 

8 Must be 

9-22 Not used 

23-24+ Device name (DT, PR, PP, MT, CR, 

LP, KB) 

25+ Unit number 

26+ .Unit number flag 

27-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 



Meaning ERR Value 



For the assign call 

NOT A VALID DEVICE 

The device name specified in bytes 23 and 
24 is a logical device name which is 
currently not assigned. 

DEVICE NOT AVAILABLE 

The device specified is currently 
assigned or in use by another job. 

For the reassign call 

ACCOUNT OR DEVICE IN USE 

The device specified is currently 
open or has an open file. 

NOT A VALID DEVICE 

The device name specified in bytes 23 and 
24 is a logical device name which is 
currently not assigned. 

DEVICE NOT AVAILABLE 

The device specified is currently 
assigned to another job or is in use 
by another job. 
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Example: 



10 A$ = SYS(CHR$(6%)+CHR$(lj2f%)+SPACE$(4%) + 
CHR$ (j2r%) +CHR$ (Gf%) +SPACE$ (14%) + 
"LP" + CHR$(1%T+CHR$(255%)) 

: ASSIGN LPl: TO CURRENT JOB. 
20 X%=4% 
30 A$=SYS (CHR$ ( 6 % ) +CHR$ ( 10% ) +SPACE$ ( 4 % ) + 

CHR$ (X%) +CHR$ (0%) +SPACE$ (14%) + 

"LP"+CHR$(1%)+CHR$(255%) ) 
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7.2.4.4 Deassign a Device Not Privileged {F0 = 11) 

Data Passed: 

Byte ( s ) Meaning 

1 CHR(6%) , the SYS call to FIP 

2 CHR$(11%), the deassign a device 
code 

3-6 Not used 

7-8 Must be 

9-22 Not used 

23-24"'' Device 

name 

25"*" Unit number 

26''" Unit number flag 

27-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

NOT A VALID DEVICE 6 

The device name specified in bytes 23 and 
24 is not a valid device name. 

Discussion: 

This call performs the same action as the DEASSIGN system 
command described in the RSTS-11 System User's Guide . 

Example : 

The following statement deassigns line printer unit 1 which 
is assigned to the current job. 

10 A$ = SYS(CHR$(6%) + CHR$(11%) + SPACE$(4%) + 
CHR$(0%) + CHR$ (0%) + SPACE$(14%) + 
"LP" + CHR$(1%) + CHR$(255%)) 
: DEASSIGN LPl: 
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7.2.4.5 Deassign All Devices Not Privileged (Fj2f = 12) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(12%), the deassign all devices 
code 

3-30 Not used 

Data Returned: No meaningful data is returned. 
Possible Errors: No errors are returned. 

Example: 

The following statement deassigns all devices currently- 
assigned to the job. 

10 A$ = SYS(CHR$(6%) + CHR$ (12%) ) 

7.2.4.6 Zero a Device Both Privileged and (F0=13) 

Not Privileged 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(13%), the zero a device code 

3-4 Not used 

5-6 Project-programmer number (see 

note 1) 

7-22 Not used 

23-24+ Device designator (Disk, magtape, 

or DECtape) 

25+ Unit number 

26+ Unit number flag 

27-30 Not used 

Data Returned: No meaningful data is returned. 
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Possible Errors: 

Meaning ERR Value 

CAN'T FIND FILE OR ACCOUNT 5 

The device specified is disk and the 
account specified in bytes 5 and 6 
does not exist on the device 

NOT A VALID DEVICE 6 

The device name specified is a 
logical name which is not currently 
assigned 

DEVICE NOT AVAILABLE 8 

The device is currently assigned or in 
use by another job or has a file open. 

DEVICE NOT FILE STRUCTURED 30 

The device specified does not allow 
access by file name. 

Note 1: 

Only privileged users can specify any account other than their 
own account to be zeroed. Any values a non-privileged user specifies 
in bytes 5 and 6 are forced to the caller's own project-programmer 
number. Zeroes in bytes 5 and 6 indicate the project-programmer 
number of the calling program. 

Note 2: 

When the zero a device SYS call is specified on magtape or 
DECtape, the entire medium is zeroed without regard to any project- 
programmer number. On DEC tape, the directory is cleared. On magtape, 
the tape is rewound to LOAD POINT, three end of file marks are 
written, and the tape is rewound. 



Example : 



10 A$=SYS (CHR$ (6% ) +CHR$ (13% ) +SPACE$ ( 2% ) + 

CVT%$()Zf%)+SPACE$(16%)+"SY"+CVT%${)2f%) ) 

I ZERO MY OWN ACCOUNT ON THE SYSTEM. 
20 P0% = 10% : P2%=2J2(% I WANT TO ZERO [10,20] 
30 A$=SYS (CHR$ (6%) +CHR$ (13%) +SPACE$ (2%) + 

CHR$ (Pl%) +CHR$ (P0%) +SPACE$ (16%) +"SY"+ 

CVT%$(0%) ) 

: ZERO [10,20] ON THE SYSTEM. 

: IF PROGRAM IS NON-PRIVILEGED, ZEROES 

1 CURRENT ACCOUNT 
40 A$=SYS (CHR$ (6%) +CHR$ (13%) +SPACE$ (20%) + 

"MT"+CVT%$(0%) ) 

1 ZERO MT: 
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7.2.4.7 CTRL/C Trap Enable Not Privileged (F0=-7) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-7%), the CTRL/C trap enable 
code 

3-30 Not used. 

Data Returned: No meaningful data is returned. 
Possible Errors: No errors are possible. 

Discussion: 

After this PIP function is executed in the user program, the 
Run Time System treats the first CTRL/C subsequently typed on any 
terminal belonging to the job as a trappable error (ERR=28) . Upon 
execution of the trap, control is immediately passed to the numbered 
program statement which has been designated as the error-handling 
routine by the last execution of an ON ERROR GOTO statement. After 
the trap, CTRL/C trapping is disabled. If it is desired that 
CTRL/C trapping remain in effect, the SYS call must be executed again, 

Such trapping of CTRL/C, however, guarantees only that a defined 
set of statements is executed when CTRL/C is typed. It is not 
possible to resxime execution at the exact point where the CTRL/C 
occurred. 

If certain critical sections of BASIC-PLUS code are to be 
completely immune to possible CTRL/C aborts, three actions must occur. 

a. The job must detach itself from its terminal. See the 
description of FIP code +7. 

b. The program must have CLOSED all channels on which other 
terminals in the job had been OPENed. 

c. The job must have DEASSIGNed any terminal which had been 
previously ASSIGNed to it. See the description of FIP 
code +11. 

If the three actions ocour, program exectrtion under the job 
proceeds immune to any CTRL/C, 
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After the job has completed its critical processing in the 
detached state, one of three actions can occur. 

a. The job can kill itself by means of FIP code +8. 

b. The job can find a free terminal (presumably the one from 
which it detached itself) and "force" into that terminal 
input buffer the character strings needed for logging into 
the system and attaching the job to the terminal. (See 
the descriptions of FIP codes -4, +4, and +6.) 

c. The job can find a free terminal and use the REATTACH SYS 
call to attach itself to the terminal (See the description 
of FIP code +6.) 

The following sample program shows the procedure. 



19 ON ERROR GOTO 188 

28 R$ = bS-'S'- CHR*<b^i>■i-CHRf i 

S& PRINT "HI ^'; 

49 SLEEP lO;-; 

59 GOTO 38 

198 IF ERR028;- THEN ON 
ELSE RESUME 118 
11,8 PRINT """C TRAPPED " 
128 SLEEP 18.': 
138 GOTO 29 
y.2767 END 



;RkOR .'iiOTi 



' GET SET TO TRAP 

! ENABLE "-C TRAPPING 

: Whir H w ri I L E 



LOOK FOR A CTRl 



;k. TO LOO 



The program prints "HI" at the keyboard every 10 seconds until a 
CTRL/C is typed. Then it prints the "C TRAPPED" message and a sleep 
operation for 10 seconds before reenabling the CTRL/C trap and printing 
"HI". The SLEEP statement before reenabling the trap is included to 
allow the user to type a second CTRL/C and actually stop the program. 

Ordinarily, two CTRL/C characters typed very quickly at a termi- 
nal stop a program even if CTRL/C trapping is enabled. However, on a 
lightly loaded system, it is sometimes possible for the program to 
react quickly enough to the first CTRL/C that the second one can also 
be trapped. In this situation, the only means of stopping the job is 
through the kill job SYS call (or the KILL command in the UTILTY 
program). Thus, after the original trap, the user can stop the pro- 
gram by typing CTRL/C within 10 seconds. It is recommended that pro- 
grams which trap CTRL/C characters be designed to include a certain 
amount of time after a trap in which a second CTRL/C actually stops 
the program. 
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7.2.5 Privileged Utility SYS Calls 

The FIP calls described in this section are privileged calls; 
that is, they can be called only by a privileged user or by a 
privileged program. (See Section 5.5 for a discussion of privilege.) 
Any attempts to execute these calls by non-privileged users or 
programs result in the error ILLEGAL SYS ( ) USAGE (ERR=18) . Other 
errors are specified in the individual descriptions. The functions 
described in Sections 7.2.5.2 through 7.2.5.11 are used by the 
UTILTY system program. Examples of their usage can be found in the 
source code of that program. 

7.2.5.1 Special Shutup Logout Privileged (F)2f=-16) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-16%), the special shutup 
logout code 

3-30 Not used 

Data Returned: No meaningful data is returned. 
Errors Returned: Refer to the discussion. 

Discussion: 

This system function logs the current job off the system (as does 
the FIP system function call code 5) but, in addition, brings the 
CPU to an orderly halt at address 54 after the job is logged off the 
system. 

Before this FIP call executes properly, several system conditions 
must be true. First, one and only one job can be running on the 
system when the SYS call is invoked. Next, the number of logins 
allowed on the system must be 1 (that is, LOGINS DISABLED. See 
Section 7.2.5.6). Next, no disks except the system disk can be 
mounted. Finally, no files can be open on the system disk. 
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If all of these conditions are fulfilled, the system shuts down, 
If any are not true, any attempt to invoke this SYS call results in 
the error ILLEGAL SYS ( ) USAGE (ERR=18) . 

This SYS call is used by the SHUTUP program. 
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/ . - . D . -d ^d^e aix^ ■L.i.iue v^nciixger trivixegea (Fj3f=-i4) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-14%), the date and time changer 
code 

3 CHR$(D%) where D% is in the required 
format to generate the date by the 
function DATE$(D%). See Section 8 . 8 of 
the BASIC-PLUS Language Manual for a 
description of the DATE$ function. 

4 CHR$(SWAP%(D%)) where D% is the 
same value used in byte 3. This 
generates the high byte of the 
value used by the DATE$(0%) 
function. 

5 CHR$(T%) where T% is in the required 
format to generate the time by the 
function TIME$(T%). See Section 8.8 
of the BASIC-PLUS Language Manual 
for a description of the TIME$ 
function. 

6 CHR$(SWAP%(T%) ) where T% is the same 
value used in byte 5. This gener- 
ates the high byte of the value used 
by the TIME$(J3f%) function. 

7-30 Not used. 

Data Returned: No meaningful data is returned. 

Discussion: 

This function changes the monitor date and time of day values 
which are returned by the DATE$(jaf%) and TIME$(j2f%) functions in 
BASIC-PLUS. 
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7.2.5.3 Hang Up a Dataset Privileged (F0=-9: 

Data Passed: 

BYte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$ (-9%) , the hang up a dataset 
code 

3 CHR$(N%) where N% is the keyboard 
nuinber of the line to hang up. 

4 CHR$(S%) where S% is the nuinber of 
seconds to wait before hanging up 
the line. 

5-30 Not used. 

Data Returned: No meaningful data is returned. 
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7.2.5.4 Broadcast to a Terminal Privileged (Fj2f=-5) 

Data Passed: 

BYte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-5%), the broadcast to a 
terminal code 

3 CHR$(N%) where N% is the keyboard 

iiuj-iLkJcJ. i_>j. (_iic i_t; 1. 111X11 ax cO xtiCexVe 

the message. 

4-? M$ is the message to broadcast; 

LEN(M$) can be greater than 27. 
The string must not be null. 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 18 

Generated if LEN(M$) is J2f. 

Discussion: 

The data broadcast is printed on the destination keyboard. 
The received message affects any output formatting being performed 
on the destination keyboard. System programs which use this 
function are TALK, PLEASE, BACKUP, and QUEMAN and UTILTY. 

7.2.5.5 Force Input to a Terminal Privileged (F0=-4) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-4%), the force input to a 
terminal code 

3 CHR$(N%) where N% is the keyboard 
number of the terminal to receive 
the forced input. 

4-? 1$ is the input string to force to 

the terminal. The string must 

not be null. LEN(I$) can be 
greater than 27. 
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Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 18 

Generated if LEN(I$) is 0. 

Discussion: 

The data forced is seen as input by the system. Other system 
programs besides UTILTY which use this function are BUILD, INIT, 
and CONTRL. 
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7.2.5.6 Disable Further Logins Privileged (F^=-2) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-2%), the disable further 
logins code 

3-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYS() USAGE 18 

A non-privileged user 
attempts to execute this 
call. 

Discussion: 

This call sets the number of logins allowed on the system to 1. 
If no jobs are active on the system, one user can successfully log 
into the system. However, once one user is logged in, any delimiter 
typed at a logged out terminal returns the NO LOGINS message. This 
call is used by the UTILTY and SHUTUP programs. 

7.2.5.7 Enable Further Logins Privileged (Fj2f=-1) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-1%), the enable further 
logins code 

3-30 Not used. 

Data Returned: No meaningful data is returned. 
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Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 18 

A non-privileged user 
attempts to execute this 
call. 

Discussion: 

This call sets the number of logins allowed to the number 
specified at start-up time - JOBMAX. The enable logins call is used 
by the UTILTY and INIT programs. 
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7.2.5.8 Disk Pack and Terminal Status Privileged (F^=3) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(3%), the disk pack and 
terminal status code 

3 CHR$(N%); the following values 
of N% determine the resultant 
action. 

Value Action 

Any Odd Set terminal status. 
See FIP call 16. 

Mount a disk pack or 

cartridge 

2 Dismount a disk pack 
or cartridge 

4 Lock out a disk pack 
or cartridge 

6 Unlock a disk pack 
or cartridge 

For Mount, Dismount, Lock, and Unlock 

23-24 Device name 

25"*" Unit number 

26"'" Must be 255. 

For Mount 

7-lCr*' Pack identification label in 

Radix-50 format 

? All bytes not specified are ignored. 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ACCOUNT OR DEVICE IN USE 

An attempt to dismount a 3 

disk which has an open file 

NOT A VALID DEVICE 

Device name specified is not 6 
valid 



DEVICE HUNG OR WRITE LOCKED 

An attempt to mount a disk 14 
which is not write enabled 
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Meaning ERR Value 

ILLEGAL SYSO USAGE 

An attempt by a non-privileged 18 
user to execute this call; or an 
attempt to mount a disk which is 
already mounted or which resides 
in a non-dismounted drive; or disk 
specified is the system disk. 

PACK IDS DON'T MATCH 

An attempt to mount a disk with an 20 
incorrect pack label. 

DISK PACK IS NOT MOUNTED 

An attempt is made to lock, unlock 21 
or dismount a disk which is not 
mounted . 

DISK PACK NEEDS 'CLEANING' 

The storage allocation table on 25 
the disk needs to be restructured 
since the disk was not properly 
dism.ounted when it was last used. 
Disk is logically mounted but 
cannot be accessed until cleaned 
by the CLEAN command of UTILTY 
system program or by the FIP 
call with code 2. 

FATAL DISK PACK MOUNT ERROR 

The disk is beyond recovery. 26 

For example, the cluster size is 
larger than 16 or the storage 
allocation table is unreadable. 

DEVICE NOT FILE STRUCTURED 

An attempt to lock, unlock, or 30 
dismount a disk currently opened 
in non-file structured mode . 



Discussion: 

Note that if byte 3 contains any odd value, the call is inter- 
preted as a set terminal characteristics call and is exactly equiva- 
lent to FIP call 16 discussed in Section 7.2.8. This call is used by 
the SHUTUP, UMOUNT, and BATCH system programs. (The terminal charac- 
teristics form of the call is used by the TTYSET system program) . 
For a discussion of disk management on RSTS/E, see Section 6.3.2. 
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7.2.5.9 Clean Up a Disk Pack Privileged (F0=2) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(2%), the clean up a disk 
pack code 

3-22 Not used 

4- 

23—24 Device naine 

A zero in both bytes means the 
system disk. 

25 Unit number 

2 6 Unit number flag 

27-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYS() USAGE 

An attempt to use this call by 18 
a non-privileged user; the 
device specified is not a disk; 
the disk is not locked; a file 
is open on the disk. 

DISK PACK IS NOT MOUNTED 

The disk is not yet m.ounted. 21 

CORRUPTED FILE STRUCTURE 

The link words in the directories 29 
are destroyed or com.pletely 
m.eaningless. 

Discussion: 

A clean operation on an RK disk cartridge takes up to 3jZI seconds 
and on an RPj33 disk pack takes up to 5 minutes. See Section 6.3.2 
for a discussion of disk management and the clean operation. 
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7.2.5.10 Change Password/Quota Privileged (F0=8) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(8%), the change password/ 
quota, kill job, and disable 
terminal code 

3-6 Not used 

7-8 Project programmer number. Zero 

for both values means the current 
account. See Section 7.2.3 for 
an explanation of the value of 
each byte. 

9-12 New password in Radix-50 format. 

All zeroes mean no change. See 
Section 7.2.4.1 for a description 
of converting strings to Radix-50 
format . 

13-14 CHR$ (N%) +CHR$ (SWAP% (N%) ) , where 

N% is the number of blocks for the 
quota. Zero in this word means 
unlimited quota if byte 21 is 255. 
Otherwise, zero means no change. 

15-20 Not used 

21 CHR$(255%) if the quota of 

specified in bytes 13 and 14 is 
valid rather than no change. 

23-24 Device name 

25 Unit number 

26 Unit number flag 

27 Not used 

28 Must be CHR$(j2l%) 
29-30 Not used. 



Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

CAN'T FIND FILE OR ACCOUNT 

The account is not present on 5 
the disk specified. 

NOT A VALID DEVICE 

Device specified is not valid. 6 
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Meaning ERR Value 

ILLEGAL SYSO USAGE 

An attempt by a non-privileged 18 
user to execute this call or the 
device specified is not a disk. 

Discussion: 

Either the password or the quota can be changed individually as 
well both can be chanqed in the same call. 
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7.2.5.11 Kill Job Privileged (Fj2f=8) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(8%), the change password/ 
quota, kill job, and disable 
terminal code 

3 CHR$(N%) where N% is the number 
of the job to kill 

4-26 Not used 

27 Must be CHR$(j2l%); this byte 
differentiates the kill job call 
from the disable terminal call 

28 Must be CHR$(255%) 
29-30 Not used. 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 

The job number specified is 18 

or is greater than the system 
JOB MAXIMUM value. An attempt 
by a non-privileged user to 
execute this call. 

Discussion: 

There is only one proper way for a job to terminate itself under 
programmed control. The job must execute the kill FIP call on its 
own job number. The kill does all of the clean-up that the logout 
FIP call (Fj2f=5) does, but this function can be executed under pro- 
gram control by any (privileged) program, whereas the logout call 
requires certain special conditions. Examples of this SYS call can 
be found in the ERRCPY, BATCH, SPOOL, and QUEMAN programs. 
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7.2.5.12 Disable Terminal Privileged (Fj2f=8) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(8%), the change password/ 
quota, kill job, and disable 
terminal code 

3 CHR$(N%), where N% is the key- 
board number of the terminal to 
disable 

4-26 Not used 

27 Must be CHR$(255%) to differen- 
tiate this call from the kill job 
call 

28 Must be CHR$(255%) 
29-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 

Keyboard number is greater than 18 

the number of terminals on the 

system (NULINE) ; 

Keyboard number corresponds to a 

line used by a pseudo keyboard; 

Keyboard number relates to a 

terminal on a DHll multiplexor 

line; 

The terminal is currently opened 

or assigned by a job; or 

The keyboard is the system console 

terminal (KBjZf:) 

Discussion: 

This FIP call disables a keyboard line. After this function has 
been executed, no input from the disabled keyboard is processed or 
echoed by the system, and output generated for the terminal is ignored, 
There is no complem.entary function in RSTS/E. Once a keyboard is 
disabled, it remains disabled until the next time the system starts 
time sharing. 
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Note that this function only disables keyboards connected to the 
PDP-11 with single line interfaces (KLll, DLll, etc). 

No system program (including UTILTY) currently uses this call. 
It is included at this point because of its relationship to the 
change password and kill job FIP calls. 
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7.2.6 Job Scheduling SYS Calls to FIP 

7.2.6.1 Priority, Run Burst and Size Privileged (Fj2f=-13) 

Maximum Changer 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-13), the priority, run 
burst, and size maximum changer 

3 CHR$(J%) where J% is the job 
niomber affected or is -1 to denote 
the current running job 

4 CHR$(A%) where A% is j2(% to indicate 
no change to the parameter in byte 
5 or is non-zero to indicate a 
change to the parameter as speci- 
fied in byte 5. 

5 CHR$(P%) where P% is the value 

of the running priority and ranges 
from -128 to +128 in steps of 8. 

6 CHR$(A%) where A% is J2f% to indicate 
no change to the parameter in byte 
7 or is non-zero to indicate a 
change to the parameter as speci- 
fied in byte 7 . 

7 CHR$(R%) where R% is the run burst 

8 CHR$(A%) where A% is j2f% to indicate 
no change to the parameter in byte 
9 or is non-zero to indicate a 
change to the parameter as speci- 
fied in byte 9. 

9 CHR$(S%) where S% is the maximum 
size, in 1024-word units, to which 
a job can expand and is between 2 
and the current value for SWAP MAX 
on the system. 



Possible Errors 



Meaning ERR Value 



ILLEGAL SYSO USAGE 

An attempt by a non-privileged 18 
user to execute this call 



Data Returned: No meaningful data is returned. 
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Discussion: 

This system function allows a privileged user to give a running 
job an increased or decreased chance of gaining run time in relation 
to other running jobs, and to determine how much CPU time the job can 
have if it is compute bound. The CPU time is termed the job's run 
burst and is measured by the number of clock interrupts during which 
the job can run if it is compute bound. 

The size of a job at log in time is set at 2K and can grow during 
processing to a size limited by the value of SWAP MAX. SWAP MAX is 
determined at the start of time sharing operations by the system 
manager. (Refer to the description of SWAP MAX given in the START 
and DEFAULT option discussion in Chapter 3.) The maximum* size to 
which a job can grow can never be greater than the currently assigned 
value of SWAP MAX, which must be between 8K and 16K words. Therefore, 
the privileged user has the option of limiting the size to which a job 
can grow by specifying a value for S% between 2 and the maximum of 
SWAP MAX. 

Values for each of the variables in the parameter string must be 
specified. The value for A preceding the related parameter variable 
determines whether that parameter changes or remains unchanged. 

The PRIOR system program provides a direct example of the use of 
this FIP call. The call is also used by the LOGIN, SPOOL, and RJ2780 
system programs. 

No error-checking is done by the system on the data passed by the 
user. Values are used as passed even if they generate illogical 
results. For instance, if a priority is specified which is not a 
multiple of 8, its value is truncated to the next lowest multiple of 
8. A priority greater than 12 8 is considered negative. Setting a 
job's run burst to prevents the job from obtaining any run-time. 
Setting a (compute bound) job's run-burst to some high number tends 
to lock out other jobs. However, setting S% to 255, or any value 
greater than the system SWAP MAX does not override the system maximum. 
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^•^•^•^ S^t Special Run Priority Privileged (F^=-22) 

Data Passed: 

^y^^(^) Meaning 

1 CHR$(6%), the SYS call to FIP 

CHR$(-22%), the set special run 
priority call 

3-30 Not used 

Data Returned: No meaningful data is returned. 
Possible Errors: 



Meaning 

ILLEGAL SYS() USAGE 

An attempt by a non-privileged 
user to execute this call. 



ERR Value 



Discussion: 



This SYS function sets the special run priority bit in the job 
priority word. This action raises the priority of the job slightly 
above that of other jobs in its priority class. The priority bit is 
cleared whenever the job returns to the READY state. Thus, a 
privileged job can raise its priority without protecting against a 
user typing CTRL/C and retaining the higher priority. This FIP call 
IS used by the QUE system program. 
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7.2.6.3 Lock/unlock Job in Memory Privileged (F^=-20) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-20%), the lock/unlock job 
in memory code 

3 CHR$(N%) where N% is for lock 
and is 255 for unlock 

4-30 Not used 

Data Returned: No meaningful data is returned 



Possible Errors: 

Meaning 



ERR Value 



ILLEGAL SYSO USAGE 

An attempt by a non -privileged i» 
user to execute this call 

Discussion: 

This call prevents unnecessary swapping by forcing the job 
executing the call to remain in memory. This action is performed 
without affecting the job priority or run burst. The call merely 
eliminates the swapping time between run bursts. 

A program having certain time sensitive routines can lock itself 
in memory. The duration of the locked time must be very short to 
prevent degradation of system performance. Depending on the memory 
configuration, a locked job can prohibit the system from swapping any 
other job into memory. If the job expands its size in memory, the 
system can swap it out of memory regardless of its locked status. 

The following sample code demonstrates the lock and unlock 
procedure. 

10 A$ = SYS(CHR$(6%) + CHR$(-20%) + CHR$(j2f%)) 
: LOCK JOB IN MEMORY 
100 A$ = SYS(CHR$(6%) + CHR$(-2JZI%) + CHR$(255%)) 
I UNLOCK JOB FROM MEMORY 
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7.2.6.4 Drop Temporary Privileges Privileged (Fj2f=-21) 

ua.L.a. r-aooeui 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-21%), the drop temporary 
privileges code 

3-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 

An attempt by a non-privileged 18 
user to execute this call 

Discussion: 

This call allows a compiled program which has a privileged pro- 
tection code to drop temporary privileges and privileges afforded by 
JFHIBY being set. A program normally executes this call after it 
has used the special privileges to set itself up. The program can 
take advantage of built in monitor protections (for example, file 
protection code arbitration) which are otherwise overridden by a pro- 
gram's temporary privileges. The call does not affect the permanent 
privileges of an account. Both the QUE and LOGIN system programs use 
this call. 

The following sam.ple code shows how a program might drop its 
temporary privileges. 

IfS A$ = SYS(CHR$(6%) + CHR$(-22%) 

I SET SPECIAL RUN PRIORITY 

2JZI OPEN "SYSTEM. FIL$" AS FILE 1% 

: OPEN REFERENCE FILE, REGARDLESS OF PROTECTION 

30 A$ = SYS(CHR$(6%) + CHR$(-21%) 

: DROP TEMPORARY PRIVILEGES 

4jZl OPEN "ACCT.FIL" AS FILE 2% 

: THIS FAILS IF FILE IS PROTECTED AGAINST THE 
: CURRENT ACCOUNT 
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7.2.7 Account Creation and Deletion SYS Functions 

7.2.7.1 Create User Account Privileged {F0=0) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(j2f%), the create user account 
code 

3-6 Not used 

7-8 Project-programmer number; see 

Section 7.2.3. The project 
number can be between 1 and 254; 
the programmer number can be 
between and 254. 

9-12 Password in Radix-50 format; see 

Section 7.2.4.1 for a description 
of converting a string to Radix-50 
format . 

13-14 Disk Quota. See Section 7.2.3 for a 

description of unsigned numbers. 
Zero means unlimited quota. 

15-22 Not used 

23-24+ Device name 

25''' Unit number 

26 Unit number flag 

27-28 User file directory (ufd) cluster 

size; means use the pack cluster 
size. 

29-30 Not used. 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL FILE NAI4E 2 

Password is missing in the call 

NO ROOM FOR USER ON DEVICE 

The directory currently has the maximum 4 

number of accounts. 

PROTECTION VIOLATION 10 

The project-programmer number is [j2f,0] or 
either the project or programmer number 
is 255. 

NAME OR ACCOUNT NOW EXISTS 16 

The account specified in the call 
currently exists on the device specified. 
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Meaning ERR Value 

ILLEGAL CLUSTER SIZE 23 

The cluster size specified in the 
call is either greater than 16 or is 
non-zero and less than the pack 
cluster size. See Section 5.4.3 for 
a discussion of valid cluster size 
values. 

DEVICE NOT FILE STRUCTURED 

The device specified is not a disk 30 

or the disk is open in non-file 
structured mode. 



Discussion: 

This call is used by the REACT system program to create 
accounts . 
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7.2.7.2 Delete User Account Privileged (F0=1) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(1%), the delete user account 
code 

3-6 Not used 

7-8 Project-programmer number. This 

call generates an error if account 
[0,0], [0,1], or [1,1] is speci- 
fied. See Section 7.2.3 for an 
explanation of the value of each 
byte. 

9-22 Not used 

23-24"^ Device name; must be a disk 

25 Unit number 

26"*" Unit number flag 

27-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ACCOUNT OR DEVICE IN USE 3 

The account contains files (it has not been 
zeroed) or a user is currently logged into 
the system under the account. 

CAN'T FIND FILE OR ACCOUNT 5 

The account specified does not exist. 

PROTECTION VIOLATION 10 

Account specified is either [0,0], [j2f/lj, 
or [l,l]. 

DEVICE NOT FILE STRUCTURED 30 

Device specified is not a disk or is a disk 
open in non-file structured mode. 

Discussion: 

The REACT system program uses this call to delete user accounts. 
To prevent error number 3, the user must first zero the account using 
either the /ZE option in the PIP system program or the ZERO command 
of the UTILTY system program. The FIP call (Fj2f=13) can also zero an 
account. 
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7.2.8 Set Terminal Characteristics Privileged (Fj2f=16) 

Data Passed: 

BYte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(16%), the set terminal 
characteristics code; if CHR$(3%), 
byte 3 must be odd. 

3 If byte 2 is CHR$(3%),- this byte 
must be CHR$(N%) where N% is an 
odd value. 

4 CHR$(N%) where N% is 255% for the 
current keyboard or is the key- 
board number of the terminal to 
alter. 

5 CHR$(N%) where N% is 0% for no 
change or is the terminal width 
plus 1. The call sets the number 
of characters per line to N-1 
where N% can be between 2 and 255. 
The WIDTH n command sets this byte. 

6 CHR$(N%) where N% is: 

for no change 

12 8 to enable hardware horizontal 
tab feature. The TAB 
command sets this character- 
istic. (Device must have 
the requisite hardware.) 
255 to enable software hori- 

tal tab positions which are 
set every 8 character posi- 
tions, beginning at position 
1. The NO TAB command sets 
this characteristic. 

7 CHR$(N%) where N% is: 

for no change 

128 to enable the software to perform 
form feed and vertical tab opera- 
tions by executing 4 line feed 
operations. The NO FORM command 
sets this characteristic. 

255 to enable hardware form feed and 
vertical tab. The FORM command 
sets this characteristic. 

8 CHR$(N%) where N% is: 

for no change 

128 to allow terminal to receive and 

print lower case alphabetic charac- 
ters. The LC OUTPUT command sets 
this characteristic. 

255 to have the system translate 
lower case^aiphabHti^ characj- 
ters to upper case before 
transmitting to a terminal. 
The NO LC OUTPUT sets this 
characteristic . 
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Byte(s) Meaning 

9 CHR$(N%) where N% is: 

for no change 

128 to have terminal not respond 
to XON CHR$(17) and XOFF 
CHR$(19) characters because 
it lacks the T-equisite hard- 
ware. The NO XON command 
sets this characteristic. 

255 Terminal has requisite hard- 
ware to respond to XON and 
XOFF characters. Terminal 
stops sending characters 
when it receives a CHR$(19) 
character (XOFF) and 
resumes sending characters 
when it receives a CHR$(17) 
character (XON) . The XON 
command sets this character- 
istic. 

10 CHR$(N%) where N% is: 

for no change 

128 to have characters typed at 
the terminal sent to the 
computer only. The computer 
echoes (transmits back to 
the terminal) what it 
receives and performs any 
necessary translation. The 
FULL DUPLEX command sets 
this characteristic. 

255 to have the terminal (or 
its acoustic coupler) 
locally echo the characters 
typed. The computer does 
not echo the characters 
received. The LOCAL ECHO 
command sets this 
characteristic. 

11 CHR$(N%) where N% is: 

for no change 

128 Terminal does not have 

features of a video display 
terminal. The NO SCOPE 
command sets this 
characteristic. 
255 Terminal is a video display, 
or cathode ray tube (CRT) 
type, and uses the following 
features: 

a. Responds to synchroniza- 
tion standard described 
by byte 17. 

b. The system executes a DEL 
character (RUBOUT) by 
sending a backspace, a 
space, and a backspace to 
the terminal. 
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Byte(s) Meaning 



c. Any location on the 

screen can be addressed 
by direct cursor 
placement. 

The SCOPE command sets this 
characteristic . 

12 CHR$(N%) where N% is: 

for no change 

128 System treats certain charac- 
ters received as follows: 

a. Translate CHR$ (125) and 
CHR$(126) into the ESC 
character CHR$(27). 

b. Translate lower case 
characters to upper case 
characters . 

Set by NO LC INPUT command. 
255 Terminal transmits the full 

ASCII character set and system 
treats special characters 
as follows: 

a. Treat only CHR$(27) as an 
■escape character (echoed as the 

$ character and handled as a line 
terminating character. 

b. Treat CHR$(125) and 
CHR$(126) as printed charactersl 

and ^, 

c. Do not translate lower case 
characters to upper case format. 

Set by LC INPUT command. 

13 CHR$(N%) where N% is: 

for no change 
n Set fill factor of terminal 
to N%-1. The command FILL 
n determines this value. 
255 Set fill factor for an LA30S 
(serial) DECwriter. The 
command FILL LA30S sets 
this characteristic. 

14 CHR$(N%) where N% is : 

for no change 
n The internal speed value to 
determine the baud rate at 
which the terminal receives 
characters. If byte 16 is 
0, this value also deter- 
mines the transmit (output) 
baud rate. If byte 16 is 
255, this byte must be 255. 
For ar T3iri'l ri ne , n" is ^etwe e n 
1 and 16. For a DCll line, n 
is between 1 and 4. See the 
PDP-11 Peripherals Handbook 
for the related baud rates. 
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Byte(s) Meaning 

14 (Cont.) 255 2741-type terminal. Byte 

16 must also be 255%. 

15 CHR$(N%) where N% is: 

for no change 

1 Do not set the output 
parity bit. This value 
is set by the NO PARITY 
command . 

2 Set the output parity bit 
for even parity format. 
The EVEN PARITY command 
sets this value. 

3 Generate an output parity 
bit for odd parity format. 
The ODD PARITY command sets 
this value. 

16 CHR$(N%) where N% is: 

Both the receive (input) and 
transmit (output) speeds 
are determined by n in byte 
14. 

n The internal speed value to 
determine the baud rate at 
which the terminal transmits 
characters when a split speed 
setting is used. For a DHll 
line, n is between 1 and 16; 
for a DCll line, n is between 
1 and 4. 

255 2741-type terminal. (See 
description of byte 20) . 
Byte 14 must also be 255%. 

17 CHR$(N%) where N% is: 

for no change 

128 Terminal ignores synchroniza- 
tion standards described for 
255% value. The NO STALL 
command sets this characteristic. 

255 Terminal obeys the synchroniza- 
tion standard as follows. The 
computer stops sending characters 
if the terminal transmits a 
CHR$(19) character (XOFF, or the 
CTRL/S combination) . Computer 
resumes sending characters when 
the terminal transmits a CHR$(17) 
character (XON, or the CTRL/Q 
combination) . The STALL command 
sets this characteristic. 
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Byte(s) Meaning 

18 CHR$(N%) where N% is: 

for no change 

12 8 System echo prints a control 
character received as the 
up arrow (tor^) character 
followed by the equivalent 
printable character. For 
example, the CTRL/D combina- 
tion is printed as iD, CHR$(94) 
followed by CHR$(68). The 

characteristic . 
255 System treats control 

characters as such. The NO 
UPARROW command sets this 
characteristic . 

19 CHR$(N%) where N% is a value between 
1 and 30 and determines the maximum 
number of characters in a burst for a 
DHll line. For low speed lines, this is 
set to 30; for VT5j2f lines, it is 

set to 12. The DH BURST n command 
sets this value 

20 CHR$(N%) where N% depends on the 
values of two other bytes. If bytes 
14 and 16 are both 255, the value 

of this byte applies to the 2741- 
type terminal as follows: 

n = 8 + DATA+STOP+PARITY 

where: 

DATA is for 5 bits per character 

1 for 6 bits per 
character 

2 for 7 bits per 
character 

3 for 8 bits per 
character 

STOP is for 1 stop bit per 
character 

4 for 2 stop bits 
per character 
or 1.5 bits if 
DATA=j2f . 

PARITY is for no parity bit. 

16 for even parity format 
48 for odd parity format 

If either byte 14 or 16 is other than 
255, this byte is not used. The 
2741 command determines the value of 
this byte. 
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Byte (s) 
21 



22 



Meaning 

CHR$(N%) where N% is: 
for no change 
255 Set the ring list entry for 
a terminal attached to a 
DCll, DLllE or DHll line 
interface to default to 
permanent characteristics 
when modem is answered. 
The /RING option with a 
TTYSET KBn: command deter- 
mines this value. 

CHR$(N%) where N% is: 

for no change 

128 The system software treats 
an incoming ESC CHR$(27%) 
character as a line termi- 
nating character and echoes 
it as the $ character. The 
NO ESC SEQ comm.and sets this 
value. 

255 The software treats an incom- 
ing ESC CHR$(27%) character 
and the next incoming 
character as a special escape 
sequence . The software does 
not echo either character but 
transposes the characters and 
changes the ESC character to 
a CHR$(155%) character. 
That is, if the incoming 
data is: 



ESC 
27 



X 
XXX 



then the user receives : 



X 
XXX 



ESCAPE 
155 



The ESC SEQ command sets 
this value. 



Data Returned: No meaningful data is returned. 



Possible Errors: 



Meaning 



ILLEGAL SYSO USAGE 

The keyboard number specified in byte 4 
of the call is out of range of the 
valid keyboard numbers. 



ERR VAlue 
18 
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Discussion: 

If the terminal specified by the keyboard number in byte 4 of 
the call either is disabled (as a result of the system initialization 
procedure or of executing the disable terminal SYS call) or is a 
pseudo keyboard, the call is not executed by the system. The TTYSET 
system program employs this call to set terminal characteristics. 
Refer to the discussion of TTYSET in Section 4.5 of the RSTS-11 
System User's Guide or in Section 6 . 7 of this guide. 
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7.2.9 Change File Statistics Privileged (F0=-11) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-11%), change file statistics 
code 

3 CHR$(N%) where N% is the internal 
channel on which the file is open. 
Must be between 1 and 12, inclusive. 

4-5 Desired date of last access 

6-7 Desired date of creation 

8-9 Desired time of creation 

10-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 18 

The file open on the channel specified 
is not a disk file or is a user file 
directory. An attempt by a non-privileged 
user to execute this call. 

Discussion: 

The data passed by this call replaces the related data in the 
accounting block of the file open on the channel specified in byte 3. 
No error checking is done on the date and time values passed. Since 
the call does not supply default values, the user program must supply 
all three date and time values each time the call executes. The call 
is used by the BACKDK system program to maintain original date and 
time statistics for a file. 

The following is a partial directory listing of a privileged 
account showing the file whose statistic information is to be 
changed. 



CRT 

C T P B L D . E fl S 2 6d 9 4 - £ E F' - "' 4 9 3' - M Fi V - ? 4 9 S' : i? 
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The following program changes the date of creation to 22-July-74, 
and the date and time of last access to 12:00 noon, 22-July-74. as 
shown on the partial directory listing following the program. 



LISTNH 

ne OPEN "CTPBLD. BRS" RS FILE 1^ 

22 DIN M^IOeJO 

1 ►-' i'l .-'. ■-. i ,-. .' - iz- .••; 

5 8 M v. K 2 J;' > = - 1 1 ;■; 

6 M 'i < 3 li > = 1 ?■; 

79 M;i:<4;O=4203/i FiND 255/i 

: M;;<5'-i>=SWRp;^';4203:?;) RWD 255 



fi;;<6;0=4282;; RND 255% 

; M;;<7;0=SlMflP;^;4283:^> RND 255 

fi;;<s;o=72e;; and 255k 

: nK<9K')=SUBPK(.720^> AND 255^! 



383 


CHANGE M.--; TO M$ 


118 


M*=SVS<K$> 


i 2 7 6 7 


END 


REflDV 




RUHNH 




RERDV 




CRT 




CTPBLD 


BRS 2 



! OPEN FILE TO CHANGE. 

' USE THIS ARRAV TO SET UP CALL 



! SET UP FOR CHAHiSE STATS CALL 
! ON CHANNEL 1. 

SET UP DATE OF CREATION 
FOR 22-JUL-74 < DATE|:( 420::?i> = 
22-JUL-74>. 

i SET UP LAST ACCESS TO 22-JUL-74. 

SET UP TIME OF LAST ACCESS TO 12 NOOf 

<TI!1E$(720;O=12 : 00 Pfl) 
SET IT UP AS A STRING. 
AND DO THE WORK 



22-JUL-74 22-JUL-74 1.2:00 PM 



RERDV 
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7.2.10 LOGIN and LOGOUT SYS Calls 



7.2.10.1 LOGIN 



Privileged (F0=4; 



Data Passed: 

Byte(s) 

1 

2 

3-6 

7-8 

9-12 

13-30 



Meaning 

CHR$(6%), the SYS call to FIP 

CHR$(4%), the LOGIN code 

Not used 

Project-programmer number. Must 
not be account [0,1], See Section 
7.2.3 for an explanation of the 
value of each byte. 

Password in Radix-50 format. See 
Section 7.2.4.1 for a description 
of converting a string to Radix-50 
format . 

Not used 



Data Returned: 

Byte(s) 

1-2 
3 

4-? 



Meaning 

Internal data 

Total number of jobs logged into the 
system under this account 

Job numbers of each job running 
detached under this account. A 
byte of CHR$(jaf%) signifies the 
end of the list. Only the first 
26 job numbers are returned. 



Possible Errors 



Meaning 



ERR Value 



CAN'T FIND FILE OR ACCOUNT 

The project-programmer number specified in 
the call is [jZf,l], does not exist, or its 
password does not match the password of the 
account on the system. 



Discussion: 

If the calling job is already logged into the system, this call 
does not change the job's account. The data returned in bytes 3 
through 30 refers to the same account under which the job is running. 
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7.2.10.2 LOGOUT Privileged (Fi2f=5) 

Data Passed: 

BYte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(5%), the LOGOUT code 
3-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR VAlue 

ILLEGAL SYSO USAGE 18 

The JFHIBY value is not set when the call 
is executed. 

Discussion: 

This call closes all open channels, deassigns all devices, 
updates statistics on the disk, clears the job from the monitor message 
table, and disassociates the project-programmer number from the job 
number. However, none of these actions are performed unless the 
monitor sets a special flag called JFHIBY. 

The monitor sets JFHIBY only when a user types the HELLO, BYE, 
or ATTACH commands at a terminal logged into the system or types 
anything at a terminal not logged into the system. No way exists 
for a BASIC-PLUS program to set JFHIBY. Thus, an already running 
program can never log itself off the' system. 

When the monitor sets the JFHIBY flag, the running program has 
full privileges. The drop temporary privileges call resets the JFHIBY 
flag to disable the privileges afforded by the flag. The LOGOUT and 
LOGIN system programs use the logout call. 
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7.2.11 Detach, Attach, and Reattach SYS Calls 

7.2.11.1 Detach Privileged (F0=7) 

Data Passed: 

BYte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(7%), the detach code 
3-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 18 

The current job is already detached or its 
console keyboard is open on a channel other 
than channel 0. 

Discussion: 

This call disassociates the job and its console keyboard. The 
following sample program segment prints a message and detaches from 
the keyboard. 

100 PRINT "DETACHING. . . " 

I NOTIFY THE USER 
110 A$ = SYS(CHR$(6%) + CHR$(7%)) 

: DO THE DETACH 

When data is entered at a RSTS/E terminal, the system activates 
a job to handle the input and gives the job the next available job 
number. If the data is recognized by the system, certain actions 
are executed under that job number, one of which can be logging a user 
into the system. (See Sections 2.1 and 4.1 of the RSTS-11 System 
User's Guide for the operational details.) When a user is logged 
into the system, the activated job is associated by the system with 
both the terminal at which he is typing and the account number which 
he used to identify himself to the system. The job is then considered 
active on the system and in attached mode, or, simply, attached to the 
terminal. 
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A privileged job can become detached from the terminal by 
executing this call. Once a job is placed in the detached state, 
it runs as any other job logged into the system but it does not 
employ a terminal device on channel 0. The detached state is 
advantageous for non-interactive jobs. The job running detached frees 
a terminal for other usage and makes the job immune from interruption 
by someone typing a CTRL/C combination. 

When the user desires to attach a detached job to a terminal, 
he can log into the system at any free terminal using the account 
number under which the detached job was made active and attach that 
job to the terminal. (This procedure is described in Section 4.1 of 
the RSTS-11 System User's Guide .) Since the system associated the 
job number of the detached job with the account number under which 
that job was made active, it reports the detached job under the same 
account number. 

This attachment facility is valuable in another manner. A job 
can be placed in a detached state by the system when the carrier is 
dropped on a remote line. This means that, if the telephone connec- 
tion is lost while a job is running from a terminal at a remote 
location, the content of the job is not lost. The user simply logs 
into the system again with the same account number and reattaches 
to the job he was previously running. 

The ERRCPY, QUEMAN, SPOOL, and BACKUP system programs use this 
call. 
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7.2.11.2 Attach Privileged (FjZf=6) 

Data Passed: 

Byte ( s ) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(6%), the attach and reattach code. The 
code to attach and reattach is the same but 
the format of the data passed is quite 
different. See Section 7.2.11.3 for the 
reattach format. 

3 The number of the job to attach to the 
terminal. 

4 Must be 

5-6 Project-programmer number of the job to 

attach to the terminal. See Section 7.2.3 
for a description of the exact contents of 
each byte. 

7-10 Password of the account specified in bytes 

5 and 6 in Radix-50 format. See Section 
7.2.4.1 for information on converting a 
string to Radix-50 format. 

11-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning Err Value 

ILLEGAL SYSO USAGE 18 

Each of the following conditions 
generates this error: 

1. The job executing the call has an open 
channel. 

2. The job executing the call is a source 
(BAS) program rather than a compiled 
(BAG) program. 

3. The job number specified in byte 3 is 
not a detached job. 

4. The account or password in the call is 
not valid. 

5. The job executing the call is detached. 

Discussion: 

The LOGIN system program is the only program than can execute this 
call. See the LOGIN. BAS listing for an example of its usage. Note 
that, if byte 3 is the number of the job executing the call, the system 
performs the reattach action. See Section 7.2.11.3 for a description 
of the reattach process. 
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7.2.11.3 Reattach Privileged (FJ2f=6) 

Data Passed; 

ByteCs) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(6%), the attach and reattach code. 
The code to attach and reattach is the 
same but the format of the data passed is 
quite different. See Section 7.2.11.2 for 
the attach format. 

3 CHR$(J%) where J% is the number of the job 
executing the call 

4 CHR$(K%) where K% is the keyboard number of 
the terminal to which the calling job is to 
be attached 

5-30 Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning Err Value 

ILLEGAL SYSO USAGE 18 

Each of the following conditions generates 
this error: 

1. The job number specified in byte 3 
is less than 1 or greater than the 
JOB MAX value on the system. 

2. The job executing the call is not 
detached, 

3. The keyboard number in byte 4 is out 
of range. 

4. The terminal specified by the keyboard 
number in byte 4 is currently assigned, 
opened, or the console keyboard of 
some job. 

5. The job executing the call has an 
open file. 

6. The job executing the call is a source 
(BAS) program rather than a compiled 
(BAG) program. 

Discussion; 

A privileged job can execute this form of the attach and 
reattacli call- The^ caXL establlslias^ tfee^ te^miaal sp e c ific in b^yte 4 
as the console keyboard of the detached job executing the call. In 
this manner, a job can reattach to a terminal without having to force 
the proper data to the desired terminal. 
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7.2.12 Send and Receive Messages Both Privileged (F0=18) 

and not 
Privileged 

This function call allows a user's job to do the following: 

a. declare itself a receiving job, 

b. send a message to a receiving job, 

c. receive a message from pending messages, 

d. stall until a message is pending, and 

e. eliminate itself or another job as a 
receiving job. 

The monitor controls eligibility to receive messages by maintaining 
a table of receiving jobs. The response to the RECEIVERS query at 
system generation time determines the maximum number of jobs eligible 
to receive messages at any given time. To be eligible to receive 
messages, a job must declare itself and have its identification 
entered in the table of receiving jobs. A job sending a message 
succeeds only if the job to which the message is sent has an entry 
in the table. 

Sending and receiving messages on the system uses small buffers. 
Each message occupies one small buffer. A job defines, in its first 
receive call, the number of pending messages (messages sent to the job 
but not yet received by the job) which monitor allows to be queued for 
the job at any given time. This maximum can be as high as 127. To 
prevent occupying a large number of small buffers, and thereby 
degrading system performance, the pending maximiim for each receiver 
should be small (10 to 15) and each receiving job should extract its 
messages quickly. 

The system controls message operations on a first-in, first-out 
(FIFO) basis. It maintains pending messages as a linked chain of 
small buffers. When a job sends a message to an eligible receiving 
job, the system appends the related small buffer to the last small 
buffer in the chain of messages pending for the job. When a receiving 
job asks for a pending message, the system makes available the first 
message in the chain and removes the related small buffer from the 
chain. 
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The system continues message operations for a receiving job until 
either the maximum number of messages are pending or the supply of 
small buffers is exhausted. Since such conditions affect system opera- 
tions, a receiving job must process its pending messages frequently 
to maintain adequate system performance. Since poorly designed use of 
the receive mechanism can drastically degrade overall system perfor- 
mance, the receive operation can be executed only by a privileged user, 

A receiving job must remove itself from the table of receiving 
jobs or have another job remove it. To keep non-active jobs from 
occupying entries in the table of receivers, both the logout SYS call 
and the kill job SYS call remove the job from the table of eligible 
receiving jobs. 
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7.2.12.1 Declaring a Receiver and Receiving Privileged (Fj2f=18) 
a Message 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(18%), the send and receive a message 
code 

3 CHR$(N%) where N% is one of the following 
values: 

1 Attempt to receive a message or 
declare this job as a receiver and 
attempt to receive a message. 
Return an error condition if no 
messages are pending. 

2 Receive with sleep. Similar to 1 
except that the job executes a 
sleep operation if no messages are 
pending. This action occurs in 
place of generating an error 
condition. 

4 CHR$(P%+L%) where P% can be either 
or 128. If P is 0, messages can be 
received from any sending job. If P is 
128, messages can be received from and 
queued only by sending jobs which are 
privileged. 

L% is the niunber of messages (between 1 
and 127) which can be simultaneously 
pending for this receiving job. 

5-8 Receiving job logical name in Radix-5J3 

format. See Section 7.2.4.1 for a 
description of converting a string to 
Radix-5J2f format. 

9-3j2f Not used 

Data Returned: 

Byte(s) Meaning 

1-4 Not used 

5 CHR$(J%) where J% is the job number times 
2 of job sending the message 

6 Must be CHR$(i2f%) 

7-8 Project-programmer number of the pending 

job. See Section 7.2.3 for a description 
of each byte. 

9-28 The message string. The system pads any 

unused bytes with NUL characters to a 
length of 20 bytes. 

29-3j2f Not used. 
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Possible Errors: 

Meaning ERR Value 

NO ROOM FOR USER ON DEVICE 4 

When the job attempts to declare itself 
as a receiving job, the monitor table 
containing data of eligible receiving 
jobs is full or is zero length. 

CAN'T FIND FILE OR ACCOUNT 5 

For receive only, error indicates no 
messages are pending. For receive with 
sleep, error indicates no messages were 
pending when the receive was executed 
by monitor. Error is returned to the 
program when monitor awakens job from 
sleep. 

ILLEGAL SYS ( ) USAGE 

When the job attempts to declare itself """^ 

as a receiving job, either the logical 

name is missing from the call (bytes 5 

through 8 are not given) or another job 

has already declared itself a receiver 

with the logical name given. 

Discussion: 

A receive call checks the eligibility of a job to receive 
messages and perfoinns both or one of two actions based on the result 
of the check. First, if the job is not eligible to receive messages, 
the call declares the job as an eligible receiver and attempts to 
receive a message. Second, if the job is already eligible, the call 
attempts to receive a message. Since the same call performs two 
actions, it is important that the user program handle the declaration 
and receiving procedure properly. 

To check the eligibility of a job to receive messages, the system 
determines if the calling job's job number appears in a table in the 
monitor part of memory. If the job number is not in the so called 
receiver table, the system ensures that the logical name specified in 
bytes 5 through 8 of the data passed is not currently being used by 
another job. If the logical name is unique and an empty slot is 
available, the system declares the job as a receiver by entering in the 
table its job number, its logical name, and other data. Subsequent to 
declaring the job as a receiver, the receive call never refers to the 
logical name. The logical name exists so that a sending job can 
easily refer to a receiver without supplying its job number. 
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A receive call can not change a logical name in the table of 
eligible receivers because the system refers to the job number in the 
receive table rather than to the logical name. If the job number of 
the current job is in the table, the system considers the job eligible 
and has no need to refer to the logical name. This condition is 
important if a previous receiver with the same job number as the 
current receiver failed to remove itself from the table before termi- 
nating processing. Thus, a logical name already appears in the table 
for the current receiver when it attempts to declare itself a receiver. 

To eliminate the possibility of a spurious logical name appearing 
in the table for the current job, it is recommended that a program 
execute the call to remove itself as a receiver before it executes the 
first receive call to declare itself a receiver. In this manner, the 
program ensures that the logical name in the table for the current job 
is, in fact, the name declared in bytes 5 through 8 of the call. 

When the receive call declares a job as a receiver, it also 
attempts to receive a message. Because the system does not queue 
messages for a job which is not an eligible receiver, the first attempt 
to receive a message always fails. 

When the receive call determines that a job is eligible, it 
attempts to receive a message. If a message is pending for the job, 
the call returns the information in bytes 9 through 28 of the target 
string. If no message is pending for the job, the call executes 
according to the value of N% in byte 3 of the data passed. If the 
value of N% is 1, the call immediately generates a recoverable error 
(ERR =5). If the value of N% is 2, the call puts the job in a 
SLEEP state (called a receiver sleep) . 

The system awakens a job in a receiver sleep if a message becomes 
queued for it or if a line terminating character is typed on one of its 
keyboards. Since the system presets the recoverable error condition 
(ERR = 5) before putting the job to sleep, the receiving job, upon 
awakening, detects the error condition. The system does not pass 
the message to the job. To obtain the message queued, the job must 
execute the receive call again. 
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7.2.12.2 Send a Message Both Privileged and Not Privileged (F0=18) I 



Data Passed: 

Byte(s) 
1 
2 
3 



5-8 



9-28 



29-3j2f 



Meaning 
CHR$(6%), the SYS call to FIP 
CHR$(18%), the send and receive a message code 

CHR$(-1%); this value indicates that the call 
is a request to send a message 

CHR$(J%) where J% is the job number times 2 
of the job to receive the message. If J% is 
0, the call uses the logical name in bytes 5 
through 8 to determine the receiving job 

Receiving job name in Radix-50 format. See 
Section 7.2.4.1 for a description of convert- 
ing a string to Radix-5j? format 

Message text to send. Can be a maximum of 20 
bytes and the system pads the message with 
NUL characters to the length of 20 bytes 

Not used. 



Data Returned: No meaningful data is returned. 



Possible Errors 



Meaning 



CAN'T FIND FILE OR ACCOUNT 

The receiving job specified is not in 
the monitor table of eligible receiv- 
ing jobs. 

ILLEGAL SYSO USAGE 

The receiving job specified is capable 
of receiving messages only from privi- 
leged jobs and the sending job is not 
privileged. 

NO ROOM AVAILABLE FOR FCB 

One of two conditions is possible. 

1) The number of messages pending for 
the receiving job is at its declared 
maximum. The sending job must try 
again. If this condition occurs fre- 
quently, it indicates that the declared 
maximum is too low or that the receiv- 
ing job is not processing its messages 
quickly enough. 

2) Also/ seirdlng a message requires 
small buffer and one is not available. 



ERR Value 
5 

18 



32 
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March 1975 



Discussion: 



The SEND operation sends a message to a declared receiving job in 
one of two ways: by either a job number or by a job identification. 
When byte 4 of the data passed is non-zero, the call ignores bytes 5 
through 8 and attempts to send the message to the job designated by 
the value in byte 4. If byte 4 is zero, the call attempts to send the 
message to the receiver whose identification matches that given in 
bytes 5 through 8. 

The sending job can be either privileged or non-privileged. The 
sending job must be privileged if the receiver is capable of receiving 
messages only from privileged sending jobs. (The receiver determines 
this capability by specifying a proper value in byte 4 of the Declare 
a Receiver SYS call.) If a non-privileged sender attempts to send a 
message to a receiver which is accepting messages only from privileged 
sending jobs, the monitor does not queue the message and returns the 
ILLEGAL SYSO USAGE error to the non-privileged sender. The sending 
job can be either privileged or non-privileged if the receiver is 
capable of receiving messages from any sending job. 
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7.2,12.3 Removing a Receiver Privileged (FJ^=18) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(18%), the send and receive a message 
code 

3 CHR$(j2f%) to remove a receiving job from 
the monitor table of receiving jobs. 

4 CHR$(N%) where N% is the number of the 
job to remove or is to remove the job 
executing the call. 

5-3jZf Not used. 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYS() USAGE 18 

An attempt by a non-privileged job to 
execute this call. 

Discussion: 

This function removes the job number and logical name from the 
receive table. All pending messages are lost. 
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7.2.13 Poke Core Privileged (Fj2f=-6) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-6%), the poke core code 

3-4 CHR$(A%)+CHR$(SWAP%(A%)) where A% is the 

address to change 

5-6 CHR$(V%)+CHR$(SWAP%(V%)) where V% is the 

value to insert at the address specified 
by bytes 3 and 4 . 

7-3j2f Not Used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

PROTECTION VIOLATION 10 

The job executing the call is not 
operating under account [ 1 , 1 J or the 
address specified in the call is an 
odd value. 

Discussion: 

This call changes a word in the monitor part of memory to the 
value the user specifies. Obviously, this is a very dangerous 
capability, and it is, therefore, heavily protected. It can only be 
called from a job running on account [l,l3. 

The poke call allows only full word changes. If the user 
desires a byte change, he must read the word (using the PEEK function) , 
change the desired byte, and rewrite (using the POKE call) the entire 
word. 
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7.2.14 Set Logins Privileged (Fj2f=-19) 

Data Passed: 

BYte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-19%), the set logins code 

3 CHR${N%) where N% is the niimber of logged 
in jobs to allow 

4-3j2f Not used 

Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning ERR Value 

ILLEGAL SYSO USAGE 18 

An attempt by a non-privileged job to 
execute this call 

Discussion: 

This function sets the number of allowable logins to the 
number specified in byte 3. If N is j2f, the number set is 1. 
If N is greater than the system JOBMAX set at start up time, then 
the number set is the value of JOBMAX. 
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7.2.15 Accounting Information 

7.2.15.1 Read or Read and Reset Accounting Both Privileged (F0=14) 
Data and Not 

Privileged 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(14%), the read or read and reset 
accounting data code 

3-4 CHR$(N%)+CHR$(SWAP%(N%)) where N% is the 

index number of the account to read. If 
N% is 0, read the account specified in 
bytes 7 and 8. 

5-6 CHR$(N%) where N% is to indicate read 

only and is non-zero to indicate read and 
reset. If the job executing this call 
is not privileged, the system does not 
access this word and performs only a read 
operation. 

7-8 Project-programmer number. Used only if 

bytes 3 and 4 are 0. See Section 7.2.3 
for a description of each byte. 

9-22 Not used 

23-24 Device name; must be a disk. A zero in 

both bytes indicates the system disk. 

25 Unit number 

26 Unit number flag 
27-3/21 Not used 

Date Returned: 

Byte(s) Meaning 

1-4 Internal coding 

5-6 Number of blocks owned by the account read 

7-8 Project-programmer number of the account read 

9-12 Password of the account read; in Radix-5jZf 

foirmat 

13-14 Low order word (16 bits) of the CPU time 

(in tenths of seconds) used by the account 

15-16 Connect time (in minutes) used by the 

account 

17-18 Low order word (16 bits) of kilo-core ticks 

used by the account 

19-2J2I Device time (in minutes) used by the 

account 
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Byte(s) Meaning 

21-22 High order bits for CPU time and kilo- 

core ticks. See the discussion for an 
explanation of how the values are stored. 

23-26 Device and unit information unchanged 

27-28 Disk quota in number of blocks; means 

unlimited quota 

29-3j2( User file directory cluster, size 

Possible Errors: 

Meaning ERR Value 

CAN'T FIND FILE OR ACCOUNT 5 

The project-programmer number specified 
does not exist on the disk or the index 
specified is greater than the number of 
accounts on the disk. 

ILLEGAL SYSO USAGE 18 

Device specified is not a disk. 

Discussion: 

This FIP call is the only one provided in RSTS/E to lookup 
accounts on a disk. By starting the index (bytes 3 and 4) at 1 and 
incrementing it for each call, the user program can retrieve the 
project-programmer number of every account on the disk. See the 
description of the MONEY system program (Section 6.5) for a discussion 
of the accounting information. 

The word returned in bytes 21 and 22 holds the high order bits 
of CPU time and kilo-core ticks. The bottom 10 bits of this word 
apply to kilo-core ticks, and the top 6 bits apply to CPU time. 
Graphically, the word looks like the following: 



bit 15 10 9 



High Order Part High Order Part 
of CPU Time of KCT 
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If a non-privileged program executes this call, the system 
forces the following bytes in the data passed to the values shown. 

3 and 4 Look up the account 

specified in bytes 
7 and 8 

5 and 6 Read only 

7 and 8 current Look up data for 
PPN current project- 

programmer number 

If a privileged program executes this call and bytes 5 and 6 of the 
data passed are non-zero, the following account information is read 
and reset to zero. 



CPU time 
kilo-core ticks 
connect time 
device time 
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7.2.15.2 Accounting Dump Privileged (F0=-15) 



Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-15%), the accounting dump code 

3-4 Project-programmer number of the account to 
which the system dumps the accumulated usage 
data. See Section 7.2.3 for a description of 
each byte. 

If both bytes are zero, the data is dumped to I 
the current account. ' 

5-30 Not used 
Data Returned: No meaningful data is returned. 

Possible Errors: 

Meaning 

CAN'T FIND FILE OR ACCOUNT 

The account specified in bytes 3 and 
4 does not exist. 

Discussion: 

This function allows a program to dump accumulated accounting data 
to the account specified in bytes 3 and 4. This capability enables 
user callable utility programs to run on an account different from the 
account which called them and still charge the calling account for the 
time accumulated by the utility. For example, the SPOOL program must 
run on a privileged account, but is callable by non-privileged users 
through the QUE command. It is desirable that the calling user be 
charged for the time the SPOOL program accumulates processing the job. 
The SPOOL program could take advantage of this SYS call to effect this 
process. ^ 



^The version of SPOOL released with RSTS/E does not perform this func- 
tion. 
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7.2.16 Directory Look Up 

The SYS function calls described in this section look up file 
names under programmed control. Although only two codes are avail- 
able, four different types of operation are possible. As a result, 
four descriptions appear in this section. 

The four types of operation return the data in the same format 
as described below. 



Data Returned: 

Byte(s) 
1-4 
5-6 

7-10 

11-12 
13-14 

15 

16 

17-18 

19-20 

21-22 

23-26 

27-28 

29 

30 



Meaning 



Not used. 



Same as data passed. (Project-programmer num- 
ber) 

File name in Radix-50 format. See Section 
7.2.2 for a description of converting a string 
in Radix-50 format. 

Extension in Radix-50 format. 

Length in blocks or sectors. (Not used for 
special magtape look up described in Section 
7.2.16.2) . 

Protection code of the file 



For disk, the date of last access; for tape, 
the date of creation. 

For disk, the date of creation; for tape, 
not used. 

For disk, the time of creation; for magtape, 
the project-programmer number of the file. 

Same as data passed. (Device name, unit num- 
ber, and flag byte.) 

For disk, the file cluster size; for tape, 
not used. 

Number of entries returned: for disk, 8; 
for tape, 6. (Not returned if F0 is 17.) 

Not used. 
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7.2.16.1 Directory Look Up on Index Not Privileged (Fj2f=15; 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(15%), the directory look up on 
index code 

3-4 CHR$(N%) +CHR$(SWAP%(N%) ) where N% 

is the index of the file to read. If 
N% is 0, return the data for the 
first file in the directory. If N% 
is X, return the data for the x+1 
file in the directory. On magtape, 
N% must be to rewind the tape 
before reading the first file. See 
Section 7.2.16.2 for a description 
of magtape operations. On DECtape, 
N% must be to read the directory 
blocks from the tape before reading 
the first file. Subsequent calls 
where N% is not zero read the 
directory from the BUFF. SYS file. 

5-6 Project-programmer number of the 

directory to look up. If both bytes 
are and the device specified in 
bytes 2 3 and 24 is magtape, the 
call returns information for each 
file read. If the device specified 
in bytes 23 and 24 is DECtape, the 
call does not use these bytes but 
returns information for each file 
read. See Section 7.2.3 for a 
description of these bytes. 



7-22 


Not used 


23-24+ 


Device name for look up 


25+ 


Unit number 


26+ 


Unit number flag 


27-30 


Not used 



Data Returned: See introductory material for Section 7.2.16. 

Possible Errors: 

Meaning ERR Value 

CAN'T FIND FILE OR ACCOUNT 5 

The account specified does not exist 
on the device specified or no more 
files- exist 43n the .account 4th@- index 
value is greater than the ntimber of 
files on the account) . 
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Meaning ERR Value 

DEVICE NOT FILE STRUCTURED 30 

The device specified in the call is 
not a file structured device. 

VARIOUS DEVICE DEPENDENT ERRORS 

The call also returns device 
dependent errors such as DEVICE HUNG 
and DISK PACK NOT MOUNTED. 

Discussion: 

The CATALOG system command employs the same routines as this 
call to print a directory listing. The ordering of the files in the 
listing is by index value from the lowest to the highest. The user 
can therefore determine the index value for a certain file by 
counting its position in a CATALOG listing and subtracting one. 

If the device specified is magtape, the monitor, after reading a 
file label, skips to the end of the file on the tape to determine the 
number of blocks in the file. 
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7.2.16.2 Special Magtape Directory Look Up Not Privileged (FJ2f=15) 

Data Passed: Same as that described in Section 7.2,16.1 except 
for the following data. 

BYte(s) Meaning 

5-6 Both bytes are CHR$(255%) to execute 

the special magtape directory look up 

23-24 Must be MT 

Data Returned: See introductory material for Section 7.2.16. 

Possible Errors: 

Meaning ERR Value 

CAN'T FIND FILE OR ACCOUNT 5 

No more files exist on the tape. 

DEVICE NOT FILE STRUCTURED 30 

The device specified in bytes 23 
and 24 is not file structured. 

Discussion: 

The standard directory look up call (described in Section 
7.2.16.1) executed on a magtape unit results in the following actions 
by the monitor: 

a.. Reads one record from the tape (a label record) . 

b. Spaces the tape forward to the next end of file record 
and calculates the number of records in the file. 

c. Returns the directory information if the account number 
of the file matches the one specified in the call or 

if both bytes in the account specification in the call 
are zero. 

When the monitor executes the action described in statement a, 
the tape must be positioned immediately before a label record. 
Otheirwise, an error is generated or garbage information is returned. 

In an application program which must search a tape for a specific 
file and read each specific file found, the OPEN FOR INPUT statement 
necessitates a rewind operation. The OPEN FOR INPUT statement executed 
on a file structured magtape generally causes the following actions. 
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a. Reads one record from the tape which must be a label 
record. 

b. If the read operation is successful, then opens the file 
and returns control to the user program. 

c. If the read operation is unsuccessful and this is the 
first label read, then rewinds the tape and executes the 
action described at a. 

d. If the logical end of tape is detected, return an error. 

e. If the label read does not match, skips to the end of 
this file and executes the action at a. 

The required rewind operations consume time and are clearly unwanted. 

To avoid the rewind operations, the application program can 
execute the special magtape directory look up call and perform 
certain actions. By specifying bytes 5 and 6 both as CHR$(255%) 
in the call, the program causes the following actions by the monitor. 

a. Reads from the tape a record which must be a label record. 

b. Backspaces one record which leaves the tape in a position to 
read the label record again. 

c. Returns the directory information (except for file length) 
to the program. 

To take advantage of this special action, the program can perform 
the following actions. 

a. Determine from the information returned whether the file 
is the one required. 

b. If the file is required, execute the OPEN FOR INPUT 
statement using the file name and requesting no rewind. 
The action executes without a rewind because the tape is 
positioned properly. If the file is not required, space 
the tape forward to the next end of file record (see 
Section 12.3.7 of the BASIC-PLUS Language Manual ) before 
executing another call. 

c. After processing the required file, execute a CLOSE state- 
ment to position the tape at the end of file record and 

to be ready to execute another call. 

The special look up call returns directory information on each file 
read regardless of its account number. However, the OPEN FOR INPUT 
statement must specify the correct account number if the account 
number of the file does not correspond to the current account number. 
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7.2.16.3 Disk Directory Look Up by 
File Name 



Not Privileged (F0=17) 



Data. Passed.: 



Byte(s) 

1 
2 



3-4 
5-6 

7-10 



11-12 
13-22 
23-23 
25+ 
26+ 
27-30 



+ 



Meaning 

CHR$(6%), the SYS call to FIP 

CHR$(17%), the disk directory look 
up by file name and disk wildcard 
directory look up code . See 
Section 7.2.16.4 for a description 



\^<ji.j.j. , 



Both bytes must be CHR$(255%) 

Project-programmer number of the file 
to look up . See Section 7.2.3 for a 
description of each byte. 

File name in Radix-50 format. See 
Section 7.2.4.1 for a description 
of converting a string to Radix-50 
format . 

Extension in Radix-50 format 

Not used 

Device name; must be disk 

Unit number 

Unit number flag 

Not used 



Data Returned: See introductory material for Section 7.2.16. 



Possible Errors: 



Meaning 



ERR Value 



ILLEGAL FILE NAME 

File name in bytes 7 through 10 
is missing. 

CAN'T FIND FILE OR ACCOUNT 

The device specified in bytes 23 and 24 
is not a disk or the file specified does 
not exist on the specified disk. 



Discussion: 

This call works only on disk files and returns information for 
the specified file. 
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7.2.16.4 Disk Wild Card Directory Look Up Not Privileged (F0=17) 

Data Passed: Same as that described in Section 7.2.16.3 except for 
the following data. 

Byte(s) Meaning 

3-4 CHR$(I%) + CHR$ (SWAP%(I%) ) . If 1% 

is 0, return the data for the first 
file which matches the wild card speci- 
fication. If 1% is X, return the data 
for the X + 1 file which matches the 
wild card specification. 

7-10 Radix-50 representation of a wild 

card file name specification where 
an * character can replace the file 
name or a ? character can replace 
any character in the file name. 
Used with the extension in bytes 
11 and 12 to create a wild card 
file specification. See Section 
7.2.4.1 for a description of con- 
verting a string to Radix-50 format. 

11-12 Radix-50 representation of a wild 

card extension specification where 
an * character can replace the 
extension or a ? character can 
replace any character in the 
extension. Used with the file 
name in bytes 7 through 10 to 
create a wild card file specification. 
See Section 7.2.4.1 for a des- 
cription of converting a string to 
Radix-50 format. 



Data Returned: See Introductory material for Section 7.2.16. 

Errors Possible: 

Meaning ERR Value 

ILLEGAL FILE NAME 2 

No file name appears in bytes 7 
through 10. 

CAN'T FIND FILE OR ACCOUNT 5 

The device specified in bytes 23 and 
24 is not a disk or no match exists 
for the index value given in bytes 
3 and 4 . 

DISK PACK IS LOCKED OUT 22 

The disk is in the locked state and 
the account under which the call is 
executed is not privileged. 
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Discussion; 

This call allows a program to supply a wild card specification 
and to increment an index value to gain directory information for 
all occurrences of files matching the wild card specification. The 
following are typical wild card specifications and their meanings. 

FILE??.* All files with FILE as the first four 

characters in the name and with any 
extension (including no extension) 

* . BAS All files with BAS extensions 

*-BA? All files with BA as the first two 

characters in the extension 

The program supplies an index of and executes the call. The system 
returns directory information for the first file which matches the 
wild card specification. The program can increment the index by 1 
and execute the call again to gain directory information for second 
and subsequent matching occurrences of files. The system returns 
error number 5 to indicate no more matching occurrences exist in the 
account. The entire procedure releives the program of the overhead 
required to translate each file name in the directory and to compare 
for a match. 
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7.2.16.5 General Guidelines for Usage of Directory Look Up Calls 

The following conditions apply to executing one of the directory 
look up calls described in Section 7.2.16. 

If a program specifies either DECtape or magtape, the monitor 
assigns the related unit to the calling job while the call executes. 
The unit remains assigned after the call completes. 

When a program repeatedly executes one of the calls on disk and 
increments the index for each repetition, the execution time increases 
for each successive call. The increase occurs because the monitor 
must read the file name blocks for indices numbered through N-1 
before it reads the file name block for index number N. The process 
is the only one possible since the index value has no other relation- 
ship to the actual disk address of the file name block. 

When a program repeatedly executes one of the calls on a system 
disk structure having multiple public disks, the increase in 
execution time related to the index value is more critical. Since 
the monitor has no means of determining how many files exist on each 
unit of a multiple public disk structure, it must read the file 
name blocks of each unit beginning at unit until the Nth file is 
read. Therefore, on such a system, execution time can be decreased 
if the program executes the call repeatedly on each specific unit of 
the public structure (for example, DKjZf: , DKl : , and upward) rather than 
on the entire public structure (SY:). 
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7.2.17 Monitor Tables and FCB or DDB Information 

The two monitor table SYS system function calls to FIP return to 
the user program either an address or a data value. They are comirionly 
employed with the PEEK function to read various system parameters and 
tables which give configuration and run time information. Because it 
is beyond the scope of this manual to describe the monitor, this sec- 
tion only briefly describes the information returned by the monitor 
table functions. Section 7.3 describes the use of the PEEK function 
for certain convenient programming operations. 

In this section, each item of information described is denoted by 
a name in all upper case letters. This name is the same one used to 
identify the information in the RSTS/E assembly listings. If the name 
is enclosed by parentheses, the information returned is an address of 
the data described. If the name is not enclosed by parentheses, the 
information returned is the actual data value. For example, the get 
monitor table (part I) call returns NULINE in byte 3. The value re- 
turned is the number of terminal lines configured on the system. How- 
ever, in bytes 11 and 12 is (JOBTBL) , the address of the table of jobs. 
The user program can inspect the address by using the PEEK function. 
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7.2.17.1 Get Monitor Tables - Part I 



Not Privileged (F0=-3) 



Data Passed: 

Byte ( s ) 

1 

2 

3-30 



Meaning 

CHR$(6%), the SYS call to FIP 

CHR$(-3%), the get monitor tables (part I) code 

Not used 



Data Returned: 



Byte(s) 

1-2 
3 

4 

5-6 

7-8 

9-10 

11-12 
13-14 
15-16 

17-18 

19-20 

21-22 



23-24 
25-26 



27-28 
29-3JZ( 



Meaning 



Not used 



NULINE - the number of keyboards configured on 
the system 

MAXCNT - the maximum job number allowed during 
the current time sharing session 

(DEVCNT) - the address of the table of maximum 
unit numbers for all devices configured on the 
system 

(DEVPTR) - the address of the table of pointers 
to device DDEs. 



- the address of the memory allocation 

- the address of the job table 

- the address of the job status table 

- the address of the table of job wait 

- the address of the table of unit 



(CORTBL) 
table 

(JOBTBL) 

(JBSTAT) 

(JBWAIT) 
flags 

(UNTCLU) 

cluster sizes for mounted disks 

(UNTCNT) - the address of the status table of 
all disk units on the system 

(SATCTL) - the address of the table of free 
block counts for each disk (other than swapping 
disks) on the system. The table SATCTL contains 
the least significant word (16 bits) of the 
double precision unsigned integer (32 bits) 
count of free blocks. Each word applies to a 
separate disk unit. 

CfBLNAM) - the address of the program name table 

(SATCTM) - the address of the table of free 
block counts for each disk (other than swapping 
disks) on the system. The table SATCTM contains 
the most significant word (16 bits) of the double 
precision unsigned integer (32 bit) count of 
free blocks. Each word applies to a separate 
disk unit. 

Current date in internal format 
Not used 



Possible Errors: No errors are possible. 
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7.2.17.2 Get Monitor Tables - Part II 



Not Privileged (F0=-12) 



Data Passed: 

Byte(s) 
1 



Meaning 

CHR$(6%), the SYS call to FIP 

CHR$(-12%), the get monitor tables (part II) 
code 



Data Returned: 

Byte(s) 

1-2 
3-4 

5-6 
7-8 

9-10 
11-12 

13-14 

15-16 
17-18 
19-20 

21-22 

23-24 

25-30 



Meaning 

Not used 

(FREES) - the address of the table of free 
(small and large) buffer information 

(DEVNAM) - the address of the device name table 

(TTILST) - the address of the keyboard input 
CSR table 

(TTSLST) - the address of the modem default list 

(TTYHCT) - the address of the number of hung 
terminal errors since system start up 

(JOBCNT) - the address of: current number of 
jobs, current job number limit, configured job 
number limit 

Reserved 

(ERRCTL) - address of error logging control data 

(TBLMES) - the address of the table of eligible 
message receiving jobs 

(LOGNAM) - the address of the table of logical 
names for mounted disks 

(JOBRES) - the address of the table of job resi- 
dency pointers 

Not used 



Possible Errors: No errors are possible. 
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7.2.17.3 Get Open Ch annel Statistics Not Privileged (F0=-8) 

Data Passed: 

Byte(s) Meaning 

1 CHR$(6%), the SYS call to FIP 

2 CHR$(-8%), the get open channel statistics code 

3 CHR$(N%) where N% is the channel number (between 
and 15) of either the FCB or DDB 

4-30 Not used 

Data Returned: 

Byte(s) Meaning 

1-2 Not used 

3-4 Word 1 of either the FCB or DDB 

5-6 Word 2 of either the FCB or DDB 



27-28 Word 13 of either the FCB or DDB 
29-30 Word 14 of either the FCB or DDB 



Possible Errors: 



Meaning ERR Value 



I/O CHANNEL NOT OPEN 9 

The channel specified in byte 3 
of the call is not open. 



Discussion: 

The layout of an FCB and DDB for each device configured on the 
system is in the listing of the TBL.LST file created during system 
generation. 

The use of this call is rendered obsolete by the STATUS variable 
described in Section 12.8.1 of the BASIC-PLUS Language Manual . 
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7.3 THE PEEK FUNCTION 

The PEEK function allows a privileged user to examine any word 
location in the monitor part of memory. The user program can examine 
words in the BASIC-PLUS run time system, in small or large buffers, 
in the resident portion of the file processor, and in the low core 
and tables section of memory. The function does not allow a user 
program to examine the contents of another user's program. 

A privileged program executes the PEEK function in the follow- 
ing manner. 

1% = PEEK(J%) 

The function takes an (even) integer argument (J%) and returns an 
integer value (1%) . The value returned is the contents of the address 
in memory specified by the argument. Since, on the PDP-11 computer, 
addresses of word locations are always even, and odd addresses indicate 
byte locations, the user must always be careful to specify an even 
integer address as the argument to PEEK. To examine an odd address, 
the program must specify the next lower integer as the argument to 
PEEK. The contents of the odd address is the high order byte of the 
value returned by PEEK. 

The PEEK function is normally used to examine either addresses 
returned by get monitor tables calls or addresses of fixed monitor 
locations . 

The following are possible errors generated by incorrect usage 
of the PEEK function. 

Meaning ERR Value 

PROTECTION VIOLATION 10 

An attempt by a non-privileged 
user to execute this call 

UNIBUS TIMEOUT FATAL TRAP 33 

The address specified as an 
argument to PEEK is either odd 
or out of range of the allowed 
addresses. 
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7.3.1 Fixed Locations in Monitor 

The following information is stored in fixed locations in the 
monitor part of memory and is obtained by executing a PEEK(X%) where 
X% is the address shown. 



Address 




(decimal) 


Name 


36 (word) 


I DATE 


38 (word) 


I TIME 


512 (word) 


DATE 


514 (word) 


TIME 


518 (byte) 


JOB 


520 (word) 


JOBDA 



Meaning 

The date when the system was 
last started by START 

The time of day when the system, 
was last started by START 

Current system date 

Current time of day 

Job number times 2 of the job 
currently running (always is 
the user's own job number) 

Address of the job data block 
(JDB) of the currently running 
job (always the user's own 
job data block) 



7.3.2 Useful Routines 

7.3.2.1 Finding the Current Project-Programmer Number 

Two methods exist for a program to determine the project- 
programmer number under which it is running. The first method, the 
only one available to non-privileged users, is to execute the read or 
read and reset accounting data FIP function (F0=14) . If the index 
and the project-programmer num.ber passed in the call are both 0, the 
project-programmer number returned in bytes 5 and 6 is that of the 
program executing the call. This first method is slow because it 
requires FIP handling and possibly requires one or more disk accesses, 

The second method, available only to privileged users, is faster 
and involves executing the PEEK function to examine two bytes in the 
job data block (JDB) of the job. The contents of the JDB bytes 26 
and 27 is the project-programmer number of the current job. The high 
byte returned by PEEK is the project number; the low byte is the 
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programmer number. The address of the JDB of the currently running 
job is in the fixed monitor location JOBDA (address 520) . The 
following statement 

A% = PEEK (PEEK (52J2f%) + 26%) 

puts the project-programmer word into the variable A% . The following 
statements put the project number in B% and the programmer number in 
C% . 

B% = SWAP%(A%) AND 255% 
C% = A% AND 255% 

"7.3.2.2 Determining an Attached or Detached Condition 

Only one method exists for a program to determine whether or not 
it is attached to a terminal. It is beyond the scope of this manual 
to describe the mechanics of the method. It is sufficient to say 
that the method determines whether or not a console keyboard exists 
for the job. The following statements show the procedure. 

10 IF (<PEEK(PEEK'::PEEKXPEEK:':520V;O::-+2-O fiND Z^'^K'^ = ^ PEEK' ^±fiy> RND ^^^'■^■■, 
AND 

•:: PEEK-:. PEEK 'iPEEfO:: PEEK ( 520:; >>:'+3:Pt;:) RND f\192'i-'=ei'^^y-< 

THEN GOTO 20 

ELSE GOTO 20 
20 REM; THIS LINE IS REftCHED- ONLV IF THE JOB IS RTTRnHED TO fl TEPMINRL 
25 PRINT "RTTRCHED" 

: STOP 
20 REM: THIS LINE IS REftCHED ONLV IF THE JOB IS [:-ETRr:HED 
25 STOP 



Line 10 determines the attached or detached condition. The 
parentheses are important. 

Once a program determines that it is attached to a terminal, it 
normally is not necessary to find the keyboard number. The program 
has normal access to the terminal by executing either an OPEN "KB:" 
statement on a free channel or a PRINT or INPUT statement without a 
channel specified. 
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APPENDIX A 
RSTS/E CONSISTENCY ERROR MESSAGES 



During the RSTS/E system build procedures and during each execu- 
tion of RSTS/E initialization routines, many checks are made to deter- 
mine the consistency of system structures. The existing structures 
are compared to their definitions and references as they appear in 
other parts of the system. The checks performed must always be 
successful. If they are not successful, a consistency error has been 
detected and the system is corrupted. These errors can never occur 
on a sound system. If an error does occur, contact a software 
support specialist. 

If the error is considered fatal, the initialization code prints the 
following message. 

FATAL RSTS VjEfS SYSTEM INITIALIZATION ERROR! 

If the initialization code finds any problem with the RSTS/E Core 
Image Library (CIL) , the system prints the following additional 
message. 

FATAL ERROR OCCURRED DURING THE CILUS PHASE OF SYSTEM 
INITIALIZATION; THERE IS NO RECOVERY. 

The following list gives the messages generated when consistency 
errors are detected. The list is in alphabetical order for ease of 
reference. 

ATTEMPT TO ASK FOR OPTION WHEN CILUS PHASE NOT DONE. 

BAD DIRECTORY DETECTED DURING CLEAN. 

CHECKSUM ERROR IN CIL INDEX. 

DEVICE BOOTED DOES NOT MATCH SYSTEM DEVICE. 

DEVICE BOOTED IS NOT A LEGAL RSTS VJZfS SYSTEM DEVICE. 

DEVICE ERROR WHEN READING CIL INDEX. 

DOUBLE OCCURRENCE OF SOME SYSTEM IMAGE. 
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EXISTING SYSTEM FILE EMPTY OR NON-CONTIGUOUS. 

FILE [0,1]. SYS MISSING FROM SYSTEM DISK. 

FORMAT ERROR IN GIL INDEX. 

ILLEGAL BLOCK SIZE IN CILUS BOOTSTRAP PARAMETERS. 

ILLEGAL SWAPPING DISK DETECTED. 

INIT BUG - ATTEMP TO DELETE NON-EXISTENT FILE. 

INIT BUG - FAILED TO CREATE RSTS.CIL ON 2ND TRY. 

INIT BUG - FILE EXISTED WHEN TRYING TO CREATE. 

INIT BUG - INSUFFICIENT DIRECTORY SPACE FOR CREATE, 

INIT BUG - INSUFFICIENT DISK SPACE FOR CREATE. 

INIT BUG - SATT.SYS NON-EXISTENT AT TIME OF WOMP . 

INIT BUG - UNABLE TO REBUILD DISK. 

INIT WAS INCORRECTLY ASSEMBLED OR LINKED. 

INSUFFICIENT DIRECTORY SPACE FOR SYSTEM FILES. 

INSUFFICIENT DISK SPACE FOR [0,1] DIRECTORY. 

ONE OR MORE CRITICAL MODULES MISSING FROM CIL. 

PACK CLUSTER SIZE IS NOT 1, 2, 4, 8 or 16. 

REQUIRED FILE BADB . SYS DOES NOT EXIST. 

REQUIRED FILE SATT.SYS FILE DOES NOT EXIST. 

REQUIRED LIBRARY ACCOUNT [1,2] DOESN'T EXIST. 

RSTS CIL IS NOT ON A CLUSTER BOUNDARY. 

RUN-TIME SYSTEM MISSING FROM CIL. 

SYSTEM DISK SAT SIZE NOT EQUAL TO COMPUTED SIZE. 

SYSTEM FILE CONTAINS BAD BLOCKS - CANNOT REFRESH. 

SYSTEM MODULE IS MISSING FROM CIL. 

TOO MANY NON-SYSTEM IMAGES IN CIL. 
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APPENDIX B 
SYSLOD ERROR MESSAGES 



The system loader program SYSLOD transfers a linked core image 
library from one device to a disk as a contiguous core image library. 
The user runs SYSLOD from magtape or DECtape during the system genera- 
tion procedure. The user must consult this section for error messages 
and possible recovery procedure if errors are generated during SYSLOD 
execution. 

Error messages issued by the SYSLOD program can be of two types: 
recoverable errors and non-recoverable errors. 

B.l RECOVERABLE ERRORS 

The following errors are diagnosed and printed by SYSLOD. Once 
the error message is printed, SYSLOD restarts by identifying itself 
again, and printing the # (input request) character at the keyboard. 
The user should retry the most recent command, making the indicated 
corrections. Error messages for recoverable errors are preceded by 
one of the following: 

GIL dev 

LIGIL dev ^^^^ represents the device mnemonic) 

depending upon whether an error has been detected in the GIL (output) 
or LIGIL (input) side of the most recent command string. 

SYNTAX ERROR 

This message is printed if the command input line contains a 
syntax error. 
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TOO MANY SWITCHES 

SYSLOD does not accept switches on the input side of the command 
string. If too many switches are specified on the output side of the 
command string for SYSLOD to handle, it issues this message. 

UNKNOWN SWITCH 

If SYSLOD does not recognize the switch as a valid switch, it 
prints this message. 

SWITCH ERROR 

If a switch is used incorrectly, SYSLOD prints this message. 
Incorrect use of a switch implies specification of an argument when 
no argument is valid or the lack of an argument when one is required. 

SWITCH CONTEXT ERROR 

This message is issued when switches are specified incorrectly 
for their definitions. 

ERROR IN SWITCH ARGUMENT 

This message is issued when decimal argument for any switch is 
too large to be contained in 16 bits. 

NONEXISTENT DISK OR DISK NOT READY 

Either (1) the disk specified in a command string does not exist 
in the configuration, or (2) the disk exists, but is not ready. 

UNKNOWN DISK NAME SPECIFIED 

This message is issued when a disk name other than those listed 
below is specified in a command string. 
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DF (DFj2f through DF7) 
DK (DKj2f through DK7) 
DP (DP0 through DP7) 

ERROR WHILE FORMATTING RK DISK 

This message is issued whenever an error is detected while for- 
matting an RK disk unit. 

A XXX 

READY 

This message is issued when a problem exists with a peripheral 
device not in the "ready" state. Check the device and the operating 
instructions to determine the cause of the error and correct the 
error. When the problem has been rectified, type YES and the 
CARRIAGE RETURN key to continue. 

B.2 NON-RECOVERABLE ERRORS 

The SYSLOD program prints an error message at the keyboard 
device when a non-recoverable error is encountered during processing. 
These messages are listed below, along with the action to be taken 
(if any) . 

INPUT IS NOT A LICIL 

The first line of the input file is not in correct format for a 
LICIL. The most probable cause of this error is an attempt to trans- 
fer a load module (filnam.LDA) instead of the LICIL (filnam.LCL) . 

END OF FILE BEFORE CIL LINE READ 

This error message is issued when SYSLOD reaches end-of-file 
before detecting the CIL line. If the CIL is being loaded from 
DECtape, magtape, or disk, it is likely that part of the file has been 
destroyed and m.ust be rebuilt. 

BOOTSTRAP NOT IN BLOCK 

This message occurs in Replace mode only (neither the NS nor ZE 
switch has been specified) . In Replace mode, SYSLOD searches 
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bootstrap parameters to find the CIL to be replaced. If the first 
block number of the CIL hooked to the bootstrap (location 176 of BOOT) 
is 0, then block is not a hooked bootstrap, and this message is 
issued. 

BOOTSTRAP NOT HOOKED TO CIL; CANNOT REPLACE 

This message occurs in Replace mode only; (neither the NS nor ZE 
switch has been specified) . If the first block indicator of the boot- 
strap (location 176 of BOOT) is non-zero, it must be pointing to a 
CIL. If the first formatted binary line of the "hooked" file is not 
COMD section #3, then the file is not a CIL. 

BLOCK SIZE DISCREPANCY BETWEEN CILUS AND SYSLOD 

This error message is issued when the NS switch is used with 
SYSLOD. Exactly the same parameters must be specified for SYSLOD as 
were specified for CILUS. 

LICIL TOO BIG, NOT ENOUGH RESERVED BLOCKS 

This message occurs for either of two conditions: 

a) In Replace mode, the new LICIL is larger that the old. 

b) In any other mode, the number of reserved blocks (BLrnnnn) 
is not large enough for the CIL. 

1ST LINE NOT COMD SECTION #4 OR 1 

After reading the CIL line, SYSLOD begins to load the LICIL. The 
first formatted binary line after the CIL line must be COMD section 
#4 or COMD section #1. After each core image is loaded, SYSLOD is set 
to load a new core image. If the beginning of the new core image is 
not COMD section #4 or #1, this error message is issued. 

COMD SECTION #4 SEQUENCE ERROR 

This error message occurs if the LICIL is being loaded from 
paper tapes, and one or more tapes are out of order. 
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INPUT ERROR 

After a READ, the status in the buffer header has indicated that 
one of the following errors occurred: 

a) invalid line error 

b) checksum error 

c) character parity error or illegal binary format 

d) device parity error 

LOGICAL BLOCK SIZE ERROR 

This error message is issued when the logical block size specified 
for the NS switch is not an integral multiple of the physical block 
size for the disk. 

END OF DISK BEFORE CIL COMPLETE 

The last block number of the output disk has been written, but 
the CIL is not complete. 

ILLEGAL EMT CALL 

An EMT call was made that was not recognizable as a valid 
DOS/BATCH EMT. Notify your Software Support representative. 

FATAL ERROR RETRY 

A fatal error has aborted the current operation. It must be 
retried. 

MT DISASTER NXM OR ILC - IRRECOVERABLE 

An irrecoverable I/O error has occurred while reading or writing 
magtape . 

IRRECOVERABLE MT PROBLEM 

A persistent error has occurred while reading magtape. 
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LICIL FILE NOT FOUND 

The specified LICIL could not be found under UIC [1/1] or UIC 
[200,200]. 

NO SPACE FOR CIL 

Not enough contiguous disk space is available to create the CIL. 
Either (1) too many files already exist on the disk, or (2) there are 
too many bad blocks on the disk. 

BLOCK OR BLOCK 1 BAD 

Either block or block 1 on the disk is bad; the system cannot 
be generated, as both these blocks are essential to the disk file 
structure. 

PACK IS TOO BAD 

The current disk pack cannot be used, as there are too many bad 
blocks (BADB.SYS is full). 

ESSENTIAL DISK BLOCK HAD I/O ERROR 

A MFD, UFD, or bit map block could not be written without 
encountering I/O errors. Note that these blocks are written after the 
verification phase. 

B.3 NOTES 

If the default block size is not used, the block size must be 
an integral multiple of the default size for the disk. 

The COMD (COMmunication Directory) contains a code number that 
identifies the kind of information that follows. SYSLOD expects the 
first formatted binary line it receives on input to be identified as 
code #4 (indicating that it is a LICIL) . 

On occasion, certain hardware problems such as magtape and RK 
disk head alignment, UNIBUS time out traps, and disk controller errors 
cause SYSLOD to halt. The system manager should immediately contact 
a DIGITAL field service representative. 
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APPENDIX C 

The user initiates the short form of the dialogue by typing S in 
response to the first question printed by the SYSGEN program. The 
following list shows the questions numbered in hierarchical order, the 
possible answers, and comments on SYSGEN actions. 



Question 
Number 


Question 


Possible 
Answers 


Comment 


1 


MEDIA? 


MT,DT,RK,MM,RP 




2.1 


FPP (11/45)? 


Y,N 


If Y, SYSGEN skips 
to question 3 


2.2 


FIS (11/40)? 


Y,N 




3 


CLOCK? 


L,P,C 


SYSGEN prints 4.1 
if answer is L or 
P or prints 4.2 if 
answer is C. 


4.1 


AC FREQ? 


50,60 




4.2 


KWllP INTERRUPT RATE? 


50 ,100 ,,, ,1000 




5 


CONSOLE TYPE? 


ASR33,KSR33, 

ASR35,KSR35, 

LA30P,LA30S, 

VTi2f5,VTj35B 

VT5i2f,VT51, 

LA36 




6 


KL11,LC11,DL11A,DL11B'S? 


to 15 


Do not include the 
console terminal. 


7 


DLllCDLllD'S? 


to 31 


Do not include the 
console terminal. 


8 


DCll'S? 


to 32 




9 


DLllE'S? 


to 31 


If the sum of the 
answers to this 
question and ques- 
tion number 7 is 
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Question 
Number 


Question 


Possible 
Answers 


Comment 








less than or equal 
to 31, SYSGEN pro- 
ceeds to 10. Other- 
wise, SYSGEN repeats 
6 through 9 . 


10 


DJll'S? 


to 16 




11 


DHll'S? 


to 16 


If answer is great- 
er than 0, SYSGEN 
proceeds to 11.1. 
Otherwise, it goes 
to question 12. 


11.1 


DHll UNIT XX TYPE? 


AA,AB,AC,AD,AE 


If answer is AA or 
AC, SYSGEN prints 
11.1.1 to determine 
presence of DMll-BB 
on this DHll unit. 
If answer is AB,AD, 
or AE, SYSGEN prints 
11.2. SYSGEN repeats 
11.1 for each unit. 


11.1.1 


DOES DHll XX INCLUDE 
A DMll-BB? 


Y,N 




11.2 


DHll UNIT XX LINES 
ENABLED? 


to 16 


SYSGEN repeats 11.2 
for each unit. 


12 


PSEUDO KEYBOARDS? 


to 63 


If the sum of an- 
swers to 6, 7, 8, 
9, and 11.2 is less 
than or equal to 63, 
then SYSGEN prints 
question 13. Other- 
wise, it repeats 
from 6. 


13 


2741'S? 


NO,SL,DH or BO 


No support; support 
single line only; 
support only a DHll 
line; support both 
a single and a DHll 
line. 


13.1 


2741 CODE(S)? 


CORR,EBCD,SBCD 
C360 


Any combination of 
1 to 4 separated by 
commas . 


14 


MULTI-TTY SERVICE? 


Y,N 




15 


RSJZI3'S? 


to 4 




16 


RSJ2f4'S? 


to 4 


SYSGEN prints 17 
only if answers to 
15 and 16 are 0. 
If the sum of the 
answers to 15 and 16 
is greater than 4, 
SYSGEN repeats 15. 



March 1975 



C-2 



Question 




Possible 




Number 


Question 


Answers 


Comment 


17 


RF/RSll'S? 


to 8 


If 0, SYSGEN prints 
17.1. Otherwise, 
SYSGEN prints 18. 


17.1 


RC11/RS64'S? 


to 4 




18 


RPJ34'S? 


to 8 


If answer is 2 or 






n/NO 


greater, appending 
/NO substitutes the 
non-overlapped seek 
driver = SYSGEN 
prints 19 only if 
answer is 0. 


19 


RP02/RPJZf3'S? 


to 8 


If answer is 2 or 






n/NO 


greater, appending 
/NO substitutes the 
non-overlapped seek 
driver. 


20 


RK03/RK05'S? 


to 8 


If answer is 2 or 






n/NO 


greater, appending 
/NO substitutes the 
non-overlapped seek 
driver. 


21 


SYSTEM DISK? 


RF,RK,RP,RB 




22 


TU16'S? 


to 8 


If answer is 0, ques- 
tion 23 is printed. 
Otherwise, question 
24 is printed. 


23 


TU10'S? 


to 8 




24 


DECTAPES? 


to 8 




25 


PRINTERS? 


to 8 




25.1.1 


LPn: TYPE? 


LP,LS 


Each line printer 
unit must be de- 


25.1.2 


LPn: WIDTH? 


80,132 


fined? SYSGEN re- 
peats these ques- 


25.1.3 


LPn: LOWER CASE? 


Y,N 


tions for each line 
printer unit. 


26 


LP0 FOR SYSGEN? 


Y,N 


If Y, SYSGEN prints 
26.1. Otherwise, 
SYSGEN proceeds to 
27. 


26.1 


LISTINGS? 


Y,N 




27 


CARD READER? 


N,CR,CD,CM 


If N, SYSGEN omits 
27.1. 


27.1 


CARD DECODE? 


029,026,1401 




28 


P.T. READER? 


Y,N 
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Question 
Number 



29 
30 
31 
32 

32.1 



32.1.1 



33 



33.8 



33.9 

33.10 
34 



Question 



P.T. PUNCH? 

DQll'S? 

DPll'S? 

null's? 

2780? 



2780 INTERFACE? 



NON-SUPPORTED DEVICES? 



33.1 


DMll-A'S? 


33.2 


DNll-DA'S? 


33.3 


DR11-A,C'S? 


33.4 


PA611R'S? 


33.5 


PA611P'S? 


33.6 


DT03-FP'S? 


33.7 


DXll'S? 



GT40 (1 ONLY)? 



LPS (1 ONLY)? 

KWllW (1 ONLY)? 

THE INSTALLATION NAME; 



Possible 
Answers 



Y,N 
to 16 
to 32 
to 32 

Y,N 



DP.DU 



Y,N 



to 


16 


to 


64 


to 


32 


to 


16 


to 


16 


to 


8 


to 


4 


0,1 





0,1 
0,1 



Comment 



SYSGEN omits 32.1 if 
answers to 31 and 32 
are 0. 

If N, SYSGEN proceeds 
to question 33. If Y 
and the sum of the an- 
swers to 31 and 32 is 
1, SYSGEN proceeds to 
question 33. 

Printed only if an- 
swer to 3 2.1 is Y and 
answers to both 31 
and 32 are non-zero. 

If Y, then SYSGEN 
prints 33.1 through 
33.10. Otherwise, it 
prints 34. 

Single speed multi- 
plexer. 

Automatic calling 
unit interface. 

General device in- 
terface. 

Typeset reader. 

Typeset punch. 

Programmable UNIBUS 
switch. 

IBM 360/370 inter- 
face. 

Answer 1 only if 
GT40 does not have 
its own CPU and is 
not connected through 
a standard terminal 
interface. 

LAB peripheral sys- 
tem. 

Watchdog timer. 

14 characters or 
less. 
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Question 
Number 


Question 


Possible 
Answers 


Comment 


35 


MAXIMUxM JOBS? 


1 to 63 




36 


SMALL BUFFERS? 


30 to 999 


10 times the maximum 
number of jobs recom- 
mended . 


37 


BIG BUFFERS? 


1 to 8 


SYSGEN prints this 
question only if the 
answer to question 
24 is greater than 0. 


38 


RECEIVERS? 


to 63 


From 4 to 8 is usu- 
ally sufficient. 


39 


POWER FAIL? 


Y,N 




40 


FIP BUFFERING? 


Y,N 




41 


RESIDENT DISK HANDLING? 


Y,N 


i 
! 


42 


RESIDENT SYS CALL 
DISPATCH? 


Y,N 




43 


RESIDENT SEND/RECEIVE? 


y,N 




44 


RESIDENT DIRECTORY LISTER? 


Y,N 


i 
1 


45 


CCL? 


Y,N 


If N, SYSGEN pro- 
ceeds at 46. 


45.1 


STANDARD CCL TABLE? 


Y, NEW, ADD 


If NEW or ADD, SYSGEN 
prints 45.1. Other- 
wise, it prints 46. 


45.1.1 


<PROGRAM> , <COMMAND>? 




User types program 
name and command sepa- 
rated by a comma. 
SYSGEN prints ques- 
tion up to 2 times 
or until user types 
/E to end or types 
/R to restart. 


45.2 


CCL LISTING ON LP0:? 


Y,N 


Printed only if reply 
to question 26 was Y 
and to question 45.1 
was NEW or ADD. 


46 


MATH PRECISION? 


2,4 




47 


FUNCTIONS? 


Y,-N 




48 


TIME FORMAT? 


24, AM 




49 


PRINT USING? 


Y,N 




50 


MATRICES? 


Y,N 




51 


ROLLIN? 


Y,N 
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APPENDIX D 
SYSTEM MODULE SIZES 



The following tabulation gives the approximate memory sizes 
of software modules on RSTS/E. By summing the values given, the total 
size of the system can be estimated. 





Decimal 




Module^ 


Words 


Comments 


Monitor Code 


6000 


All systems 


(Scheduler, FIP, ERRLOG, 






and other modules) 






Tables 


- 


Varies greatly 


Monitor 11/45 FPP Support 


37 




Monitor Options 






FIP Buffering 


408 


Optional 


Resident Disk Handling 


1388 


Optional 


Resident SEND/RECEIVE 


207 


Optional 


Resident SYS Call Dispatch 


226 


Optional 


Resident Directory Lister 


242 


Optional 


Small Buffers 


16 per 


Ten buffers per job recom- 




buffer 


mended 


Big Buffers 


256 per 
buffer 


For DECtape support 


Receivers 


5 per re- 
ceiver 


Optional 


Power Fail 


32 


Optional 


2780 Package 


5600 


RSTS/2780 systems only 


Terminal Service 






Common 


1340 


All systems 


KLll,- LCll, DLllA, DLllB 





16 words per keyboard unit 


DLllC, DLllD 


20 


16 words per keyboard unit 


DLllE 


20 


16 words per keyboard unit 


DHll 


300 


16 words per line enabled 
at system generation time 


Common Modem Control 


150 


First DMll-BB, DCll, DLllE 


DLllE, DCll Modem Control 


20 




DHll Modem Control 


150 





^Certain entries share code with or require other modules. Therefore, 
the user must add those values to attain the total size. 
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Module 


Decimal 
Words 


Comments 


Pseudo Keyboards 

2741 Support 

Common 
Single line 
DHll 
Code table 

Multiple Terminal Service 


118 

220 

100 

100 

128 per 

table 

100 


Optional. Add 32 words per 
PK unit configured. 

Optional 

Any 2741 support 
Single Line 2741 support 
DHll 2741 support 
Add 35 words if more than 
one table; four tables maxi- 
mum 

Optional 


Disks 

RS Disk (RS03/RS04) 
RF Disk 
RC Disk 

RB Disk (non-overlapped) 
RB Disk (overlapped) 

RP Disk (non-overlapped) 
RP Disk (overlapped) 

RK Disk (non-overlapped) 
RK Disk (overlapped) 

Disk Common 

Disk Optimization 


112 
71 
62 

202 
312 

111 
213 

82 
278 

14 

43 


RP04 

RP02 or RP03 

All systems 

If any RK, RP, or RB disk 


Tape 

Magtape - TU16 
Magtape - TU10 

DECtape 


625 
640 

405 


Add 16 words per drive 
Add 16 words per drive 

Add 16 words per drive 


Other Peripherals 
Line Printer 

Card Reader - CDll 
Card Reader - CRll 
Card Reader - CMll 
Card Decode Table 
Card Reader Buffer 

Paper Tape Reader 
Paper Tape Punch 


397 

265 

238 

238 

47 

82 

81 
54 


Add 16 words per unit of any 
printer type 

Add 16 words for DDB 
Add 16 words for DDB 
Add 16 words for DDB 
026, 029, or 1401 codes 
Any card reader 

Add 16 words for DDB 
Add 16 words for DDB 


BASIC-PLUS 

Compiler and RTS 
CCL Common 
Standard CCL Table 


11000 
46 
69 


All systems 

Optional 

Optional. Add 10 words per 
additional CCL command 
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Decimal 




Module 


Words 


Comments 


BASIC-PLUS (corxt.) 






Math Package 






MA2 
MA2X 
MA2I 
MA2IX 


2460 
1989 
2126 
1655 


See Section 2.7.25 for the 
description of math pack- 
ages. 


MA2F 
MA2FX 


1930 
1586 




MA4 
MA4X 


3590 
2844 




MA4F 
MA4FX 


2460 
1990 




Print Using 


727 


Optional 


Matrices 


754 


Optional 


Record I/O 


297 


All Systems 
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APPENDIX E 
CHARACTER GENERATION FILE 



The line printer spooling program SPOOL requires the character 
generation file CHARS. QUE. The file is a virtual core array and is 
stored on the system disk during the system generation procedure when 
the user executes the BUILD program with the SPLER.CTL file. If for 
any reason the file is damaged or destroyed, the user can recreate it 
by running the CHARS program. 

To create the CHARS. QUE file, first ensure that the old copy is 
deleted from the system library. The CHARS program terminates with 
an error if a file named CHARS. QUE exists in the system library 
directory. Next, run the CHARS program by typing the following 
command . 

RUN $ CHARS 
READY 

After terminating, CHARS returns control to the monitor as indicated 
by the READY message. 
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APPENDIX F 
HARDWARE BOOTSTRAP PROCEDURES 



Bootstrapping a device involves using the central processor unit 
(CPU) console switches to access and initiate a hardware loader. The 
hardware loader contains machine instructions for reading a special 
record from the device. The record, called a bootstrap record, is 
transferred into memory and executes a specially designed software 
program. For the bootstrap operation to succeed, the device accessed 
must be on line and ready; the medium accessed must contain a proper 
bootstrap record; and the console terminal must be on line. 

The console switches and their usage are described in Chapter 8 
of the PDP-11/45 Processor Handbook and the PDP-11/40 Processor Hand- 
book . The bootstrap procedure to use depends upon the type of hard- 
ware bootstrap device on the system. Table F-1 summarizes the ad- 
dresses needed to bootstrap a device. The detailed procedures to 
bootstrap a device are presented according to the types of hardware 
bootstrap devices available. 
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Table F-1 
Summary of Hardware Bootstrap Addresses 









Bootstrap 


Type 




Device to 
Bootstrap 












BM873-YA 


BM873-YB 


MRll-DB 


BM792-YB^ 


RFll disk 




773000 


773136 


773100 


777462 


RKll disk 
cartridge 




773010 


773030 


773110 


777406 


RP03 disk 


pack 


773100 


773350 


773154 


776716 


RP04 disk 


pack 


- 


773320 


- 


- 


TM11/TU10 


magtape 


773050 


773110 


773136 


2 


TM02/TU16 


magtape 


- 


773150 


— 


^ 


TC11/TU56 


DECtape 


773030 


773070 


773120 


777344 



For the BM792-YB loader, set the address 773100 in the Switch Register, 
depress the LOAD ADRS switch, set the value from the table in the Switch 
Register, and press the START switch. 

^To bootstrap a magtape, use the loading routine described in Sec- 
tion F.4.1. 
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F.l BM873-YA PROCEDURE 

If the BM873-YA Restart/Loader is on the system, perform the fol- 
lowing steps. 

Move the CPU Console ENABLE/HALT switch to its HALT 
position and back to its ENABLE position. 

Set the CPU Switch Register to one of the following 
values . 

713000 for RFll disk 

112010 for RKll disk cartridge 

113100 for RPJ2I3 disk pack 

113050 for TM11/TU1J2( magtape 

113030 for TC11/TU56 DECtape 

Depress the GPU LOAD ADRS switch. 

Depress the CPU START switch. 
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F.2 BM873-YB PROCEDURE 

If the BM873-yB Restart/Loader is on the system, perforin the fol- 
lowing steps. 

Move the CPU Console ENABLE/HALT switch to its HALT 
position and back to its ENABLE position. 

Set the CPU Switch Register to one of the following 
values. 

773030 for RKll disk cartridge 

773136 for RFll disk 

773320 for RP04 disk pack 

773350 for RP03 disk pack 

773110 for TM11/TU10 magtape 

773150 for TM02/TU16 magtape 

773070 for TC11/TU56 DECtape 

Depress the CPU LOAD ADRS switch. 
Depress the CPU START switch. 
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F.3 MRll-DB PROCEDURE 

If the MRll-DB Bulk Storage Loader is on the system, perform the 
following steps. 

Move the CPU Console ENABLE/HALT switch to its HALT 
position and back to its ENABLE position. 

Set the CPU Switch Register to one of the following 
values, 

7731iJi2f for RFll disk 
773110 for RKll disk cartridge 
773154 for RP03 disk pack 
773136 for TM11/TU1J2( magtape 
773120 for TC11/TU56 DECtape 

Depress the CPU LOAD ADRS switch. 

Depress the CPU START switch. 
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F.4 BM792-YB PROCEDURE 

If the BM792-YB Hardware Loader is on the system, perform the 
following steps. 

Move the CPU Console ENABLE/HALT switch to its HALT 
position and back to its ENABLE position. 

Set the CPU Switch Register to 773100. 

Depress the CPU LOAD ADRS switch. 

Set the CPU Switch Register to one of the following 
values. 

777462 for RFll disk 

7774J2I6 for RKll disk cartridge 

776716 for RPJZ(3 disk pack 

777344 for TC11/TU56 DECtape 

Depress the CPU START switch. 

To bootstrap a TM11/TU10 magtape when the system has neither the BM873 
nor the MRll-DB loader, the user must manually enter a load routine 
into memory using the CPU console Switch Register and the DEP switch. 

To load the routine, perform the following steps. 

Move the CPU Console ENABLE/HALT switch to its HALT 
position and back to its ENABLE position. 

Set the CPU Switch Register to 010000. 

Depress the CPU LOAD ADRS switch. 

Load the following contents into memory using the 
Switch Register and DEP switch. 

Address Contents 

010000 012100 

01)21002 172524 

010004 005310 

010006 012740 

010010 060011 

010012 105710 

010014 100376 

010016 005710 

010020 100767 

010022 012710 

010024 060003 
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Address Contents 

01j2fj2(26 105710 

010030 100376 

J2fl0032 005710 

010034 100777 

010036 005007 

Set the Console Switch Register to 010000. 
Depress the CPU LOAD ADRS switch. 
Depress the CPU START switch. 

If the system reads the tape but halts at address 010034, the device 
generated a magtape error. The user can try another drive. If the 
system appears to take no action and halts, verify the accuracy of 
the routine by using the CPU Console EXAM switch. Use the Switch 
Register and the DEP switch to correct any erroneous contents. Re- 
wind the tape to its load point before executing the routine again. 
If no recovery is successful, it will be necessary to have a DIGITAL 
Field Service representative check the device. If the hardware is 
working properly, it will be necessary to use a new magtape reel. 



F-7 March 1975 



INDEX 



Accounts, 

automatic creation,- 6-28 

creation, 6-24 

data 

read, 7-64 

read and reset, 7-84 
deletion, 6-27 
dump, 7-87 
information, 5-11 
limits, 6-33 
summary, 6-32 
zeroing, 6-20 
ACCT.SYS standard account file, 

4-33, 6-42 
Addresses, parity memory, 3-73 
ANALYS system program, 6-44 
Answering SYSLOD questions, 2-8 
ANY MEMORY ALLOCATION CHANGES? 

query, 3-67 
/AS option, 6-56 

Assembly language code, 1-2, 1-3 
Assembly listings, 2-57 
Assign device, 7-28 
Attach, 7-70, 7-72 
Attached condition, 7-103 
Automatic answers, 2-18 
Automatic recovery, 5-7 
Automatic restart, 5-9 
Auxiliary fixed head disk, 1-4 



Bad blocks, 3-9 

file BADE. SYS, 3-26 
BASE query, 3-49 
BASIC-PLUS 

language code, 1-2, 1-4 

symbol, 3-72 
BATCH 

command file transfer from tape, 
2-16 

initiation, 2-17 

system program, 6-63 
Batch processor, 6-63 
Big buffers, 2-62 
Bit maps, swap (SATT.SYS) , 3-28, 

3-30, 3-31 
Blank system disk loading, 2-7 
BM792-YB procedures, 2-7, 2-11, 

5-3 
BOOT option, bootstrapping a 

device, 3-94 
Bootstrap procedure 

DECtape, 2-6 

disk cartridge, 2-10 

magtape, 2-4 
Bootstrapping RSTS/E, 5-2, 5-4 

from ROLLTN, 5-5 
Broadcast to a terminal, 7-39 
Buffers, 

big, 2-62 

small, 2-60 



BUFF. SYS DECtape buffers file, 3-36, 

5-18 
BUILD. CTL programs and files, 4-1, 

4-2, 4-3, 4-4, 4-26 
Building system library files, 4-1 
from DECtape, 4-26 
from disk cartridge, 4-26 
from magtape, 4-8 
BYE command, 6-3 



Cancel TO effect, 7-2 

Card codes, 2-64, 2-65 

Catalog, system, account, 5-10 

Catastrophic errors, 5-5 

CCL (see Concise Command Language) , 

2-63, 6-110 
CHANGE command, 6-18 
Changing, 

date, 6-23, 7-37 

job maximum, 3-63 

passv7ord, 6-20, 7-46 

quota, 6-20, 7-46 

swap maximum, 3-63 

time, 6-23, 7-37 
Character generation file, E-1 
Checkpoints, 2-20 
CLEAN command, 6-18 
Cleaning up a disk pack, 7-45 
Cluster size ranges, 5-15 
Code, 

card, 2-65 

directory lister, 2-66 

disk handling, 2-65 

initialization (INIT) , 3-1 

resident, 2-65 

RSTS/E system replacement, 2-74 

SEND/RECEIVE, 2-66 

SYS call dispatch, 2-65 
Command , 

BYE, 6-3 

CCL, 6-110 

CHANGE, 6-18 

CLEAN, 6-18 

CO, 6-60 

DATE, 6-17 

DE, 6-60 

DISMOUNT, 6-17 

END, 6-3 

FORCE, 6-3, 6-17 

HANGUP, 6-17 

HELP, 6-18 

KI, 6-60 

KILL, 6-17 

LOCK, 6-18 

LOGIN, 6-3 

LOGINS, 6-3, 6-17 

MOUNT, 6-3, 6-17 

NO LOGINS, 6-17 

QUOTA, 6-18 

RE, 6-60 
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Command (cont. ) , 

SEND, 6-3, 6-17 

TIME, 6-17 

UNLOCK, 6-18 

ZERO, 6-18 
Concise Command Language (CCL) , 

2-63 
Configuration errors, 5-6 
Configuration questions, 2-17 

considerations, 2-52 
Connect time, 6-33 
Consistency error messages, A-1 
Contiguous memory, 3-79 
Control files, 

BUILD, 4-1 

BUILD. CTL, 4-2 

PilCIO.CTL, 4-2, 4-5 

RJ2780.CTL, 4-2, 4-5 

SPLER.CTL, 4-2, 4-5 
Control files, 6-5 

contents, 6-3 

CRASH. CTL, 4-31 

INIT, 6-2 

START. CTL, 4-31 
Copying disk cartridges, 2-11 
Core image library, 

definition, 1-3 

RSTS.CIL file, 3-27 
Core memory, 3-74 
Crash analysis, system, 6-44 
Crash dump, 

analysis, 6-44 

facility, 3-87 

file, CRASH. SYS, 3-37 

query, 3-88 

request, 5-4 
CRASH. SYS file contents, 6-44 
Creation, 

accounts, 6-24 

ASCII test, 4-29 

message files, 4-29 

user account, 4-33, 7-56 
CPU time/ 6-33 
CTRL/C trap enable, 7-33 



Dataset hangup, 7-38 

DATE , command , 6-17 

Date and time changer, 7-37 

DDE information, 7-97 

DE command, 6-51, 6-60 

Deassigning 

a device, 7-30 
all devices, 7-31 
Declaring a receiver, 7-76 
DECtape, building system library 

from, 4-26 
DECtape bootstrap procedure, 2-6 
DECtape buffers file, BUFF. SYS, 

3-36 
DEFAULT and START option queries, 

3-61 



DEFAULT initialization option, 3-60 

ANY MEMORY ALLOCATION CHANGES 
query, 3-67 

CRASH DUMP, 3-87, 3-88 

JOB MAX change, 3-63, 3-64 

queries, 3-61 

SWAP MAX change, 3-6 3, 3-64 
Defined initialization code, 1-3 
DELETE , 

function queries, 6-27 

query, 3-49 
Delete user account, 7-58 
Detach, 7-70 

Detached condition, 7-103 
Device , 

assignment, 7-28 

deassignment, 7-28, 7-31 

name, 7-17 

reassignment, 7-28 

time, 6-33 

unit number, 7-17 

zeroing, 7-31 
DEVICE bootstrapping, BOOT option, 

3-94 
Devices, 

non-supported, 2-59 

peripheral, 2-55 
Dialogue, Monitor, 2-14 
DIALOGUE query, 2-14 
Directory, 

by filename, 7-93 

disk wildcard, 7-94 

lookup, 7-93, 7-94 

Master File (MFD) , 1-5 

on index, 7-89 

special Magtape, 7-91 

User File (UFD) , 1-5 
Directory searching, 3-10 
Disable echoing, 7-4 
Disable further logins, 7-41 
Disable terminal, 7-48 
Disconnecting a remote line, 6-23 
Disk, 

account creation, 6-24 

accounting information, 6-29 

automatic account creation, 6-28 

auxiliary fixed head swapping, 1-4 

blocks allocated, 6-33 

cleaning, 6-19 

cluster size assignment, 3-16 

deleting accounts, 6-27 

devices, 2-55 

dismounting, 6-20 

file structure, 1-4 

formatting, 3-9 

initialization, 3-8 

locking, 6-19 

loading CIL, 2-68 

management, 6-16 

patterns, 3-9 

quota determination, 6-32 

sector numbers, 3-22 

unlocking, 6-19 
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Disk (cont. ) , 

usage procedures, 6-21 

wildcard directory lookup, 7-94 
Disk cartridge, 

bootstrap procedure, 2-10 

building system library from, 4-23 

copying, 2-11 
Disk catalog, 6-101 
Disk directory lookup by filename, 

7-93 
Disk free block count, 6-34 
Disk handling code, 2-65 
Disk pack, 

cleanup, 7-45 

terminal status, 7-45 
Disk query, 3-4 9 
DISMOUNT command, 6-17 
Dismounting, 6-19 
Drop temporary privileges, 7-55 
DSKINT, 

operation, 3-10 

option, 3-8 

queries, 3-12, 3-13 

system program, 6-108 

Enable, 

echoing, 7-3 

further logins, 7-41 

single character input mode, 7-4 
END command, 6-3 
ENTER, 

function, 6-24 

queries, 6-26 
Enter tape mode, 7-3 
ERRCPY system program, 6-65 
ERRCRS system program, 6-67 
ERRDIS system program, 6-67, 6-71 

options, 6-69, 6-70 
ERRLOG.FIL file, 6-66 
Error, 

copy program, 6-65 

crash program, ERRCRS, 6-67 

display program, ERRDIS, 6-67 

handling routines, parity, 3-81 

logging, 6-65 

message file, ERRSYS, 3-35 

message, RETURN, 7-26 
Errors, 

configuration, 5-6 

privileged-account programming, 
5-6 

start-up, 3-91 
ERR. SYS error messages file, 3-35 
\EX command, 6-51 
EXIT table option, 3-86 
Exit to editor, 7-5, 7-7 



FCB information, 7-97 
File Status Table, 3-42, J-59 
File statistics, 7-66 
Filename string scan, 7-17 
File-related queries, REFRESH, 
3-46, 3-48 



Finding current project-programmer 

number, 7-102 
FIP function call, 7-5 
FIP SYS calls (by subfunction code) , 

7-15 
Fixed locations in Monitor, 7-102 
Flag word 1 7-20 
Flag word 2, 7-21, 7-22, 7-23 
Floating point precision format, 

2-66 
FORCE command, 6-3, 6-17 
Force input to a terminal, 7-39 
Format , 

floating-point precision, 2-66 

scaled arithmetic, 2-66 
Frequency, power, 2-52 
Function, PEEK, 7-101 
Functions, mathematical, 2-67 



Get Core Common, 7-6 
GRIPE commands, 

*LIST, 6-42 

*RESET, 6-43 
GRIPE system program, 6-42 
GRIPE.TXT file, 6-42 



HANGUP command, 6-17 
Hang up a dataset, 7-38 
Hardware , 

configuration questions, 2-52 

malfunctions, 5-6 

system, 1-1 
HELP command, 6-18 
HELP. TXT system help file, 4-31 



\IN command, 6-51 
Initialization, disk (DSKINT) , 

3-8, 3-14, 6-108 
Initialization options, 3-1 
BOOT, 3-2, 3-3, 3-94 • 
DEFAULT, 3-2, 3-3, 3-60 
DSKINT, 3-2, 3-3, 3-8, 3-13, 

3-17, 3-18 
FILL, 3-2, 3-4 
ASR33, 3-2, 3-4 
LA30, 3-2, 3-4 
VT05B, 3-2, 3-4 
LOAD, 3-2, 3-3, 3-95 
PATCH, 3-2, 3-3, 3-5 
REFRESH, 3-2, 3-3, 3-19, 3-21, 

3-26 
START, 3-2, 3-3, 3-89 
summary, 3-2 
UNISYS, 3-2, 3-3, 3-93 
Initialization options overview, 3-1 
code patching, 3-7 
INIT code, 5-1 
Initializing non-system disk, 3-17 
INIT program commands, 6-2 
I/O symbol, 3-72 
Inter job communication, 6-4 6 
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Job, 

killing, 6-22, 7-48 

priority, 6-97 
Job in memory, 

lock, 7-54 

unlock, 7-54 
Job maximum changing, 3-63 
Job scheduling, 7-51 



KBn: command, 6-39 

KCT (kilo-core ticks), 6-29, 6-33 

Keyboard , 

malfunction determination, 6-34 
number assignments, 2-53 

KI command, 6-60 

KILL command, 6-17 

Kill job, 7-48 

Killing a job, 6-22 

Kilo-core ticks, 6-29, 6-32, 6-33 



LCK symbol, 3-7 2 
Line printer, 

for SYSGEN, 2-56 

spooling, 6-56 
Listings, assembly, 2-57 
LISTINGS question, 2-57 
LIST table option, 3-7 
*LIST command, 6-42 
LN:nnn option, 6-56 
Load maps, 2-56 

printing, 2-57 
LOAD option, loading stand-alone 

programs, 3-95 
Loading , 

blank system disk, 2-70 

CIL onto disk, 2-68 

stand-alone programs, 3-95 
LOCATE table option, 3-76 
Lock job in memory, 7-54 
LOCK command, 6-18 
LOCK table option, 3-79 
LOGIN and LOGOUT SYS calls, 7-68 
LOGIN 

command, 6-3 

procedure, 2-15 
Login prevention, 6-22 
Logins 

disable further, 7-41 

enable further, 7-41 

set, 7-83 
LOGINS command, 6-3, 6-17 
Logout, special shutup, 7-35 
Long form questions, 2-17 

examples, 2-23 



Magtape 

bootstrap procedure, 2-4 
building system library from, 4- 
software using long form 
questions, 2-22 



Malfunctions, 

memory, 3-7 9 

system software, 5-7 
Management, disk, 6-16 
Master File Directory (MFD) , 1-5 

creation, 3-8 
Mathematical functions, 2-67 
Matrix manipulation option, 2-67 
Maximum job parameter, 2-59, 6-97 
\me command, 6-51 
Memory , 

adding, 3-84 

allocation changes, 3-67 

allocation table symbols, 3-72 

configuration, 3-7 3 

contiguous , 3-79 

core, 3-74 

failures, 3-81 

locking out, 3-79 

malfunctions, 3-79 

MOS, 3-73 

parity addresses, 3-73 

reset, 3-84 

unlocking, 3-83 
Message receiving, 7-74, 7-76 
Message sending, 6-22, 7-74, 7-79 
Message files, creating ASCII text 

and, 4-29 
Minimal file structure, 3-9 
MONEY system accounting program 

options, 6-29, 6-30, 6-31 

output, 6-32 
Monitor 

fixed locations, 7-102 

patching, RSTS/E, 3-6 

tables, 7-97 
Part I, 7-98 
Part II, 7-99 
MON symbol, 3-7 2 
MOS memory, 3-73 
MOUNT command, 6-3, 6-17 
MRll-DB procedure, 2-5, 2-7, 

2-10, 5-3 
Multiple terminal service, 2-55 



NEW JOB MAX? query, 3-65 
NEW SWAP MAX? query, 3-65 
NO LOGINS, command, 6-17 
Non-resident code, 1-3 
Non-supported devices, 2-59 
NOTICE.TXT system message file, 

4-30 
NXM symbol, 3-72 



Octal debugging tools, ODT, 6-73 
ODT system program, 6-73-6-89 
characters and symbols, 6-75 - 

6-78 
error procedures, 6-88 
FILE question responses, 6-79 
interpretive address quantities, 
6-87 
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ODT (cont.) , 

offset location, 6-83 

opening absolute location, 6-83 

/->T->cs-n "i -nfT :sTr\r\ /-■ 1 o c! "i n re 1 <-\ o a -f- i /->i •n e 

6-80 
opening preceding location, 

6-81 
opening PC relative location, 

6-82 
opening relative branch, 6-8 3 
printing ASCII format, 6-85 
printing contents of locations, 

6-84 
printing Radix-50 format, 6-86 
relocation registers, 6-86 
returning to interrupted 

sequence, 6-84 
submode, 7-4 
Open channel statistics, 7-100 
Option, 

BOOT, 3-2, 3-3 
DEFAULT, 3-2, 3-3, 3-60 
DSKINT, 3-2, 3-3, 3-8, 3-13, 

3-17, 3-18 
FILL, 3-2, 3-4 

ASR33, 3-2, 3-4 

LA30, 3-2, 3-4 

VT05B, 3-2, 3-4 
LIST table, 3-70 
LOAD, 3-2, 3-3 
matrix manipulation, 2-67 
PATCH, 3-2, 3-3, 3-5 
PRINT USING, 2-67 
REFRESH, 3-2, 3-3, 3-19, 3-21,3- 
software, 2-52 
START, 3-2, 3-3 
summary, 3-2 
UNISYS, 3-2, 3-3 
Overlay code file, OVR.SYS, 3-34 
Overview, initialization options, 

3-1 
OVR.SYS overlay code file, 3-34 



Parameter string building, 7-8 
Parity 

error handling routines, 3-81 

memory addresses, 3-73 

registers, 3-74 
PARITY table option, 3-73 
PASSWORD changing, 6-20, 7-46 
PATCH option, 

space , 2-65 

Resident Monitor, 2-68 
run-time system, 2-68 
Patching initialization code, 3-7 
Patching RSTS/E Monitor, 3-6 
Pattern checking swapping disk, 

3-17 
PEEK function, 7-101 
Peripheral devices, 2-56 
PLEASE system program, 6-103 
Poke Core, 7-82 



Power fail recovery code, 2-63 
Power frequency, 2-52 
Preventing logins, 6-22 

jr i j-ii ujLiig , x(_»CLa iucLj/ , £.—Z) I 

PRINT USING option, 2-67 
Priority, 

byte, 6-97 

special run, 7-53 
PRIOR system program, 6-97 
PRIVILEGE, 5-19 
Privileged-Account programming 

errors, 5-6 
Privileged 

features of system programs, 
5-21, 6-1 

programs, 5-20 
Privileges, drop temporary, 7-55 
Procedures, 

DECpack, using CILUS , 2-72, 2-76 

DECtape, using SYSLOD, 2-71, 2-75 

Magtape, using SYSLOD, 2-71, 2-75 
Program, 

stand-alone, 2-68 
Program operation, SYSLOD, 2-7 
Project-programmer number, 7-12 

finding current, 7-102 
Pseudo-keyboard devices, 2-54 
Put Core Common, 7-6 



QUEM_AN , 

error messages, 6-54 

system program, 6-48, 6-54 
■26 commands, 6-51 
request, 6-50 
Queries, 

DEFAULT option, 3-61 

DSKINT, 3-12, 3-13 

REFRESH, 3-46 

START option, 3-61 
Question, LISTINGS, 2-57 
Questions, 

configuration, 2-17 

long form, 2-17 

short form, 2-17 
Queue management, 6-46 

operations, 6-48 
QUEUE. SYS file, 6-46 

initialization, 6-48 
QUOTA, 

changing, 6-20, 7-46 

command, 6-18 



Radix-50 format, 7-18 

RE command, 6-60 

\RE:n command, 6-51 

REACT system program, 6-24, 6-25 

ENTER, 6-24, 6-26 

STANDARD function, 6-28 
Read, or Read and Reset accounting 

data, 7-84 
Reassign device, 7-28 
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Reattach, 7-73 
Receiver, 

job maximiim number, 2-62 
removal, 7-81 
Receiving a message, 7-76 
RECro.e^L €e-nt^=ol file, 4-2 r 4.-15, 

4-57 

Record I/O software, 2-64 
Recovery from line printer errors, 

6-59 
REFRESH, 3-34, 3-38, 3-46 
action message, 3-50 
examples, 3-51 
file-related queries, 3-46 , 3-47 

3-48 
option, 3-19 

(creating the system files) 
long form, 3-38 
operation, 3-38 
short form, 3-38 
queries, 3-46 

action message, 3-50 
BASE, 3-49 
DELETE, 3-4 9 
DISK, 3-49 
examples, 3-51 
size, 3-48 
Registers, parity, 3-74 
Removing 

files, 6-20 
receiver, 7-81 
Remote line, 

characteristics determination, 

6-36 
disconnecting, 6-23 
Replacing RSTS/E system code, 2-74 
Requesting memory dump, 5-4 
RESET table option, 3-84 
*RESET command, 6-43 
Resident code, 1-3, 2-65 
Resident monitor patch space, 2-65 
Return error message, 7-26 
/RING option, 6-40 
Ring characteristics, 6-36 
RJ2780.CTL control file, 4-2, 4-5, 

4-6, 4-21, 4-29 
ROLLIN program, 

bootstrapping RSTS/E from, 5-5 
copying disks, 2-11 
RSTS.CIL, 3-14, 3-27 

core image library file, 3-27 
RTS (see Run Time System) 
Run burst, 6-97 
Run Time System, 
locating, 3-76 
patch space, 2-68 



Sample START. CTL file, 6-4 
SATT.SYS, storage allocation table 

file, 3-28 
Scaled arithmetic format, 2-66 
Sector numbers, disk, 3-22 



Send and Receive messages, 7-74 
SEND command, 6-3, 6-17 
SEND/RECEIVE code, 2-66 

directory lister code, 2-66 
Sending messages, 6-22, 7-79 
Set logins, 7-83 
Setting, 

system date, 3-90 

time of day, 3-90 
Short form question, 2-17 

automatic answer example, 2-4 

configuration, C-1 

example, 2-46 
Shutup logout, special, 7-35 
SHUTUP system program, 6-23 
SIZE query, 3-48 
Small buffers, 2-60 
Software options, 2-52 
Software, system, 1-2 
Special magtape directory lookup, 

7-91 
Special shutup logout, 7-35 
SPLER.CTL control file, 4-2, 4-18, 
4'-25, 4-28 

programs and, 4-7 
SPOOL commands, 6-60 

line printer output, 6-60 
SPOOL system program, 6-56, 6-60 

output, 6-60 
Spooling, 

operations , 6-46 

program termination, 6-63 
Stand alone programs, 2-68 

loading, LOAD, 3-95 
Standard account file, ACCT.SYS, 4-3 3 
STANDARD function, 6-28 
START. CTL control file, -4"31 r 

example, 6-9 

sample, 6-4 
START option queries ,3-61, 3-89 

ANY MEMORY ALLOCATION CHANGES?, 
3-67 

CRASH DUMP, 3-87, 3-88 

JOB MAX?, 3-63, 3-64 

SWAP MAX?, 3-63, 3-64 
Starting, 

RSTS/E, 5-2 

system generation, 2-13 

timesharing operations, 3-89 
Start up, 

conditions determination, 3-60 

errors, 3-91 
\ST command, 6-51 
Status, 

disk pack and terminal, 7-4 3 

table entries, 3-43 
Storage Allocation Table file, 

SATT.SYS, 3-28 
Swap, 

bit maps, 3-30, 3-31 

files, SWAPn.SYS, 3-29 

maximum changing, 3-63 
Swapping disk, 1-4, 3-17 
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Symbols, Memory Allocation Table, 

3-72 
BASIC, 3-72 
I/O, 3-72 
LCK, 3-72 
MON, 3-72 
NXM, 3-72 
U, 3-72 
SYS, 

call dispatch code, 2-65 
calls, 

ATTACH, 7-7 0, 7-72 

DETACH, 7-70 

T r\/^ T-KT "7 ^ O 

JJV^VJXLN , /— OO 

LOGOUT, 7-68, 7-69 
REATTACH, 7-70, 7-73 
formats and codes, 7-1 
system function calls, 7-1, 7-2 
system function calls to FIP, 7-7 
SYSCAT system program, 6-101 
SYSGEN, system generation program, 

2-2 
SYSLOD, 3-14 

error message, B-1 
program operation, 2-7 
question answering, 2-8 
SYSTAT system program, 6-34 
System accounts, 5-9 
catalog, 5-10 
contents, 3-20 
[1,1] , 5-10 
[1,2] , 5-13 

on non-system disks, 5-18 
operations, 6-29 
[0,1] , 5-14 
System clock, 2-51 
System crash analysis, 6-44 
System crashes, 5-5 
System date, 
changing, 6-23 
setting, 3-90 
System disk, 

bootstrapping, 5-2 
initialization, 3-14 
structure, 3-23 
System file, 

BADE. SYS, 3-26 
BUFF. SYS, 3-36 
CRASH. SYS, 3-37 
creation, 3-19 
CURRENT SIZE, 3-44 
deletion, 3-49 
determining location, 3-49 
determining size, 3-4 8 
ERR. SYS, 3-35 
organization, 3-23 
OVR.SYS, 3-34 
positioning, 3-4 9 
RE<}UI^^i> SIZE, J- 4 4 
RSTS.CIL, 3-27 
SATT.SYS, 3-28 
START CLUSTER, 3-44 
START SECTOR, 3-44 
status table, 3-43 



System library files, building, 4-1 
ERRLOG.FIL, 6-66 
QUEUE. SYS, 6-46 
summ.ar y * 3-20 
SWAPn.SYS, 3-29 
System function calls, SYS, 7-1 
System generation, SYSGEN, 2-2 
DECtape software, 2-46 
disk cartridge software, 2-40 
example, 2-22 
magtape software, 2-23 
using long form questions, 2-22, 
2-40, 2-46 
System generation overview, 2-1 
monitor, 2-2 
starting, 2-13 
System halting, 5-1 
System hardware, 1-1 
System help file, HELP. TXT, 4-31 
System management, 1-7 

generation, 1-7 
System message file, NOTICE.TXT, 4-30 
System module sizes, D-1 
System operation, 
concepts, 1-5 
control, 6-22 
System program commands, 6-92, 6-93 
ANALYS, 6-44 
BATCH, 6-63 
BUILD, 4-1 
DSKINT, 6-108 
ERRCPY, 6-65 
ERRORS, 6-67 
ERRDIS, 6-67, 6-71 
GRIPE, 6-42 
INIT, 6-2 
MONEY, 6-29 
ODT, 6-73 - 6-89 
PLEASE, 6-103 
PRIORITY, 6-97 
QUEMAN, 6-48, 6-54 
REACT, 6-24 
SHUTUP, 6-12 
SPOOL, 6-56, 6-60 
SYSCAT, 6-101 
SYSTAT, 6-34 
TALK, 6-104 
TTYSET, 6-36 
UTILTY, 6-14 
VT5DPY, 6-90 
System programming conventions, 

6-109 
System software, 1-2 

malfunctions, 5-7 
System shutdown, SHUTUP, 6-12 
System startup, 

controlling, 6-2 
System status, 6-34, 6-90 
System tit il ity opera t ions, 6-14 



Table option, 
EXIT, 3-86 
LIST, 3-70 
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Table option (cont.), 

LOCATE, 3-76 

LOCK, 3-7 9 

PARITY, 3-73 

RESET, 3-84 

summary, 3-68, 3-69 

UNLOCK, 3-83 
TALK system program, 6-104 
Terminal, 2-52 

broadcast to, 7-39 

disabling, 7-48 

force input to, 6-22, 7-39 

interface, 2-53 

interface not enabled, 3-93 

2741, 2-54 
Terminal characteristics, 7-55, 
7-59 

automatic setting, 6-40 

determination of, 6-36 
Terminal speed characteristics file, 

TTYSET.SPD, 4-32, 6-37 
Terminal status, disk pack and, 7-4 3 
Ticks, 

kilo-core, 6-33 
Time, 

connect, 6-33 

CPU, 6-33 

device, 6-33 
Time changer, date and, 7-37 
TIME command, 6-17 
Time of day, 

changing, 6-23 

setting, 3-90 
Timesharing operations, starting, 

START option, 3-89 
Trap enable, CTRL/C, 7-33 
TTYSET command KBn: , 6-39 
TTYSET/RING option, 6-40 
TTYSET.SPD teiniiinal speed charac- 
teristics file, 4-3^-' k-^'ln 
TTYSET system program, 6-36 
2741 code/keyboard arrangements, 

2-54 
2741 terminals, 2-54 
2780 software, 2-58 



UTILTY commands, 6-17, 6-18 

CHANGE, 6-20 

CLEAN, 6-19 

DATE, 6-23 

DISMOUNT, 6-20 

FORCE, 6-22 

HANGUP, 6-23 

LOCK, 6-19 

MOUNT, 6-19 

NO LOGINS, 6-22 

QUOTA, 6-20 

TIME, 6-23 

UNLOCK, 6-19 

ZERO, 6-20 
UTILTY system program, 6-14 

invoking, 6-14 

terminating, 6-14 



VT5DPY system program, 6-90 
commands, 6-92, 6-93 



Wildcard directory lookup, disk, 

7-94 
WI:nn option, 6-56 



ZERO command, 6-18 
Zero a device, 7-31 



UFD cluster size determination, 

6-33 
UNISYS, 

initialization, 3-93 
Unlock job in memory, 7-54 
UNLOCK command, 6-18 

table option, 3-83 
Unpacking returned data, 7-9 
Unsigned integer, 7-13 
User accounts, 

creation, 4-33, 7-56 

deletion, 7-58 
User File Directory (UFD) , 1-5 
U symbol, 3-72 
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HOW TO OBTAIN SOFTWARE INFORMATION 

SOFTWARE NEWSLETTERS, MAILING LIST 

The Software Communications Group, located at corporate headquarters in 
Maynard, publishes software newsletters for the various DIGITAL products 
Newsletters are published monthly, and keep the user informed about cus- 
tomer software problems and solutions, new software products, docxamenta- 
tion corrections, as well as programming notes and techniques. 

There are two similar levels of service: 

The Software Dispatch 
The Digital Software News 

The Software Dispatch is part of the Software Maintenance Service. This 
service applies to the following software products: 

PDF- 9/15 
RSX-llD 
DOS /BATCH 
RSTS/E 
DECsystem-10 

A Digital Software News for the PDP-11 and a Digital Software News for 
the PDP-8/12 are available to any customer who has purchased PDP-11 or 
PDP-8/12 software. 

A collection of existing problems and solutions for a given software 
system is published periodically. A customer receives this publication 
with his initial software kit with the delivery of his system. This 
collection would be either a Software Dispatch Review or Software Per- 
formance. Summary depending on the system ordered. 

A mailing list of users who receive software newsletters is also main- 
tained by Software Communications. Users must sign-up for the news- 
letter they desire. This can be done by either completing the form sup- 
plied with the Review or Summary or by writing to: 

Software Communications 

P.O. Box F 

Maynard, Massachusetts 01754 

SOFTWARE PROBLEMS 

Questions or problems relating to DIGITAL'S software should be reported 
as follows : 

North and South American Submitters: 



Upon completion of Software Performance Report (SPR) form remove last 
copy and send remainder to: 

Software Communications 

P.O. Box F 

Maynard, Massachusetts 01754 

The acknowledgement copy will be returned along with a blank SPR form 
upon receipt. The acknowledgement will contain a DIGITAL assigned SPR 
nimaber. The SPR number or the preprinted number should be referenced in 
any future correspondence. Additional SPR forms may be obtained from 
the above address. 

All International Submitters ; 

Upon completion of the SPR form, reserve the last copy and send the re- 
mainder to the SPR Center in the nearest DIGITAL office. SPR forms are 
also available from our SPR Centers. 

PROGRAMS AND MANUALS 

Software and manuals should be ordered by title and order number. In the 
United States, send orders to the nearest distribution center. 



Digital Equipment Corporation Digital Equipment Corporation 

^.rr^^ Distribution center Software Distribution ?ente? 

146 Main Street 1400 Terra Bella 

Maynard, Massachusetts 01754 Mountain View, California 94043 

Dia!tf? Ff.?S%^?if n^-^""^^' °^^^" ^^°^^^ ^^ directed to the nearest 
Digital Field Sales Office or representative. 

USERS SOCIETY 

DECUS, Digital Equipment Computers Users Society, maintains a user ex- 
^=f?r ''^mK^^^u'' ^s^^-^^itten programs and technical application infor- 
n?rTS?; ^^ Library contains approximately 1,900 programs for all 
DIGITAL computer lines. Executive routines, editors, debuggers, special 
fvaUabJe: ^^^'' maintenance and various other clashes of^prog^a^s are 

^nS^Lo^^^^'f Library Catalogs are routinely updated and contain lists 
and abstracts of all programs according to computer line: 

PDP-8, FOCAL-8, BASIC-8, PDP-12 
PDP-7/9, 9, 15 
PDP-11, RSTS-11 
PDP-6/10, 10 

Forms and information on acquiring and submitting programs to the DECUS 
Library may be obtained from the DECUS office. ^ ^ ur,uua 

In addition to the catalogs, DECUS also publishes the following: 
DECUSCOPE -The Society's technical newsletter, published bi-monthly, 

aimed at facilitating the interchange of technical in- 
formation among users of DIGITAL computers and at dis- 
seminating news items concerning the Society. Circula- 
tion reached 19,000 in May, 1974. 



PROCEEDINGS OF 
THE DIGITAL 
EQUIPMENT USERS 
SOCIETY 

MINUTES OF THE 
DEC system- 10 
SESSIONS 

COPY-N-Mail 

LUG/SIG 



-Contains technical papers presented at DECUS Symposia 
held twice a year in the United States, once a year 
in Europe, Australia, and Canada. 

-A report of the DECsystem-10 sessions held at the two 
United States DECUS Symposia. 

-A monthly mailed communique among DECsystem-10 users. 

-Mailing of Local User Group (LUG) and Special Interest 
Group (SIG) communique, aimed at providing closer 
communication among users of a specific product or 
application. 

Further information on the DECUS Library, publications, and other DECUS 
activities IS available from the DECUS offices listed below: 



DECUS 

Digital Equipment Corporation 

146 Main Street 

Maynard, Massachusetts 01754 



DECUS EUROPE 

Digital Equipment Corp. International 

(Europe) 

P.O. Box 340 

1211 Geneva 26 

Switzerland 
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